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Appendix A Introduction

1.0 INTRODUCTION

The TMDL and water quality restoration planning process in Montana involves several steps.
The first step consists of characterizing the environment in which the water bodies exist (this
step is referred to as “watershed characterization). This is followed by developing a thorough
understanding of the water quality problem (what pollutant is causing the impairment and how is
the impairment manifested in the water body — referred to in this report as “water quality
impairment status™) and establishing water quality goals (“targets™). Once the water quality
problem has been defined, the next step is to identify all significant sources of pollutants
(“source assessment”). Then, the maximum load of a pollutant (for example, sediment, nutrients,
or metals) that a water body is able to assimilate and still fully support its designated uses is
determined (the total maximum daily load or TMDL). Next, the pollutant load is allocated
among all sources within the watershed, including natural sources (i.e., “allocation”), and
voluntary (for nonpoint sources) and regulatory control (for point sources) measures are
identified for attaining the source allocations (i.e., “restoration strategy”). Last, a monitoring
plan and associated corrective feedback loop are established to ensure that the control measures
are effective at restoring water quality and all designated beneficial water uses.

The actual Total Maximum Daily Load is typically expressed as follows:
TMDL = LA + WLA + MOS
Where
LA =the load allocation, or the allocation to non-point sources
WLA = the waste load allocation, or the allocation to point sources
MOS = the margin of safety
Appendix A presents the TMDLs and associated allocations and margins of safety for all of the
impaired waters in the Lake Helena TMDL Planning Area (Table 1-1). The water body/pollutant

combinations addressed in Appendix A are listed in Table 1-2. A summary is presented in
Section 15.

Table 1-1. 303(d) Listed Streams

Clancy Creek Corbin Creek Golconda Creek
Granite Creek (Austin Creek) Granite Creek (Sevenmile Creek) Jackson Creek
Jennie’s Fork Lake Helena Lump Gulch

Middle Fork Warm Springs Creek North Fork Warm Springs Creek Prickly Pear Creek
Sevenmile Creek Silver Creek Skelly Gulch

Spring Creek Tenmile Creek Warm Springs Creek
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Table 1-2. Water quality status of suspected impaired water bodies and required TMDLs in the
Lake Helena watershed.

Water Body Name

and Number Impairment Causes® Impairment Status” Action
glcl)t”a(;:)n/Suspended Impaired A TMDL is presented in Section 2.0
Clancy Creek, - - - -
MT41|y006 120 Nutrients Not impaired No TMDL required.
. TMDLs for arsenic, cadmium, copper, lead, and zinc are
Metals Impaired . :
presented in Section 2.0.
Suspended Solids Impaired A TMDL is presented in Section 3.0.
. TMDLs for arsenic, cadmium, copper, lead, and zinc are
Metals Impaired . :
Corbin Creek presented in Section 3.0.
MT41 |006_0é0 Temperature Unknown A TMDL will not be written at this time.

Salinity/TDS/Chloride

Impaired for salinity
and TDS. Not
impaired for Chloride.

A TMDL will not be written. Impairments will be
addressed by the metals TMDLs (Section 3.1).

Suspended Solids/

Golconda Creek, Turbidity Not impaired No TMDL required.

MT411006_070 . TMDLs for cadmium and lead are presented in Section
Metals Impaired 4.0

Granite Creek, No pollutants NA No TMDL required.

MT411006_179

Granite Creek,

Unknown (dewatered

MT411006_230 Metals stream) A TMDL will not be written at this time.
Jackson Creek, Sediment Not impaired No TMDL required
MT411006_190 ’
Jennie’s Fork, Siltation Impaired A TMDL is presented in Section 5.0.
MT411006_210 Metals Impaired A TMDL for lead is presented in Section 5.0.
Suspended Solids Unknown A TMDL will not be written at this time.
Lake Helena, Nutrients Impaired -Snglcl:t)iti fgronltrogen and phosphorus are presented in
MT411007_010 -
Metals Impaired TMDLs for arsenic and lead are presented in Section 6.0.
Temperature Unknown A TMDL will not be written at this time.
Lump Guich, Suspended Solids Impaired A TMDL is presented in Section 7.0.
MT411006_130 Metals Impaired TMDLs for cadmium, copper, lead, and zinc are
P presented in Section 7.0.
Middle Fork Warm Siltation Impaired A TMDL is presented in Section 14.0.
Springs Creek, Metals Impaired TMDLs for arsenic, cadmium, lead, and zinc are
MT411006_100 P presented in Section 14.0.
Siltation Impaired A TMDL is presented in Section 14.0.
North Fork Warm Low DO, Organic . )
Springs Creek, Enrichment Not impaired No TMDL required.
MT411006_180 Metals Impaired TMDLs for arsenic, cadmium, and zinc are presented in
P Section 14.0.
Prickly Pear Creek, | Suspended Solids Impaired A TMDL is presented in Section 8.0.
MT411006_060 Metals Impaired A TMDL for lead is presented in Section 8.0.
Siltation/ Suspended . . . .
Prickly Pear Creek, | Solids Impaired A TMDL is presented in Section 8.0.
MT411006_050 Metals Impaired TMDLs for cadmium, lead, and zinc are presented in
P Section 8.0.
S'It?t'on/ Suspended Impaired A TMDL is presented in Section 8.0.
Prickly Pear Creek Solids
Mr-lriﬁoogigzléee ’ Metals Impaired TMDLs for_arsenic_:, cadmium, copper, lead, and zinc are
presented in Section 8.0.
Temperature® Impaired A TMDL is presented in Section 8.0.
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Table 1-2. Water quality status of suspected impaired water bodies and required TMDLs in the
Lake Helena watershed.

Water Body Name

and Number Impairment Causes® Impairment Status” Action
g'(l)tl?(;[';n/ Suspended Impaired A TMDL is presented in Section 8.0.
Prickly Pear Creek, : . TMDLs for nitrogen and phosphorus are presented in
MT411006_030 Nutrients Impaired Section 8.0.
Metals Impaired TMDLs for arsenic and lead are presented in Section 8.0.
Temperature Impaired A TMDL is presented in Section 8.0.
g'cl)tl?éfn/ Suspended Impaired A TMDL is presented in Section 8.0.
Nutrients Impaired TMDLs for nitrogen and phosphorus are presented in
Prickly Pear Creek, Section 8.0.
MT411006_020 Total Ammonia Not impaired No TMDL required.
Metals Impaired TMDLs for arsenic, cadmium, and lead are presented in
P Section 8.0.
Temperature Impaired A TMDL is presented in Section 8.0.
Prickly Pear Creek, Metals Not evaluated TMDL needs will be addressed as part of the Hauser
MT411006_010 Reservoir TMDL.
Siltation Impaired A TMDL is presented in Section 9.0.
Sevenmile Creek Nutrients Impaired TMDLs for nitrogen and phosphorus are presented in
MT41 |006_1 60 Section 9.0.
Metals Impaired TMDLs for arsenic, copper, and lead are presented in
P Section 9.0.
Silver Creek, Metals Impaired TMDL for arsenic is presented in Section 10.0.
MT411006_150 Priority organics Not impaired No TMDL required.
Skelly Guich, Siltation Impaired A TMDL is presented in Section 11.0.
MT411006_220 Metals Not impaired No TMDL required.
Suspended Solids Impaired A TMDL is presented in Section 12.0.
Spring Creek Nutrients Impaired TMDLs for nitrogen and phosphorus are presented in
MT41 |006_080 Section 12.0.
Metals Impaired TMDLs for arsenic, cadmium, copper, lead, and zinc are
P presented in Section 12.0.
Tenmile Creek Siltation Not impaired No TMDL required.
MT411006_141 Metals Impaired TMDLs for arsenic, cadmium, copper, lead, and zinc are
P presented in Section 13.0.
Tenmile Creek Siltation Impaired A TMDL is presented in Section 13.0.
MT41 |006_14é Metals Impaired TMDLs for arsenic, cadmium, copper, lead, and zinc are
P presented in Section 13.0.
Siltation Impaired A TMDL is presented in Section 13.0.
Tenmile Creek Nutrients Impaired TMDLs for nitrogen and phosphorus are presented in
MT411006_143 Section 13.0.
Metals Impaired TMDLs for arsenic, cadmium, copper, lead, and zinc are
P presented in Section 13.0.
Warm Springs gitljtsap:;r:]ded Solids/ Impaired A TMDL is presented in Section 14.0.
Creek,
MT411006_110 Metals Impaired TMDLs for arsenic, cadmium, lead, and zinc are

presented in Section 14.0.

303(d) listed cause of impairment. See water body-by-water body discussions in the following sections and/or Volume | for details
regarding 303(d) listing history.
Impairment status is based on Volume I.

°Impairment causes that have not been reflected on past 303(d) lists but that were identified during this review.
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Appendix A Clancy Creek

2.0 CLANCY CREEK

Clancy Creek from the headwaters to the mouth (Segment MT411006_120, 11.6 miles) was
listed as impaired on the Montana 1996 303(d) list because of siltation, suspended solids,
nutrients, and metals. Aquatic life, coldwater fisheries, and drinking water beneficial uses were
listed as impaired. In 2002 and 2004, aquatic life, fishery, and drinking water beneficial uses
were listed as impaired because of arsenic, lead, mercury, metals, and siltation. The additional
analyses and evaluations described in Volume | found that sediment (suspended solids and
siltation), arsenic, cadmium, copper, lead, and zinc are currently impairing aquatic life, fishery,
and drinking water beneficial uses (see Section 3.4.1.12 of the VVolume | Report). Nutrients are
not impairing beneficial uses, and therefore no TMDLs will be presented. There were
insufficient data to determine if mercury is impairing beneficial uses.

Conceptual restoration strategies and the required TMDL elements for sediment and metals (i.e.,
arsenic, cadmium, copper, lead, and zinc) are presented in the following subsections. Supporting
information for the following TMDLSs can also be found in Appendix D, E, and F.

2.1 METALS

The available water chemistry data suggest that aquatic life and fish in Clancy Creek are
impaired by arsenic, cadmium, copper, lead, and zinc. The following sections present the
required TMDL elements for these pollutants.

2.1.1 Sources of Metals in the Clancy Creek Watershed

Besides anthropogenic sediment-associated metals sources, significant contributors of metals to
the stream segment are the historical mining activities in the upper watershed. The source
assessment showed that, among the 303(d)-listed segments in the Lake Helena TPA, placer mine
tailings are the most extensive on Clancy Creek. The headwaters of the watershed fall within the
Colorado mining district while the rest is within the Clancy mining district. The MBMG
Abandoned and Inactive Mines database reports mineral location, placer, underground, and
surface-underground mining activities in the watershed. The historical mining types include
placer, lode, and mill. In the past these mines produced manganese, lead, silver, copper, zinc,
and gold. Three mines in the headwaters—Gregory, Argentine, and Crawley Camp—are within
the Colorado district and are listed in the State of Montana’s inventory of High Priority
Abandoned Hardrock Mine Sites. The state’s inventory shows at least 10 other mines in the
headwaters area of this watershed. Modeled sources and their metals loadings to Clancy Creek
are presented in Figure 2-1 through Figure 2-5. The loading analyses presented in this section are
based on application of the LSPC model (see Appendix F).
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Figure 2-1. Sources of arsenic loadings to Clancy Creek.
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Figure 2-2. Sources of cadmium loadings to Clancy Creek.
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Figure 2-3. Sources of copper loadings to Clancy Creek.

Abandoned Mines
Natural Sources

Ant. Streambank Erosion
Timber Harvest

Dirt Roads

Non-system Roads

Urban Areas

20 40 60 80 100 120 140
Load (Ibslyr)

o

Figure 2-4. Sources of lead loadings to Clancy Creek.
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Figure 2-5. Sources of zinc loadings to Clancy Creek.
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2.1.2 Water Quality Goals/Targets

The ultimate goal of this TMDL is to attain and maintain the applicable Montana numeric metals
standards. Montana water quality metals standards for cadmium, copper, lead, and zinc are
dependant on in-stream ambient water hardness concentrations and can therefore vary by stream
segment. The target concentrations for metals in Clancy Creek are presented in Table 2-1.

Table 2-1. Montana numeric surface water quality standards for metals in Clancy Creek.

Aquatic Life (acute) Human Health
Parameter (ug/L)? Aquatic Life (chronic) (ug/L)" (ug/L)?
Arsenic (TR) 340 150 10¢
Cadmium (TR) 2.3 at 105.6 mg/L hardness® 0.3 at 105.6 mg/L hardness® 5
Copper (TR) 14.6 at 105.6 mg/L hardness® 9.6 at 105.6 mg/L hardness® 1,300
Lead (TR) 86.3 at 105.6 mg/L hardness® 3.3 at 105.6 mg/L hardness® 15
Zinc (TR) 126.5 at 105.6 mg/L hardness® | 126.5 at 105.6 mg/L hardness® 2,000

Note: TR = total recoverable.

#Maximum allowable concentration.
®No 4-day (96-hour) or longer period average concentration may exceed these values.

°The standard is dependent on the hardness of the water, measured as the concentration of CaCO; (mg/L).

¢ The human health standard for arsenic is currently 18 pg/L, but will change to 10 ug/L in 2006.

2.1.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 2-2 through Table 2-6.
Based on the results of the source assessment (Section 2.1.1), the recommended implementation
strategy to address the metals problem in Clancy Creek is to reduce metals loadings from
abandoned mines, along with the implementation of the sediment TMDLs. As shown in Table 2-
2 through Table 2-6, the hypothesis is that an overall, watershed scale metals load reduction of
61, 61, 42, 54, and 47 percent for arsenic, cadmium, copper, lead, and zinc, respectively, will
result in achievement of the applicable water quality standards. The proposal for achieving the
load reduction is to reduce loads from current mining sources by 73, 77, 37, 70, and 60 percent
for arsenic, cadmium, copper, lead, and zinc, respectively.
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Table 2-2. TMDL, Allocations, and Margin of Safety for Clancy Creek — Arsenic.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
sediment (and associated metals) reductions from the sediment TMDLs | Loads for abandoned mines were determined during
Abandoned Mines 422.9 73 114.3 were applied. After reducing sediment-associated metals from the other | model calibration, and were based on limited in-stream
sources, loads from the mines were reduced until water quality water quality data.
standards were met.
) It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible tq restore all areas
Anthropogenic 112.9 81 20.9 erosion will be reduced by 81.4% (see Table 2-7), thereby reducin of human-caused stream bank erosion to reference
Streambank Erosion ’ ’ . ) y ©1.47% ’ Y 9 o, 1 |levels. Therefore, this load reduction may be an
sediment associated metals loads from streambank erosion by 81.4%. .
overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment | It may not be practical or possible to reclaim all non-
Non-system Roads 17 100 0.0 loads from non-system roads will be reduced by 100%, thereby reducing | system roads or prevent their creation. Therefore, this
sediment associated metals loads from non-system roads by 100%." load reduction may be an overestimate.
It is assumed that sediment-based metals loading from currently Current loads from timber harvest are based on public
Timber Harvest 22.9 97 0.7 harvested areas will return to levels similar to undisturbed full-growth agency data and coarse assumptions regarding private
Load forest through natural recovery. forest land. Thus the current timber hf,-m/est load from
. private lands may be over or underestimated.
Allocation
It is assumed that no BMPs are currently in place. It is further assumed . )
that all necessary and appropriate BMPs will be employed resulting in an The assumption that no BMPs are cgrrently in place
Unpaved Roads 224 60 9.0 . A . o may not be valid. Therefore, the estimated load and
average sediment and corresponding metals load reduction of 60% (See ) :
1 load reduction may be an overestimate.
Table 2-7).
This approach assumes that BMPs will be applied to all
It is assumed that urban BMPs will reduce sediment loads by 80% (see | areas. This may not be possible or practical given
Urban Areas 0.8 80 0.2 Table 2-7), thereby reducing sediment associated metals loads from constraints associated with available land area and
urban areas by 80%." existing infrastructure. The estimated load reductions
may be an overestimate.
Total — All
Anthropogenic 583.6 75 145.1
Nonpoint Sources
It is assumed that the metals loads from all other source categories (i.e The loads from these sources are not all entirely
Natural Sources 134.3 0 134.3 other land uses) are natural in origin and/or negligible. natural. Therg is likely an increment of loading caused
by human-activities that could be controlled.
X\ﬁloséglt?gg All Point Sources 0 NA 0 There are no point sources of arsenic in the Clancy Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration
Safety during model TMDL runs.
Total 717.9 61 279.4
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 145.1 Ibs/yr + 134.3 |bs/yr + 0 = 279.4 Ibs/yr

TMDL =0 + 0.40 Ibs/day + 0.37 Ibs/day + 0 = 0.77 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater

than that which will occur in the field.
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Table 2-3. TMDL, Allocations, and Margin of Safety for Clancy Creek — Cadmium.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
sediment (and associated metals) reductions from the sediment TMDLs | Loads for abandoned mines were determined during
Abandoned Mines 17.5 77 4.0 were applied. After reducing sediment-associated metals from the other | model calibration, and were based on limited in-stream
sources, loads from the mines were reduced until water quality water quality data.
standards were met.
. It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible tq restore all areas
Anthropogenic 6.3 81 12 | erosion will be reduced by 81.4% (see Table 2-7), thereby reducin of human-caused stream bank erosion to reference
Streambank Erosion ’ ’ ) ) y o147 ’ y 9 o, 1 |levels. Therefore, this load reduction may be an
sediment associated metals loads from streambank erosion by 81.4%. .
overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment | It may not be practical or possible to reclaim all non-
Non-system Roads 0.1 100 0.0 loads from non-system roads will be reduced by 100%, thereby reducing | system roads or prevent their creation. Therefore, this
sediment associated metals loads from non-system roads by 100%." load reduction may be an overestimate.
It is assumed that sediment-based metals loading from currently Current loads from timber harvest are based on public
Timber Harvest 1.3 97 0.0 harvested areas will return to levels similar to undisturbed full-growth agency data and coarse assumptions regarding private
Load forest through natural recovery. forest land. Thus the current timber hgrvest load from
. private lands may be over or underestimated.
Allocation
It is assumed that no BMPs are currently in place. It is further assumed ) .
that all necessary and appropriate BMPs will be employed resulting in an The assumpnoln that no BMPs are ct_JrrentIy in place
Unpaved Roads 1.3 60 0.5 ) ) f o may not be valid. Therefore, the estimated load and
average sediment and corresponding metals load reduction of 60% (See . :
1 load reduction may be an overestimate.
Table 2-7).
This approach assumes that BMPs will be applied to all
It is assumed that urban BMPs will reduce sediment loads by 80% (see |areas. This may not be possible or practical given
Urban Areas 0.0 80 0.0 Table 2-7), thereby reducing sediment associated metals loads from constraints associated with available land area and
urban areas by 80%." existing infrastructure. The estimated load reductions
may be an overestimate.
Total — All
Anthropogenic 26.5 78 5.7
Nonpoint Sources
It is assumed that the metals loads from all other source categories (i.e The loads from these sources are not all entirely
Natural Sources 7.5 0 7.5 other land uses) are natural in origin and/or negligible. natural. Thert_—:‘ is likely an increment of loading caused
by human-activities that could be controlled.
X\ﬁloséglt?gg All Point Sources 0 NA 0 There are no point sources of cadmium in the Clancy Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration
Safety during model TMDL runs.
Total 34.0 61 13.2
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 5.7 Ibs/yr + 7.5 Ibs/yr + 0 = 13.2 Ibs/yr

TMDL =0 + 0.016 Ibs/day + 0.020 Ibs/day + 0 = 0.036 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater

than that which will occur in the field.
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Table 2-4. TMDL, Allocations, and Margin of Safety for Clancy Creek — Copper.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
sediment (and associated metals) reductions from the sediment TMDLs | Loads for abandoned mines were determined during
Abandoned Mines 206.2 37 130.8 were applied. After reducing sediment-associated metals from the other | model calibration, and were based on limited in-stream
sources, loads from the mines were reduced until water quality water quality data.
standards were met.
. It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible tq restore all areas
Anthropogenic 264.2 81 49.0 erosion will be reduced by 81.4% (see Table 2-7), thereby reducin of human-caused stream bank erosion to reference
Streambank Erosion ’ ’ ) ) y o147 ’ y 9 o, 1 |levels. Therefore, this load reduction may be an
sediment associated metals loads from streambank erosion by 81.4%. .
overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment | It may not be practical or possible to reclaim all non-
Non-system Roads 4.0 100 0.0 loads from non-system roads will be reduced by 100%, thereby reducing | system roads or prevent their creation. Therefore, this
sediment associated metals loads from non-system roads by 100%." load reduction may be an overestimate.
It is assumed that sediment-based metals loading from currently Current loads from timber harvest are based on public
Timber Harvest 53.7 97 16 harvested areas will return to levels similar to undisturbed full-growth agency data and coarse assumptions regarding private
Load forest through natural recovery. forest land. Thus the current timber hgrvest load from
. private lands may be over or underestimated.
Allocation
It is assumed that no BMPs are currently in place. It is further assumed ) .
that all necessary and appropriate BMPs will be employed resulting in an The assumpnoln that no BMPs are ct_JrrentIy in place
Unpaved Roads 52.5 60 21.0 ) ) f o may not be valid. Therefore, the estimated load and
average sediment and corresponding metals load reduction of 60% (See . :
1 load reduction may be an overestimate.
Table 2-7).
This approach assumes that BMPs will be applied to all
It is assumed that urban BMPs will reduce sediment loads by 80% (see | areas. This may not be possible or practical given
Urban Areas 1.9 80 0.4 Table 2-7), thereby reducing sediment associated metals loads from constraints associated with available land area and
urban areas by 80%." existing infrastructure. The estimated load reductions
may be an overestimate.
Total — All
Anthropogenic 582.5 65 202.8
Nonpoint Sources
awralSources | 3145 | 0 | ras |issssumed at e metas oacs rom al trsouce catgores ., | %1055 o hesesouces et s ey
' ’ other land uses) are natural in origin and/or negligible. : i, Y 9
by human-activities that could be controlled.
X\ﬁloséglt?gg All Point Sources 0 NA 0 There are no point sources of copper in the Clancy Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration
Safety during model TMDL runs.
Total 897.0 42 517.6
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 202.8 Ibs/yr + 314.5 |bs/yr + 0 = 517.6 Ibs/yr

TMDL =0 + 0.56 Ibs/day + 0.86 Ibs/day + 0 = 1.42 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater

than that which will occur in the field.
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Table 2-5. TMDL, Allocations, and Margin of Safety for Clancy Creek — Lead.

feuld

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
sediment (and associated metals) reductions from the sediment TMDLs | Loads for abandoned mines were determined during
Abandoned Mines 132.9 70 40.5 were applied. After reducing sediment-associated metals from the other | model calibration, and were based on limited in-stream
sources, loads from the mines were reduced until water quality water quality data.
standards were met.
. It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible tq restore all areas
Anthropogenic 78.8 81 146 | erosion will be reduced by 81.4% (see Table 2-7), thereby reducin of human-caused stream bank erosion to reference
Streambank Erosion ’ ’ ) ) y o147 ’ y 9 o, 1 |levels. Therefore, this load reduction may be an
sediment associated metals loads from streambank erosion by 81.4%. .
overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment | It may not be practical or possible to reclaim all non-
Non-system Roads 1.2 100 0.0 loads from non-system roads will be reduced by 100%, thereby reducing | system roads or prevent their creation. Therefore, this
sediment associated metals loads from non-system roads by 100%." load reduction may be an overestimate.
It is assumed that sediment-based metals loading from currently Current loads from timber harvest are based on public
Timber Harvest 16.0 97 0.5 harvested areas will return to levels similar to undisturbed full-growth agency data and coarse assumptions regarding private
Load forest through natural recovery. forest land. Thus the current timber hgrvest load from
. private lands may be over or underestimated.
Allocation
It is assumed that no BMPs are currently in place. It is further assumed ) .
that all necessary and appropriate BMPs will be employed resulting in an The assumpnoln that no BMPs are ct_JrrentIy in place
Unpaved Roads 15.7 60 6.3 ) ) f o may not be valid. Therefore, the estimated load and
average sediment and corresponding metals load reduction of 60% (See . :
1 load reduction may be an overestimate.
Table 2-7).
This approach assumes that BMPs will be applied to all
It is assumed that urban BMPs will reduce sediment loads by 80% (see |areas. This may not be possible or practical given
Urban Areas 0.6 80 0.1 Table 2-7), thereby reducing sediment associated metals loads from constraints associated with available land area and
urban areas by 80%." existing infrastructure. The estimated load reductions
may be an overestimate.
Total — All
Anthropogenic 245.2 75 62.0
Nonpoint Sources
It is assumed that the metals loads from all other source categories (i.e The loads from these sources are not all entirely
Natural Sources 93.8 0 93.8 other land uses) are natural in origin and/or negligible. natural. Thert_—:‘ is likely an increment of loading caused
by human-activities that could be controlled.
X\ﬁloséglt?gg All Point Sources 0 NA 0 There are no point sources of lead in the Clancy Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration
Safety during model TMDL runs.
Total 339.0 54 155.8
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 62.0 Ibs/yr + 93.8 Ibs/yr + 0 = 155.8 Ibs/yr

TMDL =0 + 0.17 Ibs/day + 0.26 Ibs/day + 0 = 0.43 Ibs/day

:T-v

.‘
>

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater
than that which will occur in the field.
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Table 2-6. TMDL, Allocations, and Margin of Safety for Clancy Creek — Zinc.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
sediment (and associated metals) reductions from the sediment TMDLs | Loads for abandoned mines were determined during
Abandoned Mines 3,673.2 60 1,457.2 were applied. After reducing sediment-associated metals from the other | model calibration, and were based on limited in-stream
sources, loads from the mines were reduced until water quality water quality data.
standards were met.
. It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible tq restore all areas
Anthropogenic 6,259.7 81 11616 | erosion will be reduced by 81.4% (see Table 2-7), thereby reducin of human-caused stream bank erosion to reference
Streambank Erosion ! . ’ . . . Yy O1.47% i Y gu 1 levels. Therefore, this load reduction may be an
sediment associated metals loads from streambank erosion by 81.4%. .
overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment | It may not be practical or possible to reclaim all non-
Non-system Roads 95.4 100 0.0 loads from non-system roads will be reduced by 100%, thereby reducing | system roads or prevent their creation. Therefore, this
sediment associated metals loads from non-system roads by 100%." load reduction may be an overestimate.
It is assumed that sediment-based metals loading from currently Current loads from timber harvest are based on public
Timber Harvest 1,271.2 97 38.1 harvested areas will return to levels similar to undisturbed full-growth agency data and coarse assumptions regarding private
Load forest through natural recovery. forest land. Thus the current timber hgrvest load from
. private lands may be over or underestimated.
Allocation
It is assumed that no BMPs are currently in place. It is further assumed Th tion that no BMP tlv in ol
that all necessary and appropriate BMPs will be employed resulting in € assumption that no S are currently In place
Unpaved Roads 1,244.0 60 497.6 . ’ ) o may not be valid. Therefore, the estimated load and
an average sediment and corresponding metals load reduction of 60% . :
1 load reduction may be an overestimate.
(See Table 2-7).
This approach assumes that BMPs will be applied to
It is assumed that urban BMPs will reduce sediment loads by 80% (see | all areas. This may not be possible or practical given
Urban Areas 45.8 80 9.2 Table 2-7), thereby reducing sediment associated metals loads from constraints associated with available land area and
urban areas by 80%." existing infrastructure. The estimated load reductions
may be an overestimate.
Total — All
Anthropogenic 12,589.3 75 3,163.7
Nonpoint Sources
It is assumed that the metals loads from all other source categories (i.e The loads from these sources are not all entirely
Natural Sources 7,449.6 0 7,449.6 other land uses) are natural in origin and/or negligible. natural. Therg is likely an increment of loading caused
by human-activities that could be controlled.
X\ﬁloséglt?gg All Point Sources 0 NA 0 There are no point sources of zinc in the Clancy Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration
Safety during model TMDL runs.
Total 20,038.9 47 10,613.3
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 3164 |bs/yr + 7450 Ibs/yr + 0 = 10,613 Ibs/yr

TMDL =0 + 8.7 Ibs/day + 20.4 Ibs/day + 0 = 29.1 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater

than that which will occur in the field.
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Appendix A Clancy Creek

2.2 SEDIMENT

The available data suggest that aquatic life and fish in Clancy Creek are impaired by
siltation/sediment. The following sections present the required TMDL elements for these
pollutants. The loading analyses presented in this section are based on application of the GWLF
model (Appendix C) as well as the various assessment techniques described in Appendix D.
While it is believed that they are adequate for making relative comparisons, they should not be
used directly as quantity estimates.

2.2.1 Sources of Sediment in the Clancy Creek Watershed

As shown in Figure 2-6, the primary anthropogenic sources of sediment in the Clancy Creek
watershed, in order of importance, are streambank erosion, timber harvest, unpaved roads, urban
development, and non-system roads/trails. Streambank erosion was primarily caused by riparian
grazing, stream channelization from road encroachment, historic mine tailings piles, and channel
encisement. Throughout much of the segment length, Clancy Creek Road (unpaved) is directly
adjacent to the stream. The close proximity of the road to the stream prohibits sufficient riparian
buffer width establishment to intercept road based sediment. Due to the lack of buffer width,
removal of road shoulder vegetation from road grading activities, and the inherent erodibility of
the granitic geology, road sediment is readily transported to Clancy Creek. Sediment from
silvicultural activities is largely confined to mining claims in the upper watershed where riparian
buffer width is insufficient to intercept all related eroded sediment. Urban development is
confined within the downstream area of the watershed where new residential construction is
occurring. Non-system roads and trails were observed in the upper watershed. These roads/trails
are a problematic sediment source because no run-off mitigation structures have been
constructed, and they are typically located on steep topography, frequently near watercourses.

Wastewater Treatment
User Created Roads
Urban Areas
Unpaved Roads
Timber Harvest
Septic Systems i
Paved Roads
Natural Sources T
Irrigation
Ant. Streambank Erosion [
Agriculture
Active mines and quarries

Abandoned Mines

500 1,000 1,500 2,000 2,500

o

Load (tons/yr)

Figure 2-6. Total annual sediment load from all potentially significant sediment sources in the
Clancy Creek Watershed.
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Clancy Creek Appendix A

2.2.2 Water Quality Goals/Targets

The ultimate goal of this siltation TMDL is to attain and maintain the applicable Montana
narrative sediment standards. The sediment endpoint goals/targets are described in Volume I,
Section 3.1.3.

2.2.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 2-7. Based on the results of
the source assessment (Section 2.2.1), the recommended implementation strategy to address the
sediment problem in Clancy Creek is to reduce sediment loading from the primary anthropogenic
sediment sources — streambank erosion, dirt roads, and timber harvest. As shown in Table 2-7,
the hypothesis is that an overall, watershed scale sediment load reduction of 40 percent will
result in achievement of the applicable water quality standards. The proposal for achieving the
load reduction is to reduce loads from current timber harvest, dirt roads, anthropogenic bank
erosion, urban areas, and non-system roads by 97, 60, 81, 80, and 100 percent, respectively.
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Table 2-7. TMDL, Allocations, and Margin of Safety for Clancy Creek - Siltation.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibs/yr) Rationale/Assumptions Uncertainty
It is estimated that there are 13.5 miles of eroding streambanks It may not be practical or possible to restore all
Anthropogenic 1315 81 250 (2 x channel length) in the watershed caused by a variety of areas of human-caused stream bank erosion to
Streambank Erosion ! human activities. It is assumed that streambank erosion will be reference levels. Therefore, this load reduction
returned to reference levels based on BEHI values. may be an overestimate.
It may not be practical or possible to reclaim all
Non-system Roads 28 100 0 Ideally all non-system roads should be closed and reclaimed. non-system roads or prevent their creation.
Therefore, this load reduction may be an
overestimate.
It is assumed that sediment loading levels from currently Even with full BMP implementation, minor
Timber Harvest 333 97 10 harvested areas will return to levels similar to undisturbed full- quantities of sediment may be delivered in isolated
growth forest through natural recovery. locations. .Therefore, this load reduction may be
an overestimate.
It is assumed that no BMPs are currently in place. It is further . .
Load assumed that all necessary and appropriate BMPs will be The assumption that'no BMPs are currentl_y n
Allocation Unpaved Roads 318 60 127 L ; . o, | place may not be valid. Therefore, the estimated
employed resulting in an average sediment load reduction of 60% ) .
. load and load reduction may be an overestimate.
(See Appendix D).
The effectiveness of urban storm water BMPs has been well This approach assumes that BMPs will be applied
studied. It is assumed that a combination of BMPs will be to all areas. This may not be possible or practical
Urban Areas 83 80 17 employed including vegetated buffer strips, engineered detention | given constraints associated with available land
facilities, etc. Based on the literature, an average sediment area and existing infrastructure. The estimated
removal efficiency of 80% is assumed. load reductions may be an overestimate.
Total — All
Anthropogenic 2,077 81 404
Nonpoint Sources
It is assumed that the sediment loads from all other source The loads from_thgse sources are not all ent'|rely
A . L natural. There is likely an increment of loading
Natural Sources 2,082 0 2,082 categories (i.e., other land uses) are natural in origin and/or o
i caused by human-activities that could be
negligible.
controlled.
X‘{?:ézlt?;? All Point Sources 0 NA 0 There are no point sources of sediment in the Clancy Creek Watershed.
An implicit margin of safety is provided through conservative
Margin of NA 0 0 assumptions associated with most of the estimated load
Safety reductions and this TMDL is believed to be the maximum
attainable load reduction.
Total 4,159 40 2,486
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 404 Ibs/yr + 2,082 Ibs/yr + 0 = 2,486 Ibs/yr

TMDL =0 + 1.1 Ibs/day + 5.7 Ibs/day + 0 = 6.8 Ibs/day

Vv Xipuaddy

Noa1d Aoue|D







Appendix A Corbin Creek

3.0 CORBIN CREEK

Corbin Creek from the headwaters to the mouth (Segment MT411006_090, 2.5 miles) was listed
as impaired on the Montana 1996 303(d) list because of suspended solids, metals, pH,
salinity/total dissolved solids/chlorides, and other inorganics. Aquatic life, coldwater fisheries,
agriculture, and drinking water beneficial uses were listed as impaired. In 2002 and 2004,
aquatic life, fishery, agriculture, industrial, recreational, and drinking water beneficial uses were
listed as impaired because of metals, pH, suspended solids, and thermal modifications. The
additional analyses and evaluations described in Volume | found that sediment (suspended
solids), arsenic, cadmium, copper, lead, zinc, and salinity/TDS are currently impairing aquatic
life, fishery, and drinking water beneficial uses (see Section 3.4.1.7 of the Volume | Report).
There were insufficient credible data to determine if thermal modifications are impairing
beneficial uses. Additional monitoring for temperature is proposed in Appendix H.

Conceptual restoration strategies and the required TMDL elements for sediment, metals (i.e.,
arsenic, cadmium, copper, lead, and zinc), and salinity/TDS are presented in the following
subsections. Supporting information for the following TMDLSs can also be found in Appendix D,
E,and F.

3.1 METALS

The available water chemistry data suggest that aquatic life and fish in Corbin Creek are
impaired by arsenic, cadmium, copper, lead, and zinc. The following sections present the
required TMDL elements for these pollutants. The loading analyses presented in this section are
based on application of the LSPC model (see Appendix F).

3.1.1 Sources of Metals in the Corbin Creek Watershed

Besides anthropogenic sediment-associated metals sources, historical hard rock mining activities
in the watershed are significant contributors of metals to Corbin Creek. Most of the drainage
area falls within the Colorado mining district of Montana, with a small part of the headwaters in
the Clancy district. The MBMG Abandoned and Inactive Mines database reports mineral
location, surface, surface-underground, and underground mining activities in the watershed. The
historical mining types include placer mining. In the past, these mines produced copper, silver,
lead, zinc, and gold. Two of the mines in the basin are listed in the State of Montana’s inventory
of High Priority Abandoned Hardrock Mine Sites: Bertha and Alta mines — both in the Colorado
mining district portion of the watershed. As was mentioned, recent mine reclamation efforts
have taken place in the watershed. In 2000, approximately 154,000 cubic yards of spoil were
removed from the drainage. Several portals and a deep vertical shaft were sealed. A repository
approximately of eight acres in size was constructed on a ridge adjacent to the site and the spoil
was encapsulated in an impervious liner and buried to eliminate any leaching into the surface or
underground water systems. The entire site was re-seeded with a native grass mixture. Modeled
sources and their metals loadings to Corbin Creek are presented in Figure 3-1 through Figure 3-
5.
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Figure 3-1. Sources of arsenic loadings to Corbin Creek.
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Figure 3-2. Sources of cadmium loadings to Corbin Creek.
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Figure 3-3. Sources of copper loadings to Corbin Creek
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Figure 3-4. Sources of lead loadings to Corbin Creek.
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Figure 3-5. Sources of zinc loadings to Corbin Creek.
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3.1.2 Water Quality Goals/Targets

The ultimate goal of the metals TMDLSs is to attain and maintain the applicable Montana numeric
metals standards. Montana water quality metals standards for cadmium, copper, lead, and zinc
are dependant on in-stream ambient water hardness concentrations and can therefore vary by
stream segment. The target concentrations for metals in Corbin Creek are presented in Table 3-
1.

Table 3-1. Montana numeric surface water quality standards for metals in Spring Creek.

Aquatic Life (acute) Human Health
Parameter (ug/L)? Aquatic Life (chronic) (ug/L)® | (ug/L)?
Arsenic (TR) 340 150 10¢
Cadmium (TR) 8.95 at 400 mg/L hardness® 0.75 at 400 mg/L hardness® 5
Copper (TR) 51.0 at 400 mg/L hardness® 29.8 at 400 mg/L hardness® 1,300
Lead (TR) 468.3 at 400 mg/L hardness® 18.2 at 400 mg/L hardness® 15
Zinc (TR) 392.6 at 400 mg/L hardness® 392.6 at 400 mg/L hardness® 2,000

Note: TR = total recoverable.

“Maximum allowable concentration.

®No 4-day (96-hour) or longer period average concentration may exceed these values.

°“The standard is dependent on the hardness of the water, measured as the concentration of CaCO; (mg/L).
¢ The human health standard for arsenic is currently 18 pg/L, but will change to 10 pg/L in 2006.

3.1.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 3-2 through Table 3-6.
Based on the results of the source assessment (Section 3.1.1), the recommended implementation
strategy to address the metals problem in Corbin Creek is to continue to reduce metals loadings
from historical mining sites in the watershed, along with the implementation of the sediment
TMDLs. As shown in Table 3-2 through Table 3-6, the hypothesis is that an overall, watershed
scale metals load reduction of 25, 97, 89, 66, and 97 percent for arsenic, cadmium, copper, lead,
and zinc, respectively, will result in achievement of the applicable water quality standards. The
proposal for achieving the load reduction is to reduce loads from historical mining sources by 23,
98, 92, 73, and 99 percent for arsenic, cadmium, copper, lead, and zinc, respectively. These
loads and corresponding load reductions represent water quality conditions based on based on
limited water quality data taken on the summer of 2003.
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Table 3-2. TMDL, Allocations, and Margin of Safety for Corbin Creek — Arsenic.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the sediment
(and associated metals) reductions from the sediment TMDLs were applied | Loads for abandoned mines were determined
Abandoned Mines 28.4 23 21.8 (see Table 3-7). After reducing sediment-associated metals from the other | during model calibration, and were based on
sources, loads from the mines were reduced until water quality standards limited in-stream water quality data.
were met.
. It is assumed that sediment loads from anthropogenic streambank erosion It may not be practical or possible to resto're all
Anthropogenic 24 92 0.2 | will be reduced by 92% (see Table 3-7), thereby reducing sediment areas of human-caused stream bank erosion to
Streambank Erosion ’ ’ . Y N ’ Y ? 1 reference levels. Therefore, this load reduction
associated metals loads from streambank erosion by 92%. .
may be an overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment :onrfsy ggnl:empar::tg:ral gv’;?]ﬁﬂﬁ gg:glci;m all
Non-system Roads 0.3 100 0.0 loads from non-system roads will be reduced by 100%, thereby reducing Y h preve ’
. ; o 1 Therefore, this load reduction may be an
sediment associated metals loads from non-system roads by 100%. A
overestimate.
Load ’
i Current loads from timber harvest are based on
Allocation ) ) . ) °
It is assumed that sediment-based metals loading from currently harvested | public agency data and coarse assumptions
Timber Harvest 1.0 97 0.0 areas will return t? levels similar to undisturbed full-growth forest through regarding private forest land. Thus the current
natural recovery. timber harvest load from private lands may be over
or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that | The assumption that no BMPs are currently in
Unpaved Roads 34 60 1.3 all necessary and appropriate BMPs will be employed resulting in an place may not be valid. Therefore, the estimated
average sediment and corresponding metals load reduction of 60%." load and load reduction may be an overestimate.
Total — All
Anthropogenic 355 34 23.3
Nonpoint Sources
The loads from these sources are not all entirely
It is assumed that the metals loads from all other source categories (i.e., natural. There is likely an increment of loading
ML Sl = o 12 other land uses) are natural in origin and/or negligible. caused by human-activities that could be
controlled.
X%?os;zlt?:r? All Point Sources 0 NA 0 There are no point sources of arsenic in the Corbin Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration during
Safety model TMDL runs.
Total 48.4 25 36.2
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 23.3 Ibs/yr + 12.9 Ibs/yr + 0 = 36.2 Ibs/yr

TMDL =0 + 0.06 Ibs/day + 0.04 Ibs/day + 0 = 0.10 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater

than that which will occur in the field.
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Table 3-3. TMDL, Allocations, and Margin of Safety for Corbin Creek — Cadmium.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the sediment
(and associated metals) reductions from the sediment TMDLs were applied | Loads for abandoned mines were determined
Abandoned Mines 86.6 98 2.0 (see Table 3-7). After reducing sediment-associated metals from the other | during model calibration, and were based on
sources, loads from the mines were reduced until water quality standards limited in-stream water quality data.
were met.
. It is assumed that sediment loads from anthropogenic streambank erosion It may not be practical or possible to resto're all
Anthropogenic 0.1 92 0.0 | will be reduced by 92% (see Table 3-7), thereby reducing sediment areas of human-caused stream bank erosion to
Streambank Erosion ’ ’ . Y N ’ Y ? 1 reference levels. Therefore, this load reduction
associated metals loads from streambank erosion by 92%. .
may be an overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment :onrfsy ggnl:empar::tg:ral gv’;?]ﬁﬂﬁ gg:glci;m all
Non-system Roads 0.0 100 0.0 loads from non-system roads will be reduced by 100%, thereby reducing Y h preve ’
. ; o 1 Therefore, this load reduction may be an
sediment associated metals loads from non-system roads by 100%. A
overestimate.
Load Current loads from timber harvest are based on
Allocation It is assumed that sediment-based metals loading from currently harvested public agency data and coarse assumptions
Timber Harvest 0.1 97 0.0 areas will return t? levels similar to undisturbed full-growth forest through regarding private forest land. Thus the current
natural recovery. timber harvest load from private lands may be over
or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that | The assumption that no BMPs are currently in
Unpaved Roads 0.2 60 0.1 all necessary and appropriate BMPs will be employed resulting in an place may not be valid. Therefore, the estimated
average sediment and corresponding metals load reduction of 60%." load and load reduction may be an overestimate.
Total — All
Anthropogenic 87.0 98 21
Nonpoint Sources
The loads from these sources are not all entirely
Nt SEeEs 0.7 0 0.7 It is assumed that the metals_ Ioagi; from all other source categories (i.e., natural. There is Ilkely an increment of loading
other land uses) are natural in origin and/or negligible. caused by human-activities that could be
controlled.
X\ﬁ;;glt?:r? All Point Sources 0 NA 0 There are no point sources of cadmium in the Corbin Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration during
Safety model TMDL runs.
Total 87.7 97 2.8
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 2.1 Ibs/yr + 0.7 Ibs/yr + 0 = 2.8 Ibs/yr

TMDL = 0 + 0.005 Ibs/day + 0.002 Ibs/day + 0 = 0.007 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater

than that which will occur in the field.
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Table 3-4. TMDL, Allocations, and Margin of Safety for Corbin Creek — Copper.
Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the sediment
(and associated metals) reductions from the sediment TMDLs were applied | Loads for abandoned mines were determined
Abandoned Mines 1,012.0 92 80.8 (see Table 3-7). After reducing sediment-associated metals from the other | during model calibration, and were based on
sources, loads from the mines were reduced until water quality standards limited in-stream water quality data.
were met.
. It is assumed that sediment loads from anthropogenic streambank erosion It may not be practical or possible to resto're all
Anthropogenic 55 92 04 | will be reduced by 92% (see Table 3-7), thereby reducing sediment areas of human-caused stream bank erosion to
Streambank Erosion : : f Y ° i Y ? 1 reference levels. Therefore, this load reduction
associated metals loads from streambank erosion by 92%. .
may be an overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment :onrfsy ggnl:empar::tg:ral gv’;?]ﬁﬂﬁ gg:glci;m all
Non-system Roads 0.6 100 0.0 loads from non-system roads will be reduced by 100%, thereby reducing Y h preve ’
. ; o 1 Therefore, this load reduction may be an
sediment associated metals loads from non-system roads by 100%. A
overestimate.
Load ’
i Current loads from timber harvest are based on
Allocation ) ) . ) °
It is assumed that sediment-based metals loading from currently harvested | public agency data and coarse assumptions
Timber Harvest 23 97 0.1 areas will return t? levels similar to undisturbed full-growth forest through regarding private forest land. Thus the current
natural recovery. timber harvest load from private lands may be over
or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that | The assumption that no BMPs are currently in
Unpaved Roads 7.9 60 31 all necessary and appropriate BMPs will be employed resulting in an place may not be valid. Therefore, the estimated
average sediment and corresponding metals load reduction of 60%." load and load reduction may be an overestimate.
Total — All
Anthropogenic 1028.3 92 84.4
Nonpoint Sources
The loads from these sources are not all entirely
It is assumed that the metals loads from all other source categories (i.e., natural. There is likely an increment of loading
ML Sl sz o {2 other land uses) are natural in origin and/or negligible. caused by human-activities that could be
controlled.
X%?os;zlt?:r? All Point Sources 0 NA 0 There are no point sources of copper in the Corbin Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration during
Safety model TMDL runs.
Total 1058.5 89 114.6
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 84.4 Ibs/yr + 30.2 Ibs/yr + 0 = 114.6 Ibs/yr

TMDL =0 + 0.23 Ibs/day + 0.08 Ibs/day + 0 = 0.31 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater

than that which will occur in the field.
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Table 3-5. TMDL, Allocations, and Margin of Safety for Corbin Creek — Lead.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the sediment
(and associated metals) reductions from the sediment TMDLs were applied | Loads for abandoned mines were determined
Abandoned Mines 83.6 72 23.2 (see Table 3-7). After reducing sediment-associated metals from the other | during model calibration, and were based on
sources, loads from the mines were reduced until water quality standards limited in-stream water quality data.
were met.
. It is assumed that sediment loads from anthropogenic streambank erosion It may not be practical or possible to resto're all
Anthropogenic 16 92 0.1 will be reduced by 92% (see Table 3-7), thereby reducing sediment areas of human-caused stream bank erosion to
Streambank Erosion . . f Y ° i Y ? 1 reference levels. Therefore, this load reduction
associated metals loads from streambank erosion by 92%. .
may be an overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment :onrfsy ggnl:empar::tg:ral gv’;?]ﬁﬂﬁ gg:glci;m all
Non-system Roads 0.2 100 0 loads from non-system roads will be reduced by 100%, thereby reducing Y h preve ’
. ; o 1 Therefore, this load reduction may be an
sediment associated metals loads from non-system roads by 100%. A
overestimate.
Load ’
Allocation ) ) ) Current loads from timber harvest are based on
Timber Harvest 0.7 97 0 It is assumed that sediment-based metals loading from currently harvested public agency data and coarse assumptions
’ areas will return t? levels similar to undisturbed full-growth forest through regarding private forest land. Thus the current
natural recovery. timber harvest load from private lands may be over
or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that | The assumption that no BMPs are currently in
Unpaved Roads 23 60 0.9 all necessary and appropriate BMPs will be employed resulting in an place may not be valid. Therefore, the estimated
average sediment and corresponding metals load reduction of 60%." load and load reduction may be an overestimate.
Total — All
Anthropogenic 88.4 73 24.2
Nonpoint Sources
The loads from these sources are not all entirely
It is assumed that the metals loads from all other source categories (i.e., natural. There is likely an increment of loading
ML Sl Sl o £ other land uses) are natural in origin and/or negligible. caused by human-activities that could be
controlled.
X%?os;zlt?:r? All Point Sources 0 NA 0 There are no point sources of lead in the Corbin Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration during
Safety model TMDL runs.
Total 97.4 66 33.2
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 24.2 Ibs/yr + 9.0 Ibs/yr + 0 = 33.2 Ibs/yr

TMDL =0 + 0.07 Ibs/day + 0.02 Ibs/day + 0 = 0.09 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater

than that which will occur in the field.
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Table 3-6. TMDL, Allocations, and Margin of Safety for Corbin Creek — Zinc.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the sediment
(and associated metals) reductions from the sediment TMDLs were applied | Loads for abandoned mines were determined
Abandoned Mines 57,293.9 98 859.4 (see Table 3-7). After reducing sediment-associated metals from the other | during model calibration, and were based on
sources, loads from the mines were reduced until water quality standards limited in-stream water quality data.
were met.
. It is assumed that sediment loads from anthropogenic streambank erosion It may not be practical or possible to restqre all
Anthropogenic 130.6 92 105 | will be reduced by 92% (see Table 3-7), thereby reducing sediment areas of human-caused stream bank erosion to
Streambank Erosion . . f Y ° i Y ? 1 reference levels. Therefore, this load reduction
associated metals loads from streambank erosion by 92%. ’
may be an overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment :orz?sy 2?; n?iogggtgal gvzzﬁ;iﬁ t:orer:filc?r;m all
Non-system Roads 14.3 100 0.0 loads from non-system roads will be reduced by 100%, thereby reducing Y h preve ’
. ; o 1 Therefore, this load reduction may be an
sediment associated metals loads from non-system roads by 100%. f
overestimate.
Load .
i Current loads from timber harvest are based on
Allocation ) . . ) °
53.4 97 16 It is assumed that sediment-based metals loading from currently harvested public agency data and coarse assumptions
Timber Harvest ’ ’ areas will return t10 levels similar to undisturbed full-growth forest through regarding private forest land. Thus the current
natural recovery. timber harvest load from private lands may be over
or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that | The assumption that no BMPs are currently in
Unpaved Roads 186.4 60 74.6 all necessary and appropriate BMPs will be employed resulting in an place may not be valid. Therefore, the estimated
average sediment and corresponding metals load reduction of 60%." load and load reduction may be an overestimate.
Total — All
Anthropogenic 57,678.6 98 946.1
Nonpoint Sources
The loads from these sources are not all entirely
It is assumed that the metals loads from all other source categories (i.e., natural. There is likely an increment of loading
Mt Eoness vieE g T other land uses) are natural in origin and/or negligible. caused by human-activities that could be
controlled.
X%?os;zlt?:r? All Point Sources 0 NA 0 There are no point sources of zinc in the Corbin Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration during
Safety model TMDL runs.
Total® 58,393.2 97 1,660.7
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 946.1 Ibs/yr + 714.6 Ibs/yr + 0 = 1,660.7 Ibs/yr
TMDL =0 + 2.6 Ibs/day + 1.9 Ibs/day + 0 = 4.5 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater

than that which will occur in the field.
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Appendix A Corbin Creek

3.2 SALINITY/TOTAL DISSOLVED SOLIDS

As discussed in Section 3.1, beneficial uses in Corbin Creek are impaired by metals, and load
reductions are necessary to meet water quality standards. The Volume I report also found that
salinity/total dissolved solids (TDS) are impairing beneficial uses in Corbin Creek. However,
the reason for the salinity/TDS impairment appears to be due primarily to dissolved metal
concentrations. Metals are usually one small portion of the total dissolved solids in a stream.
However, high metals concentrations (as seen in Corbin Creek) also result in elevated total
dissolved solids and salinity. The metals data for Corbin Creek show that trace metals make up
an unusually large proportion of the total dissolved solids in Corbin Creek. Arsenic, cadmium,
copper, lead, and zinc make up almost 2 percent of the total dissolved solids in the stream — three
orders of magnitude more than in other surveyed streams in the Lake Helena watershed (see
Volume I report). Iron (although not sampled) is also most likely very high as well, because red
precipitates were noted in the stream during sampling.

This evidence, combined with the lack of traditional salinity/TDS sources (e.g., saline seeps,
irrigation returns, or oil/gas wells) suggests that metals concentrations in Corbin Creek are the
primary cause of the salinity/TDS impairment. As such, there is no need at this time for a
salinity/TDS TMDL, as the salinity impairment should be addressed with the metals TMDLs
(see Section 3.1).

3.3 SEDIMENT

The available data suggest that aquatic life and fish in Corbin Creek are impaired by
siltation/sediment. The following sections present the required TMDL elements for these
pollutants. The loading analyses presented in this section are based on application of the GWLF
model (Appendix C) as well as the various assessment techniques described in Appendix D.
While it is believed that the resulting load estimates are adequate for making relative
comparisons, they should not be used directly as quantity estimates.

3.3.1 Sources of Sediment in the Corbin Creek Watershed

As shown in Figure 3-6, the primary anthropogenic sources of sediment in the Corbin Creek
watershed, in order of sediment load are: unpaved roads, anthropogenic streambank erosion,
abandoned mines, timber harvest, and non-system roads/trails.

Throughout much of its segment length, Corbin Creek Road (unpaved) is directly adjacent to the
stream. The close proximity of the road to the stream channel, combined with a lack of any
significant riparian vegetation in the lower watershed results in large quantities road based
sediment being delivered to the stream. Additionally, a large portion of the total road length in
the watershed is steep and generates significant sediment loads. However, between the
preliminary source assessment in 2003 and the secondary source assessment conducted during
the summer of 2005, a steep “switch-back” section of road was graveled, helping to reduce
erosion. Nonetheless, additional lengths of steep, un-graveled road grade are present and
continue to deliver sediment and in isolated locations in the upper watershed large gullies have
developed.
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Observed streambank erosion throughout this segment is largely the result of riparian grazing,
stream channelization and historic mining activity. Abandoned mines contribute 16 percent of
the total Corbin Creek anthropogenic sediment load. This load is related to two abandoned
mines, the Blackjack and the Bertha, which is a high priority mine partially reclaimed by
Montana DEQ. Model results indicate Bertha continues to produce notable sediment quantities.
Minimal timber harvest activities are occurring in the Corbin watershed, but modeled data
suggest that active sediment delivery is occurring. Sediment from silvicultural activities is
largely confined to mining claims in the central watershed. Non-system roads/trails were
observed in the central and upper watershed, these are mostly related to historic mining activity.
These roads/trails are a problematic sediment source because they are typically located in steep
topography where run-off diversion structures were not constructed.

Wastew ater Treatment
User Created Roads 7.
Urban Areas |
Unpaved Roads |
Timber Harvest :
Septic Systems |

Paved Roads |

Natural Sources

Irrigation

Ant. Streambank Erosion 7—
Agriculture |

Active mines and quarries |

Abandoned Mines _

0 50 100 150 200 250 300 350
Load (tons/yr)

Figure 3-6. Total annual sediment load from all potentially significant sediment sources in the
Corbin Creek Watershed.
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3.3.2 Water Quality Goals/Targets

The ultimate goal of this siltation TMDL is to attain and maintain the applicable Montana
narrative sediment standards. The sediment endpoint goals/targets are described in Volume I,
Section 3.1.3.

3.3.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 3-7. Based on the results of
the source assessment (Section 3.3.1), the recommended implementation strategy to address the
siltation problem in Corbin Creek is to reduce sediment loading from the primary anthropogenic
sediment sources — unpaved roads, anthropogenic streambank erosion, abandoned mines, timber
harvest, and non-system roads. As shown in Table 3-7, the hypothesis is that an overall,
watershed scale sediment load reduction of 23 percent will result in achievement of the
applicable water quality standards. The proposal for achieving the load reduction is to reduce
loads from current unpaved roads, anthropogenic streambank erosion, abandoned mines, timber
harvest, and non-system roads by 60, 92, 79, 97, and 100 percent, respectively.
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Table 3-7. TMDL, Allocations, and Margin of Safety for Corbin Creek — Siltation.

Current
Load % Allocation
Allocation | Source Category | (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
. . The range of observed sediment reduction from
Based on comparison of pre and post-reclamation . . . h o
. . . . reclamation at mines in the study area is 0 to 100%.
Abandoned Mines 23 71 7 loads from mines, reclamation results in an average -
) : o Therefore, load reductions could be over or under
sediment load reduction of 71%. :
estimated.
It is estimated that there are 0.7 miles of eroding It may not be practical or possible to restore all areas
Anthropogenic streambanks (2 x channel length) in the watershed | of human-caused stream bank erosion to reference
Streambank 27 92 2 caused by a variety of human activities. It is levels. Therefore, this load reduction may be an
Erosion assumed that streambank erosion will be returned to | overestimate.
reference levels based on BEHI values.
. It may not be practical or possible to reclaim all non-
Non-system Roads 6 100 0 Ideal!y all non-system roads should be closed and system roads or prevent their creation. Therefore,
reclaimed. . . .
this load reduction may be an overestimate.
) ] ) Even with full BMP implementation, minor quantities
It is assumed that sediment loading levels from of sediment may be delivered in isolated locations.
Load currently harvested areas will return to levels similar | Therefore, this load reduction may be an
Allocation Timber Harvest 20 97 1 to undisturbed full-growth forest through natural overestimate. The assumption that no BMPs are
recovery. currently in place may not be valid. Therefore, the
estimated load and load reduction may be an
overestimate.
Itis assumed that no BMPs are currently in place. It | gyen with full BMP implementation, minor quantities
Unpaved Roads 68 60 o7 is further assumed that all necessary and = of sediment may be delivered in isolated locations.
p appropriate BMPS will be emp_loyed resulting in an Therefore, this load reduction may be an
average sediment load reduction of 60% (See overestimate
Appendix C of the Volume | Report). '
Total — All
Anthropogenic 144 77 37
Nonpoint Sources
It is assumed that the sediment loads from all other | The loads from these sources are not all entirely
Natural Sources 331 0 331 source categories (i.e., other land uses) are natural | natural. There is likely an increment of loading
in origin and/or negligible. caused by human-activities that could be controlled.
lelatfézlt(i);r? All Point Sources 0 NA 0 There are no point sources of sediment in the Corbin Creek Watershed.
An implicit margin of safety is provided through
Marain of conservative assumptions associated with most of
Safegt NA 0 0 the estimated load reductions and this TMDL is
y believed to be the maximum attainable load
reduction.
Total 475 23 368
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 37 Ibs/yr + 331 Ibs/yr + 0 = 368 Ibs/yr

TMDL =0 + 0.10 Ibs/day + 0.9 Ibs/day + 0 = 1.0 Ibs/day
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Appendix A Golconda Creek

4.0 GOLCONDA CREEK

Golconda Creek from the headwaters to the mouth (Segment MT411006_070, 3.7 miles) was
listed as impaired on the Montana 1996 303(d) list because of metals, suspended solids,
turbidity, and unknown toxicity. Aquatic life, coldwater fisheries, and drinking water beneficial
uses were listed as impaired. In 2002 and 2004, aquatic life, fishery, and drinking water
beneficial uses were listed as impaired because of metals. The additional analyses and
evaluations described in Volume | found that sediment (suspended solids and turbidity),
cadmium and lead are currently impairing aquatic life, fishery, and drinking water beneficial
uses (see Section 3.4.1.6 of the Volume | Report).

Conceptual restoration strategies and the required TMDL elements for sediment and metals (i.e.,
cadmium, copper, lead, and zinc) are presented in the following subsections. Supporting
information for the following TMDLSs can also be found in Appendix D, E, and F.

4.1 METALS

The limited water chemistry data suggest that Golconda Creek is impaired by cadmium and lead.
TMDLs are presented in the following sections to address the cadmium and lead impairments.
The loading analyses presented in this section are based on application of the LSPC model (see
Appendix C).

4.1.1 Sources of Metals in the Golconda Creek Watershed

Besides anthropogenic sediment-associated metals sources, relevant sources of metals in the
stream are the historical mining activities in the watershed. During source assessment efforts,
old mining areas were observed in tributary drainages to the west of the main stem of Golconda
Creek, and significant mining disturbances were observed on private lands near the main stem.
The entire drainage area of the stream falls within the Alhambra mining district of Montana. The
MBMG Abandoned and Inactive Mines database reports surface-underground, prospect, and
underground mining activities in the watershed. The historical mining types include lode
mining. In the past these mines produced copper, silver, lead, gold, and zinc. The State of
Montana’s inventory of mine sites shows three mines in the drainage: Buckeye, Golconda, and
Big Chief. The last of these three is closest to the stream and once produced lead, zinc, gold, and
silver. None of the mines in the basin is listed in the State of Montana’s inventory of High
Priority Abandoned Hardrock Mine Sites. Modeled sources and their metals loadings to
Golconda Creek are presented in Figure 4-1 and Figure 4-2.
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Figure 4-1. Sources of cadmium loadings to Golconda Creek.
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Figure 4-2. Sources of lead loadings to Golconda Creek.
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4.1.2 Water Quality Goals/Targets

The ultimate goal of the metals TMDLSs is to attain and maintain the applicable Montana numeric
metals standards. Montana water quality metals standards for cadmium, copper, lead, and zinc
are dependant on in-stream ambient water hardness concentrations and can therefore vary by
stream segment. The target concentrations for metals in the Golconda Creek are presented in
Table 4-1.

Table 4-1. Montana numeric surface water quality standards for metals in Golconda Creek.

Aquatic Life (acute) Human Health
Parameter (ug/L)? Aquatic Life (chronic) (ug/L)® | (ug/L)?
Cadmium (TR) 0.8 at 38.5 mg/L hardness® 0.1 at 38.5 mg/L hardness® 5
Lead (TR) 23.9 at 38.5 mg/L hardness® 0.9 at 38.5 mg/L hardness® 15

Note: TR = total recoverable.

*Maximum allowable concentration.

®No 4-day (96-hour) or longer period average concentration may exceed these values.

°The standard is dependent on the hardness of the water, measured as the concentration of CaCO; (mg/L).

4.1.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 4-2 and Table 4-3. Based on
the results of the source assessment (Section 4.1.1), the recommended implementation strategy to
address the metals problem in Golconda Creek is to reduce metals loadings from historical
mining sites in the watershed, along with the implementation of the sediment TMDLs. As
shown in Table 4-2 and Table 4-3, the hypothesis is that an overall, watershed scale metals load
reduction of 41 and 77 percent for cadmium and lead respectively will result in achievement of
the applicable water quality standards. Golconda Creek already meets applicable water quality
standards for arsenic, copper, and zinc. The proposal for achieving the load reduction is to
reduce loads from historical mining sources by 49 and 92 percent for cadmium and lead.
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Table 4-2. TMDL, Allocations

and Margin of Safety for Golconda Creek — Cadmium.

Current
Load % Allocation
Allocation | Source Category (Ibs/yr) | Reduction (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after .
) . > Loads for abandoned mines were
the sediment (and associated metals) reductions from the determined during model calibration. and
Abandoned Mines 0.6 49 0.3 sediment TMDLs were applied. After reducing sediment- 9 Mod ’
. were based on limited in-stream water
associated metals from the other sources, loads from the ;
> ) - quality data.
mines were reduced until water quality standards were met.
Ideally all non-system roads should be closed and reclaimed. | It may not be practical or possible to
Non-svstem Roads 0.0 100 0.0 Sediment loads from non-system roads will be reduced by reclaim all non-system roads or prevent
y ' ' 100%, thereby reducing sediment associated metals loads their creation. Therefore, this load
from non-system roads by 100%." reduction may be an overestimate.
Current loads from timber harvest are
based on public agency data and coarse
Timber Harvest It is assumed that sediment-based metals loading from assumptions regarding private forest land.
Load 0.1 97 0.0 currently harvested areas will return to levels similar to Thus the current timber harvest load from
Allocation undisturbed full-growth forest through natural recovery.1 private lands may be over or
underestimated.
It is assumed that no BMPs are currently in place. It is further | The assumption that no BMPs are
Unpaved Roads 01 60 01 assumed that all necessary and appropriate BMPs will be currently in place may not be valid.
employed resulting in an average sediment and corresponding | Therefore, the estimated load and load
metals load reduction of 60%." reduction may be an overestimate.
Total — All
Anthropogenic 0.8 50 0.4
Nonpoint Sources
It is assumed that the metals loads from all other source Thg loads from these sources are not all
N L entirely natural. There is likely an
Natural Sources 0.3 0 0.3 categories (i.e., other land uses) are natural in origin and/or ) f loadi h
negligible |nc_re_n_1ent of loading caused by human-
' activities that could be controlled.
le‘laoségltci):r? All Point Sources 0 NA 0 There are no point sources of cadmium in the Golconda Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target
Safety concentration during model TMDL runs.
Total 11 41 0.7
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 0.4 Ibs/yr + 0.3 Ibs/yr + 0 = 0.7 Ibs/yr

TMDL =0 + 0.0011 Ibs/day + 0.0008 Ibs/day + 0 = 0.0019 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater
than that which will occur in the field.
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Table 4-3. TMDL, Allocations, and Margin of Safety for Golconda Creek — Lead.

Current
Load % Allocation
Allocation | Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after .
) . > Loads for abandoned mines were
the sediment (and associated metals) reductions from the determined during model calibration. and
Abandoned Mines 20.6 92 1.8 sediment TMDLs were applied. After reducing sediment- 9 Mod ’
) were based on limited in-stream water
associated metals from the other sources, loads from the ;
> ) - quality data.
mines were reduced until water quality standards were met.
Ideally all non-system roads should be closed and reclaimed. | It may not be practical or possible to
Non-svstem Roads 0.1 100 0.0 Sediment loads from non-system roads will be reduced by reclaim all non-system roads or prevent
y ' ' 100%, thereby reducing sediment associated metals loads their creation. Therefore, this load
from non-system roads by 100%." reduction may be an overestimate.
Current loads from timber harvest are
based on public agency data and coarse
Timber Harvest It is assumed that sediment-based metals loading from assumptions regarding private forest land.
Load 1.0 97 0.0 currently harvested areas will return to levels similar to Thus the current timber harvest load from
Allocation undisturbed full-growth forest through natural recovery.1 private lands may be over or
underestimated.
It is assumed that no BMPs are currently in place. It is further | The assumption that no BMPs are
Unpaved Roads 17 60 07 assumed that all necessary and appropriate BMPs will be currently in place may not be valid.
employed resulting in an average sediment and corresponding | Therefore, the estimated load and load
metals load reduction of 60%." reduction may be an overestimate.
Total — All
Anthropogenic 23.4 89 2.5
Nonpoint Sources
It is assumed that the metals loads from all other source Thg loads from these sources are not all
N L entirely natural. There is likely an
Natural Sources 3.8 0 3.8 categories (i.e., other land uses) are natural in origin and/or ) f loadi h
negligible |nc_re_n_1ent of loading caused by human-
' activities that could be controlled.
le‘laoségltci):r? All Point Sources 0 NA 0 There are no point sources of lead in the Golconda Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target
Safety concentration during model TMDL runs.
Total 27.2 77 6.3
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 2.5 Ibs/yr + 3.8 Ibs/yr + 0 = 6.3 Ibs/yr

TMDL =0 + 0.007 Ibs/day + 0.010 Ibs/day + 0 = 0.017 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater
than that which will occur in the field.
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Appendix A Jennie’s Fork

5.0 JENNIE’'S FORK FROM THE HEADWATERS TO THE MOUTH

Jennie’s Fork from the headwaters to the mouth (Segment MT411006_210, 1.2 miles) was listed
as impaired on the Montana 1996 303(d) list because of siltation and metals. Aquatic life,
coldwater fisheries, and drinking water beneficial uses were listed as impaired. In 2002 and
2004, there were insufficient credible data to evaluate beneficial uses. The additional analyses
and evaluations described in Volume I found that sediment (siltation) and lead are currently
impairing aquatic life, fishery, and drinking water beneficial uses (see Section 3.4.3.1 of the
Volume | Report).

Conceptual restoration strategies and the required TMDL elements for sediment and lead are
presented in the following subsections. Supporting information for the following TMDLSs can
also be found in Appendix D, E, and F.

5.1 METALS

The limited water column samples suggest that Jennie’s Fork is impaired by lead. A TMDL is
presented in the following sections to address the lead impairment. The loading analyses
presented in this section are based on application of the LSPC model (see Appendix F).

5.1.1 Sources of Metals in the Jennie's Fork Watershed

Besides anthropogenic sediment-associated metals sources, significant contributors of metals to
the stream segment are historical hard rock mining activities in the upper watershed. The
watershed falls within the Marysville mining district. The MBMG Abandoned and Inactive
Mines database reports mineral location mining activities in the watershed. The historical
mining type is lode mining. In the past these mines produced gold, silver, and lead. One mine in
the watershed, Bald Mountain, is listed in the State of Montana’s inventory of High Priority
Abandoned Hardrock Mine Sites. During the source assessment conducted by EPA in 2003 as a
part of the TMDL project, it was learned that Jennie’s Fork’s point of origin is a mine shaft on
Mount Belmont. The state has conducted significant reclamation work at this location and
mining was active at this particular site until the late 1990s. Modeled sources and their lead
loadings to Jennie’s Fork are presented in Figure 5-1.
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Figure 5-1. Sources of lead loadings to Jennie’s Fork.

5.1.2 Water Quality Goals/Targets

The ultimate goal of the lead TMDL is to attain and maintain the applicable Montana numeric
standard. Montana water quality metals standards for lead are dependent on in-stream ambient
water hardness concentrations and can therefore vary by stream segment. The target
concentrations for metals in Jennie’s Fork are presented in Table 5-1.

Table 5-1. Montana numeric surface water quality standards for metals in Jennie’s Fork.

Aquatic Life (acute) Human Health
Parameter (ng/L)? Aquatic Life (chronic) (ug/L)° (ng/L)?
Lead (TR) 118.7 at 135.8 mg/L hardness® | 4.6 at at 135.8 mg/L hardness® 15

Note: TR = total recoverable.

*Maximum allowable concentration.

®No 4-day (96-hour) or longer period average concentration may exceed these values.

°The standard is dependent on the hardness of the water, measured as the concentration of CaCO; (mg/L).

5.1.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 5-2. Based on the results of
the source assessment (Section 5.1.1), the recommended implementation strategy to address the
metals problem in Jennie’s Fork is to reduce metals loadings from historical mining sites in the
watershed, along with the implementation of the sediment TMDLs. As shown in Table 5-2, the
hypothesis is that an overall, watershed scale metals load reduction of 46 percent for lead will
result in achievement of the applicable water quality standards. Jennie’s Fork already meets
applicable water quality standards for arsenic, cadmium, copper and zinc. The proposal for
achieving the load reduction is to reduce loads from mining sources by 57 percent for lead.
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Table 5-2. TMDL, Allocations, and Margin of Safety for Jennie’s Fork — Lead.

Current
Load % Allocation
Allocation | Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after Loads for abandoned mines were
the sediment (and associated metals) reductions from the determined during model calibration. and
Abandoned Mines 9.1 57 3.9 sediment TMDLs were applied. After reducing sediment- 9 MOoC y
. were based on limited in-stream water
associated metals from the other sources, loads from the :
> ) - quality data.
mines were reduced until water quality standards were met.
It is assumed that sediment loads from anthropogenic Irte?tz?/en;)lf gfegrsagpﬁiln?;rﬁ’_%saﬂ:‘lf dtgtream
Anthropogenic streambank erosion will be reduced by 44% (see Table 5-3), .
. 0.2 44 0.1 ; ) ) bank erosion to reference levels.
Streambank Erosion thereby reducing sediment associated metals loads from Theref his load reducti b
streambank erosion by 44%." ere qre,t is load reduction may be an
) overestimate.
Ideally all non-system roads should be closed and reclaimed. | It may not be practical or possible to
Sediment loads from non-system roads will be reduced by reclaim all non-system roads or prevent
Non-system Roads 0.2 100 0.0
4 100%, thereby reducing sediment associated metals loads their creation. Therefore, this load
from non-system roads by 100%." reduction may be an overestimate.
Load Current loads from timber harvest are
Allocation It is assumed that sediment-based metals loading from based on public agency data and coarse
Timber Harvest 0.3 97 0.0 currently harvested areas will return to levels similar to assumptions regarding private forest land.
undisturbed full-growth forest through natural recovery.' Thus the current timber harvest load from
private lands may be over or
underestimated.
It is assumed that no BMPs are currently in place. It is further | The assumption that no BMPs are
assumed that all necessary and appropriate BMPs will be currently in place may not be valid.
Unpaved Roads 22 60 0.9 employed resulting in an average sediment and corresponding | Therefore, the estimated load and load
metals load reduction of 60% (See Table 5-3).1 reduction may be an overestimate.
Total — All
Anthropogenic 12.0 59 4.9
Nonpoint Sources
It is assumed that the metals loads from all other source Z:ﬁrle?aisatfa?g? t}jl'iz(er:?sulrickeels a:s not all
Natural Sources 815 0 815 categories (i.e., other land uses) are natural in origin and/or ) Y £l - y h
negligible |nc_re_n_1ent of loading caused by human-
' activities that could be controlled.
lelaosézlt(i):r? All Point Sources 0 NA 0 There are no point sources of lead in the Jennie’s Fork Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target
Safety concentration during model TMDL runs.
Total 15.5 46 8.4
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 4.9 Ibs/yr + 3.5 |bs/yr + 0 = 8.4 Ibs/yr

TMDL =0 + 0.013 Ibs/day + 0.010 Ibs/day + 0 = 0.023 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater
than that which will occur in the field.
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5.2 SEDIMENT

Based on the weight of evidence, cold-water fishery and aquatic life beneficial uses in Jennie’s
Fork are impaired by siltation (see Volume | Report). A TMDL is presented in the following
sections to address the siltation impairment. The loading analyses presented in this section are
based on application of the GWLF model (Appendix C) as well as the various assessment
techniques described in Appendix D. While it is believed that the resulting load estimates are
adequate for making relative comparisons, they should not be used directly as quantity estimates.

5.2.1 Sources of Sediment in the Jennie’s Fork Watershed

As shown in Figure 5-2, the primary anthropogenic sources of sediment in the Jennie’s Fork
watershed, in order of sediment load are unpaved roads, timber harvest, non-system roads, and
anthropogenic streambank erosion.

The Jennie’s Fork watershed has a high road density related to the town of Marysville, historic
mining activity and the Great Divide ski area (all unpaved roads). During the sediment source
assessment significant quantities of sediment were observed entering Jennie’s Fork from the ski
area parking lot during spring snowmelt run-off from the area’s ski runs. Timber harvest
activities have occurred throughout the upper watershed on mining claims and for the creation of
ski runs at Great Divide. Non-system roads are associated with ski area and/or historic mining
activities. Anthropogenic streambank erosion in this segment is largely the result of grazing
impacts, road encroachment, stream channelization and historic mining activity.

Wastewater Treatment
User Created Roads 7-
Urban Areas
Unpaved Roads !
Timber Harvest :
Septic Systems 1
Paved Roads

Natural Source:s | ]

Irrigation

Ant. Streambank Erosion i

Agriculture

Active mines and quarries

Abandoned Mines

0 50 100 150 200 250 300
Load (tons/yr)

Figure 5-2. Total annual sediment load from all potentially significant sediment sources in the
Jennie’s Fork Watershed.
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5.2.2 Water Quality Goals/Targets

The ultimate goal of this siltation TMDL is to attain and maintain the applicable Montana
narrative sediment standards. The sediment endpoint goals/targets are described in Volume I,
Section 3.1.3.

5.2.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 5-3. Based on the results of
the source assessment (Section 5.2.1), the recommended implementation strategy to address the
siltation problem in Jennie’s Fork is to reduce sediment loading from the primary anthropogenic
sediment sources — unpaved roads, timber harvest, non-system roads anthropogenic streambank
erosion. As shown in Table 5-3, the hypothesis is that an overall, watershed scale sediment load
reduction of 27 percent will result in achievement of the applicable water quality standards. The
proposal for achieving the load reduction is to reduce loads from current unpaved roads, timber
harvest, non-system roads, and anthropogenic streambank erosion by 60, 97, 100, and 44
percent, respectively.
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Table 5-3. TMDL, Allocations, and Margin of Safety for Jennie’s Fork — Siltation.

Current
Load % Allocation
ocation ource Category slyr eduction slyr ationale/Assumptions ncertainty
All i S C (Ibs/yr) | Reducti (Ibs/yr) Rati le/A i U i
It is estimated that there are 0.2 miles of eroding It may not be practical or possible to
Anthrobogenic streambanks (2 x channel length) in the watershed caused by | restore all areas of human-caused stream
Streampbagnk Erosion 3 44 1.7 a variety of human activities. It is assumed that streambank | bank erosion to reference levels.
erosion will be returned to reference levels based on BEHI Therefore, this load reduction may be an
values. overestimate.
It may not be practical or possible to
Non-system Roads 13 100 0 Ideally all non-system roads should be closed and reclaimed. rec!alm aII_ non-system roads or prevent
their creation. Therefore, this load
reduction may be an overestimate.
It is assumed that sediment loading levels from currently Even with full BMP implementation, minor
Timber Harvest 17 97 0.5 harvested areas will return to levels similar to undisturbed quantities of sediment may be delivered
: full-growth forest through natural recovery. in isolated locations. Therefore, this load
reduction may be an overestimate.
It is assumed that no BMPs are currently in place. It is further | The assumption that no BMPs are
Unpaved Roads 136 60 544 assumed that all necessary and appropriate BMPs will be currently in place may not be valid.
employed resulting in an average sediment load reduction of | Therefore, the estimated load and load
60% (See Appendix C of the Volume | Report). reduction may be an overestimate.
Total — All
Anthropogenic 169 67 57
Nonpoint Sources
It is assumed that the sediment loads from all other source l-:ﬁrleolaiig?r; tr]l'f;eeres(i)su:’ickgs a;ﬁ not all
Natural Sources 249 0 249 categories (i.e., other land uses) are natural in origin and/or ) Y £l ) di d g h
negligible mcre_ment of loading caused by human-
’ activities that could be controlled.
lelacfctzzlt(i)c?r? All Point Sources 0 NA 0 There are no point sources of sediment in the Jennie’s Fork Watershed.
An implicit margin of safety is provided through conservative
Margin of NA 0 0 assumptions associated with most of the estimated load
Safety reductions and this TMDL is believed to be the maximum
attainable load reduction.
Total 418 27 306
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 57 Ibs/yr + 249 Ibs/yr + 0 = 306 Ibs/yr

TMDL =0 + 0.16 Ibs/day + 0.68 Ibs/day + 0 = 0.84 Ibs/day
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6.0 LAKE HELENA

Lake Helena (Segment MT411007_010) was listed as impaired because of metals, nutrients,
suspended solids, and thermal modifications on the Montana 1996 303(d) list. Aquatic life,
coldwater fisheries, and recreation uses were the listed impaired beneficial uses. On subsequent
303(d) lists (2000, 2002, and 2004), lead and arsenic were the only listed causes of impairment,
and only for drinking water uses. Reassessment of the listed pollutants using a weight of
evidence approach found that metals are impairing aquatic life and fishery beneficial uses. There
was insufficient information to determine if suspended solids and thermal modifications are
impairing beneficial uses (see Volume I report). Conceptual restoration strategies and the
required TMDL elements for metals are presented in the following subsections.

Available data also suggests that nutrients are decreasing water clarity and increasing the
incidence of algal blooms in Lake Helena. However, insufficient data are available to determine
the nutrient concentration threshold, above which beneficial uses in Lake Helena would be
impaired. Given that model simulations indicate that nutrient loading in the Lake Helena
Watershed is increasing, and water quality conditions are predicted to deteriorate, a pro-active
TMDL is presented herein for nutrients in Lake Helena. As described below, an adaptive
management strategy is proposed to revise the Lake Helena nutrient TMDL in the future based
on future data collection efforts.

6.1 METALS

The limited water chemistry data suggest that Lake Helena is impaired by arsenic and lead.
TMDLs are presented in the following sections to address the arsenic and lead impairments. The
loading analyses presented in this section are based on application of the LSPC model (see
Appendix F).

6.1.1 Sources of Metals in the Lake Helena Watershed

Waterborne contaminants originating within many of the 303(d) listed stream drainages are
ultimately transported to Lake Helena. Metals sources for most of these major tributaries are
summarized in Chapters 2, 3,4, 5,7, 8, 9, 10, 11, 12, 13, and 14 of this Appendix (Appendix A).
Local sediment sources also contribute to an increase in arsenic loading to Lake Helena. In
addition, contaminated bottom sediment is a potential metals source. These sources are
discussed in Appendix F (LSPC modeling) and Appendix C of the Volume | Report. Modeled
sources and their metals loadings to Lake Helena are presented in Figure 6-1 and Figure 6-2.

6.1.2 Water Quality Goals/Targets

The ultimate goal of the metals TMDLSs is to attain and maintain the applicable Montana numeric
metals standards. Montana water quality metals standards for lead is dependant on the ambient
water hardness and can therefore vary by water body. The target concentrations for metals in
Lake Helena are presented in Table 6-1.
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Table 6-1. Montana numeric surface water quality standards for metals in Lake Helena.

Aquatic Life (acute) Human Health
Parameter (ng/L)? Aquatic Life (chronic) (ug/L)" (ng/L)?
Arsenic (TR) 340 150 10¢
Lead (TR) 157.6 at 169.7 mg/L hardness® | 6.1 at 169.7 mg/L hardness® 15

Note: TR = total recoverable.
@Maximum allowable concentration.

®No 4-day (96-hour) or longer period average concentration may exceed these values.

°The standard is dependent on the hardness of the water, measured as the concentration of CaCO; (mg/L).

¢ The human health standard for arsenic is currently 18 pg/L, but will change to 10 pg/L in 2006.

Abandoned Mines

Natural Sources
Agriculture

Dirt Roads

Ant. Streambank Erosion
Timber Harvest

NPDES Permitted

:DDDDHH

Urban Areas
Quarries

Non-system Roads

0 1000 2000 3000 4000 5000 6000 7000 8000 9000

Load (Ibs/yr)

Figure 6-1. Sources of arsenic loadings to Lake Helena.
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Figure 6-2. Sources of lead loadings to Lake Helena.

6.1.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations, and margin of safety are presented in Table 6-2 and Table 6-3. Based
on the results of the source assessment (Section 6.1.1) the recommended implementation strategy
to address the metals problem in Lake Helena is to reduce metals loadings from historical mining
sites in the watershed, along with the implementation of the sediment TMDLs. As shown in
Table 6-2 and Table 6-3, the hypothesis is that an overall, watershed scale metals load reduction
of 61 and 66 percent for arsenic and lead, respectively, will result in achievement of the
applicable water quality standards. Lake Helena already meets applicable water quality
standards for cadmium, copper, and zinc. The proposal for achieving the load reduction is to
reduce loads from mining sources by 68 and 77 percent for arsenic and lead.
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Table 6-2. TMDL, Allocations, and Margin of Safety for Lake Helena — Arsenic.

Current
Load % Allocation
Allocation | Source Category (Ibs/yr) | Reduction (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the sediment
Abandoned Mines 8.129.6 68 26197 (and assoc!ated mgtals) reductllons from the sediment TMDLs were applied. Loads for abandpqed mines were determmgd during model calibration, and
After reducing sediment-associated metals from the other sources, loads from | were based on limited in-stream water quality data.
the mines were reduced until water quality standards were met.
Loading estimates for this source category assume that no BMPs have been
applied. The load reduction approach assumes vegetative buffers will be Th . . .
. o L h ¥ ; e assumption that no agricultural fields currently have BMPs may be
Agriculture 1,325.5 90 127.4 9mp|oyed (50 /o removal efflue_ncy for sediment with corre_spondlng d_ecreases incorrect. Thus the existing load may be overestimated.
in metals loading) plus alternative crop management practices that will
minimize the area of bare soil, thereby reducing soil attached metals loading.”
Anthropogenic It is assumed that sediment loads from anthropogenic streambank erosion will | It may not be practical or possible to restore all areas of human-caused
Streambank 446.9 82 791 be reduced by 85%, thereby reducing sediment associated metals loads from stream bank erosion to reference levels. Therefore, this load reduction may
Erosion streambank erosion by 85%." be an overestimate.
Non-system Roads 385 100 0.0 Ideally all non-system roads should be closed ?nd reclaimed. Sediment loads | |t may not be practical or possible to reclaim all non-system roads or prevent
Y : : from non-system roads will be reduced by 100%, thereby r1educmg sediment their creation. Therefore, this load reduction may be an overestimate.
associated metals loads from non-system roads by 100%.
Only the land draining offsite is assumed to generate metals loading. No BMPs . . . .
. X . ) . Drainage patterns for quarries were assessed with aerial photography and
Quarries 38.8 0 38.8 glrgsifzumed for active quarries, though reclamation should be required upon may not accurately depict actual site hydrology.
Load ) It is assumed that sediment-based metals loading from currently harvested Current loads from timber harvest are based on public agency data and
Allocation | Timber Harvest 325.7 97 10.4 areas will return to levels similar to undisturbed full-growth forest through coarse assumptions regarding private forest land. Thus the current timber
natural recovery."' harvest load from private lands may be over or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that all The assumption that no BMPs are currently in place may not be valid
Unpaved Roads 502.6 60 201.0 necessary and appropriate BMPs will be employed resulting in an average Therefore 519 estimated load and load red}ll,lctign ma bg an overestirﬁate
sediment and corresponding metals load reduction of 60%." ’ Y :
This approach assumes that BMPs will be applied to all areas. This may not
Urban Areas 94.1 80 191 It is assumed that urban BMPs will reduce sediment loads by 80%, thereby be possible or practical given constraints associated with available land area
. ’ reducing sediment associated metals loads from urban areas by 80%." and existing infrastructure. The estimated load reductions may be an
overestimate.
Total — All
Anthropogenic 3
Nonpoint 10,901.7 72% 3,095.5
Sources
It is assumed that the metals loads from all other source categories (i.e., other | The loads from these sources are not all entirely natural. There is likely an
Natural Sources 1,859.5 0 1,859.5 R L . N L
land uses) are natural in origin and/or negligible. increment of loading caused by human-activities that could be controlled.
. The permitted point sources of metals include MT Tunnels Mines and Actual discharge quantity and quality will likely be below that assumed.
Al Pl Seuiees 2400 9 2 ASARCO. The current permit limits have been applied. These loads are likely over-estimated.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration during
Safety model TMDL runs.
Total 13,032.2 61 5,104.2
TMDL = WLA + LA + Natural + MOS
TMDL TMDL = 149.2 + 3,095.5 Ibs/yr + 1,859.5 Ibs/yr + 0 = 5,104.2 |bs/yr

TMDL = 0.41 + 8.48 |Ibs/day + 5.09 Ibs/day + 0 = 13.98 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both because
there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater than that which
will occur in the field.
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Table 6-3. TMDL, Allocations, and Margin of Safety for Lake Helena — Lead.

Current
Load % Allocation
Allocation | Source Category | (Ibs/yr) | Reduction (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the sediment
Abandoned Mines | 4,833.9 77 1,100.7 (and assoc!ated m_etals) reduct_lons from the sediment TMDLs were applied. Loads for abandoqed mines were determlngd during model calibration, and
After reducing sediment-associated metals from the other sources, loads from | were based on limited in-stream water quality data.
the mines were reduced until water quality standards were met.
Loading estimates for this source category assume that no BMPs have been
applied. The load reduction approach assumes vegetative buffers will be Th . . )
. o . . - . e assumption that no agricultural fields currently have BMPs may be
Agriculture 925.5 90 88.9 gmployed (50@ removal efflme.ncy for sediment with corre;pondlng d.ecre;a'se.s incorrect. Thus the existing load may be overestimated.
in metals loading) plus alternative crop management practices that will minimize
the area of bare soil, thereby reducing soil attached metals loading.'
Anthropogenic It is assumed that sediment loads from anthropogenic streambank erosion will | It may not be practical or possible to restore all areas of human-caused
Streambank 3121 82 55.2 be reduced by 85%, thereby reducing sediment associated metals loads from stream bank erosion to reference levels. Therefore, this load reduction may
Erosion streambank erosion by 85%." be an overestimate.
Non-system 26.9 100 0.0 Ideally all non-system roads should be closed z:nd reclaimed. Sediment loads | 1t may not be practical or possible to reclaim all non-system roads or prevent
Roads : : from non-system roads will be reduced by 100%, thereby reducing sediment their creation. Therefore, this load reduction may be an overestimate.
associated metals loads from non-system roads by 100%.
Only the land draining offsite is assumed to generate metals loading. No BMPs . . . .
. ; . . o Drainage patterns for quarries were assessed with aerial photography and
Load ) Quarries 271 0 271 are assumed for active quarries, though reclamation should be required upon may not accurately depict actual site hydrology.
Allocation closure.
. It is assumed that sediment-based metals loading from currently harvested Current loads from timber harvest are based on public agency data and
Timber Harvest 2274 97 7.3 areas will return to levels similar to undisturbed full-growth forest through coarse assumptions regarding private forest land. Thus the current timber
natural recovery.' harvest load from private lands may be over or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that all The assumption that no BMPs are currently in place may not be valid
Unpaved Roads 350.9 60 140.4 necessary and appropriate BMPs will be employed resulting in an average Therefore &e estimated load and load red}ll,lctign ma bg an overestirﬁate
sediment and corresponding metals load reduction of 60%." ’ Y :
This approach assumes that BMPs will be applied to all areas. This may not
It is assumed that urban BMPs will reduce sediment loads by 80%, thereby be possible or practical given constraints associated with available land area
Urban Areas 65.7 80 13.3 . . : o) 1 TS - .
reducing sediment associated metals loads from urban areas by 80%. and existing infrastructure. The estimated load reductions may be an
overestimate.
Total — All
Anthropogenic
Nonpoint 6,769.5 79 1,432.9
Sources
It is assumed that the metals loads from all other source categories (i.e., other The loads from these sources are not all entirely natural. There is likely an
Natural Sources 1,298.3 0 1,298.3 R L . N L
land uses) are natural in origin and/or negligible. increment of loading caused by human-activities that could be controlled.
Wasteload All Point Sources 66.8 0 66.8 The permitted point sources of metals include MT Tunnels Mines and Actual discharge quantity and quality will likely be below that assumed.
Allocation : . ASARCO. The current permit limits have been applied. These loads are likely over-estimated.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration during
Safety model TMDL runs.
Total* 8,134.6 66 2,798.0
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =66.8 + 1,432.9 Ibs/yr + 1,298.3 Ibs/yr + 0 = 2,798 Ibs/yr

TMDL =0.18 + 3.92 Ibs/day + 3.56 Ibs/day + 0 = 7.66 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both because
there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater than that which
will occur in the field.
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6.2 NUTRIENTS
6.2.1 Limiting Nutrient

Nitrogen and phosphorus are the two elements most commonly limiting algal growth in lakes
and streams. Some indication of whether nitrogen or phosphorus is growth limiting may be
obtained by determining the weight ratio of the appropriate forms of nitrogen and phosphorus
found in a river or lake, and comparing that with the stoichiometric ratio required for growth.
Where the ratio of nitrogen to phosphorus is greater than 15:1, phosphorus is more likely limiting
than nitrogen. If the ratio is less than 5:1, nitrogen is more likely limiting than phosphorus. If
the ratio is less than 15 but greater than 5, either N or P could be limiting, or an N and P co-
limitation could be present. For assessing nutrient limitations in streams, the N:P ratios are
usually computed on the basis of the soluble inorganic forms of N and P (i.e. TSIN:SRP). For
lakes, nutrient ratios are commonly computed on the basis of the total forms of N and P. This is
because nutrients may cycle in lakes and become soluble over time or under certain physical and
chemical conditions. Total N and total P relate better overall to seasonal and lake wide
productivity.

It is important to know which nutrient is limiting such that control efforts can focus on the
nutrient most likely causing the beneficial use impairments.

A review was performed of the available nitrogen and phosphorus data for Lake Helena. Four
water column samples collected by the Montana Department of Environmental Quality in early
August 2002 showed an average total N to total P ratio of 9.6:1, with a range from 8.5 to 10.3.
Four samples collected by Land & Water Consulting in late August 2003 showed a TN:TP ratio
of 2.7:1, with a range of 2.6 to 2.8. Three additional samples collected by Land & Water during
runoff conditions in late June 2003 showed a TN:TP ratio of 9.3:1 with a range of 7.8 t0 10.2. A
fourth sample collected near the lake inlet produced a ratio of 50.5:1 due to a very low total P
measurement, which may have been in error.

The Lake Helena nutrient ratio data presented above point to a conclusion that algae growth in
the lake is either nitrogen limited (August 2003), or N and/or P limited (August 2002, June
2003). Based on these total nutrient ratio data, it can be concluded that the lake is not
overwhelmingly phosphorus limited. Computing the N:P ratios using the soluble inorganic
nutrient fractions suggests a stronger nitrogen limitation in Lake Helena, rather than a co- or P-
limitation.

In the absence of a strong case for either N or P limitation, TMDLs are presented below for both
nitrogen and phosphorus.
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6.2.2 Nitrogen
6.2.2.1 Sources of Nitrogen in the Lake Helena Watershed

At the watershed scale (i.e., the entire Lake Helena Watershed), septic systems (29 percent),
return flows from the Helena Valley Irrigation System (17 percent), municipal wastewater
treatment facilities (11 percent), and urban areas (6 percent) comprise the most significant
sources of total nitrogen (TN) (Figure 6-3). Also, in localized areas, TN loading from
agricultural and single family residential sources may be far more significant than this source
category appears to be at the watershed scale.

6.2.2.2 Water Quality Goals/Targets

Septic Systems

Insufficient data are currently available to
establish TN targets for Lake Helena. A
strategy to establish targets in the future is

Helena Valley Irr. System

Wastew ater Treatment

presented in VVolume II, Section 3.2.3.

6.2.2.3 Total Maximum Daily Load, Allocations,
and Margin of Safety

Since no concentration targets have been

Agriculture
Undisturbed Grassland
Urban Areas

Groundw ater

Dirt Roads

Undisturbed Forest

proposed for Lake Helena, it is assumed that the
load reductions for Prickly Pear Creek (the
largest tributary to Lake Helena) adequately
approximate the necessary load reductions. A
TN load reduction of 80 percent is therefore
proposed as an interim load reduction goal.
This will be revised in the future following the
strategy presented in VVolume 11, Section 3.0.

Streambank Erosion
Timber Harvest

Paved Roads

Shrubland

Nat. Streambank Erosion

Non-system Roads

TTTEERITE Huﬁf

Abandoned Mines

Active mines and quarries

The proposed approach acknowledges that it
may not be possible to attain the an 80 percent
TN load reduction, but also acknowledges the
fact that current nutrient levels are impairing
beneficial uses and water quality will continue to
degrade if no action is taken to reduce loading. nitrogen sources in the entire Lake Helena
Therefore, the proposed approach seeks the Watershed.

maximum attainable nitrogen load reductions from non-point sources, includes a phased
wasteload allocation to reduce point sources loads, and, in recognition of the fact that ita TN
concentration target has not yet been established, presents an adaptive management strategy for
revising the target and load allocations in the future. The proposed approach is embodied in the
TMDL, allocations and margin of safety presented in Table 6-4. The phased wasteload
allocation is presented in Appendix | and the adaptive management strategy is presented in
Volume II, Section 3.0. Finally, a summary of estimated loads, proposed reductions, and post-
reduction loads for all sources considered in the TN analysis is presented in Table 6-5.

Wetlands

0.00 0.05 010 0.15 0.20 0.25 0.30
TN Loading - Percent of Total

Figure 6-3. Percent of the total annual
nitrogen load from all potentially significant
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Table 6-4. TMDL, Allocations, and Margin of Safety for Lake Helena — Nitrogen.

Current
Load % Allocation
Allocation Source Category (tons/yr) | Reduction (tonslyr) Rationale/Assumptions Uncertainty
Nutrient loading from abandoned mines is primarily a function of associated sediment
Abandoned Mines 0.9 71 0.2 loading. Based on comparison of pre and post-reclamation loads from mines, reclamation | The range of observed sediment reduction from reclamation at mines in the study area is 0 to
’ ’ results in an average sediment load reduction of 71%. Sediment-associated nitrogen will 100%. Therefore, sediment-associated nitrogen reductions could be over or under estimated.
decrease accordingly (71%).
Current loads from active mines are based on modeled storm water runoff and literature values
: ’ BMPs for active mines were assumed to not be cost effective because the loads represent | for runoff concentrations. The current loads are likely overestimated because DEQ reports that
Active Mines 0.4 0 0.4 N . . . i .
such a small fraction of the current overall loads. there has never been a discharge from the MT Tunnels Mine site (the only significant active
mine in the watershed).
Loading estimates for this source category assume that no BMPs have been applied. The
load reduction approach assumes vegetative buffers will be employed (50% removal . . .
Agriculture 33.2 88 3.9 efficiency for sediment with corresponding decreases in nutrient loading) plus alternative Th? assumption that no BMPs are currently in place may not be valid. Therefore, the
N PR X . - estimated load and load reduction may be an overestimate.
crop management practices that will minimize the area of bare soil, thereby reducing soil
attached nutrient loading.
The watershed scale estimates of stream bank erosion are based on extrapolation from field
Anthropogenic It is estimated that there are 82.8 miles of eroding streambanks (2 x channel length) in the | surveys conducted on representative main-stem reaches. This likely overestimates the total
pog . 8.5 85 1.3 watershed caused by a variety of human activities. It is assumed that streambank erosion | amount of bank erosion. Also, due to access constraints and physical constraints, it may not
Streambank Erosion . Ny N .
will be returned to reference levels based on BEHI values. be practical or possible to restore all areas of human-caused stream bank erosion to reference
levels. Therefore, this load reduction may be an overestimate.
Helena Valley It is difficult to estimate potential load reductions from the HVID due to its unique and Estimates of current loads from the HVID are based on limited sampling data and potential
Irrigation District 60.1 50 30.0 complex nature. No appropriate literature values are available. A 50 percent reduction has | load reductions are based on best professional judgment. Therefore, the estimated load and
(HVID) therefore been selected based on best professional judgment. load reduction may be under or overestimated.
Non-system Roads 09 100 0.0 |deally all non-system roads should be closed and reclaimed It may not be practical or possible to reclaim all non-system roads or prevent their creation.
Load Y . . Y Y . Therefore, this load reduction may be an overestimate.
Allocation
An average nitrogen removal efficiency of 30% is assumed based on the literature for Current loads from paved roads are based on public agency data and literature values for
Paved Roads 5.7 30 4.0 . N
urban areas (CWP, 2000). runoff concentrations. The current loads may be over or underestimated.
It is assumed that 7% of septic systems in the watershed are failing (see Appendix C), and
effluent from the failing systems bypasses both drainfield treatment and plant uptake. The number of septic systems is estimated based on well locations. The number of septic
Septic Systems 101.5 0.5 101.0 Replacing those systems with conventional level 1 treatment results in a 0.5% decrease in | systems may be over or under estimated. No specific data were available about the actual
TN. Replacing failing septic systems with level 2 treatment could result in a 1.7% reduction | percentage of failing systems.
in TN.
It is assumed that nitrogen loading from currently harvested areas will return to levels Current loads from timber harvest are based on public agency data and course assumptions
Timber Harvest 7.6 97 0.2 similar to undisturbed full-growth forest through natural recovery. Based on watershed regarding private forestland. Thus the current timber harvest load from private lands may be
modeling results, nitrogen reductions are estimated to be 97%. over or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that all necessary . . .
Unpaved Roads 11.5 60 4.6 and appropriate BMPs will be employed resulting in an average sediment and Th? assumption that no BMPs are currently in place may not be valid. Therefore, the
’ h N o, . estimated load and load reduction may be an overestimate.
corresponding nitrogen load reduction of 60% (See Appendix C).
Ig:]siﬁizgeg?;iﬂg:ﬁﬁT):tg:nm l\gva:jr 2':1/”::: hﬁi,:eerg Vﬁ"usstjifgwlr: Ier?iTiilérrT;etg thata Given existing infrastructure, and therefore the need to retrofit storm water BMPs into the
Urban Areas 21.8 30 15.3 . ploys 9ing prop N landscape, it may not be possible or practical to fully implement storm water BMPs in all areas.
vegetated buffer strips and engineered detention facilities, etc. Based on the literature, an Therefore. this load reduction is likely an overestimate
average nitrogen removal efficiency of 30% is assumed (CWP, 2000). ’ Y .
Total — All
Anthropogenic 252.1 36 160.9
Nonpoint Sources
It is assumed that the nitrogen loads from all other source categories are natural in origin The loads from these sources are not all entirely natural. There is likely an increment of
Natural Sources 60.9 0 60.9 o . o
and/or negligible. loading caused by human-activities that could be controlled.
Nitrogen Point sources are listed in Table 6-5. The allocations for the WWTPs are based on
Wasteload A the phased approach described in Appendix |. Load reductions for known failing lagoons Actual discharge quantity and quality will likely be below that assumed. These loads are likely
" All Point Sources 40.4 89 4.4 - 9 N
Allocation are presented in Table 6-5. No allocations are proposed for lagoons thought to be over-estimated.
operating as designed.
Margin of NA 0 0 An implicit margin of safety is provided through conservative assumptions associated with most of the estimated load reductions and this TMDL is believed to be the maximum attainable
Safety load reduction.
Total 353.4 36 226.2
TMDL = WLA + LA + Natural + MOS
TMDL TMDL = 4.4 + 160.9 tons/yr + 60.9 tons/yr + 0 = 226.2 tons/yr

TMDL = 0.01 + 0.44 tons/day + 0.17 tons/day + 0 = 0.62 tons/day
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Table 6-5. Estimated loads and load reductions for all sources of TN in the

Lake Helena watershed.

Source Estimated TN Estimated Remaining Load
Category Source Load (tonsl/yr) Reductions (%) (tonsl/yr)

Timber Harvest 7.6 97% 0.2

Unpaved Roads 11.5 60% 4.6

Non-system Roads 0.9 100% 0.0

Paved Roads 5.7 30% 4.0

Active mines and quarries 0.4 0% 0.4

Anthropogenic Abandoned Mines 0.9 71% 0.2
Nonpoint Agriculture 33.2 88% 3.9
Sources Urban Areas 21.8 30% 15.3
é;\(t)r;irgr?ogenic Streambank 85 85% .

Helena Valley Irrigation System 60.1 50% 30.0

Septic Systems 101.5 0.5% 101.0

'll_'ggaél Anthropogenic NPS 252 1 36% 160.9

Fullgrowth Forest 9.5 0% 9.5

Wetlands 0.1 0% 0.1

Natural Shrubland 3.5 0% 3.5
Nonpoint Grassland 28.2 0% 28.2
Sources Nat. Streambank Erosion 1.6 0% 1.6
Groundwater 18.0 0% 18.0

Total Natural NPS Load 60.9 0% 60.9

City of Helena 31.8 92% 2.5

East Helena 6.5 97% 0.2'

Evergreen Nursing Home 0.1 0% 0.1

Point Sources :L?Qg?\lllizizgg Ploasant Valley 08 21% 0.6
g/lcc;L:’r:re:j; View law enforcement 0.2 0% 02

Eastgate Subdivision 0.1 0% 0.1

Igzirskure Village mobile home 0.8 20% 07

Total Point Source 40.4 89% 4.4

Total Totals 353.4 36% 226.2

'See Appendix | for a description of the phased wasteload allocation for these point sources.
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Lake Helena Appendix A

6.2.3 Phosphorus

6.2.3.1 Sources of Phosphorus in the Lake Helena Watershed

At the watershed scale (i.e., the entire Lake Wastew ater Treatment |
Helena Watershed), municipal wastewater

Helena Valley Irr. System

Insufficient data are currently available to
establish TP targets for Lake Helena. A strategy
to establish targets in the future is presented in
Volume Il, Section 3.2.3.

Non-system Roads

treatment facilities (28 percent), return flows Agriculure ij
from the Helena Valley Irrigation System (15 , 1
. Undisturbed Grassland
percent), agriculture (14 percent), unpaved roads it Roads [
(5 percent), and urban areas (4 percent) ]
comprise the most significant sources of total Urban Areas. (B
phosphorus (TP) (Figure 6-4). Also, in Undisturbed Forest ]
localized areas, phosphorus loading from Streambank Erosion []
agricultural and single family residential sources Groundw ater [T7]
may be far more significant that this source Timber Harvest [T]
category appears to be at the watershed scale. Septic Systems [T]
Shrubland [l
6.2.3.2 Water Quality Goals/Targets Paved Roads []
Nat. Streambank Erosion D
I
[

Abandoned Mines

Active mines and quarries

Wetlands

6.2.3.3 Total Maximum Daily Load, Allocations, 0 005 01 015 02 025 03 035
and Margin of Safety TP Loading - % of Total

] . Figure 6-4. Percent of the total annual
Since no concentration targets have been phosphorus load from all potentially significant
proposed for Lake Helena, it is assumed that phosphorus sources in the entire Lake Helena
the load reductions for Prickly Pear Creek (the Creek Watershed.

largest tributary to Lake Helena) adequately

approximate the necessary load reductions. A TP load reduction of 87 percent is therefore
proposed as an interim TP load reduction goal. This will be revised in the future following the
strategy presented in VVolume 11, Section 3.0.

The proposed approach acknowledges that it may not be possible to attain the an 87 percent TP
load reduction, but also acknowledges the fact that current nutrient levels are impairing
beneficial uses and water quality will continue to degrade if no action is taken to reduce loading.
Therefore, the proposed approach seeks the maximum attainable TP load reductions from non-
point sources, includes a phased wasteload allocation to reduce point sources loads, and, in
recognition of the fact that it a TP concentration target has not yet been established, presents an
adaptive management strategy for revising the target and load allocations in the future. The
proposed approach is embodied in the TMDL, allocations and margin of safety presented in
Table 6-6. The phased wasteload allocation is presented in Appendix | and the adaptive
management strategy is presented in VVolume Il, Section 3.0. Finally, a summary of estimated
loads, proposed reductions, and post-reduction loads for all sources considered in the TP analysis
is presented in Table 1-1.

A-54 Final



Table 6-6. TMDL, Allocations, and Margin of Safety for Lake Helena — Phosphorus.

Current
Load % Allocation
Allocation Source Category | (tons/yr) | Reduction | (tons/yr) Rationale/Assumptions Uncertainty
Based on comparison of pre and post-reclamation loads from mines, reclamation | The range of observed sediment reduction from reclamation at mines in the study area
Abandoned Mines 0.2 71 0.1 results in an average sediment load reduction of 71%. Sediment-associated is 0 to 100%. Therefore, sediment-associated phosphorus reductions could be over or
phosphorus will decrease accordingly (71%). under estimated.
Current loads from active mines are based on modeled storm water runoff and
Active Mines 0.1 0 0.1 BMPs for active mines were assumed to not be cost effective because the loads | literature values for runoff concentrations. The current loads are likely overestimated
) ’ represent such a small fraction of the current overall loads. because DEQ reports that there has never been a discharge from the MT Tunnels
Mine site (the only significant active mine in the watershed).
Loading estimates for this source category assume that no BMPs have been
applied. The load reduction approach assumes vegetative buffers will be Th : : "
. o, L N N . . e assumption that no BMPs are currently in place may not be valid. Therefore, the
Agriculture 7.2 89 0.8 employed (59&; removal efﬂqency for sediment with corrfsspondlngAdecreAasles in | estimated load and load reduction may be an overestimate.
nutrient loading) plus alternative crop management practices that will minimize
the area of bare soil, thereby reducing soil attached nutrient loading.
The watershed scale estimates of stream bank erosion are based on extrapolation
Anthropogenic It is estimated that there are 48.0 miles of eroding streambanks (2 x channel from field surveys conducted on representative main-stem reaches. This likely
pog length) in the watershed caused by a variety of human activities. It is assumed overestimates the total amount of bank erosion. Also, due to access constraints and
Streambank 1.8 85 0.3 ) ; ¥ . - N N
Erosion that streambank erosion will be returned to reference levels based on BEHI physical constraints, it may not be practical or possible to restore all areas of human-
values. caused stream bank erosion to reference levels. Therefore, this load reduction may
be an overestimate.
Helena Valley It is difficult to estimate potential load reductions from the HVID due to its unique | Estimates of current loads from the HVID are based on limited sampling data and
Irrigation District 7.6 50 3.8 and complex nature. No appropriate literature values are available. A 50 percent | potential load reductions are based on best professional judgment. Therefore, the
(HVID) reduction has therefore been selected based on best professional judgment. estimated load and load reduction may be under or overestimated.
Non-system Roads 0.2 100 0.0 Ideally all non-system roads should be closed and reclaimed. It may not be practical or possible to(reclalm all non—system roads or prevent their
creation. Therefore, this load reduction may be an overestimate.
Load Allocation
Paved Roads 0.6 50 0.3 An average phosphorus removal efficiency of 50% is assumed based on the Current loads from paved roads are based on public agency data and literature values
: . literature for urban areas (CWP, 2000). for runoff concentrations. The current loads may be over or underestimated.
It is assumed that 7% of septic systems in the watershed are failing (see
. Appendix C), and effluent from the failing systems bypasses both drainfield The number of septic systems is estimated based on well locations. The number of
Septic Systems 0.9 100 0.0 ; . . . N
treatment and plant uptake. Replacing those systems with conventional level 1 septic systems may be over or under estimated.
treatment results in a 100% decrease in TP.
It is assumed that phosphorus loading from currently harvested areas will return Current loads from timber harvest are based on public agency data and course
Timber Harvest 1.6 97 0.1 to levels similar to undisturbed full-growth forest through natural recovery. Based | assumptions regarding private forestland. Thus the current timber harvest load from
on watershed modeling results, phosphorus reductions are estimated to be 97%. | private lands may be over or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that all
Unpaved Roads 25 60 10 necessary and appropriate BMPs will be employed resulting in an average The assumption that no BMPs are currently in place may not be valid. Therefore, the
P . . sediment and corresponding phosphorus load reduction of 60% (See Appendix estimated load and load reduction may be an overestimate.
C).
The effectiveness of urban storm water BMPs has been well studied. Itis
assumed that a combination of BMPs will be employed ranging from proper use Given existing infrastructure, and therefore the need to retrofit storm water BMPs into
Urban Areas 2.2 50 1.1 of lawn fertilizers to vegetated buffer strips and engineered detention facilities, the landscape, it may not be possible or practical to fully implement storm water BMPs
etc. Based on the literature, an average phosphorus removal efficiency of 50% is | in all areas. Therefore, this load reduction is likely an overestimate.
assumed (CWP, 2000).
Total — All
Anthropogenic 24.9 70 7.6
Nonpoint Sources
It is assumed that the phosphorus loads from all other source categories are The loads from these sources are not all entirely natural. There is likely an increment
Natural Sources 11.3 0.0 11.3 RIS - . L
natural in origin and/or negligible. of loading caused by human-activities that could be controlled.
Phosphorus point sources are listed in Table 6-7. The allocations for the WWTPs
Wasteload All Point Sources 15.0 88 18 are based on the phased approach described in Appendix |. Load reductions for | Actual discharge quantity and quality will likely be below that assumed. These loads
Allocation : : known failing lagoons are presented in Table 6-7. No allocations are proposed for | are likely over-estimated.
lagoons thought to be operating as designed.
Margin of Safety NA 0 0 An wppllmt margin of safety is prpwded through conservative assumptions associated with most of the estimated load reductions and this TMDL is believed to be the
maximum attainable load reduction.
Total 5192 60 20.7
TMDL = WLA + LA + Natural + MOS
TMDL TMDL = 1.8 tons/yr + 7.6 tons/yr + 11.3 tons/yr + 0 = 20.7 tons/yr

TMDL = 0.01 + 0.02 tons/day + 0.03 tons/day + 0 = 0.06 tons/day
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Table 6-7. Estimated loads and load reductions for all sources of TP in the Lake Helena watershed.

Estimated TP Estimated Remaining Load
Source Category Source Load (tons/yr) Reductions (%) (tonslyr)

Timber Harvest 1.6 97% 0.1

Unpaved Roads 25 60% 1.0

Non-system Roads 0.2 100% 0.0

Paved Roads 0.6 50% 0.3

Active mines and quarries 0.1 0% 0.1

Abandoned Mines 0.2 71% 0.1

Anthropogenic Agriculture 7.2 89% 0.8

Nonpoint Sources

Urban Areas 2.2 50% 11

érotgirgrp])ogenic Streambank 18 85% 03

255221 Valley Irrigation 76 50% 38

Septic Systems 0.9 100% 0.0

Total Anthropogenic NPS 24.9 70% 7.6

Fullgrowth Forest 21 0% 21

Wetlands 0.0 0% 0.0

) Shrubland 0.8 0% 0.8

glgbur::e:sNonpomt Grassland 6.1 0% 6.1

Nat. Streambank Erosion 0.4 0% 0.4

Groundwater 1.9 0% 1.9

Total Natural NPS 11.3 0% 11.3

City of Helena 13.5 98% 0.3

East Helena 1.0 0% 1.0'

Evergreen Nursing Home 0.0 0% 0.0

Point Sources Iﬁémiiigg Pleasant Valley 0.1 14% 0.1

gﬂn?‘grgz::;:f;vcfimy 0.1 0% 01

Eastgate Subdivision 0.1 0% 0.1

I[;g:’iure Village mobile home 0.1 13% 0.1

Total Point Source 15.0 88% 1.8

Total 51.2 60% 20.7
'See Appendix | for a description of the phased wasteload allocation for these point sources.

A-56 Final




Appendix A Lump Gulch

7.0 LUMP GULCH

Lump Gulch from the headwaters to the mouth (Segment MT411006_130, 14.5 miles) was listed
as impaired on the Montana 1996 303(d) list because of suspended solids and metals. Aquatic
life, coldwater fisheries, and drinking water beneficial uses were listed as impaired. In 2002 and
2004, aquatic life, fishery, and drinking water beneficial uses were listed as impaired because of
cadmium, copper, lead, mercury, metals, and zinc. The additional analyses and evaluations
described in Volume | found that sediment (suspended solids), cadmium, copper, lead, and zinc
are currently impairing aquatic life, fishery, and drinking water beneficial uses (see Section
3.4.1.13 of the Volume | Report). There were insufficient data to determine if mercury is
impairing beneficial uses.

Conceptual restoration strategies and the required TMDL elements for sediment and metals (i.e.,
cadmium, copper, lead, and zinc) are presented in the following subsections. Supporting
information for the following TMDLSs can also be found in Appendix D, E, and F.

7.1 METALS

The recent water chemistry data suggest that Lump Gulch is impaired by cadmium, copper, lead,
and zinc. TMDLs are presented in the following sections to address the impairments. The
loading analyses presented in this section are based on application of the LSPC model (see
Appendix F).

7.1.1 Sources of Metals in the Lump Gulch Watershed

Besides anthropogenic sediment-associated metals sources, significant contributors of metals to
the stream are historical mining activities in the upper watershed. The headwaters of the
watershed fall within the Clancy mining district. The MBMG Abandoned and Inactive Mines
database reports mineral location, placer, surface, and underground mining activities in the
watershed. The historical mining types include placer, lode, and mill. In the past these mines
produced lead, copper, zinc, silver, gold, and uranium. In the headwaters area there are over 10
historical hard rock mines, including 4 sites in Frohner Basin and the Clancy district— Nellie
Grant, Frohner (two mines), and General Grant—that are listed in the State of Montana’s
inventory of High Priority Abandoned Hardrock Mine Sites. The aerial photography assessment
showed the drainage to be disrupted by historical mining dams at the Frohner Meadows Mine.
The Helena National Forest documented along this stretch of the stream included road sediment
delivery points, mine waste rock dumps, a mining dam, and channel incision. Modeled sources
and their metals loadings to Lump Gulch are presented in Figure 7-1 through Figure 7-4.
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Figure 7-1. Sources of cadmium loadings to Lump Gulch.
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Figure 7-2. Sources of copper loadings to Lump Gulch.
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Natural Sources
Abandoned Mines
Timber Harvest
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Figure 7-3. Sources of lead loadings to Lump Gulch.
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Figure 7-4. Sources of zinc loadings to Lump Gulch.
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7.1.2 Water Quality Goals/Targets

The ultimate goal of the metals TMDLSs is to attain and maintain the applicable Montana numeric
standards. Montana water quality metals standards for cadmium, copper, lead, and zinc are
dependant on in-stream ambient water hardness concentrations and can therefore vary by stream
segment. The target concentrations for metals in Lump Gulch are presented in Table 7-1.

Table 7-1. Montana numeric surface water quality standards for metals in Lump Gulch.

Aquatic Life (acute) Human Health
Parameter (ug/L)? Aquatic Life (chronic) (ug/L)® (ug/L)?
Cadmium (TR) 1.1 at 51.4 mg/L hardness® 0.2 at 51.4 mg/L hardness® 5
Copper (TR) 7.4 at 51.4 mg/L hardness® 5.2 at 51.4 mg/L hardness® 1,300
Lead (TR) 34.6 at 51.4 mg/L hardness® 1.3 at 51.4 mg/L hardness® 15
Zinc (TR) 68.6 at 51.4 mg/L hardness® 68.6 at 51.4 mg/L hardness® 2,000

Note: TR = total recoverable.

“Maximum allowable concentration.

®No 4-day (96-hour) or longer period average concentration may exceed these values.

°“The standard is dependent on the hardness of the water, measured as the concentration of CaCO3 (mg/L).
¢ The human health standard for arsenic is currently 18 pg/L, but will change to 10 pg/L in 2006.

7.1.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 7-2 through Table 7-5.
Based on the results of the source assessment (Section 7.1.1), the recommended implementation
strategy to address the metals problem in Lump Guich is to reduce metals loadings from
historical mining sites in the watershed, along with the implementation of the sediment TMDLSs.
As shown in Table 7-2 through Table 7-5, the hypothesis is that an overall, watershed scale
metals load reduction of 76, 39, 44, and 68 percent for cadmium, copper, lead, and zinc,
respectively, will result in achievement of the applicable water quality standards. Lump Guich
already meets applicable water quality standards for arsenic. The proposal for achieving the load
reduction is to reduce loads from historical mining sources by 92, 0, 35, and 96 percent for
cadmium, copper, lead, and zinc, respectively.
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Table 7-2. TMDL, Allocations, and Margin of Safety for Lump Gulch — Cadmium.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
sediment (and associated metals) reductions from the sediment TMDLs | Loads for abandoned mines were determined during
Abandoned Mines 28.8 92 2.4 were applied. After reducing sediment-associated metals from the other | model calibration, and were based on limited in-stream
sources, loads from the mines were reduced until water quality water quality data.
standards were met.
. It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible tq restore all areas
Anthropogenic 1.7 75 0.4 erosion will be reduced by 75% (see Table 7-6), thereby reducin of human-caused stream bank erosion fo reference
Streambank Erosion . : . N y ° § v 9 o 1 levels. Therefore, this load reduction may be an
sediment associated metals loads from streambank erosion by 75%. .
overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment | It may not be practical or possible to reclaim all non-
Non-system Roads 0.2 100 0.0 loads from non-system roads will be reduced by 100%, thereby reducing | system roads or prevent their creation. Therefore, this
sediment associated metals loads from non-system roads by 100%." load reduction may be an overestimate.
It is assumed that sediment-based metals loading from currently Current loads from timber harvest are based on public
Timber Harvest 4.1 96 0.1 harvested areas will return to levels similar to undisturbed full-growth agency data and coarse assumptions regarding private
Load forest through natural recovery. forest land. Thus the current timber hgrvest load from
. private lands may be over or underestimated.
Allocation
It is assumed that no BMPs are currently in place. It is further assumed ) .
that all necessary and appropriate BMPs will be employed resulting in an The assumpnoln that no BMPs are ct_JrrentIy in place
Unpaved Roads 2.5 60 1.0 ) ) f o may not be valid. Therefore, the estimated load and
average sediment and corresponding metals load reduction of 60% (See . :
1 load reduction may be an overestimate.
Table 7-6).
This approach assumes that BMPs will be applied to all
It is assumed that urban BMPs will reduce sediment loads by 80% (see | areas. This may not be possible or practical given
Urban Areas 0.1 80 0.0 Table 7-6), thereby reducing sediment associated metals loads from constraints associated with available land area and
urban areas by 80%." existing infrastructure. The estimated load reductions
may be an overestimate.
Total — All
Anthropogenic 37.4 90 3.9
Nonpoint Sources
It is assumed that the metals loads from all other source categories (i.e The loads from these sources are not all entirely
Natural Sources 6.5 0 6.5 other land uses) are natural in origin and/or negligible. natural. Thert_—:‘ is likely an increment of loading caused
by human-activities that could be controlled.
X\ﬁloséglt?gg All Point Sources 0 NA 0 There are no point sources of cadmium in the Lump Gulch Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration
Safety during model TMDL runs.
Total 43.9 76 10.4
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 3.9 Ibs/yr + 6.5 Ibs/yr + 0 = 10.4 Ibs/yr

TMDL =0 + 0.01 Ibs/day + 0.02 Ibs/day + 0 = 0.03 Ibs/day

“The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids
removal, both because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported
percent reductions are likely greater than that which will occur in the field.
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Table 7-3. TMDL, Allocations, and Margin of Safety for Lump Gulch — Copper.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
sediment (and associated metals) reductions from the sediment TMDLs | Loads for abandoned mines were determined during
Abandoned Mines 116.0 0 116.0 were applied. After reducing sediment-associated metals from the other | model calibration, and were based on limited in-stream
sources, loads from the mines were reduced until water quality water quality data.
standards were met.
. It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible tq restore all areas
Anthropogenic 721 75 18.0 erosion will be reduced by 75% (see Table 7-6), thereby reducin of human-caused stream bank erosion fo reference
Streambank Erosion . . . N y ° § v 9 o 1 levels. Therefore, this load reduction may be an
sediment associated metals loads from streambank erosion by 75%. .
overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment | It may not be practical or possible to reclaim all non-
Non-system Roads 8.0 100 0.0 loads from non-system roads will be reduced by 100%, thereby reducing | system roads or prevent their creation. Therefore, this
sediment associated metals loads from non-system roads by 100%." load reduction may be an overestimate.
It is assumed that sediment-based metals loading from currently Current loads from timber harvest are based on public
Timber Harvest 171.1 96 6.2 harvested areas will return to levels similar to undisturbed full-growth agency data and coarse assumptions regarding private
Load forest through natural recovery. forest land. Thus the current timber hgrvest load from
. private lands may be over or underestimated.
Allocation
It is assumed that no BMPs are currently in place. It is further assumed ) .
that all necessary and appropriate BMPs will be employed resulting in an The assumpnoln that no BMPs are ct_JrrentIy in place
Unpaved Roads 104.5 60 41.8 ) ) f o may not be valid. Therefore, the estimated load and
average sediment and corresponding metals load reduction of 60% (See . :
1 load reduction may be an overestimate.
Table 7-6).
This approach assumes that BMPs will be applied to all
It is assumed that urban BMPs will reduce sediment loads by 80% (see | areas. This may not be possible or practical given
Urban Areas 4.2 80 0.8 Table 7-6), thereby reducing sediment associated metals loads from constraints associated with available land area and
urban areas by 80%." existing infrastructure. The estimated load reductions
may be an overestimate.
Total — All
Anthropogenic 475.9 62 182.8
Nonpoint Sources
It is assumed that the metals loads from all other source categories (i.e The loads from these sources are not all entirely
Natural Sources 270.0 0 270.0 other land uses) are natural in origin and/or negligible. natural. Thert_—:‘ is likely an increment of loading caused
by human-activities that could be controlled.
X\ﬁloséglt?gg All Point Sources 0 NA 0 There are no point sources of copper in the Lump Gulch Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration
Safety during model TMDL runs.
Total 745.9 39 452.8
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 182.8 Ibs/yr + 270.0 Ibs/yr + 0 = 452.8 Ibs/yr

TMDL =0 + 0.50 Ibs/day + 0.74 Ibs/day + 0 = 1.24 Ibs/day

“The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids
removal, both because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported
percent reductions are likely greater than that which will occur in the field.
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Table 7-4. TMDL, Allocations, and Margin of Safety for Lump Gulch — Lead.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
sediment (and associated metals) reductions from the sediment TMDLs | Loads for abandoned mines were determined during
Abandoned Mines 53.5 35 34.9 were applied. After reducing sediment-associated metals from the other | model calibration, and were based on limited in-stream
sources, loads from the mines were reduced until water quality water quality data.
standards were met.
. It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible tq restore all areas
Anthropogenic 21.5 75 5.4 erosion will be reduced by 75% (see Table 7-6), thereby reducin of human-caused stream bank erosion fo reference
Streambank Erosion ’ ’ . ) y foe ! v 9 o 1 levels. Therefore, this load reduction may be an
sediment associated metals loads from streambank erosion by 75%. .
overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment | It may not be practical or possible to reclaim all non-
Non-system Roads 24 100 0.0 loads from non-system roads will be reduced by 100%, thereby reducing | system roads or prevent their creation. Therefore, this
sediment associated metals loads from non-system roads by 100%." load reduction may be an overestimate.
It is assumed that sediment-based metals loading from currently Current loads from timber harvest are based on public
Timber Harvest 51.0 96 1.8 harvested areas will return to levels similar to undisturbed full-growth agency data and coarse assumptions regarding private
Load forest through natural recovery. forest land. Thus the current timber hgrvest load from
. private lands may be over or underestimated.
Allocation
It is assumed that no BMPs are currently in place. It is further assumed ) .
that all necessary and appropriate BMPs will be employed resulting in an The assumpnoln that no BMPs are ct_JrrentIy in place
Unpaved Roads 31.2 60 12.5 ) ) f o may not be valid. Therefore, the estimated load and
average sediment and corresponding metals load reduction of 60% (See . :
1 load reduction may be an overestimate.
Table 7-6).
This approach assumes that BMPs will be applied to all
It is assumed that urban BMPs will reduce sediment loads by 80% (see | areas. This may not be possible or practical given
Urban Areas 1.2 80 0.2 Table 7-6), thereby reducing sediment associated metals loads from constraints associated with available land area and
urban areas by 80%." existing infrastructure. The estimated load reductions
may be an overestimate.
Total — All
Anthropogenic 160.8 66 54.8
Nonpoint Sources
It is assumed that the metals loads from all other source categories (i.e The loads from these sources are not all entirely
Natural Sources 80.5 0 80.5 other land uses) are natural in origin and/or negligible. natural. Thert_—:‘ is likely an increment of loading caused
by human-activities that could be controlled.
X\ﬁloséglt?gg All Point Sources 0 NA 0 There are no point sources of lead in the Lump Gulch Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration
Safety during model TMDL runs.
Total 241.3 44 135.3
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 54.8 Ibs/yr + 80.5 Ibs/yr + 0 = 135.3 Ibs/yr

TMDL =0 + 0.15 Ibs/day + 0.22 Ibs/day + 0 = 0.37 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater
than that which will occur in the field.
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Table 7-5. TMDL, Allocations, and Margin of Safety for Lump Gulch — Zinc.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
sediment (and associated metals) reductions from the sediment TMDLs | Loads for abandoned mines were determined during
Abandoned Mines 11,676.7 96 506.8 were applied. After reducing sediment-associated metals from the other | model calibration, and were based on limited in-stream
sources, loads from the mines were reduced until water quality water quality data.
standards were met.
. It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible tq restore all areas
Anthropogenic 1,707.3 75 426.6 erosion will be reduced by 75% (see Table 7-6), thereby reducin of human-caused stream bank erosion to reference
Streambank Erosion e ’ . ) Y ° ! v 9 o) 1 levels. Therefore, this load reduction may be an
sediment associated metals loads from streambank erosion by 75%. .
overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment | It may not be practical or possible to reclaim all non-
Non-system Roads 189.9 100 0.0 loads from non-system roads will be reduced by 100%, thereby reducing | system roads or prevent their creation. Therefore, this
sediment associated metals loads from non-system roads by 100%." load reduction may be an overestimate.
It is assumed that sediment-based metals loading from currently Current loads from timber harvest are based on public
Timber Harvest 4,054.2 96 146.8 harvested areas will return to levels similar to undisturbed full-growth agency data and coarse assumptions regarding private
Load forest through natural recovery. forest land. Thus the current timber hgrvest load from
. private lands may be over or underestimated.
Allocation
It is assumed that no BMPs are currently in place. It is further assumed Th tion that no BMP tly in ol
that all necessary and appropriate BMPs will be employed resulting in € assumption that no S are currently In place
Unpaved Roads 2,476.6 60 990.6 X . - o may not be valid. Therefore, the estimated load and
an average sediment and corresponding metals load reduction of 60% . :
1 load reduction may be an overestimate.
(See Table 7-6).
This approach assumes that BMPs will be applied to
It is assumed that urban BMPs will reduce sediment loads by 80% (see | all areas. This may not be possible or practical given
Urban Areas 99.2 80 19.8 Table 7-6), thereby reducing sediment associated metals loads from constraints associated with available land area and
urban areas by 80%." existing infrastructure. The estimated load reductions
may be an overestimate.
Total — All
Anthropogenic 20,203.9 90 2,090.6
Nonpoint Sources
It is assumed that the metals loads from all other source categories (i.e The loads from these sources are not all entirely
Natural Sources 6,395.3 0 6,395.3 other land uses) are natural in origin and/or negligible. natural. Therg is likely an increment of loading caused
by human-activities that could be controlled.
X\ﬁloséglt?gg All Point Sources 0 NA 0 There are no point sources of zinc in the Lump Gulch Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration
Safety during model TMDL runs.
Total® 26,599.2 68 8,485.9
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 2,090.6 |bs/yr + 6,395.3 Ibs/yr + 0 = 8,485.9 Ibs/yr

TMDL =0 + 5.7 Ibs/day + 17.5 Ibs/day + 0 = 23.2 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater

than that which will occur in the field.

yono dwnq

Vv Xipuaddy




Appendix A Lump Gulch

7.2 SEDIMENT

The available data suggest that Warm Springs Creek is impaired by sediment (See VVolume |
Report). TMDLs are presented in the following sections to address the sediment impairments.
The loading analyses presented in this section are based on application of the GWLF model
(Appendix C) as well as the various assessment techniques described in Appendix D. While it is
believed that the resulting load estimates are adequate for making relative comparisons, they
should not be used directly as quantity estimates.

7.2.1 Sources of Sediment in the Lump Gulch Watershed

As shown in Figure 7-5, the primary anthropogenic sources of sediment in the Lump Gulch
watershed, in order of sediment load are: timber harvest, unpaved roads, anthropogenic
streambank erosion, urban areas, abandoned mines, and non-system roads/trails.

Significant timber harvest activities have occurred in the Lump Gulch watershed on private land,
state land (DNRC school trust land) and BLM property. Model results suggest that sediment
related to silvicultural activities within the watershed generate the greatest quantity of
anthropogenically induced sediment. In the upper watershed, much of the timber harvest has
occurred on mining claims; these units are typically harvested using a clear-cut silvicultural
prescription. Throughout much of the central area of the segment length, Lump Gulch Road is
directly adjacent to the stream. The erodible parent material, the high road usage, close
proximity to the stream channel, and a narrow riparian buffer throughout much of the upper
watershed results in large quantities road based sediment being delivered to the stream.
Residential areas populate the lower third of the watershed. Modeled sediment load from this
land use was 140 tons. Observed streambank erosion is largely the result of riparian grazing,
road encroachment, stream channelization and historic mining activity. Three abandoned mines,
Nellie Grant, Frohner, and Yama Group are present in the upper watershed. DEQ reclaimed
Nellie Grant, and is consequently generating minimal sediment. Frohner and Yama remain un-
reclaimed and continue to produce sediment. Non-system roads/trails were observed in the
central and upper watershed. These roads/trails are mostly related to historic mining activity and
public land areas, and are a problematic sediment source because run-off mitigation structures
were not constructed, and they are typically located in steep topography, frequently near
watercourses.
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Figure 7-5. Total annual sediment load from all potentially significant sediment sources in the
Lump Gulch Watershed.
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7.2.2 Water Quality Goals/Targets

The ultimate goal of this siltation TMDL is to attain and maintain the applicable Montana
narrative sediment standards. The sediment endpoint goals/targets are described in Volume I,
Section 3.1.3.

7.2.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 7-6. Based on the results of
the source assessment (Section 7.2), the recommended implementation strategy to address the
siltation problem in Lump Gulch is to reduce sediment loading from the primary anthropogenic
sediment sources — timber harvest, unpaved roads, anthropogenic streambank erosion, urban
areas, abandoned mines, and non-system roads. As shown in Table 7-6, the hypothesis is that an
overall, watershed scale sediment load reduction of 45 percent will result in achievement of the
applicable water quality standards. The proposal for achieving the load reduction is to reduce
loads from current timber harvest, unpaved roads, anthropogenic streambank erosion, urban
areas, abandoned mines, and non-system roads by 97, 60, 75, 80, 79, and 100 percent
respectively.
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Table 7-6. TMDL, Allocations, and Margin of Safety for Lump Gulch — Siltation.

Current
Load % Allocation
Allocation | Source Category | (Ibs/yr) | Reduction (Ibs/yr) Rationale/Assumptions Uncertainty
. . The range of observed sediment reduction
Based on comparison of pre and post-reclamation loads from - - .
. - - . . from reclamation at mines in the study area
Abandoned Mines 55 79 12 mines, reclamation results in an average sediment load . o .
. o is 0 to 100%. Therefore, load reductions
reduction of 79%. -
could be over or under estimated.
Anthrobogenic It is estimated that there are 6.1 miles of eroding streambanks | It may not be practical or possible to restore
Pog (2 x channel length) in the watershed caused by a variety of all areas of human-caused stream bank
Streambank 359 75 90 S . A 8 ) .
Erosi human activities. It is assumed that streambank erosion will erosion to reference levels. Therefore, this
rosion h -
be returned to reference levels based on BEHI values. load reduction may be an overestimate.
It may not be practical or possible to reclaim
Non-system Roads 44 100 0 All non-system roads should be closed and reclaimed. all non-system roads. Therefore, this load
reduction may be an overestimate.
It is assumed that sediment loading levels from currently Even with full BMP implementation, minor
Timber Harvest 681 97 20 harvested areas will return to levels similar to undisturbed full- | duantities of sediment may be delivered in
growth forest through natural recovery. |so|ate_d locations. Therefore_, this load
reduction may be an overestimate.
Load ) It is assumed that no BMPs are currently in place. It is further | The assumption that no BMPs are currently
Allocation assumed that all necessary and appropriate BMPs will be in place may not be valid. Therefore, the
Unpaved Roads 576 60 230 L . . . )
employed resulting in an average sediment load reduction of | estimated load and load reduction may be
60% (See Appendix D). an overestimate.
The effectiveness of urban storm water BMPs has been well This approach assumes that BMPs will be
studied. It is assumed that a combination of BMPs will be applied to all areas. This may not be
employed ranging from proper use of lawn fertilizers to possible or practical given constraints
Urban Areas 140 80 28 vegetated buffer strips and engineered detention facilities, etc. | associated with available land area and
Based on the literature, an average sediment removal existing infrastructure. The estimated load
efficiency of 80% is assumed. reductions may be an overestimate.
Total — All
Anthropogenic 1,855 81 380
Nonpoint Sources
It is assumed that the sediment loads from all other source Th‘? loads from these sources are not all
o L entirely natural. There is likely an
Natural Sources 1,400 0 1,400 categories (i.e., other land uses) are natural in origin and/or . £ loadi dbv h
negligible mc_re_njent of loading caused by human-
’ activities that could be controlled.
lelacfctzzlt(i)c?r? All Point Sources 0 NA 0 There are no point sources of sediment in the Lump Gulch Watershed.
Margin of NA 0 0 An implicit margin of safety is provided through conservative assumptions associated with most of the
Safety estimated load reductions and this TMDL is believed to be the maximum attainable load reduction.
Total* 3,255 45 1,780
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 380 Ibs/yr + 1,400 Ibs/yr + 0 = 1,780 |bs/yr

TMDL =0 + 1.1 Ibs/day + 3.8 Ibs/day + 0 = 4.9 Ibs/day

" The total maximum daily load can be expressed as the percent reduction or the total allocation presented in this row.

yono dwnq

Vv Xipuaddy




Appendix A Prickly Pear Creek

8.0 PRICKLY PEAR CREEK

Six segments of Prickly Pear Creek have appeared on various Montana 303(d) lists: Prickly Pear
Creek from Headwaters to Spring Creek (MT411006_060), Prickly Pear Creek from Spring
Creek to Lump Gulch (MT411006_050), Prickly Pear Creek from Lump Gulch to Wylie Drive
(MT411006_040), Prickly Pear Creek from Wylie Drive to Helena Wastewater Treatment Plant
Discharge (MT411006_030), Prickly Pear Creek from Helena WWTP Discharge Ditch to Lake
Helena (MT411006_020), and Prickly Pear Creek from Lake Helena to Hauser Reservoir
(MT411006_010). Impaired uses and causes of impairment varied by segment and by 303(d) list.

Volume | presented additional data and analyses for the 303(d) listed segments in Prickly Pear
Creek. Using a weight of evidence approach, the impairment status of each segment was
updated. Segment MT411006_010 of Prickly Pear Creek was not evaluated in Volume | because
it is located downstream of Lake Helena, and will therefore be addressed as part of the Hauser
Lake TMDL Planning Area.

The following paragraphs summarize the 303(d) listings and Volume | analyses for each segment
in Prickly Pear Creek:

e Prickly Pear Creek from Headwaters to Spring Creek (MT411006_060) — In 1996,
the cold-water fishery use in this 8.7-mile headwater segment of Prickly Pear Creek was
listed as threatened due to suspended solids and metals. In 2002 and 2004, aquatic life,
cold-water fishery, and drinking water supply beneficial uses were listed as impaired
because of metals. The additional analyses and evaluations described in Volume | found
that lead and sediment (suspended solids) are currently impairing aquatic life, fishery,
and drinking water beneficial uses (see Section 3.4.1.1 of the Volume | Report).

e Prickly Pear Creek from Spring Creek to Lump Gulch (MT411006_050) — In 1996,
aquatic life and cold-water fisheries beneficial uses in this 7-mile segment of Prickly Pear
Creek were listed as impaired because of suspended solids and siltation. In 2002 and
2004, aquatic life, cold-water fishery, and drinking water supply beneficial uses were
listed as impaired because of metals and siltation. The additional analyses and
evaluations described in Volume | found that cadmium, lead, zinc, and sediment
(suspended solids and siltation) are impairing aquatic life, fishery, and drinking water
beneficial uses (see Section 3.4.1.2 of the Volume | Report).

e Prickly Pear Creek from Lump Gulch to Wylie Drive (MT411006_040) — In 1996, the
aquatic life and cold-water fishery beneficial uses in this 11-mile segment of Prickly Pear
Creek were listed as impaired because of metals. In 2002 and 2004, aquatic life, cold-
water fishery, and drinking water supply beneficial uses were listed as impaired because
of metals and siltation. The additional analyses and evaluations described in Volume |
found that arsenic, cadmium, copper, lead, zinc, and sediment (siltation) are impairing
aquatic life, fishery, and drinking water beneficial uses (see Section 3.4.1.3 of the
Volume | Report).

e Prickly Pear Creek from Wylie Drive to Helena Wastewater Treatment Plant
Discharge (MT411006_030) — In 1996, the aquatic life, drinking water, and cold-water
fishery beneficial uses in this 6.1-mile segment of Prickly Pear Creek were listed as
impaired because of siltation, suspended solids, and metals. In 2002 and 2004, aquatic
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life, cold-water fishery, and drinking water supply beneficial uses were listed as impaired
because of metals, nutrients, siltation, and thermal modifications. The additional analyses
and evaluations described in Volume | found that arsenic, lead, nutrients, sediment
(siltation and suspended solids), and thermal modifications are impairing aquatic life,
fishery, and drinking water beneficial uses (see Section 3.4.1.4 of the Volume | Report).

e Prickly Pear Creek from Helena WWTP Discharge Ditch to Lake Helena
(MT411006_020) — In 1996, the aquatic life, drinking water, and cold-water fishery
beneficial uses in this 9.1-mile segment of Prickly Pear Creek were listed as impaired
because of siltation, suspended solids, metals, nutrients, and unionized ammonia. In
2002 and 2004, aquatic life, cold-water fishery, and drinking water supply beneficial uses
were listed as impaired because of siltation, metals, nutrients, thermal modifications, and
unionized ammonia. The additional analyses and evaluations described in VVolume |
found that arsenic, cadmium, lead, nutrients, sediment (suspended solids and siltation),
and thermal modifications are impairing aquatic life, fishery, and drinking water
beneficial uses (see Section 3.4.1.5 of the Volume | Report). Ammonia is not impairing
beneficial uses, and therefore no TMDL will be presented.

Conceptual restoration strategies and the required TMDL elements for sediment, nutrients,
thermal modifications, and metals (i.e., arsenic, cadmium, copper, lead, and zinc) are presented
in the following subsections. Supporting information for the following TMDLSs can also be
found in Appendix C, D, E, F, G, and K.

8.1 METALS

Water chemistry data suggest that Prickly Pear Creek is impaired by arsenic, cadmium, copper,
lead, and zinc (See Volume | Report). TMDLs are presented in the following sections to address
the metals impairments.

8.1.1 Sources of Metals in the Prickly Pear Creek Watershed

The following discussion will incorporate TMDL development for Prickly Pear Creek as a
single, holistic system composed of the five 303(d) listed segments. The metals loads shown are
cumulative and include the five listed Prickly Pear segments, as well as all other listed tributary
segments. This includes Spring Creek, Clancy Creek, Corbin Creek, Golconda Creek, Jackson
Creek, Lump Gulch, North Fork, Middle Fork, and main Warm Springs Creek, upper, middle
and lower Tenmile Creek, Skelly Gulch, and Sevenmile Creek. The loading analyses presented
in this section are based on application of the LSPC model (see Appendix F).

Prickly Pear Creek from Headwaters to Spring Creek (MT411006_060) — A tributary stream and
historical mining activities in the immediate drainage area comprise the most significant sources
of metals to this stream segment. Golconda Creek flows into this segment and is a significant
contributor of metals. Most of the drainage area falls within the Alhambra mining district,
although there are sections of Elkhorn and Colorado mining districts in the basin. The Montana
Bureau of Mines and Geology (MBMG) Abandoned and Inactive Mines database shows placer,
mineral prospect, surface, surface-underground, and underground historical mining activities in
the drainage area of the stream. The mining types listed include lode and placer. In the past,
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these mines produced silver, lead, zinc, manganese, molybdenum, and gold. None of the mines
in the drainage area of this segment are listed in the State of Montana’s inventory of High
Priority Abandoned Hardrock Mine Sites.

Prickly Pear Creek from Spring Creek to Lump Gulch (MT411006_050) — Relevant sources of
metals to the stream segment are upstream sources (MT411006_060), tributary streams, and
historical mining activities in the immediate drainage area. The segment’s upstream reach and
tributaries (including Spring Creek, Clancy Creek, and Warm Springs Creek) are contributing
metals loads. In addition, during field sampling efforts, spring seeps were noted entering Prickly
Pear Creek from placer tailings piles along the stream. The immediate drainage area of the listed
segment falls within the Alhambra and Clancy mining districts. The MBMG Abandoned and
Inactive Mines database reports mineral location, surface, surface-underground, underground,
and other, “unknown” mining activities in the immediate drainage area of the stream segment.
The historical mining types include lode and placer. In the past these mines produced gold,
silver, copper, lead, zinc, and uranium. None of the mines in the immediate drainage area of this
segment are listed in the State of Montana’s inventory of High Priority Abandoned Hardrock
Mine Sites.

Prickly Pear Creek from Lump Gulch to Wylie Drive (MT411006_040) — Relevant sources of
metals in the stream segment are upstream sources, tributary streams, and historical mining
activities in the immediate drainage area. The segment’s upstream reach (MT411006_050) and
the tributary Lump Gulch contribute metals loads. The immediate drainage area falls within the
Alhambra, Clancy, and Montana City mining districts. The MBMG Abandoned and Inactive
Mines database reports mineral location, placer, processing plant, prospect, surface, surface-
underground, and other, unknown mining activities in the immediate drainage area of the stream
segment. The historical mining types include lode, mill, placer, quarry, and smelter. In the past
these mines produced gold, silver, copper, and lead. None of the mines in the immediate
drainage area of this segment are listed in the State of Montana’s inventory of High Priority
Abandoned Hardrock Mine Sites. The ASARCO East Helena Lead Smelter is located in this
subwatershed (NPDES Permit MT0030147) and is permitted to discharge arsenic, cadmium,
copper, lead and zinc to the stream. Current permit limits are 1.140 mg/L for arsenic, 0.1374
mg/L for cadmium, 1.122 mg/L for copper, 0.239 mg/L for lead, and 0.77 mg/L for zinc.

Prickly Pear Creek from Wylie Drive to Helena Wastewater Treatment Plant Discharge
(MT411006_030) — Upstream reaches comprise the primary contributors of metals to this
segment.

Prickly Pear Creek from Helena WWTP Discharge Ditch to Lake Helena (MT411006_020) —
Upstream reaches comprise the primary contributors of metals to this segment.

Modeled sources and their metals loadings to Prickly Pear Creek are presented in Figure 8-1
through Figure 8-5.
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Figure 8-1. Sources of arsenic loadings to Prickly Pear Creek.

Abandoned Mines

Natural Sources

Ant. Streambank Erosion
Agriculture

Dirt Roads

Timber Harvest

NPDES Permitted

':":'DDDI:IH

Urban Areas
Quarries

Non-system Roads

0 50 100 150 200 250 300 350 400 450 500
Load (Ibsfyr)

Figure 8-2. Sources of cadmium loadings to Prickly Pear Creek.
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Figure 8-3. Sources of copper loadings to Prickly Pear Creek.
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Figure 8-4. Sources of lead loadings to Prickly Pear Creek.
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Figure 8-5. Sources of zinc loadings to Prickly Pear Creek.
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8.1.2 Water Quality Goals/Targets

The ultimate goal of the metals TMDL is to attain and maintain the applicable Montana numeric
metals standards. Montana water quality metals standards for cadmium, copper, lead, and zinc
are dependant on in-stream ambient water hardness concentrations and can therefore vary by
stream segment. The target concentrations for metals in the main stem segments of Prickly Pear
Creek are presented in Table 8-1.

Table 8-1. Montana numeric surface water quality standards for metals in Prickly Pear Creek.

Aquatic Life (acute)

Human Health

Parameter (ug/L)? Aquatic Life (chronic) (ug/L)" (ug/L)?
Arsenic (TR) 340 150 10¢
Cadmium (TR) 5.2 at 235.1 mg/L hardness® 0.5 at 235.1 mg/L hardness® 5
Copper (TR) 31.0 at 235.1 mg/L hardness® 18.9 at 235.1 mg/L hardness® 1,300
Lead (TR) 238.5 at 235.1 mg/L hardness® | 9.2 at 235.1 mg/L hardness® 15
Zinc (TR) 249.9 at 235.1 mg/L hardness® | 249.9 at 235.1 mg/L hardness® | 2,000

8.1.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 8-2 through Table 8-6.
Based on the results of the source assessment (Section 8.1.1), the recommended implementation
strategy to address the metals problem in Prickly Pear Creek is to reduce metals loadings from
historical mining sites in the watershed, along with the implementation of the sediment TMDLSs.
As shown in Table 8-2 through Table 8-6, the hypothesis is that an overall, watershed scale
metals load reduction of 58, 74, 58, 69, and 60 percent for arsenic, cadmium, copper, lead and
zinc, respectively, will result in achievement of the applicable water quality standards. The
proposal for achieving the load reduction is to reduce loads from mining sources by 67, 87, 76,
83, and 85 percent for arsenic, cadmium, copper, lead and zinc respectively.
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Table 8-2. TMDL, Allocations, and Margin of Safety for Prickly Pear Creek — Arsenic.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the sediment (and . . .
. associated metals) reductions from the sediment TMDLs were applied. After reducing Loads forlabapdoned mines were detefm]ned.dunng
Abandoned Mines 6,180 67.3 2,020 ; . - model calibration, and were based on limited in-stream
sediment-associated metals from the other sources, loads from the mines were reduced -
N ; water quality data.
until water quality standards were met.
Loading estimates for this source category assume that no BMPs have been applied.
The load reduction approach assumes vegetative buffers will be employed (50% removal | The assumption that no agricultural fields currently have
Agriculture 383 88 47 efficiency for sediment with corresponding decreases in metals loading) plus alternative BMPs may be incorrect. Thus the existing load may be
crop management practices that will minimize the area of bare soil, thereby reducing soil | overestimated.
attached metals loading.’
Anthropogenic It is assumed that sediment loads from anthropogenic streambank erosion will be It may not be practical or possible to restore all areas of
pog . 447 82 79 reduced by 85%, thereby reducing sediment associated metals loads from streambank human-caused stream bank erosion to reference levels.
Streambank Erosion N o 1 ;i . f
erosion by 85%. Therefore, this load reduction may be an overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment loads from non- | It may not be practical or possible to reclaim all non-
Non-system Roads 27 100 0 system roads will be reduced by 100%, thereby reducing sediment associated metals system roads or prevent their creation. Therefore, this
loads from non-system roads by 100%." load reduction may be an overestimate.
Quarries 31 0 31 Only the land draining offsite is assumed to generate metals loading. No BMPs are Dr:iltga%s ;:]attaer:zsn:c;r qnu;rgszuvrv;:i ajze?;escxg] :itee”al
assumed for active quarries, though reclamation should be required upon closure. p graphy Y Y dep!
Load hydrology.
Allocation . . . ) Current loads from timber harvest are based on public
Timber Harvest 296 97 10 It is assumed tha_t §ed|ment—t_>ased metals loading from currently harvested area? will agency data and coarse assumptions regarding private
return to levels similar to undisturbed full-growth forest through natural recovery. forest land. Thus the current timber harvest load from
private lands may be over or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that all The assumption that no BMPs are currently in place
Unpaved Roads 349 60 139 necessary and appropriate BMPs will be employed resulting in an average sediment and | may not be valid. Therefore, the estimated load and
corresponding metals load reduction of 60%." load reduction may be an overestimate.
This approach assumes that BMPs will be applied to all
. . . o . areas. This may not be possible or practical given
Urban Areas 60 80 12 Istelcsji?nsesr:ltrgzgcfzgttzcribrigg:\glljcfa\gls"f;?)?nuﬁbeidzlaTeznst Loagg‘;) y1 80%, thereby reducing constraints associated with available land area and
Y o existing infrastructure. The estimated load reductions
may be an overestimate.
Total — All
Anthropogenic 7,771 70 2,338
Nonpoint Sources
It is assumed that the metals loads from all other source categories (i.e., other land uses) The loads from these sources are not all entirely natural.
Natural Sources 1,456 0 1,456 D o = There is likely an increment of loading caused by
are natural in origin and/or negligible. L
human-activities that could be controlled.
Permitted point sources include ASARCO and Montana Tunnels. Current permit limits
Wasteload All Point Sources 271 45 149 were applied to the permitted facility effluent. At this point in time, Montana Tunnel’s Actual discharge quantity and quality will likely be below
Allocation permitted concentration is 290 ug/L while the criteria is 10 ug/L. Loads were reduced to | that assumed. These loads are likely over-estimated.
the current arsenic water quality standard.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration during model TMDL
Safety runs.
Total 9,498 58 3,943
TMDL = WLA + LA + Natural + MOS
TMDL TMDL = 149+ 2,338 Ibs/yr + 1,456 Ibs/yr + 0 = 3,943 Ibs/yr

TMDL = 0.4 + 6.4 Ibs/day + 4.0 Ibs/day + 0 = 10.8 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater
than that which will occur in the field.
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Table 8-3. TMDL, Allocations, and Margin of Safety for Prickly Pear Creek — Cadmium.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the sediment
. (and associated metals) reductions from the sediment TMDLs were applied. Loads for abandoned mines were determined during model
Abandoned Mines 469 87 60 ; ) ] o AN .
After reducing sediment-associated metals from the other sources, loads from calibration, and were based on limited in-stream water quality data.
the mines were reduced until water quality standards were met.
Loading estimates for this source category assume that no BMPs have been
applied. The load reduction approach assumes vegetative buffers will be . . )
Agriculture 22 88 3 employed (50% removal efficiency for sediment with corresponding decreases in Thg assumption that no a_gn_cultural fields currently have BMPs may
- - . S be incorrect. Thus the existing load may be overestimated.
metals loading) plus alternative crop management practices that will minimize
the area of bare soil, thereby reducing soil attached metals loading."
Anthropogenic It is assumed that sediment loads from anthropogenic streambank erosion will It may not be practical or possible to restore all areas of human-
Streambank 25 82 4 be reduced by 85%, thereby reducing sediment associated metals loads from caused stream bank erosion to reference levels. Therefore, this load
Erosion streambank erosion by 85%." reduction may be an overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment loads It may not be practical or possible to reclaim all non-system roads or
Non-system Roads 2 100 0 from non-system roads will be reduced by 100%, thereby reducing sediment prevent their creation. Therefore, this load reduction may be an
associated metals loads from non-system roads by 100%."' overestimate.
) Only the land dralmr)g Offsltells assumed to generate metals Ioadlng‘. No BMPs Drainage patterns for quarries were assessed with aerial
Quarries 2 0 2 are assumed for active quarries, though reclamation should be required upon ) .
Load closure photography and may not accurately depict actual site hydrology.
Allocation . - -
It is assumed that sediment-based metals loading from currently harvested areas | Current loads from timber harvest are based on public agency data
Timber Harvest 17 97 1 will return to levels similar to undisturbed full-growth forest through natural and coarse assumptions regardlng.prlvate forest land. Thus the
recovery.! current timber harvest load from private lands may be over or
underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that all The assumption that no BMPs are currently in place may not be
Unpaved Roads 20 60 8 necessary and appropriate BMPs will be employed resulting in an average valid. Therefore, the estimated load and load reduction may be an
sediment and corresponding metals load reduction of 60%." overestimate.
This approach assumes that BMPs will be applied to all areas. This
Urban Areas 3 80 1 It is assumed that urban BMPs will reduce sediment loads by 80%, thereby may not be possible or practical given constraints associated with
reducing sediment associated metals loads from urban areas by 80%." available land area and existing infrastructure. The estimated load
reductions may be an overestimate.
Total — All
Anthropogenic 558 86 77
Nonpoint Sources
It is assumed that the metals loads from all other source categories (i.e., other The loads from these sources are not all entirely natural. There is
Natural Sources 82 0 82 land uses) are natural in origin and/or negligible. likely an increment of loading caused by human-activities that could
be controlled.
Permitted point sources include ASARCO and Montana Tunnels. Current permit . . . _—
%?:é:lt?; r? All Point Sources 12 0 12 limits were applied to the permitted facility effluent. No reductions were required ':s;tilq:ésc?if:e?ggggtgrzqﬁ(gluag'\%:_\’gls:;kme;)t/eze below that
because permits limits already meet current water quality standards. : Y :
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration during
Safety model TMDL runs.
Total 652 74 171
TMDL = WLA + LA + Natural + MOS
TMDL TMDL = 12+ 77 lbs/yr + 82 Ibs/yr + 0 = 171 Ibs/yr

TMDL =0.04 + 0.21 Ibs/day + 0.22 Ibs/day + 0 = 0.47 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater
than that which will occur in the field.
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Table 8-4. TMDL, Allocations, and Margin of Safety for Prickly Pear Creek — Copper.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the sediment
. (and associated metals) reductions from the sediment TMDLs were applied. Loads for abandoned mines were determined during model calibration,
Abandoned Mines 6,917 76 1,668 ; ) ] s -
After reducing sediment-associated metals from the other sources, loads from and were based on limited in-stream water quality data.
the mines were reduced until water quality standards were met.
Loading estimates for this source category assume that no BMPs have been
applied. The load reduction approach assumes vegetative buffers will be . . )
Agriculture 896 88 110 employed (50% removal efficiency for sediment with corresponding decreases in _The assumption that no e_agncultural fields current_ly have BMPs may be
- - . S incorrect. Thus the existing load may be overestimated.
metals loading) plus alternative crop management practices that will minimize
the area of bare soil, thereby reducing soil attached metals loading."
Anthropogenic It is assumed that sediment loads from anthropogenic streambank erosion will It may not be practical or possible to restore all areas of human-
Streambank 1,046 82 185 be reduced by 85%, thereby reducing sediment associated metals loads from caused stream bank erosion to reference levels. Therefore, this load
Erosion streambank erosion by 85%." reduction may be an overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment loads It may not be practical or possible to reclaim all non-system roads or
Non-system Roads 63 100 0 from non-system roads will be reduced by 100%, thereby reducing sediment prevent their creation. Therefore, this load reduction may be an
associated metals loads from non-system roads by 100%."' overestimate.
Only the land draining offsite is assumed to generate metals loading. No BMPs . . . .
Quarries 72 0 72 are assumed for active quarries, though reclamation should be required upon Drainage patterns for quarries were as.seSSEd with aerial photography
Load closure.! and may not accurately depict actual site hydrology.
Allocation . - -
It is assumed that sediment-based metals loading from currently harvested areas | Current loads from timber harvest are based on public agency data
Timber Harvest 694 97 22 will return to levels similar to undisturbed full-growth forest through natural and coarse assumptions regardlng.prlvate forest land. Thus the
recovery.' current timber harvest load from private lands may be over or
underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that all The assumption that no BMPs are currently in place may not be valid.
Unpaved Roads 816 60 326 necessary and appropriate BMPs will be employed resulting in an average Therefore, the estimated load and load reduction may be an
sediment and corresponding metals load reduction of 60%." overestimate.
This approach assumes that BMPs will be applied to all areas. This
Urban Areas 140 80 29 It is assumed that urban BMPs will reduce sediment loads by 80%, thereby may not be possible or practical given constraints associated with
reducing sediment associated metals loads from urban areas by 80%." available land area and existing infrastructure. The estimated load
reductions may be an overestimate.
Total — All
Anthropogenic 10,644 77 2,412
Nonpoint Sources
Nawral Sources | 9408 | 0 | adop | assumec nat i motas oaos fomahober souce categores .. aver | 1181020 o ese souces v 1t alentrey e, Trere s
? ? land uses) are natural in origin and/or negligible. cont{olled 9 Y
Permitted point sources include ASARCO and Montana Tunnels. Current permit . . . _—
Wastelgad All Point Sources 149 0 149 limits were applied to the permitted facility effluent. No reductions were required Actual discharge guantlty and guallty will likely be below that assumed.
Allocation PN . These loads are likely over-estimated.
because permits limits already meet current water quality standards.
Margin of The MOS was applied as a 5% reduction of the target concentration during
NA 0 0
Safety model TMDL runs.
Total 14,200 58 5,969
TMDL = WLA + LA + Natural + MOS
TMDL TMDL = 149+ 2,412 |bs/yr + 3,408 Ibs/yr + 0 = 5,969 Ibs/yr

TMDL = 0.4 + 6.6 Ibs/day + 9.3 Ibs/day + 0 = 16.3 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions.

Metals removal is generally less than solids removal, both

because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater
than that which will occur in the field.
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Table 8-5. TMDL, Allocations, and Margin of Safety for Prickly Pear Creek — Lead.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the sediment
. (and associated metals) reductions from the sediment TMDLs were applied. Loads for abandoned mines were determined during model
Abandoned Mines 4,434 82 77 ; ) ] o AN .
After reducing sediment-associated metals from the other sources, loads from calibration, and were based on limited in-stream water quality data.
the mines were reduced until water quality standards were met.
Loading estimates for this source category assume that no BMPs have been
applied. The load reduction approach assumes vegetative buffers will be . . )
Agriculture 267 88 33 employed (50% removal efficiency for sediment with corresponding decreases in The_z assumption that no a_gn_cultural fields currently have BMPs may
- - . S be incorrect. Thus the existing load may be overestimated.
metals loading) plus alternative crop management practices that will minimize
the area of bare soil, thereby reducing soil attached metals loading."
Anthropogenic It is assumed that sediment loads from anthropogenic streambank erosion will It may not be practical or possible to restore all areas of human-
Streambank 312 82 55 be reduced by 85%, thereby reducing sediment associated metals loads from caused stream bank erosion to reference levels. Therefore, this load
Erosion streambank erosion by 85%." reduction may be an overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment loads It may not be practical or possible to reclaim all non-system roads or
Non-system Roads 19 100 0 from non-system roads will be reduced by 100%, thereby reducing sediment prevent their creation. Therefore, this load reduction may be an
associated metals loads from non-system roads by 100%."' overestimate.
) Only the land dralmr)g Offsltells assumed to generate metals Ioadlng‘. No BMPs Drainage patterns for quarries were assessed with aerial
Quarries 22 0 22 are assumed for active quarries, though reclamation should be required upon ) .
Load closure photography and may not accurately depict actual site hydrology.
Allocation . - -
It is assumed that sediment-based metals loading from currently harvested areas | Current loads from timber harvest are based on public agency data
Timber Harvest 207 97 7 will return to levels similar to undisturbed full-growth forest through natural and coarse assumptions regardlng.prlvate forest land. Thus the
recovery.' current timber harvest load from private lands may be over or
underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that all The assumption that no BMPs are currently in place may not be
Unpaved Roads 243 60 97 necessary and appropriate BMPs will be employed resulting in an average valid. Therefore, the estimated load and load reduction may be an
sediment and corresponding metals load reduction of 60%." overestimate.
This approach assumes that BMPs will be applied to all areas. This
Urban Areas 42 80 9 It is assumed that urban BMPs will reduce sediment loads by 80%, thereby may not be possible or practical given constraints associated with
reducing sediment associated metals loads from urban areas by 80%." available land area and existing infrastructure. The estimated load
reductions may be an overestimate.
Total — All
Anthropogenic 5,545 82 999
Nonpoint Sources
It is assumed that the metals loads from all other source categories (i.e., other The loads from these sources are not all entirely natural. There is
Natural Sources 1,016 0 1,016 land uses) are natural in origin and/or negligible. likely an increment of loading caused by human-activities that could
be controlled.
Permitted point sources include ASARCO and Montana Tunnels. Current
Wasteload . permit limits were applied to the permitted facility effluent. No reductions Actual discharge quantity and quality will likely be below that
- All Point Sources 67 0 67 . e N h .
Allocation were required because permits limits already meet current water quality assumed. These loads are likely over-estimated.
standards.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration during
Safety model TMDL runs.
Total 6,628 69 2,082
TMDL = WLA + LA + Natural + MOS
TMDL TMDL = 67+ 999 Ibs/yr + 1,016 Ibs/yr + 0 = 2,082 |bs/yr

TMDL = 0.2 + 2.7 Ibs/day + 2.8 Ibs/day + 0 = 5.7 Ibs/day

The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater
than that which will occur in the field.
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Table 8-6. TMDL, Allocations, and Margin of Safety for Prickly Pear Creek — Zinc.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the sediment
Abandoned Mines 122,935 85 18,267 (and assoc!ated m_etals) reduct_lons from the sediment TMDLs were applied. Loads for abandoneq mines were determined dgnng model calibration,
After reducing sediment-associated metals from the other sources, loads from and were based on limited in-stream water quality data.
the mines were reduced until water quality standards were met.
Loading estimates for this source category assume that no BMPs have been
applied. The load reduction approach assumes vegetative buffers will be . . .
Agriculture 21,212 88 2,610 employed (50% removal efficiency for sediment with corresponding decreases in The assumption that no e_agncultural fields current_ly have BMPs may be
- X . S incorrect. Thus the existing load may be overestimated.
metals loading) plus alternative crop management practices that will minimize
the area of bare soil, thereby reducing soil attached metals loading.’
Anthropogenic It is assumed that sediment loads from anthropogenic streambank erosion will It may not be practical or possible to restore all areas of human-caused
Streambank 24,774 82 4,380 be reduced by 85%, thereby reducing sediment associated metals loads from stream bank erosion to reference levels. Therefore, this load reduction
Erosion streambank erosion by 85%."' may be an overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment loads It may not be practical or possible to reclaim all non-system roads or
Non-system Roads 1,482 100 0 from non-system roads will be reduced by 100%, thereby reducing sediment prevent their creation. Therefore, this load reduction may be an
associated metals loads from non-system roads by 100%." overestimate.
Only the land draining offsite is assumed to generate metals loading. No BMPs . . . .
Load Quarries 1,711 0 1,711 are assumed for active quarries, though reclamation should be required upon Drainage patterns for Quarries were as_sessed with aerial photography
. and may not accurately depict actual site hydrology.
Allocation closure.
. It is assumed that sediment-based metals loading from currently harvested areas | Current loads from timber harvest are based on public agency data and
Timber Harvest 16,438 97 530 will return to levels similar to undisturbed full-growth forest through natural coarse assumptions regarding private forest land. Thus the current
recovery.' timber harvest load from private lands may be over or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that all The assumption that no BMPs are currently in place may not be valid.
Unpaved Roads 19,330 60 7,732 necessary and appropriate BMPs will be employed resulting in an average Therefore, the estimated load and load reduction may be an
sediment and corresponding metals load reduction of 60%."’ overestimate.
This approach assumes that BMPs will be applied to all areas. This may
It is assumed that urban BMPs will reduce sediment loads by 80%, thereby not be possible or practical given constraints associated with available
Urban Areas 3,324 80 679 ; " - o) 1 PP : -
reducing sediment associated metals loads from urban areas by 80%. land area and existing infrastructure. The estimated load reductions may
be an overestimate.
Total — All
Anthropogenic 211,206 83 35,909
Nonpoint Sources
It is assumed that the metals loads from all other source categories (i.e., other The loads from these sources are not all entirely natural. There is likely
Natural Sources 80,731 0 80,731 RS L 9 o an increment of loading caused by human-activities that could be
land uses) are natural in origin and/or negligible.
controlled.
Permitted point sources include ASARCO and Montana Tunnels. Current permit . . . _—
lef‘osézlt?;? All Point Sources 1,977 0 1,977 limits were applied to the permitted facility effluent. No reductions were required ?ﬁ;usael %zzza;?:lﬁ;?ng?e?ldsgx]zltl%wm likely be below that assumed.
because permits limits already meet current water quality standards. y :
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration during
Safety model TMDL runs.
Total 293,914 60 118,617
TMDL = WLA + LA + Natural + MOS
TMDL TMDL = 1,977+ 35,909 Ibs/yr + 80,731 lbs/yr + 0 = 118,617 Ibs/yr

TMDL = 6 + 98 Ibs/day + 221 Ibs/day + 0 = 325 |bs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions.
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry.

than that which will occur in the field.

Metals removal is generally less than solids removal, both
Therefore, the reported percent reductions are likely greater

Maal1) Jead Apjolid

Vv Xipuaddy




Appendix A Prickly Pear Creek

8.2 NUTRIENTS
8.2.1 Limiting Nutrients

Nitrogen and phosphorus are the two elements most commonly limiting algal growth in lakes
and streams. Some indication of whether nitrogen or phosphorus is growth limiting may be
obtained by determining the weight ratio of the appropriate forms of nitrogen and phosphorus
found in a river or lake, and comparing that with the stoichiometric ratio required for growth.
Where the ratio of nitrogen to phosphorus is greater than 15:1, phosphorus is more likely limiting
than nitrogen. If the ratio is less than 5:1, nitrogen is more likely limiting than phosphorus. If
the ratio is less than 15 but greater than 5, it’s a tossup as to which one is limiting, i.e. either N or
P could be limiting, or an N and P co-limitation could be present. For assessing nutrient
limitations in streams, the N:P ratios are usually computed on the basis of the soluble inorganic
forms of N and P (i.e. TSIN:SRP). For lakes, nutrient ratios are commonly computed on the
basis of the total forms of N and P. This is because nutrients may cycle in lakes and become
soluble over time or under certain physical and chemical conditions. Total N and total P relate
better overall to seasonal and lake wide productivity.

It is important to know which nutrient is limiting such that control efforts can focus on the
nutrient most likely causing the beneficial use impairments. A discussion on nutrient limitation
in Prickly Pear Creek and Lake Helena, the primary receiving water body, is presented below.

8.2.1.1 Prickly Pear Creek

Nutrient data for two distinct reaches of lower Prickly Pear Creek were reviewed. It has been
observed that in-stream nutrient concentrations are significantly higher below the City of
Helena’s municipal wastewater outfall than above the discharge, although other nutrient sources
may also be present in the interim segment of the creek. It is important to examine nutrient
ratios above and below these source inputs because it may influence the selection of appropriate
control measures.

Soluble N to P ratios in Prickly Pear Creek at or just below East Helena documented during 2003
ranged from 1.1:1 to 5.4:1 and averaged 3.4:1, indicating that nitrogen was the limiting nutrient.

Soluble N to P ratios in Prickly Pear Creek below York Road (above Stansfield Lake) ranged
from 70:1 to 85:1 during monitoring conducted in 2003. This section of the stream is dominated
by groundwater discharge during the summer irrigation season and is not typical of upstream or
downstream sections of Prickly Pear Creek. This section of the stream was strongly phosphorus
limited.

Soluble N to P ratios in Prickly Pear Creek above Tenmile Creek (Sierra Road crossing) ranged
from 2.6 to 4.6 and averaged 3.6:1 indicating a strong nitrogen limitation.

The soluble N to soluble P ratios were similar in much of Prickly Pear Creek from East Helena to
above the Tenmile Creek confluence, with the exception of the dewatered, groundwater
dominated segment just below York Road. Ratios were similar even though the in-stream
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nutrient concentrations in the reach below the City of Helena’s wastewater outfall were an order
of magnitude higher overall than in reach near East Helena.

8.2.1.2 Lake Helena

A review was performed of the available nitrogen and phosphorus data for Lake Helena. Four
water column samples collected by the Montana Department of Environmental Quality in early
August 2002 showed an average total N to total P ratio of 9.6:1, with a range from 8.5 to 10.3.
Four samples collected by Land & Water Consulting in late August 2003 showed a TN:TP ratio
of 2.7:1, with a range of 2.6 to 2.8. Three additional samples collected by Land & Water during
runoff conditions in late June 2003 showed a TN:TP ratio of 9.3:1 with a range of 7.8 to 10.2. A
fourth sample collected near the lake inlet produced a ratio of 50.5:1 due to a very low total P
measurement, which may have been in error.

The Lake Helena nutrient ratio data presented above point to a conclusion that algae growth in
the lake is either nitrogen limited (August 2003), or N and/or P limited (August 2002, June
2003). Based on these total nutrient ratio data, it can be concluded that the lake is not
overwhelmingly phosphorus limited. Computing the N:P ratios using the soluble inorganic
nutrient fractions suggests a stronger nitrogen limitation in Lake Helena, rather than a co- or P-
limitation.

In the absence of a strong case for either N or P limitation, TMDLSs are presented below for both
nitrogen and phosphorus.
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8.2.2 Nitrogen
8.2.2.1 Sources of Nitrogen in the Prickly Pear Creek Watershed

As shown in Figure 8-6, the primary anthropogenic sources of nitrogen in the Prickly Pear Creek
watershed, in order of importance include municipal wastewater treatment facilities (21 percent),
septic systems (20 percent), urban areas (7 percent), agriculture (7 percent), dirt roads (5
percent), anthropogenic streambank erosion (4 percent), and timber harvest (4 percent).
Although dewatering does not directly contribute a nutrient load to Prickly Pear Creek, irrigation
diversions reduce flows downstream of the City of East Helena significantly most summers. This
result in increased in-stream nutrient concentrations and, by increasing stream temperatures (see
Section 8.4), may exacerbate the symptoms of nutrient loading (e.g., algal growth and depressed
dissolved oxygen levels). Also, in localized areas, nutrient loading from agricultural
(predominantly grazing) and single family residential sources may be far more significant that
this source category appears to be at the watershed scale.

Natural
Wastew ater Treatment
Septic Systems
Urban Areas
Agriculture
Dirt Roads
Ant. Streambank Erosion
Timber Harvest
Paved Roads
Abandoned Mines
Non-system Roads
Active mines and quarries

Helena Valley Irr. System
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Total N (% of Load)

Figure 8-6. Percent of the annual TN load from all potentially significant nitrogen sources in the
Prickly Pear Creek Watershed.
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8.2.2.2 Water Quality Goals/Targets

The proposed interim water quality target for TN in Prickly Pear Creek is 0.33 mg/L. A strategy
to revise this interim target in the future is presented in VVolume Il, Section 3.2.3.

8.2.2.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The goal of the nitrogen TMDL is to attain full beneficial use support in Prickly Pear Creek. In
the absence of better data/information, the interim target presented in Section 8.2.2.2 is assumed
to represent the nitrogen level below which all beneficial uses would be supported. A nitrogen
load reduction of 80 percent would be required to attain this target.

Based on a modeling analysis where it was conservatively assumed that BMPs would be applied
to all non-point sources, and point source loads were reduced by 90 percent, the maximum
attainable nitrogen load reduction for the Prickly Pear Creek Watershed is estimated to be only
39 percent, indicating that it may not be possible to attain the target.

The proposed approach, therefore, acknowledges that it may not be possible to attain the target,
but also acknowledges the fact that current nutrient levels are impairing beneficial uses and water
quality in Prickly Pear Creek will continue to degrade if no action is taken to reduce loading.

The proposed approach seeks the maximum attainable TN load reductions from non-point
sources, includes a phased wasteload allocation to reduce point sources loads, and, in recognition
of the fact that it may not be possible to attain the TN target, presents an adaptive management
strategy for revising the target and load allocations in the future. The proposed approach is
embodied in the TMDL, allocations and margin of safety presented in Table 8-7 and Table 8-8.
The phased wasteload allocation is presented in Appendix | and the adaptive management
strategy is presented in VVolume I, Section 3.0.
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Table 8-7. TMDL, Allocations, and Margin of Safety for Prickly Pear Creek — Nitrogen.

Current
Load % Allocation
Allocation | Source Category | (tons/yr) | Reduction (tonsl/yr) Rationale/Assumptions Uncertainty
Based on comparison of pre and post-reclamation loads from mines, reclamation results in The range of observed sediment reduction from reclamation at mines in the study area
Abandoned Mines 0.9 71 0.3 an average sediment load reduction of 71%. Sediment-associated nitrogen will decrease is 0 to 100%. Therefore, sediment-associated nitrogen reductions could be over or
accordingly (71%). under estimated.
Current loads from active mines are based on modeled storm water runoff and
Active Mines 0.3 0 0.3 BMPs for active mines were assumed to not be cost effective because the loads represent literature values for runoff concentrations. The current loads are likely overestimated
. . such a small fraction of the current overall loads. because DEQ reports that there has never been a discharge from the MT Tunnels
Mine site (the only significant active mine in the watershed).
Loading estimates for this source category assume that no BMPs have been applied. The
load reduction approach assumes vegetative buffers will be employed (50% removal . . .
Agriculture 13.3 88 1.6 efficiency for sediment with corresponding decreases in nutrient loading) plus alternative th?r:astzl:ﬂg:gg:éarog% ?szztgs ;L;rre;él);:]nop:llgrc:s?n?)a/tgot be valid. Therefore, the
crop management practices that will minimize the area of bare soil, thereby reducing soil Y ’
attached nutrient loading.
The watershed scale estimates of stream bank erosion are based on extrapolation
. . . . . . from field surveys conducted on representative main-stem reaches. This likely
Anthropogenic It is estimated that there are 13.2 miles of erpc}llng strgambanks (2 x channel length) in t'he overestimates the total amount of bank erosion. Also, due to access constraints and
Streambank 8.5 85 1.3 watershed caused by a variety of human activities. It is assumed that streambank erosion hysical constraints. it may not be practical or possible to restore all areas of human-
Erosion will be returned to reference levels based on BEHI values. phy: i y P P B ’
caused stream bank erosion to reference levels. Therefore, this load reduction may be
an overestimate.
Non-system 0.7 100 0.0 Ideally all non-system roads should be closed and reclaimed. It may not be practical or possible tolreclalm all non—system roads or prevent their
Roads creation. Therefore, this load reduction may be an overestimate.
Load Paved Roads 47 30 33 An average nitrogen removal efficiency of 30% is assumed based on the literature for urban | Current loads from paved roads are based on public agency data and literature values
Allocation . : areas (CWP, 2000). for runoff concentrations. The current loads may be over or underestimated.
It is assumed that 7% of septic systems in the watershed are failing (see Appendix C), and
effluent from the failing systems bypasses both drainfield treatment and plant uptake. . . . .
Septic Systems 37.0 0.5 36.8 Replacing those systems with conventional level 1 treatment results in a 0.5% decrease in -srgeﬁr;usmsgrg ;e;)h%:yos\::?q:r |Lsmeds;|rrr;e;tﬁen(iabtzzed on well locations. The number of
TN. Replacing failing septic systems with level 2 treatment could result in a 1.8% reduction P Y Y .
in TN.
Itis agsumed that nitrogen loading from currently harvested areas will return to levels §imi|ar Current loads from timber harvest are based on public agency data and course
Timber Harvest 7.2 97 0.2 to undisturbed full-growth forest through natural recovery. Based on watershed modeling assumptions regarding private forestland. Thus the current timber harvest load from
results, nitrogen reductions are estimated to be 97%. private lands may be over or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that all necessary . . .
N X L . . The assumption that no BMPs are currently in place may not be valid. Therefore, the
Unpaved Roads 9.3 60 3.7 apd appropriate BMPs will bi employed resu]tnng in an average sediment and corresponding estimated load and load reduction may be an overestimate.
nitrogen load reduction of 60% (See Appendix C).
The effec}lveness of urpan storm water BMF.’S has been well studied. Itis als.sumed thata Given existing infrastructure, and therefore the need to retrofit storm water BMPs into
Urban Areas 13.6 30 9.5 combination of BMPs will be employed ranging from proper use of lawn fertilizers to the landscape, it may not be possible or practical to fully implement storm water BMPs
: : vegetated buffer strips and engineered detention facilities, etc. Based on the literature, an . pe, Y e p r pract Y Imp'e
. L o in all areas. Therefore, this load reduction is likely an overestimate.
average nitrogen removal efficiency of 30% is assumed (CWP, 2000).
Total — All
Anthropogenic
Nonpoint 95.5 40 57.0
Sources
It is assumed that the nitrogen loads from all other source categories are natural in origin The loads from these sources are not all entirely natural. There is likely an increment
Natural Sources 51.0 0 51.0 s . A
and/or negligible. of loading caused by human-activities that could be controlled.
Nitrogen point sources are listed in Table 8-8. The allocations for the WWTPs are based on
Wasteload All Point Sources 39.6 91 3.7 the phased approach described in Appendix |. Load reductions for known failing lagoons are | Actual discharge quantity and quality will likely be below that assumed. These loads
Allocation : . presented in Table 8-8. No allocations are proposed for lagoons thought to be operating as are likely over-estimated.
designed.
Margin of NA 0 0 An implicit margin of safety is provided through conservative assumptions associated with most of the estimated load reductions and this TMDL is believed to be the maximum
Safety attainable load reduction.
Total 186.1 39 111.7
TMDL = WLA + LA + Natural + MOS
TMDL TMDL = 3.7 tons/yr + 57.0 tons/yr + 51.0 tons/yr + 0 = 111.7 tons/yr

TMDL = 0.01 + 0.16 tons/day + 0.14 tons/day + 0 = 0.31 tons/day
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Table 8-8. Estimated loads and load reductions for all sources of TN in the Prickly Pear Creek

watershed.
Source Estimated TN Estimated Remaining Load
Category Source Load (tonsl/yr) Reductions (%) (tonsl/yr)
Abandoned Mines 0.9 71 0.3
Active Mines 0.3 0 0.3
Agriculture 13.3 88 1.6
épct)l;irgsogenic Streambank 85 85 13
Anthropogenic | Non-system Roads 0.7 100 0.0
Nonpoint Paved Roads 4.7 30 3.3
Sources Septic Systems 37.0 05 36.8
Timber Harvest 7.2 97 0.2
Unpaved Roads 9.3 60 3.7
Urban Areas 13.6 30 9.5
Ig:;: Anthropogenic NPS 95.5 40 57.0
Fullgrowth Forest 9.3 0 9.3
Wetlands 0.1 0 0.1
Natural Shrubland 3.0 0 3.0
Nonpoint Grassland 23.9 0 23.9
Sources Nat. Streambank Erosion 1.6 0 1.6
Groundwater 13.1 0 13.1
Total Natural NPS Load 51.0 0 51.0
City of Helena 31.8 92 25
East Helena 6.5 97 0.2
Evergreen Nursing Home 0.1 0 0.1
Trea§qr¢ State Acres 0.1 50 00
Anthropogenic subdivision
Point Sources Tenrr_1i|_e.and Pleasant Valley 0.8 21 06
subdivisions
g/lccgénetsj; View law enforcement 0.2 0 02
Eastgate Subdivision 0.1 0 0.1
Total Point Source 39.6 91 3.7
Total Totals 186.1 39 111.7
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8.2.3 Phosphorus
8.2.3.1 Sources of Phosphorus in the Prickly Pear Creek Watershed

As shown in Figure 8-7, the primary anthropogenic sources of phosphorus in the Prickly Pear
Creek watershed, in order of importance, are municipal wastewater treatment (42%), agriculture
(8%), dirt roads (6%), anthropogenic streambank erosion (5%), timber harvest (4%) and urban
areas (4%). As with nitrogen, dewatering may also be a complicating factor for phosphorus and,
in localized areas, phosphorus loading from agricultural (predominantly grazing) and single
family residential sources may be far more significant that this source category appears to be at
the watershed scale.
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Figure 8-7. Percent of the annual TP load from all potentially significant phosphorus sources in
the Spring Creek Watershed.

8.2.3.2 Water Quality Goals/Targets

The proposed interim water quality target for TP in Prickly Pear Creek is 0.04 mg/L (See
Volume | Section 3.2.3). A strategy to revise this target, if deemed appropriate, is presented in
Volume I, Section 3.2.3.

8.2.3.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The goal of the phosphorus TMDL is to attain full beneficial use support in Prickly Pear Creek.
In the absence of better data/information, the interim target presented in Section 1.1.2.2 is
assumed to represent the phosphorus level below which all beneficial uses would be supported.
A phosphorus load reduction of 87 percent would be required to attain this target.
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Based on a modeling analysis where it was conservatively assumed that BMPs would be applied
to all non-point sources, and point source loads were reduced by 98 percent, the maximum
attainable phosphorus load reduction for the Prickly Pear Creek Watershed is estimated to be
only 62 percent, indicating that it may not be possible to attain the target.

The proposed approach, therefore, acknowledges that it may not be possible to attain the target,
but also acknowledges the fact that current nutrient levels are impairing beneficial uses and water
quality in Prickly Pear Creek will continue to degrade if no action is taken to reduce loading.

The proposed approach seeks the maximum attainable phosphorus load reductions from non-
point sources, includes a phased wasteload allocation to reduce point sources loads, and, in
recognition of the fact that it may not be possible to attain the phosphorus target, presents an
adaptive management strategy for revising the target and load allocations in the future. The
proposed approach is embodied in the TMDL, allocations and margin of safety presented in
Table 8-9 and Table 8-10. The phased wasteload allocation is presented in Appendix | and the
adaptive management strategy is presented in Volume 11, Section 3.0.
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Table 8-9. TMDL, Allocations, and Margin of Safety for Prickly Pear Creek —Phosphorus.

Current
Source Load % Allocation
Allocation Category (tons/yr) | Reduction | (tons/yr) Rationale/Assumptions Uncertainty
Abandoned Based on comparison of pre and post-reclamation loads from mines, reclamation results in an The range of observed sediment reduction from reclamation at mines in the study area is 0
Mines 0.2 71 0.1 average sediment load reduction of 71%. Sediment-associated phosphorus will decrease to 100%. Therefore, sediment-associated nitrogen reductions could be over or under
accordingly (71%). estimated.
Current loads from active mines are based on modeled storm water runoff and literature
Active Mines 0.1 0 0.1 BMPs for active mines were assumed to not be cost effective because the loads represent such | values for runoff concentrations. The current loads are likely overestimated because DEQ
. . a small fraction of the current overall loads. reports that there has never been a discharge from the MT Tunnels Mine site (the only
significant active mine in the watershed).
Loading estimates for this source category assume that no BMPs have been applied. The load
Agriculture 29 20 0.3 reduction approach assumes vegetative buffers will be employed (50% removal efficiency for The assumption that no BMPs are currently in place may not be valid. Therefore, the
g . . sediment with corresponding decreases in nutrient loading) plus alternative crop management estimated load and load reduction may be an overestimate.
practices that will minimize the area of bare soil, thereby reducing soil attached nutrient loading.
The watershed scale estimates of stream bank erosion are based on extrapolation from
Anthropogenic It is estimated that there are 13.2 miles of eroding streambanks (2 x channel length) in the field surveys conducted on representative main-stem reaches. This likely overestimates
Streambank 1.9 90 0.2 watershed caused by a variety of human activities. It is assumed that streambank erosion will be | the total amount of bank erosion. Also, due to access constraints and physical constraints,
Erosion returned to reference levels based on BEHI values. it may not be practical or possible to restore all areas of human-caused stream bank
erosion to reference levels. Therefore, this load reduction may be an overestimate.
Non-system ~ . It may not be practical or possible to reclaim all non-system roads or prevent their creation.
Roads 0.2 100 0 Ideally all non-system roads should be closed and reclaimed. Therefore, this load reduction may be an overestimate.
Load Paved Roads 0.5 50 0.3 An average phosphorus removal efficiency of 50% is assumed based on the literature for urban Current loads from paved roads are based on public agency data and literature values for
Allocation . . areas (CWP, 2000). runoff concentrations. The current loads may be over or underestimated.
It is assumed that 7% of septic systems in the watershed are failing (see Appendix C), and . . . . .
Septic Systems 0.3 100 0.0 effluent from the failing systems bypasses both drainfield treatment and plant uptake. Replacing The number of septic systems is elstlmated based on well locations. The number of septic
N N . o . systems may be over or under estimated.
those systems with conventional level 1 treatment results in a 100% decrease in TP.
It is assumed that phosphorus loading from currently harvested areas will return to levels similar | ¢y rrent loads from timber harvest are based on public agency data and course
Timber Harvest 1.6 97 0 to undisturbed full-growth forest through natural recovery. Based on watershed modeling results, | 55sumptions regarding private forestland. Thus the current timber harvest load from private
phosphorus reductions are estimated to be 97%. lands may be over or underestimated.
Unpaved It is assumed that no BMPs are currently in place. It is further assumed that all necessary and The assumption that no BMPs are currently in place may not be valid. Therefore, the
Roads 21 60 0.8 appropriate BMPs will be employed resulting in an average sediment and corresponding estimated load and load reduction may be an overestimate . ’
phosphorus load reduction of 60% (See Appendix C). ’
Igisgzm‘fgf;ig:ﬁﬁ%?g? I\g’ aézrgl:]/”:i’: hfarznlzei:, “;illuigiflgw: If?er?ﬂsiiirrgig t\?eat;ate d Given existing infrastructure, and therefore the need to retrofit storm water BMPs into the
Urban Areas 1.4 50 0.7 - ° ploy nging prop - g landscape, it may not be possible or practical to fully implement storm water BMPs in all
buffer strips and engineered detention facilities, etc. Based on the literature, an average areas. Therefore. this load reduction is likely an overestimate
phosphorus removal efficiency of 50% is assumed (CWP, 2000). : ! Y :
Total — All
Anthropogenic
Nonpoint 11.0 78 24
Sources
Natural 9.6 0 9.6 It is assumed that the phosphorus loads from all other source categories are natural in origin The loads from these sources are not all entirely natural. There is likely an increment of
Sources : : and/or negligible. loading caused by human-activities that could be controlled.
Phosphorus point sources are listed in Table 8-10. The allocations for the WWTPs are based on
Wasteload | All Point 14.9 89 16 the phased approach described in Appendix |. Load reductions for known failing lagoons are Actual discharge quantity and quality will likely be below that assumed. These loads are
Allocation | Sources . : presented in Table 8-10. No allocations are proposed for lagoons thought to be operating as likely over-estimated.
designed.
Margin of NA 0 0 An implicit margin of safety is provided through conservative assumptions associated with most of the estimated load reductions and this TMDL is believed to be the maximum attainable load
Safety reduction.
Total B515) 62 13.6
TMDL = WLA + LA + Natural + MOS
TMDL TMDL = 1.6 tons/yr + 2.4 tons/yr + 9.6 tons/yr + 0 = 13.6 tons/yr

TMDL = 0.001 tons/day + 0.006 tons/day + 0.026 tons/day + 0 = 0.033 tons/day
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Table 8-10. Estimated loads and load reductions for all sources of TP in the Prickly Pear Creek

watershed.
Estimated TP Estimated Remaining Load
Source Category Source Load (tons/yr) Reductions (%) (tonslyr)
Abandoned Mines 0.2 71 0.1
Active Mines 0.1 0 0.1
Agriculture 29 90 0.3
épct):irgﬁogenic Streambank 19 90 0.2
Anthropogenic Non-system Roads 0.2 100 0
Nonpoint Sources | Paved Roads 0.5 50 0.3
Septic Systems 0.3 100 0
Timber Harvest 1.6 97 0
Unpaved Roads 21 60 0.8
Urban Areas 1.4 50 0.7
Total Anthropogenic NPS 11.0 78 2.4
Fullgrowth Forest 2.0 0 2.0
Wetlands 0.02 0 0.02
) Shrubland 0.6 0 0.6
Natural Nonpoint ™ - sstand 5.2 0 5.2
Nat. Streambank Erosion 0.4 0 0.4
Groundwater 1.4 0 1.4
Total Natural NPS 9.6 0 9.6
City of Helena 13.5 98 0.3
East Helena 1.0 0 1.0
Evergreen Nursing Home 0 0 0
Treasure State Acres 0.1 33 0.1
Anthropogenic subdivision
Point Sources Tenmile and Pleasant Valley 0.1 14 0.1
subdivisions
Mountain View law 0.1 0 0.1
enforcement academy
Eastgate Subdivision 0.1 0 0.1
Total Point Source 14.9 89 1.6
Total 35.5 62 13.6
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8.3 SEDIMENT

Based on the results summarized in Volume I, Prickly Pear Creek is impaired due to excessive
levels of sediment from the headwaters downstream to Lake Helena. The following sediment
TMDL addresses all five water quality limited segments described in Section 1.0.

8.3.1 Sources of Sediment in the Prickly Pear Creek Watershed

As shown in Figure 8-8 the primary anthropogenic sources of sediment in the Prickly Pear Creek
watershed, in order of sediment load are agricultural, unpaved roads, anthropogenic streambank
erosion, timber harvest, urban areas, non-system roads, abandoned mines, and active mines and
quarries. The loading analyses presented in this section are based on application of the GWLF
model (Appendix C) as well as the various assessment techniques described in Appendix D.
While it is believed that they are adequate for making relative comparisons, they should not be
used directly as quantity estimates.

Agriculture was the single greatest sediment source within the greater Prickly Pear Creek
watershed, representing 32 percent of the total anthropogenic sediment load. As a land-use,
agriculture occurs in the lower elevation areas of the watershed including middle and lower
Tenmile, Sevenmile and Prickly Pear Creek watersheds. On a segment scale, two central Prickly
Pear segments, Lump Gulch to Wylie Drive (MT411006_040), and Wylie Drive to Helena
Wastewater Treatment Plant Discharge (MT411006_030), produced the greatest quantities of
agriculture related sediment in the entire Prickly Pear watershed; 2,792 and 1,284 tons
respectively. Unpaved roads were the second greatest anthropogenic sediment source, accounting
for 23 percent of this load. Prickly Pear Creek from Lump Gulch to Wylie Drive
(MT411006_040) was the segment that produced the greatest quantity of road related sediment,
701 tons. This load is generated from high road densities related to sub-division development
throughout this segment. Segments within the greater Prickly Pear Creek watershed that
generate the largest streambank erosion sediment loads include Clancy Creek, Sevenmile Creek,
and Prickly Pear above Lake Helena watersheds, respectively. Causes of streambank erosion in
these watersheds are riparian grazing, road encroachment, stream channelization, riparian
vegetation removal, and historic mining activity.

Watersheds that produced the greatest quantity of sediment related to timber harvest were Lump
Gulch, Prickly Pear Creek above Wylie Drive, upper Tenmile Creek, and Clancy Creek,
respectively. All of which produced more than 300 tons of sediment per year from silviculture
activities. Sediment from urban areas is related to developed areas in the lower watersheds
throughout the Helena Valley and the central Prickly Pear drainage. Non-system roads/trails
occur throughout the entire watershed. Densities of these roads/trails are typically greater on
public lands of the upper areas of the watershed. A total of thirty abandoned mines were
identified to be capable of delivering sediment to perennial stream channels throughout the
greater Prickly Pear Creek watershed. Five of these mines — Alta, Bertha, Corbin Flats, Gregory,
and Nellie Grant — have been reclaimed by Montana DEQ. All of the mines are located in the
upper tributary watersheds. Sediment from active mines and quarries is generated in lower
Tenmile and Prickly Pear watersheds and is related to gravel pit operations and the like.
Additionally, the Helena Wastewater Treatment Plant, the largest suspended sediment discharger
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in the watershed, generates a total suspended sediment load from of 54 tons per year. The
meager size of this source relative to the previously described source categories warrants
minimal concern or attention.

Wastewater Treatment
User Created Roads
Urban Areas

Unpaved Roads
Timber Harvest

Septic Systems

Paved Roads

Natural Sources
Irrigation

Ant. Streambank Erosion
Agriculture

Active mines and quarries

Abandoned Mines

0 2,000 4,000 6,000 8,000 10,000 12,000 14,000 16,000 18,000 20,000

Load (tons/yr)

Figure 8-8. Total annual sediment load from all potentially significant sediment sources in the
Prickly Pear Creek Watershed.

8.3.2 Water Quality Goals/Targets

The ultimate goal of this sediment TMDL is to attain and maintain the applicable Montana
narrative sediment standards. The sediment endpoint goals/targets are described in Volume I,
Section 3.3.3.

8.3.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 8-11. The TMDL is
presented at the scale of the entire Prickly Pear Creek watershed. Note that individual sediment
TMDLs have also been prepared for the following tributaries: Clancy Creek (MT411006_120),
Corbin Creek (MT411006_090), Golconda Creek (MT411006_070), Jackson Creek
(MT411006_190), Sevenmile Creek (MT411006_160), Jennie’s Fork (MT411006_210), Skelly
Gulch (MT411006_220), Lump Gulch (MT411006_130), Spring Creek (MT411006_080), Middle
Fork Warm Springs Creek (MT411006_100), Tenmile Creek (MT411006_141), North Fork
Warm Springs Creek (MT411006_180), Tenmile Creek (MT411006_142), Tenmile Creek
(MT411006_143), and Warm Springs Creek (MT411006_110). TMDLs for the individual
tributaries are presented in Appendix A.
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Based on the results of the source assessment (Section 8.3.1), the recommended implementation
strategy to address the siltation problem in Prickly Pear Creek is to reduce sediment loading from
the primary anthropogenic sediment sources — agricultural, unpaved roads, anthropogenic
streambank erosion, timber harvest, urban areas, non-system roads, abandoned mines, and active
mines and quarries. As shown in Table 8-11, the hypothesis is that an overall, watershed scale
sediment load reduction of 38 percent will result in achievement of the applicable water quality
standards. The proposal for achieving the load reduction is to reduce loads from current
agricultural, unpaved roads, anthropogenic streambank erosion, timber harvest, urban areas, non-
system roads, and abandoned mines by 60, 60, 85, 97, 80, 100, and 79 percent, respectively.
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Table 8-11. TMDL, Allocations, and Margin of Safety for Prickly Pear Creek — Siltation.

Current
Source Load % Allocation
Allocation Category (tons/yr) | Reduction (tonsl/yr) Rationale/Assumptions Uncertainty
Abandoned Based on comparison of pre and post-reclamation loads from mines The range of observed sediment reduction from reclamation at mines
Mines 424 71 123 reclamation regults in an Zvera epsediment load reduction of 71% ’ in the study area is 0 to 100%. Therefore, load reductions could be
9 o over or under estimated.
Loading estimates for this source category assume that no BMPs have been
applied. The load reduction approach assumes vegetative buffers will be . . )
Agriculture 6,526 60 2,610 employed (50% removal efficiency for sediment) plus alternative crop Th? assumption that no agrl_cultural fields currently have BMPs may
. YA ) be incorrect. Thus the existing load may be overestimated.
management practices that will minimize the area of bare soil, thereby
reducing erosion.
. It is estimated that there are 13.2 miles of eroding streambanks (2 x channel . )
Anthropogenic length) in the watershed caused by a variety of human activities. It is It may not be practical or possible to restore all areas of human-
Streambank 4,244 85 637 9 dbya y ’ caused stream bank erosion to reference levels. Therefore, this load
. assumed that streambank erosion will be returned to reference levels based . )
Erosion reduction may be an overestimate.
on BEHI values.
Non-system It may not be practical or possible to reclaim all non-system roads or
Roads 367 100 0 Ideally all non-system roads should be closed and reclaimed. prevent their creation. Therefore, this load reduction may be an
overestimate.
. Loading estimates reflect no reduction in load allocation. This is due to the Drainage patterns for quarries were assessed with aerial photography
Quarries 144 0 144 ; ) " : .
small load size relative to other sediment sources. and may not accurately depict actual site hydrology.
Load . Current loads from timber harvest are based on public agency data
Allocation . It is assumed that sediment loading from currently harvested areas will return | and coarse assumptions regarding private forest land. Thus the
Timber Harvest 3,493 97 105 e ) p g gp
’ to levels similar to undisturbed full-growth forest through natural recovery. current timber harvest load from private lands may be over or
underestimated.
It is assumed that no BMPs are currently in place. Itis further assumed that | The assumption that no BMPs are currently in place may not be valid.
Unpaved Roads 4,655 60 1,862 all necessary and appropriate BMPs will be employed resulting in an average | Therefore, the estimated load and load reduction may be an
sediment load reduction of 60% (See Appendix D). overestimate.
l—gseui]:f:gtt'x:{'zssoﬂgji:;?i':):tgfrg,\\/'vaa;e\';vﬁhﬁgser?]aslobzznr;vf”iﬁtu# (')er:' Irto|ser This approach assumes that BMPs will be applied to all areas. This
- > émployed ranging prop may not be possible or practical given constraints associated with
Urban Areas 855 80 171 use of lawn fertilizers to vegetated buffer strips and engineered detention . P .
e . A available land area and existing infrastructure. The estimated load
facilities, etc. Based on the literature, an average sediment removal - )
- o) reductions may be an overestimate.
efficiency of 80% is assumed.
Total — All
AIITTEREEIETE || o7 73 5,652
Nonpoint
Sources
It is assumed that the sediment loads from all other source categories are The loads from these sources are not all entirely natural. ‘There is
Natural Sources | 18,480 0 18,480 P e 9 likely an increment of loading caused by human-activities that could
natural in origin and/or negligible.
be controlled.
isielon]all Fol 54 0 54 Sediment Point Sources: City of Helena WWTP. This load is considered insignificant, and therefore no wasteload reduction is required
Allocation | Sources ’ ’ ’ ’
VETGIR @f An implicit margin of safety is provided through conservative assumptions
Safegt NA 0 0 associated with most of the estimated load reductions and this TMDL is
y believed to be the maximum attainable load reduction.
Total 39,242 38 24,186
TMDL = WLA + LA + Natural + MOS
TMDL TMDL = 54+ 5,652 tons/yr + 18,480 tons/yr + 0 = 24,186 tons/yr

TMDL = 0.1 + 15.5 tons/day + 50.7 tons/day + 0 = 66.3 tons/day
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8.4 TEMPERATURE

Measured in-stream temperatures, riparian assessments, and modeling all suggest that Prickly
Pear Creek (from where to where including what segments) is impaired by temperature (see
Volume | Report). TMDLSs are presented in the following sections to address the temperature
impairment in Prickly Pear Creek.

8.4.1 Sources of Temperature Impairment in the Prickly Pear Creek
Watershed

Sources of temperature impairment were identified through field assessments, aerial surveys, and
MPDES data. There are three key sources of thermal modifications in the watershed — flow
alterations, riparian degradation, and point sources. The following sections summarize each
source of impairment. More detailed descriptions are included in Appendix G.

8.4.1.1 Flow Alterations

Flow alterations indirectly impact stream temperature because of simple energy mechanics.
When there is less water in the stream, the water is easier to heat. Flow alterations exist
throughout Prickly Pear Creek in the form of irrigation withdrawals, industrial withdrawals, and
dams. These flow alterations are pervasive throughout the lower six miles of the stream due to
intense agriculture and industry near the Helena Valley. Figure 8-9 shows the major diversions
and dams identified during the Prickly Pear Creek source assessment. Four major diversions
were identified on Prickly Pear Creek between the confluence with Lump Gulch and Lake
Helena. During the field assessment, it was noted that flows were almost entirely diverted out of
Prickly Pear Creek, with almost no flow occurring in the segment between the Wylie Drive
Bridge and the confluence with the Helena WWTP outfall. Montana Fish, Wildlife, and Parks
considers this segment “chronically dewatered” during most years (MFWP, 2005).

Synoptic flow measurements, USGS gaging station records, and the DNRC water rights database
were used to construct recent summer flows and diversions along Prickly Pear Creek from Lump
Gulch to Lake Helena. The creek was divided into five segments to create a simple summer (i.e.,
critical conditions) flow budget based on data measured on or estimated for August 7, 2003. The
modeling segments are described in Table 8-12, and Table 8-13 describes the flow budget for
August 7, 2003.

The flow budget was then input into a stream temperature model (SSTEMP) to predict the
impact of flow diversions on stream temperatures. Details for the SSTEMP modeling, as well as
the flow budget, are included in Appendix G.

The SSTEMP model predicted that flow alterations in Segments 1, 2, and 3 cumulatively raise
the stream temperature by 1.8 degrees Fahrenheit during critical low flow summer months. The
impact of any flow alterations located downstream of Segment 3 could not be evaluated because
Prickly Pear Creek — during summer low flows — is not hydrologically connected due to
dewatering.

Final A-95



Prickly Pear Creek

Appendix A

Table 8-12. Temperature impaired segments of Prickly Pear Creek and the corresponding

SSTEMP modeling segments.

303(d) Modeling
Segment Segment Location

Segment 1a Confluence with Lump Gulch to USGS gage #06061500 (3.5 miles).
Seament 1b Confluence with Lump Guich to confluence with McClellan Creek (6.8

MT411006_040 9 miles).
Segment 2 Confluence with McClellan Creek to ASARCO Dam (1.7 miles).
Segment 3 ASARCO Dam to Wylie Drive (1.7 miles).

MT411006_030 Segment 4 Wylie Drive to Helena Wastewater Treatment Plant discharge (4.3 miles)

MT411006_020 Segment 5a Helena Wastewater Treatment Plant to Sierra Road (2.7 miles).
Segment 5b Helena Wastewater Treatment Plan to the mouth (5.9 miles).

Table 8-13. Summary of major summer inflows and outflows along lower Prickly Pear Creek.
303(d) Modeling | Flow Gains Flow Losses Flow Budget
Segment Segment (cfs) (cfs) (cfs) Flow Sources/ Withdrawals
1 14 None +14 Tributary Inflow and Groundwater
Discharge
MT411 4 :
006_040 9 99 99 0.0 Trlputgrylnf_low _
(Irrigation Diversions)
3 None 6.0 -6.0 | (Irrigation Diversions)
MT411006_030 | 4* 15 3.0 .15 | Groundwater Discharge
(Irrigation Diversions)
MT411006_020 | 5 15.0 None +15,0 | Groundwater Discharge and
Irrigation Return

* Segment 4 is totally dewatered, but flow gains from groundwater discharge occur near the end of the reach. Therefore, flows
between Segments 3, 4,and 5 are not hydrologically connected.
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Figure 8-9. General overview of major summer inflows and outflows along lower Prickly Pear
Creek.
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8.4.1.2 Riparian Degradation

Among other things, Stream temperature is a function of riparian vegetation — more riparian
vegetation generally translates into more stream shade, and lower stream temperatures. Riparian
data from numerous sources were evaluated to assess the riparian condition of Prickly Pear
Creek. Proper Functioning Condition (PFC) assessments were conducted at three sites along
lower Prickly Pear Creek in 2003 (see Figure 8-9). The most upstream site ranked as functional,
but at risk. Segments 4 and 5 (downstream most segments) ranked as non-functional, indicating
severe riparian degradation along these segments.

Quantitative riparian vegetation data were obtained for the SSTEMP stream temperature model.
Data were collected at 11 sites in 2005 and included topographic altitude (degrees), distance to
vegetation, angle to vegetation top (degrees), vegetation height (ft), vegetation type, vegetation
crown (ft), vegetation offset (ft), and vegetation density (%). The measured existing data are
summarized in Figure 8-10, and assessment locations are shown in Figure 8-9. Detailed
information about the riparian survey is included in Appendix G.

Natural riparian conditions (i.e., the maximum potential riparian vegetation) were estimated
based on the measured data, comparable reference streams, and best professional judgment.
Figure 8-11 summarizes theoretical maximum potential riparian measurements for the riparian
field inventory sites along lower Prickly Pear Creek. Comparing the maximum potential and
existing riparian conditions, it appears that current riparian vegetation is located farther from the
stream, with vegetation having less height and density. Also, there is a lack of mature
cottonwood trees in the current riparian area.

Both the natural and existing riparian conditions were input into the SSTEMP stream
temperature model (see Appendix G). Existing and natural conditions were compared to
quantify the effect of riparian degradation on stream temperature during a critical low flow
summer event (as measured on August 7, 2003). The SSTEMP model predicted that the
cumulative impact of riparian degradation to existing stream temperatures is 0.90 degrees
Fahrenheit. This is the cumulative impact of riparian degradation through Segment 3 (Lump
Gulch to the Wylie Drive Bridge). The impact of any flow alterations located downstream of
Segment 3 could not be evaluated because Prickly Pear Creek — during summer low flows — is
not hydrologically connected because of dewatering (see Section 8.4.1.1).
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Figure 8-10. Summary of the existing riparian conditions for Prickly Pear Creek.

Topographic

Altitude Vegetation Vegetation Vegetation Vegetation
Sample (degrees) Height (ft) Vegetation Type Crown (ft) Offset (ft) Density (%)
Location ID* East West East | West East West East | West East | West East | West

Segment 1-1 8 4 24 0 | willow/alder grass 8 0 1 0 85 7
Segment 1-2 22 7 24 14 | willow/alder willow/alder 18 23 1 2 40 60
Segment 1-3 5 4 28 27 | willow/alder willow/alder 20 12 2 5 70 85
Segment 3 -1 7 27 17 0 | willow some alder grass 5 0 8 0 90 0
Segment 3 -2 4 6 34 52 | cottonwood/willow cottonwood/willow 15 15 0.5 4 70 45
Segment 4 -1 3 10 12 45 | willow/alder cottonwood/willow 7 27 4 2 20 90
Segment 4 -2 10 2 0 5 | Grass sparse willows 0 6 0 1 0 1
Segment 4 -3 5 5 11 0 | Willow grass 14 0 30 0 20 0
Segment 5 -1 9 2 0 0 | Grass grass 0 0 0 0 0
Segment 5 -2 1 5 8 6 | Willow willow 18 30 55 55 20 40
Segment 5 -3 7 5 10 0 | Willow grass 5 0 5 0 90 0
"Number references refer to upstream to downstream inventory locations. Refer to Table 8-14 for actual locations.

Figure 8-11. Summary of theorized maximum potential riparian conditions for Prickly Pear Creek.

Topographic
Altitude Vegetation Vegetation Vegetation Vegetation
Sample (degrees) Height (ft) Vegetation Type Crown (ft) Offset (ft) Density (%)
Location ID East West East | West East West East | West East | West East | West

Segment 1 10 12 25 15 | willow/alder willow/alder 10 15 2 1 60 65
Segment 2 10 12 15 15 | willow/alder willow/cottonwood 10 15 3 2 50 55
Segment 3 10 13 20 10 | willow/cottonwood willow/alder 15 10 2 2 60 50
Segment 4 10 15 10 15 | willow/cottonwood willow/cottonwood 15 15 2 2 65 55
Segment 5 10 10 15 25 | willow/cottonwood cottonwood/willow 15 30 2 5 55 50
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Table 8-14. Riparian field evaluation sites along lower Prickly Pear Creek.
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8.4.1.3 Point Sources

There are five entities with MPDES permits along lower Prickly Pear Creek — Ash Grove
Cement Company (MT0000451), Air Liquide America Corporation (MT0000426), ASARCO
(MT0030147), City of East Helena WWTP (MT0022560), and City of Helena WWTP
(MTO0000949). An analysis of discharge and temperature data suggests that Ash Grove Cement
Company, Air Liquide America Corporation, and ASARCO are having negligible impacts to
temperature in Prickly Pear Creek. This is mostly due to the fact that these three facilities rarely
(if ever) discharge to surface water. The City of East Helena and City of Helena WWTP outfalls
may be having larger impacts to stream temperature. They contribute an average of 3.1 and 0.20
MGD, respectively, and the Helena WWTP effluent potentially constitutes the majority of flow
in Segment 5 during summer months. However, neither facility monitors effluent temperature.
Therefore, potential impacts from these facilities could not be evaluated at this time. Additional
effluent monitoring for both facilities is proposed (see the Sampling and Analysis Plan in
Appendix H), and the temperature TMDLSs may have to be revised when the new monitoring
data are assessed.

8.4.1.4 Summary of Sources

Stream temperature is a function of many parameters such as air temperature, humidity, cloud
cover, riparian vegetation, point sources, and stream flow or volume. Of these, riparian
vegetation, flow, and point sources are the sources that can be directly influenced and controlled
by human activity. As shown in Sections 8.4.1.1 and 8.4.1.2, flow alterations and riparian
degradation are increasing stream temperatures in Prickly Pear Creek. Point sources are having
minimal impact. The cumulative effect of all three sources is presented below in Table 8-15.
Combined, stream temperature in Prickly Pear Creek through Segment 3 is 2.7 + 0.5 degrees
Fahrenheit greater than the natural stream temperature. The cumulative impact of stream
temperature from Lump Gulch to the mouth (Segments 1 through 5) could not be evaluated
because the stream is completely dewatered in Segment 4, and therefore Prickly Pear Creek is
not hydrologically connected from the upstream to the downstream segments. Detailed
information about SSTEMP and the modeling assumptions can be found in Appendix G.

Table 8-15. Sources and amount of thermal modifications in Prickly Pear Creek.

303(d) Modeling Riparian Total Thermal
Segment Segmentl Vegetation Flow Alterations | Point Sources Modification
1 0.0°F 0.0°F None 0.0°F
MT411006_040 | 2 0.6 °F 1.0 °F Insignificant 1.6 °F+0.5°F
3 0.9°F 1.8°F None 27°F+0.5°F
MT411006_030 | 42 NA NA NA NA
MT411006_020 | 5° 2.1°F None None 05°F+1.2°F

"Thermal modifications presented here are cumulative from Lump Gulch through the end of the evaluated modeling segment.

2Reaches 4 is dewatered and could not be evaluated with the SSTEMP model.
® Reach 5 consists of groundwater recharge and irrigation returns, and flows are not hydrologically connected to upstream segments
during critical low flow summer months.
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8.5 WATER QUALITY GOALS/TARGETS

The ultimate goal of this plan and associated TMDLSs is to attain and maintain water quality
standards. Montana’s water quality standards for temperature are numeric. However, the
definition of ‘naturally occurring’ water temperature within the state standard must be interpreted
to derive measurable water quality goals.

Since the success of this plan and associated TMDLs will be formally evaluated five years after
it is approved (i.e., 2011 assuming approval in 2006), flexibility must be provided herein for the
interpretation of “naturally occurring” water temperature in Prickly Pear Creek. The water
quality standards and indicators presented in Table 8-16 are proposed as end-point water quality
goals (i.e., targets) for temperature, in recognition of the fact that they may need to be changed in
the future as new information becomes available and/or DEQ implements a new methodology
for interpreting “naturally occurring’ water temperature.

The suite of indicators used to evaluate compliance with Montana’s temperature standards in the
future should be selected based on the best data and information available, and/or the current
DEQ methodology available, at that time.

Table 8-16. Proposed Temperature Water Quality Endpoints.

Water Quality Indicator

State Water Quality Standard

Water Temperature: A change in
temperature due to anthropogenic

sources, or variation from a reference

condition.

B-1 Class Waters: < 1°F when water temperature is < 67 °F
< 0.5°F when water temperature is > 67 °F
I Class Waters: No increase in naturally occurring water temperature.

Water Quality Indicator

Rationale for Selection of this
Indicator

Proposed Criteria

Percent Shade

Shading provided by riparian
vegetation is a significant factor for
reducing thermal energy input to
Prickly Pear Creek. Riparian
vegetation can also influence
channel form and the amount of
surface area exposed to solar
heating.

60 Percent

Fish Population Metrics

The presence of cold-water fish can
be an indication of the temperature
suitability of a stream, when the
waterbody is not limited by other
water quality or habitat constraints.

MFISH rating of “best” or
“substantial”

Stream Flow

Because water has a high specific
heat capacity, larger volumes of
water are subject to fewer
fluctuations in temperature. By
increasing flow, the stream will be
more resistant to temperature
increases.

Maintain MFWP’s recommended
year round aquatic life survival flow
targets: 8 to 22 cfs for Prickly Pear
Creek from the headwaters to East
Helena, 14 to 30 cfs from East
Helena to Lake Helena.
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8.6 TOTAL MAXIMUM DAILY LOAD, ALLOCATIONS, AND MARGIN OF SAFETY
8.6.1 Prickly Pear Creek from Lump Gulch to the Wylie Drive Bridge

The goal of the temperature TMDL is to attain full beneficial use support in Prickly Pear Creek.
The TMDLs presented here are based on an average, drought, summer low flow condition,
which is considered the critical condition for evaluating temperature impairment. Based on the
SSTEMP modeling analysis, the natural average daily temperature at the end of Segment 3
(Wylie Drive Bridge) is 66.5 degrees Fahrenheit. Montana’s numeric temperature standards
allow for a one degree Fahrenheit increase from the natural stream temperature. Therefore, the
temperature target for Prickly Pear Creek at the Wylie Drive Bridge is 67.5 degrees. A 0.5
degree margin of safety was then applied to account for the reported uncertainties in the
SSTEMP model (95 percent confidence interval), making the target temperature 67.0 degrees
Fahrenheit.

The SSTEMP model and measured data reported that the existing average stream temperature at
the Wylie Drive Bridge is 69.2 degrees Fahrenheit. This is a result of riparian degradation (0.9
°F), flow alterations (1.8 °F), and natural background temperature (66.5 °F). Therefore, a 2.2-
degree reduction in stream temperature is needed to achieve the temperature target of 67.0
degrees Fahrenheit.

Recognizing that flow and riparian vegetation are correlated, the necessary temperature reduction
can be achieved through several possible scenarios where flow in the creek is augmented (i.e.,
less flow alterations) and/or riparian vegetation is restored. Table 8-17 summarizes the most
feasible scenario for Prickly Pear Creek (Lump Gulch to the Wylie Drive Bridge), where riparian
vegetation is restored to the maximum potential along the entire 10.2 mile reach of Prickly Pear
Creek, and flows are augmented by a minimum amount (8.5 cubic feet per second) to achieve the
necessary temperature reduction of 2.2 degrees Fahrenheit. Again, this is simply one scenario in
which it is possible to achieve the target.

It is recognized here that neither Montana DEQ nor USEPA has authority to regulate non-point
sources (i.e., riparian vegetation or flow). Therefore, implementation of this TMDL will be
voluntary, with watershed stakeholders ultimately deciding the restoration strategy.
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Table 8-17. Temperature TMDL for Prickly Pear Creek from Lump Gulch to Wylie Drive.

Allocation

Thermal Source

Current
Temperature

Temperature
Reduction

Allowable
Temperature

Rationale/Assumptions

Load
Allocation

Riparian
Degradation

0.9°F

100%

0.0°F

Ideally, all riparian vegetation
should be restored to the
maximum potential to increase
shading by an average of 40%

Flow Alteration

1.8°F

72%

0.5°F

Ideally, stream flows should meet
minimum requirements set forth
by MFWP. However, for the
purpose of this TMDL scenario,
flows were augmented by 8.5 cfs
to achieve the temperature
reduction of 2.2 °F

Total — All
Anthropogenic
Nonpoint
Sources

81%

Natural
Background

66.5°F

None

66.5°F

Background conditions were
modeled as having the maximum
potential riparian vegetation, and
no flow diversions, for a critical
low flow summer time period.

Waste
Load
Allocation

All Point
Sources

None

Point source loads are minimal
when compared to riparian
vegetation and flow alterations.
Additional monitoring is needed to
quantify the effect of the Helena
and East Helena WWTP outfalls.

Margin of
Safety

NA

0.0

0.5 °F

The 95% confidence interval for
the SSTEMP model was + 0.5 °F.
This amount was subtracted from
the calculated allowable
temperature (67.5 °F) to derive
the temperature target of 67.0 °F.

Total

69.2°F

22°F

67.0°F

The Allowable Temperature is the
natural temp (66.5 °F) + 1 °F, and
minus 0.5 °F to account for the
margin of safety.

"Values presented in the Table are average daily stream temperatures for a critical summer low flow time period.
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8.6.2 Prickly Pear Creek from the Wylie Drive Bridge to the Mouth

Prickly Pear Creek from the Wylie Drive Bridge to Lake Helena (modeling segments 4 and 5)
presents a unique challenge for temperature allocations. Prickly Pear Creek from Wylie Drive to
the Helena WWTP outfall (Segment 4) has a section that is completely dewatered. According to
model results, temperatures within the dewatered segment may be 5.4 degrees F greater than
average natural temperatures. However modeling results are unreliable because the segment
could not be properly calibrated.

The segment of Prickly Pear Creek downstream of the completely dewatered reach (Segment 5)
presents a challenge due to the hydrologic disconnection of surface water. Water in this segment
mostly consists of groundwater recharge and irrigation returns, and cumulative thermal
modifications from upstream do not currently carry over into Segment 5 during critical low flow
summer periods. Therefore, when analyzed as a single segment, Prickly Pear Creek from the
Helena WWTP outfall to the mouth is not exceeding the numeric temperature water quality
standard for a B-1 stream. The daily average existing temperature during critical conditions is
only 0.5 degrees F greater than the average natural temperature during the same time period.

Although thermal allocations are not quantifiable at this time, Prickly Pear Creek from the Wylie
Drive Bridge to Lake Helena is still considered impaired because of thermal modifications.

First, riparian areas were in poor condition along this section of the creek (see Section 8.4.1.2).
This condition exceeds the target defined in Section 8.5 — i.e., no significant disturbance of
riparian vegetation. Second, this segment does not achieve the flow target selected by MFWP —
i.e., maintain a flow of ranging from 14 to 30 cfs throughout the lower segments of Prickly Pear
Creek. And third, if this segment was hydrologically connected to the upstream segments of
Prickly Pear Creek, the thermal impairments from upstream would most likely carry through to
the mouth, and this segment would be impaired. Voluntary efforts to improve the riparian
condition and in-stream flows along this portion of the stream should be pursued in an attempt to
bring the stream in compliance with the temperature water quality targets, and with Montana
Fish, Wildlife, and Parks flow recommendations. Because of the dewatering, Prickly Pear Creek
from the Wylie Drive Bridge to the Helena WWTP outfall is also considered impaired because
of flow alterations. Aquatic life and fishery beneficial uses are impaired. No flow TMDLs will
be presented at this time.
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9.0 SEVENMILE CREEK

Sevenmile Creek from the headwaters to the mouth (Segment MT411006_160, 7.8 miles) was
listed as impaired on the Montana 1996 303(d) list because of siltation. Coldwater fisheries were
the listed impaired beneficial uses. In 2002 and 2004, aquatic life and coldwater fishery
beneficial uses were listed as impaired because of metals, nutrients, and siltation. The additional
analyses and evaluations described in Volume | found that nutrients, sediment (siltation), copper,
and lead are currently impairing aquatic life, fishery, and drinking water beneficial uses (see
Section 3.4.2.5 of the Volume | Report).

Conceptual restoration strategies and the required TMDL elements for nutrients, sediment, and
metals (i.e., copper and lead) are presented in the following subsections. Supporting information
for the following TMDLs can also be found in Appendix C, D, E, F, and K.

9.1 METALS

The available water chemistry data suggest that Sevenmile Creek is impaired due to arsenic,
copper, and lead. TMDLs are presented in the following sections to address the arsenic, copper,
and lead impairments. The loading analyses presented in this section are based on application of
the LSPC model (see Appendix F).

9.1.1 Sources of Metals in the Sevenmile Creek Watershed

Historic mining activities comprise the most significant source of metals to Sevenmile Creek.
Most of the drainage area falls within the Scratchgravel Hills and Austin mining districts. The
MBMG Abandoned and Inactive Mines database reports mineral location, placer, surface,
surface-underground, underground, and other unknown” mining activities in the watershed. The
historical mining types include placer, lode, and stockpile. In the past these mines produced
gold, iron, lead, silver, copper, manganese, and arsenic. None of the mines in the immediate
drainage area of this segment are listed in the State of Montana’s inventory of High Priority
Abandoned Hardrock Mine Sites. The Helena National Forest documented evidence of placer
mining and one mine waste rock dump within the stream bankfull width in Skelly Gulch, a
tributary of Sevenmile Creek, during the source assessment. Modeled sources and their metals
loadings to Sevenmile Creek are presented in Figure 9-1 through Figure 9-3.
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Figure 9-1. Sources of arsenic loadings to Sevenmile Creek.
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Figure 9-2. Sources of copper loadings to Sevenmile Creek.
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Figure 9-3. Sources of lead loadings to Sevenmile Creek.
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9.1.2 Water Quality Goals/Targets

The ultimate goal of these metals TMDL is to attain and maintain the applicable Montana
numeric standards. Montana water quality metals standards for cadmium, copper, lead, and zinc
are dependant on in-stream ambient water hardness concentrations and can therefore vary by
stream segment. The target concentrations for metals in Sevenmile Creek are presented in Table
9-1.

Table 9-1. Montana numeric surface water quality standards for metals in Sevenmile Creek.

Aquatic Life (acute) Human Health
Parameter (ng/L)? Aquatic Life (chronic) (ug/L)” (ng/L)?
Arsenic (TR) 340 150 10¢
Copper (TR) 33.6 at 256.4 mg/L hardness® 20.4 at 256.4 mg/L hardness® 1,300
Lead (TR) 266.2 at 256.4 mg/L hardness® | 10.3 at 256.4 mg/L hardness® 15

Note: TR = total recoverable.

*Maximum allowable concentration.

®No 4-day (96-hour) or longer period average concentration may exceed these values.

°The standard is dependent on the hardness of the water, measured as the concentration of CaCO; (mg/L).
¢ The human health standard for arsenic is currently 18 pg/L, but will change to 10 ug/L in 2006.

9.1.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 9-2 though Table 9-4. Based
on the results of the source assessment (Section 9.1.1), the recommended implementation
strategy to address the metals problem in Sevenmile Creek is to reduce metals loadings from
historical mining sites in the watershed, along with the implementation of the sediment TMDLSs.
As shown in Table 9-2 though Table 9-4, the hypothesis is that an overall, watershed scale
metals load reduction of 52, 47, and 63 percent for arsenic, copper, and lead, respectively, will
result in achievement of the applicable water quality standards. Sevenmile Creek already meets
applicable water quality standards for cadmium and zinc. The proposal for achieving the load
reduction is to reduce loads from mining sources 58, 58, and 75 percent for arsenic, copper, and
lead, respectively.

A-110 Final




Appendix A

Sevenmile Creek

Table 9-2. TMDL, Allocations, and Margin of Safety for Sevenmile Creek — Arsenic.

Current
Source Load % Allocation
Allocation Category (Ibs/yr) | Reduction | (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was
determined after the sediment (and associated Loads for abandoned mines were
metals) reductions from the sediment TMDLs B : S
Abandoned . . . determined during model calibration,
- 844.8 58 354.2 were applied. After reducing sediment- S
Mines - and were based on limited in-stream
associated metals from the other sources, loads -
) . ) water quality data.
from the mines were reduced until water quality
standards were met.
Loading estimates for this source category
assume that no BMPs have been applied. The
load reduction approach assumes vegetative The assumotion that no agricultural
buffers will be employed (50% removal . p 9
Agriculture 49.7 64 18.0 efficiency for sediment with correspondin fields currently have BMPs may be
9 ’ ’ ¥ 10 . P 9 incorrect. Thus the existing load may be
decreases in metals loading) plus alternative :
: P overestimated.
crop management practices that will minimize
the area of bare soil, thereby reducing soil
attached metals loading.’
It is assumed that sediment loads from It may not be practical or possible to
Anthropogenic anthropogenic streambank erosion will be restore all areas of human-caused
Streambank 63.7 94 3.7 reduced by 94% (see Table 9-7), thereby stream bank erosion to reference levels.
Erosion reducing sediment associated metals loads from | Therefore, this load reduction may be an
streambank erosion by 94%." overestimate.
Ideally all non-system roads should be closed It may not be practical or possible to
Non-system 29 100 0.0 and reclaimed. Sediment loads fron; non- reclaim all non-system roads or prevent
Roads : : system roads will be reduced by 100%, thereby | eir creation. Therefore, this load
reducing sediment assoméatgd metals loads from | equction may be an overestimate.
Load non-system roads by 100%.
Allocation Current loads from timber harvest are
It is assumed that sediment-based metals based on public agency data and coarse
Timber Harvest 16.5 97 05 loading from cunjen_tly harves_ted areas will assumptions regarding private forest
return to levels similar to undlstgjrbed full-growth | 1and. Thus the current timber harvest
forest through natural recovery. load from private lands may be over or
underestimated.
It is assumed that no BMPs are currently in
place. ltis further assumed that all necessary The assumption that no BMPs are
Unpaved 38.3 60 153 and appropriate BMPs will be employed currently in place may not be valid.
Roads ’ ’ resulting in an average sediment and Therefore, the estimated load and load
corresponding metals load reduction of 60% reduction may be an overestimate.
(See Table 9-7)."
This approach assumes that BMPs will
It is assumed that urban BMPs will reduce be applied to all areas. This may not be
. S g - : A ;
Urban Areas 13 80 03 sedment Ioags by 80% (;ee Table 9-7), thereby possmlle or pfacncall given constraints
reducing sediment associated metals loads from | associated with available land area and
urban areas by 80%." existing infrastructure. The estimated
load reductions may be an overestimate.
Total — All
Anthropogenic | 4 ;47 5 61 392.0
Nonpoint
Sources
It is assumed that the metals loads from all Thg loads from these sources are not all
euel 186.6 0 186.6 other source categories (i.e., other land uses) entirely natural. There is likely an
Sources : : are natural in ori ?n and/o‘r ne ligible increment of loading caused by human-
9 gligivle. activities that could be controlled.
Wastelt_)ad All Point 0 NA 0 There are no point sources of arsenic in the Sevenmile Creek Watershed.
Allocation | Sources
Margin of NA 0 0 The MOS was applied as a 5% reduction of the
Safety target concentration during model TMDL runs.
Total 1,203.8 52 578.7
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 392.0 Ibs/yr + 186.6 Ibs/yr + 0 = 578.7 Ibs/yr
TMDL =0 + 1.1 Ibs/day + 0.5 Ibs/day + 0 = 1.6 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals
removal is generally less than solids removal, both because there is a dissolved phase and because of preferential sorption to fines. The difference depends
on source type and local water chemistry. Therefore, the reported percent reductions are likely greater than that which will occur in the field.
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Table 9-3. TMDL, Allocations, and Margin of Safety for Sevenmile Creek — Copper.

Current
Load % Allocation
Allocation | Source Category | (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was
determined after the sediment (and associated Loads for abandoned mines
metals) reductions from the sediment TMDLs were | were determined during model
Abandoned Mines | 725.1 58 302.3 applied. After reducing sediment-associated calibration, and were based on
metals from the other sources, loads from the limited in-stream water quality
mines were reduced until water quality standards data.
were met.
Loading estimates for this source category assume
that no BMPs have been applied. The load The assumotion that no
reduction approach assumes vegetative buffers will agriculturalgields currently have
o > .
Agriculture 116.3 64 422 | beemployed (50% removal efficiency for sediment | g5 " o0 be incorrect. Thus
with corresponding decreases in metals loading) e
. ) the existing load may be
plus alternative crop management practices that overestimated
will minimize the area of bare soil, thereby reducing ’
soil attached metals Ioading.1
It is assumed that sediment loads from Iton;:li)l/)Ir;%i)b;sf)tl:rcetlgﬁla%as of
Anthropogenic anthropogenic streambank erosion will be reduced Euman-caused stream bank
Streambank 149.2 94 8.7 by 94% (see Table 9-7), thereby reducing sediment erosion to reference levels
Erosion associatsd metals loads from streambank erosion Therefore. this load reducti-on
0, ’
by 94%. may be an overestimate.
Ideally all non-system roads should be closed and | !t may not be practical or
Non-svstem reclaimed. Sediment loads from non-system possible to reclaim all non-
Rong) 6.9 100 0.0 [roads will be reduced by 100%, thereby reducing [ SyStem roads or prevent their
sediment associated metals loads from non-system | creation. Therefore, this load
roads by 100%." reducthn may be an
overestimate.
Current loads from timber
Load harvest are based on public
Allocation It is assumed that sediment-based metals loading | agency data and coarse
Timber Harvest 38.7 97 12 frpnj currently harvested areas will return to levels | assumptions regarding private
similar to und|stu1rbed full-growth forest through forest land. Thus the current
natural recovery. timber harvest load from private
lands may be over or
underestimated.
It is assumed that no BMPs are currently in place. The assumptl_on that no BMPs
. are currently in place may not
It is further assumed that all necessary and be valid. Therefore. the
Unpaved Roads 89.6 60 35.8 appropriate BMPs will be employed resulting in an . X !
: . estimated load and load
average sediment and corresponding metals load reduction may be an
reduction of 60% (See Table 9-7).1 ! Y
overestimate.
This approach assumes that
BMPs will be applied to all
It is assumed that urban BMPs will reduce areas. This may not be possible
Urban Areas 30 80 0.6 sediment loads by 80% (see Table 9-7), thereby or practical given constraints
’ ’ reducing sediment associated metals loads from associated with available land
urban areas by 80%. area and existing infrastructure.
The estimated load reductions
may be an overestimate.
Total — All
Anthropogenic
Nonpoint 1,128.8 65.4 391
Sources
The loads from these sources
It is assumed that the metals loads from all other ?Lee?e()tisa::kzr;tlfr:)/ir?(?::r;aelz.nt of
Natural Sources 437.0 0 437 source categories (i.e., other land uses) are natural loading causid by human-
in origin and/or negligible. activities that could be
controlled.
Wastel(_)ad Al ol 0 NA 0 There are no point sources of copper in the Sevenmile Creek Watershed.
Allocation | Sources
Margin of NA 0 0 The MOS was applied as a 5% reduction of the
Safety target concentration during model TMDL runs.
Total 1,565.8 47 828
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 391 Ibs/yr + 437 Ibs/yr + 0 = 828 |bs/yr

TMDL =0 + 1.1 Ibs/day + 1.2 Ibs/day + 0 = 2.3 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals
removal is generally less than solids removal, both because there is a dissolved phase and because of preferential sorption to fines. The difference depends
on source type and local water chemistry. Therefore, the reported percent reductions are likely greater than that which will occur in the field.

A-112

Final




Appendix A

Sevenmile Creek

Table 9-4. TMDL, Allocations, and Margin of Safety for Sevenmile Creek — Lead.

Current
Source Load % Allocation
Allocation Category (Ibs/yr) | Reduction | (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was
determined after the sediment (and associated Loads for abandoned mines were
metals) reductions from the sediment TMDLs B : . :
Abandoned . . . determined during model calibration,
- 516.1 75 127.0 were applied. After reducing sediment- S
Mines - and were based on limited in-stream
associated metals from the other sources, loads -
) . ) water quality data.
from the mines were reduced until water quality
standards were met.
Loading estimates for this source category
assume that no BMPs have been applied. The
load reduction approach assumes vegetative The assumotion that no agricultural
buffers will be employed (50% removal . p 9
Agriculture 34.7 64 12.6 efficiency for sediment with corresponding fields currently have BMPs may be
’ ’ - A f incorrect. Thus the existing load may be
decreases in metals loading) plus alternative :
: P overestimated.
crop management practices that will minimize
the area of bare soil, thereby reducing soil
attached metals loading.’
It is assumed that sediment loads from It may not be practical or possible to
Anthropogenic anthropogenic streambank erosion will be restore all areas of human-caused
Streambank 44.5 94 2.6 reduced by 94% (see Table 9-7), thereby stream bank erosion to reference levels.
Erosion reducing sediment associated metals loads from | Therefore, this load reduction may be an
streambank erosion by 94%." overestimate.
Ideally all non-system roads should be closed It may not be practical or possible to
Non-system 20 100 0.0 and reclaimed. Sediment loads fron; non- reclaim all non-system roads or prevent
Roads : : system roads will be reduced by 100%, thereby | heir creation. Therefore, this load
reducing sediment assoméatgd metals loads from reduction may be an overestimate.
Load non-system roads by 100%.
Allocation Current loads from timber harvest are
It is assumed that sediment-based metals based on public agency data and coarse
Timber Harvest 15 97 03 loading from cunjen_tly harves_ted areas will assumptions regarding private forest
return to levels similar to undlstgjrbed full-growth ||and. Thus the current timber harvest
forest through natural recovery. load from private lands may be over or
underestimated.
It is assumed that no BMPs are currently in
place. ltis further assumed that all necessary The assumption that no BMPs are
Unpaved 26.7 60 107 and appropriate BMPs will be employed currently in place may not be valid.
Roads ’ ’ resulting in an average sediment and Therefore, the estimated load and load
corresponding metals load reduction of 60% reduction may be an overestimate.
(See Table 9-7)."
This approach assumes that BMPs will
It is assumed that urban BMPs will reduce be applied to all areas. This may not be
. S g - : : )
Urban Areas 0.9 80 0.2 sedment Ioags by 80% (;ee Table 9-7), thereby possmlle or pfacncall given constraints
reducing sediment associated metals loads from | associated with available land area and
urban areas by 80%." existing infrastructure. The estimated
load reductions may be an overestimate.
Total — All
Anthro_pogemc 636.4 76 153.4
Nonpoint
Sources
It is assumed that the metals loads from all Thg loads from these sources are not all
euel 130.3 0 130.3 other source categories (i.e., other land uses) entirely natural. There is likely an
Sources : : are natural in ori ?n and/o‘r ne ligible increment of loading caused by human-
9 gligiote. activities that could be controlled.
Wastelt_)ad All Point 0 NA 0 There are no point sources of lead in the Sevenmile Creek Watershed.
Allocation | Sources
Margin of NA 0 0 The MOS was applied as a 5% reduction of the
Safety target concentration during model TMDL runs.
Total 766.7 63 283.7
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 153.4 Ibs/yr + 130.3 Ibs/yr + 0 = 283.7 |bs/yr

TMDL =0 + 0.42 Ibs/day + 0.36 Ibs/day + 0 = 0.78 |bs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals
removal is generally less than solids removal, both because there is a dissolved phase and because of preferential sorption to fines. The difference depends
on source type and local water chemistry. Therefore, the reported percent reductions are likely greater than that which will occur in the field.
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9.2 NUTRIENTS

The weight of evidence suggests that Sevenmile Creek (from headwaters to mouth) is impaired
by nutrients (see Volume | Report). TMDLs are presented in the following sections to address
the nutrient impairment. In the absence of a strong case for either N or P limitation in the
ultimate receiving water body (i.e., Lake Helena), TMDLs are presented below for both TN and
TP.

9.2.1 Nitrogen
9.2.1.1 Sources of Nitrogen in the Sevenmile Creek Watershed

As shown in Figure 9-4, based on the watershed scale modeling analysis (See Appendix C), the
primary anthropogenic sources of nitrogen in the Sevenmile Creek watershed, in order of
importance, are septic systems, urban areas, anthropogenic streambank erosion, dirt roads, and
timber harvest activities. Additionally, Diffuse sediment and possibly nutrient sources from rural
housing and stream dewatering were noted in the 2003 source assessment as potential sources of
nutrients at the local scale (See Volume I).

Natural

Septic Systems

Urban Areas

Ant. Streambank Erosion
Dirt Roads

Timber Harvest
Agriculture

Non-system Roads
Paved Roads 7|

Wastew ater Treatment |
Helena Valley Irr. System |
Active mines and quarries |

Abandoned Mines

0% 5% 10% 15% 20% 25% 30% 35% 40% 45% 50%
Total N (% of Load)

Figure 9-4. Percent of the annual TN load from all potentially significant sources in the Sevenmile
Creek Watershed.

A-114 Final



Appendix A Sevenmile Creek

9.2.1.2 Water Quality Goals/Targets

The proposed interim water quality target for TN in Sevenmile Creek is 0.33 mg/L. A strategy to
revise this interim target in the future is presented in VVolume Il, Section 3.2.3.

9.2.1.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations, and margin of safety are presented in Table 9-5. Based on the results of
the source assessment (Section 9.2.1.1), the recommended implementation strategy to address
the nitrogen problem in Sevenmile Creek is to reduce sediment-associated nitrogen loading from
the primary anthropogenic sediment sources — anthropogenic bank erosion, dirt roads, and timber
harvest. Though citizen education of proper septic system operation and maintenance will likely
reduce phosphorus and bacterial loading from septic systems, the reduction in nitrogen loading is
insignificant because even properly functioning septic systems have poor nitrogen removal. It is
not likely that City sewer will expand to this subwatershed, so nitrogen loads from septic systems
will likely not be reduced.

As shown in Table 9-5, the hypothesis is that an overall, watershed scale nitrogen load reduction
of 65 percent will result in achievement of the applicable water quality standards. The proposal
for achieving the load reduction is to reduce sediment loads from current timber harvest by 97
percent, dirt roads by 60 percent, non system roads by 100 percent, agriculture 55 percent, urban
areas 30 percent, and anthropogenic bank erosion by 94 percent, which will in turn decrease
loading of sorbed nitrogen. In combination, these reductions are predicted to reduce the total
nitrogen by 21 percent.

The goal of the nitrogen TMDL is to attain full beneficial use support in Sevenmile Creek. In the
absence of better data/information, the interim target presented in Section 9.2.1.2 is assumed to
represent the nitrogen level below which all beneficial uses would be supported. A nitrogen load
reduction of 58 percent would be required to attain this target.

Based on a modeling analysis where it was conservatively assumed that BMPs would be applied
to all non-point sources, the maximum attainable nitrogen load reduction for the Sevenmile
Creek Watershed is estimated to be only 20 percent, indicating that it may not be possible to
attain the target.

The proposed approach, therefore, acknowledges that it may not be possible to attain the target,
but also acknowledges the fact that current nutrient levels are impairing beneficial uses and water
quality in Sevenmile Creek and downstream receiving water bodies will continue to degrade if
no action is taken to reduce loading.

The proposed approach seeks the maximum attainable TN load reductions from non-point
sources, and, in recognition of the fact that it may not be possible to attain the TN target, presents
an adaptive management strategy for revising the target and load allocations in the future. The
proposed approach is embodied in the TMDL, allocations and margin of safety presented in
Table 9-5. The adaptive management strategy is presented in Volume II, Section 3.2.3.1.
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Table 9-5. TMDL, Allocations, and Margin of Safety for Sevenmile Creek — Nitrogen.

Current
Load % Allocation
Allocation | Source Category | (tons/yr) | Reduction (tons/yr) Rationale/Assumptions Uncertainty
Loading estimates for this source category assume
that no BMPs have been applied. The load
reduction approach assumes vegetative buffers will | The assumption that no BMPs are currently in
o - ! .
Agriculture 1.49 50 0.67 bg employed (59 % removal eff!cnency for sedlment plaf:e may not be valid. Therefpre, the
with corresponding decreases in nutrient loading) estimated load and load reduction may be an
plus alternative crop management practices that overestimate.
will minimize the area of bare soil, thereby reducing
soil attached nutrient loading.
The watershed scale estimates of stream
bank erosion are based on extrapolation from
It is estimated that there are 5.3 miles of eroding ﬁek_i surveys conducted_on_ representan_ve
. . - main-stem reaches. This likely overestimates
Anthropogenic stream banks in the watershed caused by a variety h
L . the total amount of bank erosion. Also, due to
Streambank 0.53 94 0.03 of human activities. It is assumed that bank access constraints and physical constraints. it
Erosion erosion will be returned to reference levels based . phys! ¥
may not be practical or possible to restore all
on BEHI values. f
areas of human-caused stream bank erosion
to reference levels. Therefore, this load
reduction may be an overestimate.
It may not be practical or possible to reclaim
Non-system Roads 0.09 100 0.00 Ideally all non-system roads should be closed and | a|| non-system roads or prevent their creation.
reclaimed. Therefore, this load reduction may be an
overestimate.
. . o Current loads from paved roads are based on
An average nitrogen removal efficiency of 30% is ublic agency data and literature values for
Paved Roads 0.06 30 0.04 assumed based on the literature for urban areas p gency dat
runoff concentrations. The current loads may
(CWP, 2000). .
be over or underestimated.
It is assumed that 7% of septic systems in the
watershed are failing (see Appendix C), and
Load effluent from the failing systems bypasses both The number of septic systems is estimated
. . drainfield treatment and plant uptake. Replacing based on well locations. The number of
Allocation [ Septic Systems 274 0.4 273 those systems with conventional level 1 treatment | septic systems may be over or under
results in a 0.4% decrease in TN. Replacing failing | estimated.
septic systems with level 2 treatment could result in
a 1.6% reduction in TN.
It is assumed that nitrogen loading from currently Current loads from timber harvest are based
. harvested areas will return to levels similar to on public agency data and course
Timber Harvest 0.55 97 0.02 undisturbed full-growth forest through natural assumptions regarding private forestland.
recovery. Based on watershed modeling results, Thus the current timber harvest load from
nitrogen reductions are estimated to be 97%. private lands may be over or underestimated.
:: :z ?jﬁ#;ii;ﬁi:ggﬁgiﬂ ifcg;r:mzr:g place. The assumption that no BMPs are currently in
X ] ryand place may not be valid. Therefore, the
Unpaved Roads 1.01 60 0.40 appropriate BMPs will be employed resulting in an . N
X ; . estimated load and load reduction may be an
average sediment and corresponding nitrogen load overestimate
reduction of 60% (See Appendix C). :
The effectiveness of urban storm water BMPs has
been well studied. It is assumed that a Given existing infrastructure, and therefore
combination of BMPs will be employed ranging the need to retrofit storm water BMPs into the
from proper use of lawn fertilizers to vegetated landscape, it may not be possible or practical
Urban Areas 1.93 30 1.35 buffer strips and engineered detention facilities, to fully implement storm water BMPs in all
etc. Based on the literature, an average nitrogen areas. Therefore, this load reduction is likely
removal efficiency of 30% is assumed (CWP, an overestimate.
2000).
Total — All
Anthropogenic 8.40 38 5.24
Nonpoint Sources
It is assumed that the nitrogen loads from all other l—:ﬁrsai;f{:?; t?iﬁj?su{iiils a;ﬁ ir:::trzea:Lent
Natural Sources 7.02 0 7.02 source categories are natural in origin and/or Y y yanir
o of loading caused by human-activities that
negligible.
could be controlled.
X\Il?:ézlt?;? All Point Sources 0.00 0 0.00 There are no point sources of nitrogen in the Sevenmile Creek Watershed.
NETGIR G An implicit margin of safety is provided through conservative assumptions associated with most of
Safe?t NA 0 0.00 the estimated load reductions and this TMDL is believed to be the maximum attainable load
y reduction.
Total 15.42 21 12.26
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 5.24 tons/yr + 7.02 tons/yr + 0 = 12.26 tons/yr

TMDL =0 + 0.014 tons/day + 0.019 tons/day + 0 = 0.033 tons/day
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9.2.2 Phosphorus
9.2.2.1 Sources of Phosphorus in the Sevenmile Creek Watershed

As shown in Figure 9-5, based on the watershed scale modeling analysis (See Appendix C), the
primary anthropogenic sources of phosphorus in the Sevenmile Creek watershed, in order of
importance, are anthropogenic streambank erosion, dirt roads, urban areas, timber harvest, and
agriculture. Additionally, Mine reclamation, horse pastures/riparian grazing and streambank
stability problems were noted as potential nutrient sources in the 2003 source assessment as
potential sources of nutrients at the local scale (See Volume I). Dirt roads were cited as a major
contributor to sediment loading in streams. Diffuse sediment and possibly nutrient sources from
rural housing and stream dewatering were noted in the 2003 source assessment for potential
nutrient sources.

Natural

Septic Systems

Urban Areas

Ant. Streambank Erosion
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Timber Harvest
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Non-system Roads
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Wastew ater Treatment |
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Active mines and quarries |
Abandoned Mines |
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Figure 9-5. Percent of the annual TP load from all potentially significant sources in the Sevenmile
Creek Watershed.
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9.2.2.2 Water Quality Goals/Targets

The proposed interim water quality target for TP in Spring Creek is 0.04 mg/L. A strategy to
revise this interim target in the future is presented in VVolume Il, Section 3.2.3.

9.2.2.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The goal of the phosphorus TMDL is to attain full beneficial use support in Sevenmile Creek. In
the absence of better data/information, the interim target presented in Section 9.2.2.2 is assumed
to represent the nitrogen level below which all beneficial uses would be supported. A TP load
reduction of 79 percent would be required to attain this target.

Based on a modeling analysis where it was conservatively assumed that BMPs would be applied
to all non-point sources, the maximum attainable phosphorus load reduction for the Spring Creek
Watershed is estimated to be only 32 percent, indicating that it may not be possible to attain the
target.

The proposed approach, therefore, acknowledges that it may not be possible to attain the target,
but also acknowledges the fact that current nutrient levels are impairing beneficial uses and water
quality in Sevenmile Creek and downstream receiving water bodies will continue to degrade if
no action is taken to reduce loading.

The proposed approach seeks the maximum attainable TP load reductions from non-point
sources, and, in recognition of the fact that it may not be possible to attain the TP target, presents
an adaptive management strategy for revising the target and load allocations in the future. The
proposed approach is embodied in the TMDL, allocations and margin of safety presented in
Table 9-6. The adaptive management strategy is presented in Volume II, Section 3.2.3.1.
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Table 9-6. TMDL, Allocations, and Margin of Safety for Sevenmile Creek — Phosphorus.

Current
Source Load % Allocation
Allocation Category (tons/yr) | Reduction | (tons/yr) Rationale/Assumptions Uncertainty
Loading estimates for this source category assume that
no BMPs have been applied. The load reduction
?ggo;of::qg\?:;" ;nff?;e\l:ge:i:“ézglrl:eer:tsv\s’/m be employed The assumption that no BMPs are currently in
Agriculture 0.11 55 0.05 ° . y 1o - N place may not be valid. Therefore, the estimated
corresponding decreases in nutrient loading) plus load and load reduction may be an overestimate
alternative crop management practices that will Y )
minimize the area of bare soil, thereby reducing soil
attached nutrient loading.
The watershed scale estimates of stream bank
erosion are based on extrapolation from field
surveys conducted on representative main-stem
Anthropogenic It is estimated that there are 5.3 miles of eroding reaches. This likely overestimates the total amount
pog stream banks in the watershed caused by a variety of of bank erosion. Also, due to access constraints
Streambank 0.33 94 0.02 S . . Y ) : ) :
Erosi human activities. It is assumed that bank erosion will and physical constraints, it may not be practical or
rosion -
be returned to reference levels based on BEHI values. | possible to restore all areas of human-caused
stream bank erosion to reference levels.
Therefore, this load reduction may be an
overestimate.
It may not be practical or possible to reclaim all
Non-system 0.02 100 0.00 Ideal!y all non-system roads should be closed and non-system roads or prevent their creation.
Roads reclaimed. Therefore, this load reduction may be an
overestimate.
An average phosphorus removal efficiency of 50% is gﬁglrﬁ:n;g;i? ZZ?; zi\cljeltijter?aigfea\:zlszzigrc;:noff
Paved Roads 0.01 50 0.01 assumed based on the literature for urban areas (CWP, - Th I
2000) concentrgtlons. e current loads may be over or
’ underestimated.
It is assumed that 7% of septic systems in the
watershed are failing (see Appendix C), anq gfﬂuent The number of septic systems is estimated based
LA : from the failing systems bypasses both drainfield . B
Septic Systems 0.02 100 0.00 . on well locations. The number of septic systems
treatment and plant uptake. Replacing those systems :
N N N o may be over or under estimated.
with conventional level 1 treatment results in a 100%
decrease in TP.
It is assumed that phosphorus loading from currently Current loads from timber harvest are based on
. harvested areas will return to levels similar to public agency data and course assumptions
Timber Harvest 0.12 97 0.00 undisturbed full-growth forest through natural recovery. | regarding private forestland. Thus the current
Based on watershed modeling results, phosphorus timber harvest load from private lands may be over
reductions are estimated to be 97%. or underestimated.
It is assumed that no BMPs are currently in place. Itis
Unpaved further assumed that all necessary and appropriate The assumption that no BMPs are currently in
P 0.22 60 0.09 BMPs will be employed resulting in an average place may not be valid. Therefore, the estimated
Roads ) . . - -
sediment and corresponding phosphorus load reduction | load and load reduction may be an overestimate.
of 60% (See Appendix C).
The effectiveness of urban storm water BMPs has been Given existing infrastructure. and therefore the
well studied. It is assumed that a combination of BMPs 9 ; .
N ] need to retrofit storm water BMPs into the
will be employed ranging from proper use of lawn landscape, it may not be possible or practical to
Urban Areas 0.16 50 0.08 feﬁ|||z§>rs to Yggetated buffer strips anq engineered fully implement storm water BMPs in all areas.
detention facilities, etc. Based on the literature, an " L
- o Therefore, this load reduction is likely an
average phosphorus removal efficiency of 50% is overestimate
assumed (CWP, 2000). .
Total — All
Anthropogenic
Nonpoint 0.99 75 0.25
Sources
The loads from these sources are not all entirely
Natural 134 0 134 It is assumed that the phosphorus loads from all other | natural. There is likely an increment of loading
Sources : : source categories are natural in origin and/or negligible. | caused by human-activities that could be
controlled.
Wasteload | All Point . . .
Allocation | Sources 0 0 0 There are no point sources of phosphorus in the Sevenmile Watershed.
Margin of NA 0 0 An implicit margin of safety is provided through conservative assumptions associated with most of the
Safety estimated load reductions and this TMDL is believed to be the maximum attainable load reduction.
Total 2.33 32 1.59
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 0.25 tons/yr + 1.34 tons/yr + 0 = 1.59 tons/yr

TMDL =0 + 0.0007 tons/day + 0.0037 tons/day + 0 = 0.0044 tons/day
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9.3 SEDIMENT

The weight of evidence suggests that Sevenmile Creek (from headwaters to mouth) is impaired
by sediment/siltation (see Volume | Report). TMDLSs are presented in the following sections to
address the sediment impairment. The loading analyses presented in this section are based on
application of the GWLF model (Appendix C) as well as the various assessment techniques
described in Appendix D. While it is believed that the resulting load estimates are adequate for
making relative comparisons, they should not be used directly as quantity estimates.

9.3.1 Sources of Sediment in the Sevenmile Creek Watershed

As shown in Figure 9-6, the primary anthropogenic sources of sediment in the Sevenmile Creek
watershed, in order of sediment load are, anthropogenic streambank erosion, unpaved roads,
timber harvest, agriculture, non-system roads/trails, and urban areas.

Anthropogenic streambank erosion occurs throughout Sevenmile Creek. This sediment source is
largely a result of riparian grazing impacts, animal feedlot/confinement areas, road and railroad
encroachment, stream channelization, beaver dam removal and historic mining activity.
Sediment from unpaved roads was the second largest anthropogenic sediment source in the
segment. Sediment is entering at road crossings along the main stem and tributaries. Timber
harvest activities have occurred in the uplands of the watershed on DNRC and BLM lands.
Watershed modeling shows erosion from agricultural activities occurring throughout the central
and lower watershed. Non-system roads/trails were observed in the uplands of the Sevenmile
Creek watershed. The lack of drainage structures on these roads can lead to disproportionately
large volumes of sediment being generated from this source.

Wastewater Treatment
User Created Roads 7.
Urban Areas |

Unpaved Roads )
Timber Harvest r
Septic Systems i
Paved Roads

Natural Sources

Irrigation

Ant. Streambank Erosion
Agriculture =

Active mines and quarries

Abandoned Mines

0 500 1,000 1,500 2,000 2,500 3,000
Load (tons/yr)

Figure 9-6. Total annual sediment load from all potentially significant sources in the Sevenmile
Creek Watershed.
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9.3.2 Water Quality Goals/Targets

The ultimate goal of this siltation TMDL is to attain and maintain the applicable Montana
narrative sediment standards. The sediment endpoint goals/targets are described in Volume I,
Section 3.1.3.

9.3.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 9-7. Based on the results of
the source assessment (Section 9.3.1), the recommended implementation strategy to address the
siltation problem in Sevenmile Creek is to reduce sediment loading from the primary
anthropogenic sediment sources — anthropogenic streambank erosion, unpaved roads, timber
harvest, agriculture, non-system roads, and urban areas. As shown in Table 9-7, the hypothesis
is that an overall, watershed scale sediment load reduction of 33 percent will result in
achievement of the applicable water quality standards. The proposal for achieving the load
reduction is to reduce loads from current anthropogenic streambank erosion, unpaved roads,
timber harvest, agriculture, non-system roads, and urban areas by 97, 60, 97, 60, 100, and 80
percent, respectively.
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Table 9-7. TMDL, Allocations, and Margin of Safety for Sevenmile Creek — Siltation.

Current
Load % Allocation
Allocation | Source Category | (tons/yr) | Reduction | (tons/yr) Rationale/Assumptions Uncertainty
Loading estimates for this source category
assume that no BMPs have been applied. The assumption that no BMPs
The load reduction approach assumes are currently in place may not

Agriculture 257 60 93 vegetative buffers will be employed (50% be valid. Therefore, the
removal efficiency for sediment) plus estimated load and load
alternative crop management practices that | reduction may be an
will minimize the area of bare soil, thereby overestimate.
reducing soil erosion.

It is estimated that there are 5.3 miles of It may not be practical or

Anthropogenic eroding streambanks (2 x channel length) in | possible to restore all areas of

Pog the watershed caused by a variety of human | human-caused stream bank

Streambank 743 94 44 L . :

Erosion activities. It is assumed that streambank erosion to reference levels.
erosion will be returned to reference levels Therefore, this load reduction
based on BEHI values. may be an overestimate.

It may not be practical or

Non-system All non-system roads should be closed and | Possible to reclaim all non-

Roadsy 46 100 0 reclaimec)ll. system roads. Therefore, this

load reduction may be an
overestimate.
Even with full BMP

It is assumed that sediment loading levels implementation, minor

Timber Harvest 270 97 8 from cu_rre_ntly harve_sted areas will return to qua.ntitieS.Of.Sedimem may be
levels similar to undisturbed full-growth forest | delivered in isolated locations.
through natural recovery. Therefore, this load reduction

Load may be an overestimate.
Allocation :
It is assumed that no BMPs are currently in -la—reecisrfsgglptliﬁn fgiter;?aB'\gEts
place. ltis further assumed that all be valid Tgeregore the Y

Unpaved Roads 504 60 202 necessary and e}ppr_opnate BMPs will _be estimated load and load
employed resulting in an average sediment reduction may be an
load reduction of 60% (See Appendix D). overestimatey
The effectiveness of urban storm water gm;:mlrf Sggasﬁ;?ﬁ,s;nat
BMPs has been well studied. It is assumed areas. This mappnot be
that a combination of BMPs will be employed - Y .
ranging from proper use of lawn fertilizers to possible or practical given

Urban Areas 5 80 1 ; ) constraints associated with
vegetated buffer strips and engineered available land area and
detention facilities, etc. Based on the o
- : existing infrastructure. The
literature, an average sediment removal estimated load reductions ma
efficiency of 80% is assumed. be an overestimate Y

Total — All

Anthropogenic

Nonpoint 1,825 83 348

Sources

The loads from these sources
It is assumed that the sediment loads from all ?Lee?e()tisa::kzr;;lfr:)/ir?(?rteurfelz.nt of
Natural Sources 2,752 0 2,752 other source categorlelsl(l.e., other Iar?dl loading caused by human-
uses) are natural in origin and/or negligible. activities that could be
controlled.
X\{?:ézlt?:: g\guprggl_t 0 NA 0 There are no point sources of sediment in the Sevenmile Watershed.
NETGIR 6f An implicit margin of safety is provided through conservative assumptions
Safegt NA 0 0 associated with most of the estimated load reductions and this TMDL is
y believed to be the maximum attainable load reduction.

Total 4,577 33 3,100

TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 348 tons/yr + 2,752 tons/yr + 0 = 3,100 tons/yr

TMDL =0 + 1.0 tons/day + 7.5 tons/day + 0 = 8.5 tons/day
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10.0 SILVER CREEK

Silver Creek from the headwaters to the mouth (Segment MT411006_150, 21.6 miles) was listed
as impaired on the Montana 1996 303(d) list because of metals and priority organics. Aquatic
life, coldwater fisheries, and drinking water beneficial uses were listed as impaired. In 2002 and
2004, aquatic life, coldwater fisheries, and drinking water supply beneficial uses were listed as
impaired because of metals and priority organics. The additional analyses and evaluations
described in Volume | found that arsenic is currently impairing aquatic life, fishery, and drinking
water beneficial uses (see Section 3.4.3.2 of the Volume | Report). Priority organics are not
impairing beneficial uses, and therefore no TMDL will be presented.

Conceptual restoration strategies and the required TMDL elements for arsenic are presented in
the following subsections. Supporting information for the following TMDLSs can also be found
in Appendix E and F.

10.1 METALS

The water chemistry data suggest that Silver Creek is impaired by arsenic. TMDLSs are presented
in the following sections to address the arsenic impairment. The loading analyses presented in
this section are based on application of the LSPC model (see Appendix F).

10.1.1 Sources of Metals in the Silver Creek Watershed

Besides sediment-associated metals sources, significant contributors of metals to the stream
segment are upstream sources and historical hard rock mining activities in the upper watershed.
Jennie's Fork is a tributary and contributes to the metals loads. The sub-watershed falls within
the Marysville, Scratchgravel Hills, and Austin mining districts. The MBMG Abandoned and
Inactive Mines database reports mineral location, placer, prospect, surface, surface-underground,
and underground mining activities in the watershed. The historical mining types include lode,
mill, and placer. In the past these mines produced gold, silver, manganese, lead, iron, copper,
and zinc. Five mine sites in the watershed are listed in the State of Montana’s inventory of High
Priority Abandoned Hardrock Mine Sites and fall within the Marysville district: Goldsil Mill
Site, Drumlummon Mine/Mine Site, Argo Mill Site, Drumlummon Mine/Mill Site, and Belmont.
Modeled sources and their arsenic loadings to Silver Creek are presented in Figure 10-1.
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Figure 10-1. Sources of arsenic loadings to Silver Creek.

10.1.2 Water Quality Goals/Targets

The ultimate goal of this TMDL is to attain and maintain the applicable Montana numeric
standards. Montana water quality metals standards for cadmium, copper, lead, and zinc are
dependant on in-stream ambient water hardness concentrations and can therefore vary by stream
segment. The target concentrations for metals in Silver Creek are presented in Table 10-1.

Table 10-1. Montana numeric surface water quality standards for metals in Silver Creek.

Aquatic Life (acute) Human Health
Parameter (ug/L)? Aquatic Life (chronic) (ug/L)" (ug/L)*
Arsenic (TR) 340 150 10¢

Note: TR = total recoverable.

*Maximum allowable concentration.

®No 4-day (96-hour) or longer period average concentration may exceed these values.

° The human health standard for arsenic is currently 18 pg/L, but will change to 10 pg/L in 2006.

10.1.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 10-2. Based on the results
of the source assessment (Section 10.1.1), the recommended implementation strategy to address
the metals problem in Silver Creek is to reduce metals loadings from historical mining sites in
the watershed, along with the implementation of the sediment TMDLs. As shown in Table 10-2,
the hypothesis is that an overall, watershed scale metals load reduction of 65 percent for arsenic
will result in achievement of the applicable water quality standards. Silver Creek already meets
applicable water quality standards for cadmium, copper, lead, and zinc. The proposal for
achieving the load reduction is to reduce loads from mining sources by 70 percent for arsenic.
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Table 10-2. TMDL, Allocations, and Margin of Safety for Silver Creek — Arsenic.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
sediment (and associated metals) reductions from the sediment TMDLs Loads for abandoned mines were determined during
Abandoned Mines 1,936.1 70 580.8 were applied. After reducing sediment-associated metals from the other | model calibration, and were based on limited in-stream
sources, loads from the mines were reduced until water quality standards | water quality data.
were met.
Loading estimates for this source category assume that no BMPs have
bgen applied. The Ic:)ad reduction gpproach assumes vegetatwe buffers The assumption that no agricultural fields currently have
. will be employed (50% removal efficiency for sediment with ) o
Agriculture 371.9 88 44.6 . . f . BMPs may be incorrect. Thus the existing load may be
corresponding decreases in metals loading) plus alternative crop )
; S h overestimated.
management practices that will minimize the area of bare soil, thereby
reducing soil attached metals loading.
Anthropogenic It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible to restore all areas of
Pog . 0.3 44 0.2 erosion will be reduced by 44%, thereby reducing sediment associated human-caused stream bank erosion to reference levels.
Streambank Erosion . o - h f
metals loads from streambank erosion by 44%. Therefore, this load reduction may be an overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment | It may not be practical or possible to reclaim all non-
Non-system Roads 7.2 100 0.0 loads from non-system roads will be reduced by 100%, thereby reducing | system roads or prevent their creation. Therefore, this
sediment associated metals loads from non-system roads by 100%." load reduction may be an overestimate.
Only the portion of land draining offsite is assumed to generate metals Drainage patterns for quarries were assessed with aerial
Load Quarries 2.0 0 2.0 loading. No BMPs are assumed for active quarries, though reclamation photography and may not accurately depict actual site
Allocation should be required upon closure. hydrology.
It is assumed that sediment-based metals loading from currently Current loads from timber harvest are based on public
Timber Harvest 25.7 97 0.8 harvested areas will return to levels similar to undisturbed full-growth agency data and coarse aSSu_mptlons regarding private
forest through natural recovery." fo_restland. Thus the current timber ha_rvest load from
private lands may be over or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed The assumption that no BMPs are currently in place may
Unpaved Roads 94.1 60 37.6 that all necessary and appropriate BMPs will be employed resulting in an | not be valid. Therefore, the estimated load and load
average sediment and corresponding metals load reduction of 60%. reduction may be an overestimate.
This approach assumes that BMPs will be applied to all
. . . areas. This may not be possible or practical given
Urban Areas 16.1 80 3.2 Itis agsumed_ that urban BMPS will reduce sediment loads by 80), trler?by constraints associated with available land area and
reducing sediment associated metals loads from urban areas by 80%. P ) .
existing infrastructure. The estimated load reductions
may be an overestimate.
Total — All
Anthropogenic 2,453.4 72 669
Nonpoint Sources
It is assumed that the metals loads from all other source categories (i.e The loads from these sources are not all entirely natural.
Natural Sources 299.1 0 299 other land uses) are natural in origin and/or negligible. Th(_arfal is likely an increment of loading caused by human-
activities that could be controlled.
%?;é:lt?gg All Point Sources 0 NA 0 There are no point sources of arsenic in the Silver Creek Watershed.
Margin of 0s . o ion of ) )
Safety NA 0 0 The MOS was applied as a 5% reduction of the target concentration during model TMDL runs.
Total 2,752.5 65 968
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 669 Ibs/yr + 299 Ibs/yr + 0 = 968 |bs/yr

TMDL =0 + 1.8 Ibs/day + 0.8 Ibs/day + 0 = 2.6 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both because
there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater than that which
will occur in the field.
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11.0 SKELLY GULCH

Skelly Gulch from the headwaters to the mouth (Segment MT411006_220, 7.7 miles) was listed
as impaired on the Montana 1996 303(d) list because of siltation. Aquatic life and coldwater
fisheries were the listed impaired beneficial uses. In 2002 and 2004, aquatic life, coldwater
fisheries, and drinking water supply beneficial uses were listed as impaired because of metals
and siltation. The additional analyses and evaluations described in Volume | found that sediment
(siltation) is currently impairing aquatic life and fishery beneficial uses (see Section 3.4.2.4 of
the Volume | Report). There were insufficient credible data to determine if metals are impairing
beneficial uses, and no TMDLs are presented at this time. Additional monitoring is proposed in
Appendix H.

Conceptual restoration strategies and the required TMDL elements for sediment are presented in
the following subsections. Supporting information for the following TMDLs can also be found
in Appendix D.

11.1 SEDIMENT

The weight of evidence suggests that Skelly Gulch is impaired because of sediment (siltation).
TMDLs are presented in the following sections to address the siltation impairment. The loading
analyses presented in this section are based on application of the GWLF model (Appendix C) as
well as the various assessment techniques described in Appendix D. While it is believed that the
resulting load estimates are adequate for making relative comparisons, they should not be used
directly as quantity estimates.

11.1.1 Sources of Sediment in the Skelly Gulch Watershed

As shown in Figure 11-1, the primary anthropogenic sources of sediment in the Skelly Gulch
watershed, in order of sediment load are: unpaved roads, timber harvest, anthropogenic
streambank erosion, and non-system roads.

Throughout much of the lower portion of the segment length, Skelly Gulch Road (unpaved) is
adjacent to the stream with minimal, if any, riparian buffer width. In the central watershed, the
road is elevated away from the channel and likely ceases to be, or is a reduced sediment source.
However, the road crosses Skelly Gulch in this area via bridge and a stream ford. Sediment is
undoubtedly entering at the stream ford location. Upstream of this crossing, the road again is
elevated away from the channel and is likely not contributing sediment between this area and the
Helena National Forest property boundary. Five road crossings related to timber harvest units
were identified as sediment sources within Helena National Forest ownership. Timber harvest
activities have occurred in the upper watershed on Helena National Forest property. Evidence of
historic timber harvest was observed in the central area of the watershed. Observed streambank
erosion is largely the result of riparian grazing, road encroachment, stream channelization and
historic mining activity. Non-system roads/trails were observed in the central watershed. These
features are problematic sediment sources because they lack any run-off diversion structures.
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Figure 11-1. Total annual sediment load from all potentially significant sediment sources in the
Skelly Gulch Watershed.
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11.1.2 Water Quality Goals/Targets

The ultimate goal of this siltation TMDL is to attain and maintain the applicable Montana
narrative sediment standards. The sediment endpoint goals/targets are described in Volume I,
Section 3.1.3.

11.1.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 11-1. Based on the results
of the source assessment (Section 11.1.1), the recommended implementation strategy to address
the siltation problem in Skelly Gulch is to reduce sediment loading from the primary
anthropogenic sediment sources — unpaved roads, timber harvest, anthropogenic streambank
erosion, and non-system roads. As shown in Table 11-1, the hypothesis is that an overall,
watershed scale sediment load reduction of 22 percent will result in achievement of the
applicable water quality standards. The proposal for achieving the load reduction is to reduce
loads from current unpaved roads, timber harvest, and non-system roads by 60, 97, and 100
percent, respectively. Modeled streambank erosion sediment load currently related to
anthropogenic sources is essentially the same value as that modeled for reference conditions
(within 0.4 tons which is well within the margin of error for the modeling exercise). Based on
the near reference condition of the anthropogenic streambank load, no reduction in this source
category is advised. However, all efforts should be made to eliminate any and all sources of
human caused streambank erosion.
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Table 11-1. TMDL, Allocations, and Margin of Safety for Skelly Gulch — Siltation.

Current
Source Load % Allocation
Allocation Category (tonsl/yr) Reduction (tonsl/yr) Rationale/Assumptions Uncertainty
It is estimated that there are It may not be practical
1.0 miles of eroding or possible to restore
streambanks (2 x channel all areas of human-
. length) in the watershed caused stream bank
Anthropogenic . .
caused by a variety of erosion to reference
Streambank 24 0.0 24 S ) .
Erosion human activities. Itis levels. The-_refore, this
assumed that streambank load reduction may be
erosion will be returned to an overestimate.
reference levels based on
BEHI values.
It may not be practical
or possible to reclaim
Non-system 17 100 0 All non-system roads should | all non-system roads.
Roads be closed and reclaimed. Therefore, this load
reduction may be an
overestimate.
Even with full BMP
It is assumed that sediment implementation, minor
loading levels from currently quantities of sediment
Timber Harvest 183 97 5 harvestgd_areas W|II_ return to may be dellve_red in
Load levels similar to undisturbed isolated Iocat_lons.
. full-growth forest through Therefore, this load
Allocation .
natural recovery. reduction may be an
overestimate.
It is assumed that no BMPs .
. . The assumption that no
are currently in place. Itis h
BMPs are currently in
further assumed that all ;
Unpaved necessary and appropriate place may not be valid.
192 60 77 . Therefore, the
Roads BMPs will be employed -
s estimated load and
resulting in an average :
) f load reduction may be
sediment load reduction of an overestimate
60% (See Appendix D). )
Total — All
Anthropogenic
Nonpoint 416 76 106
Sources
The loads from these
It is assumed that the sources are not all
Natural sediment loads from all other | entirely natural. There
991 0 991 source categories (i.e., other | is likely an increment of
Sources " .
land uses) are natural in loading caused by
origin and/or negligible. human-activities that
could be controlled.
Wasteload | All Point 0 NA 0 There are no point sources of sediment in the Skelly
Allocation Sources Gulch Watershed.
An implicit margin of safety
is provided through
conservative assumptions
Margin of NA 0 0 associated with most of the
Safety estimated load reductions
and this TMDL is believed to
be the maximum attainable
load reduction.
Total® 1,407 22 1,097
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 106 tons/yr + 991 tons/yr + 0 = 1,097 tons/yr
TMDL =0 + 0.3 tons/day + 2.7 tons/day + 0 = 3.0 tons/day
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12.0 SPRING CREEK

Spring Creek from Corbin Creek to the mouth (Segment MT411006_080, 1.7 miles) was listed as
impaired on the Montana 1996 303(d) list because of suspended solids, nutrients, metals, and pH.
Aquatic life, coldwater fisheries, and drinking water beneficial uses were listed as impaired. In
2002, aquatic life, coldwater fisheries, and drinking water supply beneficial uses were listed as
impaired because of metals. Spring Creek did not appear on the 2004-303(d) list because of
insufficient credible data. The additional analyses and evaluations described in Volume 1 found
that arsenic, cadmium, copper, lead, zinc, nutrients, and sediment (suspended solids) are
currently impairing aquatic life, fishery, and drinking water beneficial uses (see Section 3.4.1.8
of the Volume | Report). pH is not impairing beneficial uses, and therefore no TMDL will be
presented.

Conceptual restoration strategies and the required TMDL elements for nutrients, sediment, and
metals (i.e., arsenic, cadmium, copper, lead, and zinc) are presented in the following subsections.
Supporting information for the following TMDLs can also be found in Appendix C, D, E, F, and
G.

12.1 METALS

The available metals data suggest that Spring Creek is impaired by arsenic, cadmium, copper,
lead, and zinc. TMDLs are presented in the following sections to address the arsenic, cadmium,
copper, lead, and zinc impairments. The loading analyses presented in this section are based on
application of the LSPC model (see Appendix F).

12.1.1 Sources of Metals in the Spring Creek Watershed

Besides anthropogenic sediment-associated metals sources, relevant sources of metals to Spring
Creek include Corbin Creek, historical mining activities in the immediate drainage area, and
possibly, the Montana Tunnels Mine in the headwaters of the watershed. Flow from Corbin
Creek and historical mill tailings deposits throughout the watershed are contributors of metals to
the stream. Most of the drainage area falls within the Colorado mining district, although there is
a small section in the Clancy mining district. The MBMG Abandoned and Inactive Mines
database shows mineral location and underground mining activities in the drainage area of the
stream. The historical mining types include lode, placer, and mill. In the past these mines
produced silver, copper, lead, zinc, gold, and uranium. Within the basin, the Corbin Flats Mine
is listed in the State of Montana’s inventory of High Priority Abandoned Hardrock Mine Sites.
Three other mines in the Colorado mining district and upstream of the listed segment are also
listed in State of Montana’s inventory of High Priority Abandoned Hardrock Mine Sites:
Washington, Bluebird, and the Wickes Smelter.

NPDES Permit MT0028428 Montana Tunnels Mine is permitted to discharge arsenic, cadmium,
copper, lead and zinc to the stream. Current permit limits are 290ug/L for arsenic, 4ug/L for
cadmium, 10ug/L for copper, 50 ug/L for lead, and 120 ug/L for zinc. The permit limit for
arsenic is 29 times greater than the human health criteria for arsenic. It should be noted,
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however that this facility recycles all the water used, and according to PCS, no discharge has
ever been observed from this facility.

Modeled sources and their metals loadings to Spring Creek are presented in Figure 12-1 through
Figure 12-5.
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Figure 12-1. Sources of arsenic loadings to Spring Creek.
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Figure 12-2. Sources of cadmium loadings to Spring Creek.
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Figure 12-3. Sources of copper loadings to Spring Creek.
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Figure 12-4. Sources of lead loadings to Spring Creek.
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Figure 12-5. Sources of zinc loadings to Spring Creek.
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12.1.2 Water Quality Goals/Targets

The ultimate goal of theses metals TMDL is to attain and maintain the applicable Montana
numeric standards. Montana water quality metals standards for cadmium, copper, lead, and zinc
are dependant on in-stream ambient water hardness concentrations and can therefore vary by
stream segment. The target concentrations for metals in Spring Creek are presented in Table 12-

1.

Table 12-1. Montana numeric surface water quality standards for metals in Spring Creek.
Aquatic Life (acute) Human Health

Parameter (ng/L)? Aquatic Life (chronic) (ug/L)” (ng/L)?

Arsenic (TR) 340 150 10¢

Cadmium (TR) 8.95 at 400 mg/L hardness® 0.75 at 400 mg/L hardness® 5

Copper (TR) 51.0 at 400 mg/L hardness® 29.8 at 400 mg/L hardness® 1,300

Lead (TR) 468.3 at 400 mg/L hardness® 18.2 at 400 mg/L hardness® 15

Zinc (TR) 392.6 at 400 mg/L hardness® 392.6 at 400 mg/L hardness® 2,000

Note: TR = total recoverable.

*Maximum allowable concentration.

®No 4-day (96-hour) or longer period average concentration may exceed these values.

°The standard is dependent on the hardness of the water, measured as the concentration of CaCO; (mg/L).
¢ The human health standard for arsenic is currently 18 pg/L, but will change to 10 pg/L in 2006.

12.1.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 12-2 through Table 12-6.
Based on the results of the source assessment (Section 12.1.1), the recommended implementation
strategy to address the metals problem in Spring Creek is to reduce metals loadings from
historical mining sites in the watershed, along with the implementation of the sediment TMDLSs.
As shown in Table 12-2 through Table 12-6, the hypothesis is that an overall, watershed scale
metals load reduction of 56, 87, 64, 82, and 81 percent for arsenic, cadmium, copper, lead, and
zinc, respectively, will result in achievement of the applicable water quality standards. The
proposal for achieving the load reduction is to reduce loads from historical mining sources by 62,
94, 73, 90, and 94 percent for arsenic, cadmium, copper, lead, and zinc, respectively. A
reduction of 60 percent in permitted arsenic load from the Montana Tunnels Mine is also
recommended.
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Table 12-2. TMDL, Allocations, and Margin of Safety for Spring Creek — Arsenic.

Current
Source Load % Allocation
Allocation Category (Ibs/yr) | Reduction | (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
Abandoned sediment (and associated metals) reductions from the sediment Loads for abandoned mines were determined
Mi 345.2 62 131.2 TMDLs were applied. After reducing sediment-associated metals during model calibration, and were based on
ines . . A .
from the other sources, loads from the mines were reduced until limited in-stream water quality data.
water quality standards were met.
Anthrobogenic It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible to restore all
Pog erosion will be reduced by 97% (see Table 12-9), thereby reducing | areas of human-caused stream bank erosion
Streambank 9.6 97 0.3 - ) ! ;
Erosi sediment associated metals loads from streambank erosion by to reference levels. Therefore, this load
rosion oy 1 } ’
97%. reduction may be an overestimate.
Ideally all non-system roads should be closed and reclaimed. It may not be practical or possible to reclaim all
Non-system 17 100 0 Sediment loads from non-system roads will be reduced by 100%, non-system roads or prevent their creation.
Roads ' thereby reducing sediment associated metals loads from non- Therefore, this load reduction may be an
system roads by 100%." overestimate.
Current loads from timber harvest are based
Load It is assumed that sediment-based metals loading from currently on public agency data and coarse assumptions
Allocation | Timber Harvest | 16.7 97 0.5 harvested areas will return to levels sirqilar to undisturbed full- regarding private forest land. Thus the current
growth forest through natural recovery. timber harvest load from private lands may be
over or underestimated.
It is assumed that no BMPs are currently in place. It is further The assumption that no BMPs are currently in
Unpaved assumed that all necessary and appropriate BMPs will be employed | place may not be valid. Therefore, the
22.5 60 9.0 S . . h )
Roads resulting in an average sediment and corresponding metals load estimated load and load reduction may be an
reduction of 60% (See Table 12-9).1 overestimate.
Total — All
Anthropogenic
Nonpoint 395.7 64 141.0
Sources
The loads from these sources are not all
Natural It is assumed that the metals loads from all other source categories | entirely natural. There is likely an increment of
72.4 0 72.4 . o L ) s e
Sources (i.e., other land uses) are natural in origin and/or negligible. loading caused by human-activities that could
be controlled.
. . . . Actual discharge quantity and quality will likely
Wastel(_)ad All Point 203.1 60 81.2 Montgn? Tunnel§ is the onlylpomt source in the watershed. Current be below that assumed. These loads are likely
Allocation | Sources permit limits applied to permitted facility effluent. .
over-estimated.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration
Safety during model TMDL runs.
Total 671.2 56 294.6
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =81.2 + 141.0 Ibs/yr + 72.4 Ibs/yr + 0 = 294.6 |bs/yr

TMDL = 0.22 + 0.39 Ibs/day + 0.20 Ibs/day + 0 = 0.81 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater
than that which will occur in the field.

3991 bunds

Vv Xipuaddy




feuld

LET-V

Table 12-3. TMDL, Allocations, and Margin of Safety for Spring Creek — Cadmium.

Current
Source Load % Allocation
Allocation Category (Ibs/yr) | Reduction | (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
Abandoned sediment (and associated metals) reductions from the sediment Loads for abandoned mines were determined
Mi 112.6 94 7.2 TMDLs were applied. After reducing sediment-associated metals during model calibration, and were based on
ines . . A .
from the other sources, loads from the mines were reduced until limited in-stream water quality data.
water quality standards were met.
Anthrobogenic It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible to restore all
Pog erosion will be reduced by 97% (see Table 12-9), thereby reducing | areas of human-caused stream bank erosion
Streambank 0.5 97 0.0 - ) ! ;
Erosi sediment associated metals loads from streambank erosion by to reference levels. Therefore, this load
rosion oy 1 } ’
97%. reduction may be an overestimate.
Ideally all non-system roads should be closed and reclaimed. It may not be practical or possible to reclaim all
Non-system 0.1 100 0.0 Sediment loads from non-system roads will be reduced by 100%, non-system roads or prevent their creation.
Roads thereby reducing sediment associated metals loads from non- Therefore, this load reduction may be an
system roads by 100%." overestimate.
Current loads from timber harvest are based
Load It is assumed that sediment-based metals loading from currently on public agency data and coarse assumptions
Allocation | Timber Harvest 0.9 97 0.0 harvested areas will return to levels sirqilar to undisturbed full- regarding private forest land. Thus the current
growth forest through natural recovery. timber harvest load from private lands may be
over or underestimated.
It is assumed that no BMPs are currently in place. It is further The assumption that no BMPs are currently in
Unpaved assumed that all necessary and appropriate BMPs will be employed | place may not be valid. Therefore, the
1.3 60 0.5 S . . h )
Roads resulting in an average sediment and corresponding metals load estimated load and load reduction may be an
reduction of 60% (See Table 12-9).1 overestimate.
Total — All
Anthropogenic
Nonpoint 115.4 93 7.7
Sources
The loads from these sources are not all
Natural It is assumed that the metals loads from all other source categories | entirely natural. There is likely an increment of
4.1 0 41 . o L ) s e
Sources (i.e., other land uses) are natural in origin and/or negligible. loading caused by human-activities that could
be controlled.
Wasteload | All Point Montana Tunnels is the only point source in the watershed. Current Actual discharge quantity and quality will ||I§e|y
- 41 0 4.1 I . . - be below that assumed. These loads are likely
Allocation | Sources permit limits applied to permitted facility effluent. .
over-estimated.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration
Safety during model TMDL runs.
Total 123.6 87 15.9
TMDL = WLA + LA + Natural + MOS
TMDL TMDL = 4.1 + 7.7 Ibs/yr + 4.1 Ibs/yr + 0 = 15.9 Ibs/yr

TMDL = 0.011 + 0.021 Ibs/day + 0.011 Ibs/day + 0 = 0.043 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater
than that which will occur in the field.
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Table 12-4. TMDL, Allocations, and Margin of Safety for Spring Creek — Copper.

Current
Source Load % Allocation
Allocation Category (Ibs/yr) | Reduction (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the sediment Loads for abandoned mines were determined durin
Abandoned 1.495.2 73 397.9 (and associated metals) reductions from the sediment TMDLs were applied. model calibration. and were based on limited in-stregam
Mines ! : . After reducing sediment-associated metals from the other sources, loads - ?
A ) - water quality data.
from the mines were reduced until water quality standards were met.
Anthropogenic It is assumed that sediment loads from anthropogenic streambank erosion It may not be practical or possible to restore all areas of
Streambank 22.5 97 0.6 will be reduced by 97% (see Table 12-9), thereby reducing sediment human-caused stream bank erosion to reference levels.
Erosion associated metals loads from streambank erosion by 97%. Therefore, this load reduction may be an overestimate.
Non-system Ideally all non-system roads should be closed and reclaimed. Sediment It may not be practical or possible to reclaim all non-
Roads 4.0 100 0.0 loads from non-system roads will be reduced by 100%, thereby reducing system roads or prevent their creation. Therefore, this
sediment associated metals loads from non-system roads by 100%." load reduction may be an overestimate.
It is assumed that sediment-based metals loading from currently harvested Current loads from timber harvest are based on public
Timber Harvest 39.0 97 1.2 areas will return to levels similar to undisturbed full-growth forest through agency data and coarse assumptions regarding private
natural recovery.1 forest land. Thus the current timber harvest load from
Load private lands may be over or underestimated.
Allocation It is assumed that no BMPs are currently in place. It is further assumed that | The assumption that no BMPs are currently in place may
Unpaved Roads 52.7 60 211 all necessary and appropriate BMPs will be employed resulting in an average | not be valid. Therefore, the estimated load and load
sediment and corresponding metals load reduction of 60% (See Table 12-9)." | reduction may be an overestimate.
This approach assumes that BMPs will be applied to all
areas. This may not be possible or practical given
Urban Areas 0.1 80 0.0 An average 80% reduction for sediment-associated metals is assumed.’ constraints associated with available land area and
existing infrastructure. The estimated load reductions may
be an overestimate.
Total — All
Anthropogenic | 4 643 5 74 4208
Nonpoint
Sources
. L The loads from these sources are not all entirely natural.
Natural It is assumed that the metals loads from all other source categories (i.e., S ) b
Sources 1B v (e other land uses) are natural in origin and/or negligible. Th‘.ar?. is likely an increment of loading caused by human-
activities that could be controlled.
Wasteload | All Point 776 0 77.6 Montana Tunnels is the only point source in the watershed. Current permit Actual discharge quantity and quality will likely be below
Allocation | Sources ' ’ limits applied to permitted facility effluent. that assumed. These loads are likely over-estimated.
Margin of The MOS was applied as a 5% reduction of the target concentration during
NA 0 0
Safety model TMDL runs.
Total 1,860.7 64 668.0
TMDL = WLA + LA + Natural + MOS
TMDL TMDL = 77.6 + 420.8 Ibs/yr + 169.6 Ibs/yr + 0 = 668.0 Ibs/yr

TMDL =0.22 + 1.15 Ibs/day + 0.46 Ibs/day + 0 = 1.83 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater
than that which will occur in the field.
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Table 12-5. TMDL, Allocations, and Margin of Safety for Spring Creek — Lead.

Current
Source Load % Allocation
Allocation Category (Ibs/yr) | Reduction | (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
Abandoned sediment (and associated metals) reductions from the sediment Loads for abandoned mines were determined
Mi 1,058.1 89 111.2 TMDLs were applied. After reducing sediment-associated metals during model calibration, and were based on
ines . . A .
from the other sources, loads from the mines were reduced until limited in-stream water quality data.
water quality standards were met.
Anthrobogenic It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible to restore all
Pog erosion will be reduced by 97% (see Table 12-9), thereby reducing | areas of human-caused stream bank erosion
Streambank 6.7 97 0.2 - ) ! ;
Erosi sediment associated metals loads from streambank erosion by to reference levels. Therefore, this load
rosion oy 1 } ’
97%. reduction may be an overestimate.
Ideally all non-system roads should be closed and reclaimed. It may not be practical or possible to reclaim all
Non-system 1.2 100 0.0 Sediment loads from non-system roads will be reduced by 100%, non-system roads or prevent their creation.
Roads ' ' thereby reducing sediment associated metals loads from non- Therefore, this load reduction may be an
system roads by 100%." overestimate.
Current loads from timber harvest are based
Load It is assumed that sediment-based metals loading from currently on public agency data and coarse assumptions
Allocation | Timber Harvest | 11.6 97 0.4 harvested areas will return to levels sirqilar to undisturbed full- regarding private forest land. Thus the current
growth forest through natural recovery. timber harvest load from private lands may be
over or underestimated.
It is assumed that no BMPs are currently in place. It is further The assumption that no BMPs are currently in
Unpaved assumed that all necessary and appropriate BMPs will be employed | place may not be valid. Therefore, the
15.7 60 6.3 S . . h )
Roads resulting in an average sediment and corresponding metals load estimated load and load reduction may be an
reduction of 60% (See Table 12-9).1 overestimate.
Total — All
Anthropogenic
Nonpoint 1,093.3 89 118.1
Sources
The loads from these sources are not all
Natural It is assumed that the metals loads from all other source categories | entirely natural. There is likely an increment of
50.6 0 50.6 . o L ) s e
Sources (i.e., other land uses) are natural in origin and/or negligible. loading caused by human-activities that could
be controlled.
. . . . Actual discharge quantity and quality will likely
Wastel(_)ad All Point 51 1 0 511 Montgn? Tunnel§ is the onlylpomt source in the watershed. Current be below that assumed. These loads are likely
Allocation | Sources permit limits applied to permitted facility effluent. .
over-estimated.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration
Safety during model TMDL runs.
Total 1,195.0 82 219.8
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =51.1 + 118.1 Ibs/yr + 50.6 Ibs/yr + 0 = 219.8 |bs/yr

TMDL = 0.14 + 0.32 Ibs/day + 0.14 Ibs/day + 0 = 0.60 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater
than that which will occur in the field.
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Table 12-6. TMDL, Allocations, and Margin of Safety for Spring Creek — Zinc.

Current
Source Load % Allocation
Allocation Category (Ibs/yr) | Reduction | (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the sediment Loads for abandoned mines were determined during model
Abandoned (and associated metals) reductions from the sediment TMDLs were applied. . . SN 9
- 62,184.3 94 4,051.3 . ) . calibration, and were based on limited in-stream water
Mines After reducing sediment-associated metals from the other sources, loads from .
; . : quality data.
the mines were reduced until water quality standards were met.
Anthropogenic It is assumed that sediment loads from anthropogenic streambank erosion will | It may not be practical or possible to restore all areas of
Streambank 533.6 97 14.2 be reduced by 97% (see Table 12-9), thereby reducing sediment associated human-caused stream bank erosion to reference levels.
Erosion metals loads from streambank erosion by 97%. Therefore, this load reduction may be an overestimate.
Non-system Ideally all non-system roads should be closed and reclaimed. Sediment loads | It may not be practical or possible to reclaim all non-system
Roads 95.7 100 0.0 from non-system roads will be reduced by 100%, thereby reducing sediment roads or prevent their creation. Therefore, this load
associated metals loads from non-system roads by 100%." reduction may be an overestimate.
It is assumed that sediment-based metals loading from currently harvested Current loads from timber harvest are based on public
Timber Harvest | 924.3 97 29.2 areas will return to levels similar to undisturbed full-growth forest through agency data and coarse assumptions regarding private
natural recovery.' forest land. Thus the current timber harvest load from
' private lands may be over or underestimated.
Load
Allocation Unpaved It is assumed that no BMPs are currently in place. It is further assumed that all | The assumption that no BMPs are currently in place may not
ROst 1,247.7 60 499.1 necessary and appropriate BMPs will be employed resulting in an average be valid. Therefore, the estimated load and load reduction
sediment and corresponding metals load reduction of 60% (See Table 12-9).1 may be an overestimate.
This approach assumes that BMPs will be applied to all
areas. This may not be possible or practical given
Urban Areas 3.1 80 0.62 An average 80% reduction for sediment-associated metals is assumed.” constraints associated with available land area and existing
infrastructure. The estimated load reductions may be an
overestimate.
Total — All
Anthropogenic| g 5oq 87 8,612
Nonpoint ’ ’
Sources
Natural It is assumed that the metals loads from all other source categories (i.e., other The loads from these sources are not all entirely natural.
4,017 0 4,017 K S L e There is likely an increment of loading caused by human-
Sources land uses) are natural in origin and/or negligible. s
activities that could be controlled.
Wasteload | All Point Montana Tunnels is the only point source in the watershed. Current permit Actual discharge quantity and quality will likely be below that
: 1,770 0 1,770 L } A - h )
Allocation | Sources limits applied to permitted facility effluent. assumed. These loads are likely over-estimated.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration during
Safety model TMDL runs.
Total' 74,793 81 14,399
TMDL = WLA + LA + Natural + MOS
TMDL TMDL = 1,770 + 8,612 Ibs/yr + 4,017 Ibs/yr + 0 = 14,399 |bs/yr

TMDL = 4.8 + 23.6 Ibs/day + 11.0 Ibs/day + 0 = 39.4 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions.
because there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry.

than that which will occur in the field.

Metals removal is generally less than solids removal, both
Therefore, the reported percent reductions are likely greater
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Appendix A Spring Creek

12.2 NUTRIENTS

The weight of evidence suggests that Spring Creek is impaired because of nutrients. TMDLSs are
presented in the following sections to address the nutrient impairments. In the absence of a
strong case for either N or P limitation in the ultimate receiving water bodies (i.e., Prickly Pear
Creek and Lake Helena), TMDLs are presented below for both nitrogen and phosphorus.

12.2.1 Nitrogen
12.2.2 Sources of Nitrogen in the Spring Creek Watershed

As shown in Figure 12-6, based on the watershed scale modeling analysis (See Appendix C), the
primary anthropogenic sources of nitrogen in the Spring Creek watershed, in order of
importance, are dirt roads, septic systems, timber harvest, abandoned mines, and anthropogenic
streambank erosion. Additionally, Mine reclamation, horse pastures/riparian grazing and
streambank stability problems were noted in the 2003 source assessment as potential sources of
nutrients at the local scale (See Volume 1).

Natural

Dirt Roads

Septic Systems

Timber Harvest
Abandoned Mines

Ant. Streambank Erosion
Urban Areas
Non-system Roads
Paved Roads |

Wastew ater Treatment |
Helena Valley Irr. System |
Agriculture |

Active mines and quarries

0% 10% 20% 30% 40% 50% 60% 70%
Total N (% of Load)

Figure 12-6. Percent of the total annual nitrogen load from all potentially significant nitrogen
sources in the Spring Creek Watershed.
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12.2.2.2 Water Quality Goals/Targets

The proposed interim water quality target for TN in Spring Creek is 0.33 mg/L. A strategy to
revise this interim target in the future is presented in VVolume Il, Section 3.2.3.

12.2.2.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The goal of the nitrogen TMDL is to attain full beneficial use support in Spring Creek. In the
absence of better data/information, the interim target presented in Section 12.2.2.2 is assumed to
represent the nitrogen level below which all beneficial uses would be supported. A nitrogen load
reduction of 75 percent would be required to attain this target.

Based on a modeling analysis where it was conservatively assumed that BMPs would be applied
to all non-point sources, the maximum attainable nitrogen load reduction for the Spring Creek
Watershed is estimated to be only 22 percent, indicating that it may not be possible to attain the
target.

The proposed approach, therefore, acknowledges that it may not be possible to attain the target,
but also acknowledges the fact that current nutrient levels are impairing beneficial uses and water
quality in Spring Creek and downstream receiving water bodies will continue to degrade if no
action is taken to reduce loading.

The proposed approach seeks the maximum attainable TN load reductions from non-point
sources, and, in recognition of the fact that it may not be possible to attain the TN target, presents
an adaptive management strategy for revising the target and load allocations in the future. The
proposed approach is embodied in the TMDL, allocations and margin of safety presented in
Table 12-7. The adaptive management strategy is presented in Volume 11, Section 3.2.3.1.
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Table 12-7. TMDL, Allocations, and Margin of Safety for Spring Creek — Nitrogen.

Current
Source Load % Allocation
Allocation Category (tons/yr) | Reduction | (tons/yr) Rationale/Assumptions Uncertainty
Abandoned Based on comparison of pre and post-reclamation loads from mines, The range of observed sediment reduction from reclamation at mines in
Mines 0.24 67 0.08 reclamation results in an average sediment load reduction of 67%. the study area is 0 to 100%. Therefore, sediment-associated nitrogen
Sediment-associated nitrogen will decrease accordingly (67%). reductions could be over or under estimated.
The watershed scale estimates of stream bank erosion are based on
. . . . . . extrapolation from field surveys conducted on representative main-stem
Anthropogenic ltis estimated that there are 4.4 miles of erlepg strea_m banks in the reaches. This likely overestimates the total amount of bank erosion. Also,
Streambank 0.22 97 0.01 watershed caused by a variety of human activities. It is assumed that ) . ) ) )
Erosion bank erosion will be returned to reference levels based on BEHI values due to access constraints and physical constraints, it may not be practical
* | or possible to restore all areas of human-caused stream bank erosion to
reference levels. Therefore, this load reduction may be an overestimate.
Non-system ) It may not be practical or possible to reclaim all non-system roads or
Roads 0.08 100 0 Ideally all non-system roads should be closed and reclaimed. prevent their creation. Therefore, this load reduction may be an
overestimate.
It is assumed that 7% of septic systems in the watershed are failing (see
'ggﬁsggg t? géfrggn?fzﬂimgm tq:kf:'I'ggesl)géﬁ]msth?geazs;se&?mnh The number of septic systems is estimated based on well locations. The
Septic Systems 0.85 1.2 0.84 conventional level 1 treafment rZsulté in ap1 29, gdecreasgin ™ number of septic systems may be over or under estimated. No specific
] L . - e’ S data were available about the actual percentage of failing systems.
Replacing failing septic systems with level 2 treatment could result in a
2.6% reduction in TN.
Load - - - -
Allocation Itis assumed that nitrogen loading from currently harvested areas will Current loads from timber harvest are based on public agency data and
Timber Harvest 0.67 97 0.02 return to levels similar to undisturbed full-growth forest through natural course assumptions regarding private forestland. Thus the current timber
recovery. Based on watershed modeling results, nitrogen reductions are | 5est load from private lands may be over or underestimated
estimated to be 97%. :
It is assumed that no BMPs are currently in place. It is further assumed
Unpaved Roads 0.91 60 0.36 that all necessary and appropriate BMPs will be employed resulting in an | The assumption that no BMPs are currently in place may not be valid.
p ’ ’ average sediment and corresponding nitrogen load reduction of 60% Therefore, the estimated load and load reduction may be an overestimate.
(See Appendix C).
The effectiveness of urblan §torm water BMPS has been well St.Ud'ed' It Given existing infrastructure, and therefore the need to retrofit storm water
is assumed that a combination of BMPs will be employed ranging from BMPs into the landscape, it may not be possible or practical to fully
Urban Areas 0.10 30 0.07 proper use of lawn fertilizers to vegetated buffer strips and engineered implement storm water Bi\/lPs in all areas. Therefore., this load reduction is
detention facilities, etc. Based on the literature, an average nitrogen Iikgl an overestimate . ’
removal efficiency of 30% is assumed (CWP, 2000). Y :
Total — All
e 55 1.38
Nonpoint
Sources
Natural 4.46 0 4.46 It is assumed that the nitrogen loads from all other source categories are | The loads from these sources are not all entirely natural. There is likely an
Sources : : natural in origin and/or negligible. increment of loading caused by human-activities that could be controlled.
The Montana Tunnels Mine is located in this watershed and has an . . . ) . .
Wasteload All Point 0 NA 0 NPDES permit. However, no surface water discharges have been 2:2 p%iiﬁféiﬁ?;nﬂg:tunqgﬁ zgtfig;ao?':ﬁhei%:gggé?ﬁ 3(2'['% to_lc_Jhcgur
Allocation Sources recprded in the Montana DEQ permit records (1987-2005) and they are current load might therefore be under-estimated.
unlikely to occur.
Margin of An implicit margin of safety is provided through conservative assumptions associated
I NA 0 0 with most of the estimated load reductions and this TMDL is believed to be the
Safety maximum attainable load reduction.
Total 7.53 22 5.84
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 1.38 tons/yr + 4.46 tons/yr + 0 = 5.84 tons/yr

TMDL = 0 + 0.004 tons/day + 0.012 tons/day + 0 = 0.016 tons/day
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12.2.3 Phosphorus
12.2.3.1 Sources of Phosphorus in the Spring Creek Watershed

As shown in Figure 12-7, based on the watershed scale modeling analysis (See Appendix C), the
primary anthropogenic sources of phosphorus in the Spring Creek watershed, in order of
importance, are dirt roads, timber harvest, abandoned mines, and anthropogenic streambank
erosion. Additionally, mine reclamation, horse pastures/riparian grazing and streambank
stability problems were noted in the 2003 source assessment as potential sources of nutrients at
the local scale (See Volume 1).
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Figure 12-7. Percent of the total annual phosphorus load from all potentially significant
phosphorus sources in the Spring Creek Watershed.

12.2.3.2 Water Quality Goals/Targets

The proposed interim water quality target for TP in Spring Creek is 0.04 mg/L. A strategy to
revise this interim target in the future is presented in Volume Il, Section 3.2.3.

12.2.3.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The goal of the phosphorus TMDL is to attain full beneficial use support in Spring Creek. In the

absence of better data/information, the interim target presented in Section 12.2.3.2 is assumed to

represent the nitrogen level below which all beneficial uses would be supported. A nitrogen load
reduction of 83 percent would be required to attain this target.

Based on a modeling analysis where it was conservatively assumed that BMPs would be applied
to all non-point sources, the maximum attainable phosphorus load reduction for the Spring Creek
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Watershed is estimated to be only 29 percent, indicating that it may not be possible to attain the
target.

The proposed approach, therefore, acknowledges that it may not be possible to attain the target,
but also acknowledges the fact that current nutrient levels are impairing beneficial uses and water
quality in Spring Creek and downstream receiving water bodies will continue to degrade if no
action is taken to reduce loading.

The proposed approach seeks the maximum attainable TP load reductions from non-point
sources, and, in recognition of the fact that it may not be possible to attain the TP target, presents
an adaptive management strategy for revising the target and load allocations in the future. The
proposed approach is embodied in the TMDL, allocations and margin of safety presented in
Table 12-8. The adaptive management strategy is presented in VVolume 11, Section 3.2.3.1.
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Table 12-8. TMDL, Allocations, and Margin of Safety for Spring Creek — Phosphorus.

Current
Source Load % Allocation
Allocation Category (tons/yr) | Reduction (tonslyr) Rationale/Assumptions Uncertainty
Abandoned Based on comparison of pre and post-reclamation loads from mines, The range of observed sediment reduction from reclamation at mines in
Mines 0.05 67 0.016 reclamation results in an average sediment load reduction of 67%. Sediment- | the study area is 0 to 100%. Therefore, sediment-associated
associated phosphorus will decrease accordingly (67%). phosphorus reductions could be over or under estimated.
The watershed scale estimates of stream bank erosion are based on
extrapolation from field surveys conducted on representative main-stem
Anthropogenic It is estimated that there are 4.4 miles of eroding stream banks in the reaches. This likely overestimates the total amount of bank erosion.
Streambank 0.05 97 0.002 watershed caused by a variety of human activities. It is assumed that bank Also, due to access constraints and physical constraints, it may not be
Erosion erosion will be returned to reference levels based on BEHI values. practical or possible to restore all areas of human-caused stream bank
erosion to reference levels. Therefore, this load reduction may be an
overestimate.
Non-system It may not be practical or possible to reclaim all non-system roads or
Roads 0.02 100 0 Ideally all non-system roads should be closed and reclaimed. prevent their creation. Therefore, this load reduction may be an
overestimate.
It is assumed that 7% of septic systems in the watershed are failing (see
. Appendix C), and effluent from the failing systems bypasses both drainfield The number of septic systems is estimated based on well locations. The
Septic Systems 0.01 100 0 ) . ) : )
treatment and plant uptake. Replacing those systems with conventional level | number of septic systems may be over or under estimated.
1 treatment results in a 100% decrease in TP.
Load Itis assumed that phosphorus loading from currently harvested areas will Current loads from timber harvest are based on public agency data and
Allocation | Timber Harvest 0.14 97 0.004 return to levels similar to undisturbed full-growth forest through natural course assumptions regarding private forestland. Thus the current
recovery. Based on watershed modeling results, phosphorus reductions are timber harvest load from private lands may be over or underestimated.
estimated to be 97%.
It is assumed that no BMPs are currently in place. It is further assumed that all ) . .
necessary and appropriate BMPs will be employed resulting in an average The assumption that no BMPs are currently n place may not be valid.
Unpaved Roads 0.20 60 0.080 ) ) : o .| Therefore, the estimated load and load reduction may be an
sediment and corresponding phosphorus load reduction of 60% (See Appendix .
C) overestimate.
The effectiveness of urban storm water BMPs has been well studied. Itis . T )
A h ] Given existing infrastructure, and therefore the need to retrofit storm
assumed that a combination of BMPs will be employed ranging from proper water BMPs into the landscape, it may not be possible or practical to full
Urban Areas 0.01 50 0.005 use of lawn fertilizers to vegetated buffer strips and engineered detention . pe, Y p TP uly
s f implement storm water BMPs in all areas. Therefore, this load reduction
facilities, etc. Based on the literature, an average phosphorus removal is likely an overestimate
efficiency of 50% is assumed (CWP, 2000). Y ’
Total — All
Anthropogenic | = 45 79 0.11
Nonpoint
Sources
. . The loads from these sources are not all entirely natural. There is likely
Natural Sources 0.84 0 0.840 Itis assymgd f(hat the phosphprus loads from all other source categories are an increment of loading caused by human-activities that could be
natural in origin and/or negligible.
controlled.
) The Montana Tunnels Mine is located in this watershed and has an NPDES It is possible (although unlikely) for a discharge from this facility to occur
Wasteload | All Point permit. However, no surface . A
Allocation | Sources Y e Y water discharges have been recorded in the Montana DEQ permit records (e.g., due to equipment malfunction or an extreme storm event). The
) current load might therefore be under-estimated.
(1987-2005) and they are unlikely to occur.
Margin of An implicit margin of safety is provided through conservative assumptions associated with
Saf NA 0 0 most of the estimated load reductions and this TMDL is believed to be the maximum
afety attainable load reduction.
Total 1.32 29 0.95
TMDL = WLA + LA + Natural + MOS
TMDL TMDL = 0+ 0.11 tons/yr + 0.84 tons/yr + 0 = 0.95 tons/yr

TMDL = 0 + 0.0003 tons/day + 0.0023 tons/day + 0 = 0.0026 tons/day
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12.3 SEDIMENT

The weight of evidence suggests that Spring Creek is impaired because of siltation (see Volume |
Report). TMDLs are presented in the following sections to address the sediment/siltation
impairments. The loading analyses presented in this section are based on application of the
GWLF model (Appendix C) as well as the various assessment techniques described in Appendix
D. While it is believed that the resulting load estimates are adequate for making relative
comparisons, they should not be used directly as quantity estimates.

12.3.1 Sources of Sediment in the Spring Creek Watershed

As shown in Figure 12-8, the primary anthropogenic sources of sediment in the Spring Creek
watershed, in order of sediment load are unpaved roads, timber harvest, abandoned mines,
anthropogenic streambank erosion, and non-system roads.

Unpaved roads accounted for the greatest percentage (43%) of anthropogenic sediment
production in Spring Creek. Road crossings throughout watershed, and direct road tread
drainage in the central watershed are contributing to road related sediment impacts. Timber
harvest has occurred in the upper watershed, some of which was related to post fire salvage
activities. Four abandoned mines (Bluebird, Corbin Flats, Washington, and Salvai) within
Spring Creek were identified as being capable of delivering sediment to the channel. The
occurrence of anthropogenic streambank erosion is isolated throughout Spring Creek, and largely
a result of stream channelization and historic mining activity. Non-system roads/trails were
observed in the uplands of the Spring Creek watershed. The lack of drainage structures on these
roads can lead to disproportionately large volumes of sediment being generated from this source.

Wastewater Treatment |
User Created Roads 7.
Urban Areas

Unpaved Roads |
Timber Harvest :
Septic Systems
Paved Roads

Natural Sources T ETETTEETETSSS
Irrigation

Ant. Streambank Erosion [

Agriculture

Active mines and quarries

Abandoned Mines 7-
T

0 200 400 600 800 1,000 1,200 1,400 1,600 1,800 2,000
Load (tons/yr)

Figure 12-8. Total annual sediment load from all potentially significant sources in the Spring Creek
Watershed.
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12.3.2 Water Quality Goals/Targets

The ultimate goal of this siltation TMDL is to attain and maintain the applicable Montana
narrative sediment standards. The sediment endpoint goals/targets are described in Volume I,
Section 3.1.3.

12.3.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 12-9. Based on the results
of the source assessment (Section 12.3.1), the recommended implementation strategy to address
the sediment problem in Spring Creek is to reduce sediment loading from the primary
anthropogenic sediment sources — unpaved roads, timber harvest, abandoned mines,
anthropogenic streambank erosion, and non-system roads. As shown in Table 12-9, the
hypothesis is that an overall, watershed scale sediment load reduction of 30 percent will result in
achievement of the applicable water quality standards. The proposal for achieving the load
reduction is to reduce loads from current unpaved roads, timber harvest, abandoned mines,
anthropogenic streambank erosion, and non-system roads by 60, 97, 79, 99, and 100 percent,
respectively.
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Table 12-9. TMDL, Allocations, and Margin of Safety for Spring Creek — Siltation.
Current
Source Load % Allocation
Allocation Category (tons/yr) | Reduction (tonslyr) Rationale/Assumptions Uncertainty
The range of observed
. sediment reduction from
Based on comparison of pre and . . -
) ; reclamation at mines in
Abandoned post-reclamation loads from mines, )
- 121 67 40 ) . the study area is 0 to
Mines reclamation results in an average o
. ’ o 100%. Therefore, load
sediment load reduction of 67%. ’
reductions could be over
or under estimated.
It is estimated that there are 4.4 miles It may not be practical or
. possible to restore all
of eroding streambanks (2 x channel
. . areas of human-caused
Anthropogenic length) in the watershed caused by a )
h L : stream bank erosion to
Streambank 112 97 3 variety of human activities. Itis
. . . reference levels.
Erosion assumed that streambank erosion will .
Therefore, this load
be returned to reference levels based )
reduction may be an
on BEHI values. .
overestimate.
It may not be practical or
possible to reclaim all
Non-system 40 100 0 All non-system roads should be non-system roads.
Roads closed and reclaimed. Therefore, this load
reduction may be an
overestimate.
Even with full BMP
Load . . . implementation, minor
Allocation Itis assumed that sediment loading quantities of sediment
levels from currently harvested areas mav be delivered in
Timber Harvest 326 97 10 will return to levels similar to may :
. isolated locations.
undisturbed full-growth forest through )
Therefore, this load
natural recovery. .
reduction may be an
overestimate.
It is assumed that no BMPs are The assumption that no
currently in place. It is further BMPs are currently in
assumed that all necessary and place may not be valid.
Unpaved Roads 454 60 182 appropriate BMPs will be employed Therefore, the estimated
resulting in an average sediment load | load and load reduction
reduction of 60% (See Appendix D). may be an overestimate.
Total — All
Anthropogenic
Nonpoint 1,053 78 235
Sources
The loads from these
It is assumed that the sediment loads | SOWrces are not all .
from all other source categories (i.e entirely natural. There is
Natural Sources 1,719 0 1,719 . L likely an increment of
other land uses) are natural in origin /
and/or negligible loading caused by
’ human-activities that
could be controlled.
Wasteload | All Point 0 NA 0 There are no point sources of sediment in the Spring Creek
Allocation Sources Watershed.
An implicit margin of safety is
provided through conservative
Margin of NA 0 0 assumptions associated with most of
Safety the estimated load reductions and
this TMDL is believed to be the
maximum attainable load reduction.
Total 2,772 30 1,954
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 235 Ibs/yr + 1,719 Ibs/yr + 0 = 1,954 |bs/yr

TMDL =0 + 0.6 Ibs/day + 4.7 Ibs/day + 0 = 5.3 Ibs/day
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13.0 TENMILE CREEK

Three segments of Tenmile Creek have appeared on various Montana 303(d) lists: Tenmile
Creek from Headwaters to Helena Public Water Supply Intake upstream of Rimini
(MT411006_141), Tenmile Creek from Helena Public Water Supply Intake upstream of Rimini
to Helena Water Treatment Plant (MT411006_142), and Tenmile Creek from Helena Water
Treatment Plant to the Mouth (MT411006_143). Impaired uses and causes of impairment varied
by segment and by 303(d) list.

Volume | of the Lake Helena Report presented additional data and analyses for the 303(d) listed
segments in Tenmile Creek. Using a weight of evidence approach, the impairment status of each
segment was updated.

The following paragraphs summarize the 303(d) listings and VVolume | analyses for Tenmile
Creek:

e Tenmile Creek from Headwaters to Helena Public Water Supply Intake upstream
of Rimini (MT411006_141) — In 1996, the coldwater fishery drinking water, and aquatic
life beneficial uses in the 6.0-mile segment of Tenmile Creek were listed as impaired
because of siltation, pH, and metals. In 2002 and 2004, aquatic life, coldwater fishery,
and drinking water supply beneficial uses were listed as impaired because of arsenic,
cadmium, copper, lead, mercury, metals, siltation, and zinc. The additional analyses and
evaluations described in VVolume | found that arsenic, cadmium, copper, lead, and zinc
are currently impairing aquatic life, fishery, and drinking water beneficial uses (see
Section 3.4.2.1 of the Volume | Report). Siltation and pH are not impairing beneficial
uses, and therefore no TMDLs will be presented. There were insufficient data to
determine if mercury is impairing beneficial uses.

e Tenmile Creek from Helena Public Water Supply Intake upstream of Rimini to
Helena Water Treatment Plant (MT411006_142) — In 1996, the coldwater fishery
drinking water, and aquatic life beneficial uses in the 7.7-mile segment of Tenmile Creek
were listed as impaired because of siltation, pH, and metals. In 2002 and 2004, aquatic
life, coldwater fishery, and drinking water supply beneficial uses were listed as impaired
because of arsenic, cadmium, copper, lead, metals, siltation, and zinc. The additional
analyses and evaluations described in Volume | found that arsenic, cadmium, copper,
lead, zinc, and sediment are currently impairing aquatic life, fishery, and drinking water
beneficial uses (see Section 3.4.2.2 of the Volume | Report). pH is not impairing
beneficial uses, and therefore no TMDL will be presented.

e Tenmile Creek from Helena Water Treatment Plant to the Mouth (MT411006_143)
—In 1996, the coldwater fishery drinking water, and aquatic life beneficial uses in the
15.9-mile segment of Tenmile Creek were listed as impaired because of siltation, pH, and
metals. In 2002 and 2004, aquatic life, coldwater fishery, and drinking water supply
beneficial uses were listed as impaired because of arsenic, cadmium, copper, lead,
mercury, metals, nutrients, siltation, zinc. The additional analyses and evaluations
described in Volume | found that arsenic, cadmium, copper, lead, zinc, nutrients, and
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sediment are currently impairing aquatic life, fishery, and drinking water beneficial uses
(see Section 3.4.2.3 of the Volume | Report). pH is not impairing beneficial uses, and
therefore no TMDLs will be presented. There were insufficient data to determine if
mercury is impairing beneficial uses.

Conceptual restoration strategies and the required TMDL elements for nutrients, sediment, and
metals (i.e., arsenic, cadmium, copper, lead, and zinc) are presented in the following subsections.
Supporting information for the following TMDLSs can also be found in Appendix C, D, E, and F.

13.1 METALS

The available water chemistry data suggest that Tenmile Creek is impaired by arsenic, cadmium,
copper, lead, and zinc (See Volume | Report). TMDLs are presented in the following sections to
address the metals impairments. The metals TMDLSs are presented at the scale of the entire
Tenmile Creek watershed. The loading analyses presented in this section are based on
application of the LSPC model (see Appendix F).

13.1.1 Sources of Metals in the Tenmile Creek Watershed

Tenmile Creek from Headwaters to Helena Public Water Supply Intake upstream of Rimini
(MT411006_141) - Relevant sources of metals to the stream segment are historical hard rock
mining activities in the immediate drainage area. The drainage area of this segment of the
stream falls within the Rimini mining district. The MBMG Abandoned and Inactive Mines
database shows mineral location, placer, surface, surface-underground, underground, and other
unknown mining activities in the drainage area of the stream. The historical mining types
include lode, mill, and placer. In the past these mines produced gold, silver, lead, copper,
manganese, zinc, and arsenic. Of the more than 20 mines present in the headwaters area, 12 are
listed in the State of Montana’s inventory of High Priority Abandoned Hardrock Mine Sites:
Valley Forge/Susie, Red Water, Red Mountain, Tenmile Mine, National Extension, Monte
Cristo, Se Se S13, Queensbury, Peerless Jenny/King, Monitor Creek Tailings, Peter, and
Woodrow Wilson. The Helena National Forest documented placer tailings and historical mining
dams during the source assessment.

Tenmile Creek from Helena Public Water Supply Intake upstream of Rimini to Helena Water
Treatment Plant (MT411006_142) - Relevant sources of metals in this stream segment include
adjacent abandoned mines and pollutant inputs from the stream’s headwaters area (Tenmile
Creek 141). The immediate drainage area falls within the Rimini mining district. The MBMG
Abandoned and Inactive Mines database reports mineral location, underground, and other,
“unknown” mining activities in the drainage area of the stream. The historical mining types
include lode and placer. In the past these mines produced gold, silver, lead, and zinc. Four
mines are listed in the State of Montana’s inventory of High Priority Abandoned Hardrock Mine
Sites: Bear Gulch, Upper Valley Forge, Beatrice, and Armstrong Mine.

Tenmile Creek from Helena Water Treatment Plant to the Mouth (MT411006_143) - Relevant
sources of metals to the stream segment are upstream sources and historical mining activities in
the immediate drainage area. The segment's upstream reach (Tenmile Creek 142) also
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contributes metals. The immediate drainage area falls within the Blue Cloud, Helena, and
Scratchgravel Hills mining districts. The MBMG Abandoned and Inactive Mines database
reports hot springs, mineral location, placer, surface, surface-underground, underground, and
other unknown mining activities in the immediate drainage area of the stream. The historical
mining types include lode, mill, and placer. In the past these mines produced gold, silver,
copper, lead, uranium, arsenic, and zinc. Six mines are listed in the State of Montana’s inventory
of High Priority Abandoned Hardrock Mine Sites: Franklin (Scratchgravel), Joslyn Street
Tailings (Helena district) , Lower Tenmile Mine (Rimini), Davis Gulch 11 (Helena), Spring Hill
Tailings (Helena), and Lady Luck (Helena).

Modeled sources and their metals loadings to Tenmile Creek are presented in Figure 13-1
through Figure 13-5. The Upper Tenmile Creek Superfund Mining Area and all other abandoned
hard rock mine sites in the Tenmile Creek watershed are included within the source category
“Abandoned Mines”, which represents the most significant source of all metals.

Abandoned Mines

Natural Sources [T
Agriculture [
Dirt Roads [0
Ant. Streambank Erosion [
Timber Harvest [J
Urban Areas |

Non-system Roads

Quarries

— T
0 500 1000 1500 2000 2500 3000 3500 4000 4500 5000
Load (Ibs/yr)

Figure 13-1. Sources of arsenic loadings to Tenmile Creek.
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Figure 13-2. Sources of cadmium loadings to Tenmile Creek.
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Figure 13-3. Sources of copper loadings to Tenmile Creek.

A-156 Final



Appendix A

Tenmile Creek

Abandoned Mines
Natural Sources
Agriculture

Dirt Roads

Ant. Streambank Erosion
Timber Harvest

Urban Areas

Non-system Roads

Quarries

o

500 1000 1500 2000 2500 3000
Load (Ibs/yr)

Figure 13-4. Sources of lead loadings to Tenmile Creek.
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Figure 13-5. Sources of zinc loadings to Tenmile Creek.
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13.1.2 Water Quality Goals/Targets

The ultimate goal of the TMDLSs for metals is to attain and maintain the applicable Montana
numeric metals standards. Montana water quality metals standards for cadmium, copper, lead,
and zinc are dependant on in-stream ambient water hardness concentrations and can therefore
vary by stream segment. The target concentrations for metals in Tenmile Creek are presented in

Table 13-1.
Table 13-1. Montana numeric surface water quality standards for metals in Tenmile Creek.
Aquatic Life (acute) Human Health

Parameter (ng/L)? Aquatic Life (chronic) (ug/L)” (ng/L)?
Arsenic (TR) 340 150 10¢
Cadmium (TR) 2.3 at 106.5 mg/L hardness® 0.3 at 106.5 mg/L hardness® 5
Copper (TR) 14.7 at 106.5 mg/L hardness® 9.7 at 106.5 mg/L hardness® 1,300
Lead (TR) 87.2 at 106.5 mg/L hardness® 3.4 at 106.5 mg/L hardness® 15
Zinc (TR) 127.5 at 106.5 mg/L hardness® 127.5 at 106.5 mg/L hardness® 2,000

Note: TR = total recoverable.

*Maximum allowable concentration.

®No 4-day (96-hour) or longer period average concentration may exceed these values.

°The standard is dependent on the hardness of the water, measured as the concentration of CaCO; (mg/L).
¢ The human health standard for arsenic is currently 18 pg/L, but will change to 10 pg/L in 2006.

13.1.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Figure 13-2 through Table 13-6.
Based on the results of the source assessment (Section 13.1.1), the recommended implementation
strategy to address the metals problem in Tenmile Creek is to reduce metals loadings from
historical mining sites in the watershed, along with the implementation of the sediment TMDLSs.
As shown in Figure 13-2 through Table 13-6, the hypothesis is that an overall, watershed scale
metals load reduction of 66, 80, 69, 79, and 55 percent for arsenic, cadmium, copper, lead, and
zinc, respectively, will result in achievement of the applicable water quality standards. The
proposal for achieving the load reduction is to reduce loads from mining sources by 72, 89, 84,
89, and 77 percent for arsenic, cadmium, copper, lead, and zinc, respectively.

It should be noted that EPA developed a site-specific WASP modeling analysis of Upper
Tenmile Creek as part of the ongoing Superfund efforts. This model was subsequently used to
identify load reductions necessary to meet water quality standards under steady-state flow
conditions (Caruso, 2004). The LSPC model was developed to complement the WASP model
for three primary reasons: (1) to evaluate water quality standards under all flow conditions (not
just low flows); (2) to evaluate the impact of upstream Tenmile Creek reductions on conditions
downstream of the WASP model boundary; and (3) to provide a consistent modeling platform
throughout the Lake Helena watershed. The findings from the WASP-modeling analysis are
similar to those presented here (i.e., load reductions in the range of 60 to 80 percent are required
to meet all water quality standards).
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Table 13-2. TMDL, Allocations, and Margin of Safety for Tenmile Creek — Arsenic.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the sediment (and . ! )
; . fi N ) ft Loads for abandoned mines were determined during
Abandoned Mines | 4,530.7 72 1,284 9 |@ssociated metals) reductions from the sediment TMDLs were applied. After model calibration, and were based on limited in-
! ! ! : reducing sediment-associated metals from the other sources, loads from the mines "
) . stream water quality data.
were reduced until water quality standards were met.
Loading estimates for this source category assume that no BMPs have been applied.
The load reduction approach assumes vegetative buffers will be employed (50% The assumption that no agricultural fields currently
Agriculture 162.1 80 33.1 removal efficiency for sediment with corresponding decreases in metals loading) plus | have BMPs may be incorrect. Thus the existing load
alternative crop management practices that will minimize the area of bare soll, may be overestimated.
thereby reducing soil attached metals loading.’
. It is assumed that sediment loads from anthropogenic streambank erosion will be It may not be practical or possible tc_) restore all areas

Anthropogenic o : . . of human-caused stream bank erosion to reference

) 118.5 90 1.7 reduced by 90%, thereby reducing sediment associated metals loads from ) .
Streambank Erosion ’ o 1 levels. Therefore, this load reduction may be an
streambank erosion by 90%. )
overestimate.
Ideally all non-system roads should be closed and reclaimed. Sediment loads from | It may not be practical or possible to reclaim all non-

Non-system Roads 9.3 100 0.0 non-system roads will be reduced by 100%, thereby reducing sediment associated | system roads or prevent their creation. Therefore,

metals loads from non-system roads by 100%." this load reduction may be an overestimate.

Quarries 0.8 0 0.8 Only the land draining offsite is assumed to generate metals loading. No BMPs are aD;z;gagﬁo?:ttrim; f(;;guni;”e:ovtvzzjrsasélsszg V:'(':tth

’ ’ assumed for active quarries, though reclamation should be required upon closure. photography Y Y dep
Load actual site hydrology.
Allocation Current loads from timber harvest are based on

Timber Harvest 16 97 21 It is assumed that sediment-based metals loading from currently harvested areas will | Public agency data and coarse assumptions

: : return to levels similar to undisturbed full-growth forest through natural recovery. regarding private forest land. Thus the current timber
harvest load from private lands may be over or
underestimated.

It is assumed that no BMPs are currently in place. It is further assumed that all The assumption that no BMPs are currently in place

Unpaved Roads 120.8 60 48.3 necessary and appropriate BMPs will be employed resulting in an average sediment | may not be valid. Therefore, the estimated load and

and corresponding metals load reduction of 60%." load reduction may be an overestimate.
This approach assumes that BMPs will be applied to
. . . ) all areas. This may not be possible or practical given
It is assumed that urban BMPs will reduce sediment loads by 80%, thereby reducing ) . . .

Urban Areas 26.7 80 54 sediment associated metals loads from urban areas by 80%. cons_tralr_ﬂs associated with ava_llable land area an_d
existing infrastructure. The estimated load reductions
may be an overestimate.

Total — All

Anthropogenic 5,040.5 72 1,386.3

Nonpoint Sources

It is assumed that the metals loads from all other source categories (i.e., other land The loads from these sources are not all entirely

Natural Sources 526.3 0 526.3 L .- n natural. There is likely an increment of loading

uses) are natural in origin and/or negligible. i
caused by human-activities that could be controlled.
X\{?:ézlt?:: All Point Sources 0 NA 0 There are no point sources of arsenic in the Tenmile Creek Watershed.
Margin of The MOS was applied as a 5% reduction of the target concentration during model
NA 0 0
Safety TMDL runs.
Total 5,566.8 66 1,912.6
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 1,386.3 Ibs/yr + 526.3 Ibs/yr + 0 = 1,912.6 Ibs/yr

TMDL =0 + 3.8 Ibs/day + 1.4 Ibs/day + 0 = 5.2 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both because
there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater than that which
will occur in the field.
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Table 13-3. TMDL, Allocations, and Margin of Safety for Tenmile Creek — Cadmium.

Current
Source Load % Allocation
Allocation Category (Ibs/yr) | Reduction (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
Abandoned sediment (and associated metals) reductions from the sediment TMDLs Loads for abandoned mines were determined during model calibration
) 285.2 89 32.3 were applied. After reducing sediment-associated metals from the N uring ’
Mines N Ny . and were based on limited in-stream water quality data.
other sources, loads from the mines were reduced until water quality
standards were met.
Loading estimates for this source category assume that no BMPs have
been applied. The load reduction approach assumes vegetative buffers
Agriculture 9.1 80 19 will be employed (50% removal efficiency for sediment with The assumption that no agricultural fields currently have BMPs may be
9 ’ ’ corresponding decreases in metals loading) plus alternative crop incorrect. Thus the existing load may be overestimated.
management practices that will minimize the area of bare soil, thereby
reducing soil attached metals loading.
Anthropogenic It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible to restore all areas of human-caused
Streambank 6.7 90 0.7 erosion will be reduced by 90%, thereby reducing sediment associated | stream bank erosion to reference levels. Therefore, this load reduction
Erosion metals loads from streambank erosion by 90%. may be an overestimate.
Ideally all non-system roads should be closed and reclaimed. It ma ; ; ; ~
. ) : y not be practical or possible to reclaim all non-system roads or
Non-system 0.5 100 0.0 Sediment loads from non-system roads will be reduced by 100%, prevent their creation. Therefore, this load reduction may be an
Roads thereby reducing sediment associated metals loads from non-system ;
9 overestimate.
roads by 100%.
Load Only the land draining offsite is assumed to generate metals loading. . . . -
Allocation | Quarries 0.0 0 0.0 No BMPs are assumed for active quarries, though reclamation should Drainage patterns for quarries were as;essed with aerial photography
. and may not accurately depict actual site hydrology.
be required upon closure.
i It is assumed that sediment-based metals loading from currently Current loads from timber harvest are based on public agency data and
Timber Harvest 4.0 97 0.1 harvested areas will return to levels similar to undisturbed full-growth coarse assumptions regarding private forest land. Thus the current
forest through natural recovery. timber harvest load from private lands may be over or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed | The assumption that no BMPs are currently in place may not be valid.
Unpaved Roads 6.8 60 2.7 that all necessary and appropriate BMPs will be employed resulting in Therefore, the estimated load and load reduction may be an
an average sediment and corresponding metals load reduction of 60%. | overestimate.
It is assumed that urban BMPs will reduce sediment loads by 80%, H;S ﬁg?[)?czs?ﬁé n;e;s trZitiSa’\IAPi?/g:ILZisatf;ilrfg:s)si:lcgtee sti;hls
Urban Areas 1.5 80 0.3 thereby reducing sediment associated metals loads from urban areas Y P practl _gf )
by 80% avallat?le land area and emstmg infrastructure. The estimated load
’ reductions may be an overestimate.
Total — All
Anthropogenic
Nonpoint 313.8 88 38.0
Sources
Itis assumed that the metals loads from all other source categories The loads from these sources are not all entirely natural. There is likely
Natural Sources 29.6 0 29.6 (i.e., other land uses) are natural in origin and/or negligible. 2gr:ggrlﬁergent of loading caused by human-activities that could be
Wasteload | All Point . P .
Allocation | Sources 0 NA 0 There are no point sources of cadmium in the Tenmile Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration
Safety during model TMDL runs.
Total 343.4 80 67.6
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 38.0 Ibs/yr + 29.6 Ibs/yr + 0 =67.6 |bs/yr

TMDL =0 + 0.10 Ibs/day + 0.08 Ibs/day + 0 = 0.18 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both because
there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater than that which
will occur in the field.
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Table 13-4. TMDL, Allocations, and Margin of Safety for Tenmile Creek — Copper.

Current
Source Load % Allocation
Allocation Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
Abandoned sediment (and associated metals) reductions from the sediment TMDLs Loads for abandoned mines were determined during model calibration
) 4,822.0 84 762.7 were applied. After reducing sediment-associated metals from the N uring ’
Mines N Ny . and were based on limited in-stream water quality data.
other sources, loads from the mines were reduced until water quality
standards were met.
Loading estimates for this source category assume that no BMPs have
been applied. The load reduction approach assumes vegetative buffers
Agriculture 379.5 80 774 will be employed (50% removal efficiency for sediment with The assumption that no agricultural fields currently have BMPs may be
9 ’ ’ corresponding decreases in metals loading) plus alternative crop incorrect. Thus the existing load may be overestimated.
management practices that will minimize the area of bare soil, thereby
reducing soil attached metals loading.’
Anthropogenic It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible to restore all areas of human-caused
Streambank 2774 90 27.3 erosion will be reduced by 90%, thereby reducing sediment associated | stream bank erosion to reference levels. Therefore, this load reduction
Erosion metals loads from streambank erosion by 90%. may be an overestimate.
Ideally all non-system roads should be closed and reclaimed. It ma ; ; ; ~
. . A y not be practical or possible to reclaim all non-system roads or
Non-system 21.7 100 0.0 Sediment loads from non-system roads will be reduced by 100%, prevent their creation. Therefore, this load reduction may be an
Roads thereby reducing sediment associated metals loads from non-system ;
9 overestimate.
roads by 100%.
Load Only the land draining offsite is assumed to generate metals loading. . . . -
Allocation | Quarries 1.9 0 1.9 No BMPs are assumed for active quarries, though reclamation should Drainage patterns for quarries were as;essed with aerial photography
. and may not accurately depict actual site hydrology.
be required upon closure.
i It is assumed that sediment-based metals loading from currently Current loads from timber harvest are based on public agency data and
Timber Harvest 167.7 97 5.0 harvested areas will return to levels similar to undisturbed full-growth coarse assumptions regarding private forest land. Thus the current
forest through natural recovery. timber harvest load from private lands may be over or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed | The assumption that no BMPs are currently in place may not be valid.
Unpaved Roads 282.9 60 113.2 that all necessary and appropriate BMPs will be employed resulting in Therefore, the estimated load and load reduction may be an
an average sediment and corresponding metals load reduction of 60%." | overestimate.
It is assumed that urban BMPs will reduce sediment loads by 80%, H;S ﬁg?[)?czs?ﬁé n;e;s trZitiSa’\IAPi?/g:ILZisatf;ilrfg:s)si:lcgtee sti;hls
Urban Areas 62.4 80 12.7 thereby reducing sediment associated metals loads from urban areas YI ble | pd dp - _gf Th ) d load
by 80%." available land area and existing infrastructure. The estimated loa
’ reductions may be an overestimate.
Total — All
Anthropogenic
Nonpoint 6,015.5 83 1,000.2
Sources
Itis assumed that the metals loads from all other source categories The loads from these sources are not all entirely natural. There is likely
Natural Sources | 1,232.2 0 1,232.2 (i.e., other land uses) are natural in origin and/or negligible. 2gr:ggrlﬁergent of loading caused by human-activities that could be
Wasteload | All Point . . .
Allocation | Sources 0 NA 0 There are no point sources of copper in the Tenmile Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration
Safety during model TMDL runs.
Total 7,247.7 69 2,232.4
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 1,000.2 Ibs/yr + 1,232.2 Ibs/yr + 0 = 2,232.4 Ibs/yr

TMDL =0 + 2.7 Ibs/day + 3.4 Ibs/day + 0 = 6.1 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both because
there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater than that which
will occur in the field.
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Table 13-5. TMDL, Allocations, and Margin of Safety for Tenmile Creek — Lead.

Current
Source Load % Allocation
Allocation Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
Abandoned sediment (and associated metals) reductions from the sediment TMDLs Loads for abandoned mines were determined during model calibration
; 2,714.9 89 295.7 were applied. After reducing sediment-associated metals from the S uring ’
Mines ) . f and were based on limited in-stream water quality data.
other sources, loads from the mines were reduced until water quality
standards were met.
Loading estimates for this source category assume that no BMPs have
been applied. The load reduction approach assumes vegetative buffers
. will be employed (50% removal efficiency for sediment with The assumption that no agricultural fields currently have BMPs may be
Agriculture 113.2 80 23.1 . . f . . o -
corresponding decreases in metals loading) plus alternative crop incorrect. Thus the existing load may be overestimated.
management practices that will minimize the area of bare soil, thereby
reducing soil attached metals Ioading.1
Anthropogenic It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible to restore all areas of human-caused
Streambank 82.7 90 8.2 erosion will be reduced by 90%, thereby reducing sediment associated | stream bank erosion to reference levels. Therefore, this load reduction
Erosion metals loads from streambank erosion by 90%." may be an overestimate.
Non-svstem Ideally all non-system roads should be closed and reclaimed. ) It may not be practical or possible to reclaim all non-system roads or
¥ 6.5 100 0.0 Sediment loads from non-system roads will be reduced by 100%, prevent their creation. Therefore, this load reduction may be an
Roads thereby reducmg sediment associated metals loads from non-system overestimate.
roads by 100%.
Load Only the land draining offsite is assumed to generate metals loading. . ) . .
. . - f . Drainage patterns for quarries were assessed with aerial photography
Allocation | Quarries 0.6 0 0.6 No BMES are assumed for active quarries, though reclamation should and may not accurately depict actual site hydrology.
be required upon closure.
! It is assumed that sediment-based metals loading from currently Current loads from timber harvest are based on public agency data and
Timber Harvest 50.0 97 1.5 harvested areas will return to levels similar to undisturbed full-growth coarse assumptions regarding private forest land. Thus the current
forest through natural recovery. ! timber harvest load from private lands may be over or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed | The assumption that no BMPs are currently in place may not be valid.
Unpaved Roads 84.4 60 33.7 that all necessary and appropriate BMPs will be employed resulting in Therefore, the estimated load and load reduction may be an
an average sediment and corresponding metals load reduction of 60%." | overestimate.
It is assumed that urban BMPs will reduce sediment loads by 80%, This approach assumes that_BMP_s will be app_lled toall areas. .Th's
. . . may not be possible or practical given constraints associated with
Urban Areas 18.6 80 3.8 thereby reducing sediment associated metals loads from urban areas ilable land d existing infrastruct Th timated load
by 80%." available land area and existing infrastructure. The estimated loa
’ reductions may be an overestimate.
Total — All
AIHTEEERENGE | g frm e 88 366.6
Nonpoint
Sources
Itis assumed that the metals loads from all other source categories The loads from these sources are not all entirely natural. There is likely
Natural Sources | 367.5 0 367.5 ) P L 9 an increment of loading caused by human-activities that could be
(i.e., other land uses) are natural in origin and/or negligible. controlled
Wastel(_)ad Al el 0 NA 0 There are no point sources of lead in the Tenmile Creek Watershed.
Allocation | Sources
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration
Safety during model TMDL runs.
Total 3,438.4 79 734.1
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 366.6 Ibs/yr + 367.5 Ibs/yr + 0 = 734.1 Ibs/yr

TMDL =0 + 1.0 Ibs/day + 1.0 Ibs/day + 0 = 2.0 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both because
there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater than that which
will occur in the field.
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Table 13-6. TMDL, Allocations, and Margin of Safety for Tenmile Creek — Zinc.

Current
Source Load % Allocation
Allocation Category (Ibs/yr) | Reduction (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after the
Abandoned sediment (and associated metals) reductions from the sediment TMDLs Loads for abandoned mines were determined during model calibration
- 39,384.8 77 8,889.3 | were applied. After reducing sediment-associated metals from the N uring ’
Mines ) . . and were based on limited in-stream water quality data.
other sources, loads from the mines were reduced until water quality
standards were met.
Loading estimates for this source category assume that no BMPs have
been applied. The load reduction approach assumes vegetative buffers
. will be employed (50% removal efficiency for sediment with The assumption that no agricultural fields currently have BMPs may be
Agriculture 8,989.2 80 1,834.2 ) B f ) . . -
corresponding decreases in metals loading) plus alternative crop incorrect. Thus the existing load may be overestimated.
management practices that will minimize the area of bare soil, thereby
reducing soil attached metals Ioading.1
Anthropogenic It is assumed that sediment loads from anthropogenic streambank It may not be practical or possible to restore all areas of human-caused
Streambank 6,570.4 90 647.4 erosion will be reduced by 90%, thereby reducing sediment associated | stream bank erosion to reference levels. Therefore, this load reduction
Erosion metals loads from streambank erosion by 90%." may be an overestimate.
Non-svstem Ideally all non-system roads should be closed and reclaimed. ) It may not be practical or possible to reclaim all non-system roads or
¥ 513.7 100 0.0 Sediment loads from non-system roads will be reduced by 100%, prevent their creation. Therefore, this load reduction may be an
Roads thereby reducmg sediment associated metals loads from non-system overestimate.
roads by 100%.
Load Only the land draining offsite is assumed to generate metals loading. . ) . .
. . - f . Drainage patterns for quarries were assessed with aerial photography
Allocation | Quarries 44.0 0 44.0 No BMES are assumed for active quarries, though reclamation should and may not accurately depict actual site hydrology.
be required upon closure.
! It is assumed that sediment-based metals loading from currently Current loads from timber harvest are based on public agency data and
Timber Harvest 3,972.9 97 119.2 harvested areas will return to levels similar to undisturbed full-growth coarse assumptions regarding private forest land. Thus the current
forest through natural recovery.1 timber harvest load from private lands may be over or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed | The assumption that no BMPs are currently in place may not be valid.
Unpaved Roads 6,701.5 60 2,680.6 |that all necessary and appropriate BMPs will be employed resulting in Therefore, the estimated load and load reduction may be an
an average sediment and corresponding metals load reduction of 60%." | overestimate.
It is assumed that urban BMPs will reduce sediment loads by 80%, This approach assumes that_BMP_s will be app_lled toall areas. .Th's
. . . may not be possible or practical given constraints associated with
Urban Areas 1,479.1 80 301.0 thereby reducing sediment associated metals loads from urban areas ilable land d existing infrastruct Th timated load
by 80%." available land area and existing infrastructure. The estimated loa
reductions may be an overestimate.
Total — All
ATHITROTENE || 6 s 78 14,515.7
Nonpoint
Sources
Itis assumed that the metals loads from all other source categories The loads from these sources are not all entirely natural. There is likely
Natural Sources | 29,189.1 0 29,189.1 ) o s 9 an increment of loading caused by human-activities that could be
(i.e., other land uses) are natural in origin and/or negligible. controlled
Wastel(_)ad Al el 0 NA 0 There are no point sources of zinc in the Tenmile Creek Watershed.
Allocation | Sources
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target concentration
Safety during model TMDL runs.
Total 96,844.7 55 43,706.0
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 14,515.7 Ibs/yr + 29,189.1 Ibs/yr + 0 = 43,706.0 Ibs/yr

TMDL =0 + 39.7 Ibs/day + 80.0 Ibs/day + 0 = 119.7 Ibs/day

"The assumption that there is a one-to-one relationship between sediment and metals removal may result in an overestimate of the load reductions. Metals removal is generally less than solids removal, both because
there is a dissolved phase and because of preferential sorption to fines. The difference depends on source type and local water chemistry. Therefore, the reported percent reductions are likely greater than that which
will occur in the field.

Vv Xipuaddy

NEEN R ENNDENE




Tenmile Creek Appendix A

13.2 NUTRIENTS

The weight-of-evidence suggest that Tenmile Creek is impaired by nutrients (See Volume |
Report). TMDLs are presented in the following sections to address the nutrient impairments.
The nutrient TMDLSs are presented at the scale of the entire Tenmile Creek watershed and the
loading analyses presented in this section are based on application of the GWLF model (see
Appendix C). In the absence of a strong case for either N or P limitation in the ultimate receiving
water bodies (i.e., Prickly Pear Creek and Lake Helena), TMDLSs are presented below for both
nitrogen and phosphorus.

13.2.1 Nitrogen
13.2.1.1 Sources of Nitrogen in the Tenmile Creek Watershed

As shown in Figure 13-6, based on the watershed scale modeling analysis (See Appendix C), the
primary anthropogenic sources of nitrogen in the Tenmile Creek watershed, in order of
importance include septic systems, urban areas, agriculture, anthropogenic streambank erosion,
timber harvest and paved roads. Additionally, dewatering has affected the natural hydrology of
the stream and the quality of aquatic habitat. Diffuse sediment and possibly nutrients sources
from rural housing and subdivisions also affect the stream.

Septic Systems
Natural
Urban Areas
Agriculture
Dirt Roads
Ant. Streambank Erosion
Timber Harvest

Paved Roads

Non-system Roads

Abandoned Mines ||

Active mines and quarries

Wastew ater Treatment

Helena Valley Irr. System

0% 5% 10% 15% 20% 25% 30% 35%
Total N (% of Load)

Figure 13-6. Percent of the annual TN load from all potentially significant sources in the Tenmile
Creek Watershed.
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13.2.1.2 Water Quality Goals/Targets

The proposed interim water quality target for total nitrogen in Tenmile Creek is 0.33 mg/L. A
strategy to revise this interim target in the future is presented in Volume Il, Section 3.2.3.

13.2.1.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The goal of the nitrogen TMDL is to attain full beneficial use support in Tenmile Creek. In the
absence of better data/information, the interim target presented in Section 13.2.1.2 is assumed to
represent the nitrogen level below which all beneficial uses would be supported. A nitrogen load
reduction of 59 percent would be required to attain this target.

Based on a modeling analysis where it was conservatively assumed that BMPs would be applied
to all non-point sources, the maximum attainable nitrogen load reduction for the Tenmile Creek

Watershed is estimated to be only 23 percent, indicating that it may not be possible to attain the

target.

The proposed approach, therefore, acknowledges that it may not be possible to attain the target,
but also acknowledges the fact that current nutrient levels are impairing beneficial uses and water
quality in Tenmile Creek and downstream receiving water bodies will continue to degrade if no
action is taken to reduce loading.

Alternative Load Reduction Strategies

The proposed approach seeks the maximum

attainable TN load reductions from non- It should also be noted that alternative

point sources, and, in recognition of the fact
that it may not be possible to attain the TN
target, presents an adaptive management
strategy for revising the target and load
allocations in the future. The proposed
approach is embodied in the TMDL,
allocations and margin of safety presented in
Table 13-7. The adaptive management
strategy is presented in VVolume Il, Section
3.23.1

remedies could be used to meet the in-stream
nutrient targets. For example, one restoration
strategy under consideration for the Upper
Tenmile Creek metals impairments is to bypass
water through the City of Helena’s Rimini
diversion into Tenmile Creek. The bypass would
result in less water being diverted by the city
for water supply and would increase the
minimum flow, essentially helping to dilute both
metals and nutrient concentrations.
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Table 13-7. TMDL, Allocations, and Margin of Safety for Tenmile Creek — Nitrogen.

Current
Source Load % Allocation
Allocation Category (Ibs/yr) | Reduction | (Ibs/yr) Rationale/Assumptions Uncertainty
Abandoned Based on comparison of pre and post-reclamation loads from mines, reclamation | The range of observed sediment reduction from reclamation at mines in the
Mines 0.1 79 0.02 results in an average sediment load reduction of 79%. Sediment-associated study area is 0 to 100%. Therefore, sediment-associated nitrogen reductions
nitrogen will decrease accordingly (79%). could be over or under estimated.
Loading estimates for this source category assume that no BMPs have been
applied. The load reduction approach assumes vegetative buffers will be . . .
Agriculture 3.87 79 0.81 employed (50% removal efficiency for sediment with corresponding decreases in The assumption that no BMPs are currently |n'place may not be Val'(.j'
. ) . . I Therefore, the estimated load and load reduction may be an overestimate.
nutrient loading) plus alternative crop management practices that will minimize the
area of bare soil, thereby reducing soil attached nutrient loading.
The watershed scale estimates of stream bank erosion are based on
Anthropogenic It is estimated that there are 9.9 miles of eroding stream banks in the watershed extrapolatloq frqm field surveys conducted on representative ma|.n-stem
) o ) . . reaches. This likely overestimates the total amount of bank erosion. Also, due
Streambank 2.76 90 0.28 caused by a variety of human activities. It is assumed that bank erosion will be to access constraints and physical constraints. it may not be practical or possible
Erosion returned to reference levels based on BEHI values. phy ’ Y N p P
to restore all areas of human-caused stream bank erosion to reference levels.
Therefore, this load reduction may be an overestimate.
Non-system 0.26 100 0 Ideally all non-system roads should be closed and reclaimed It may not be practical or possible to reclaim all non-system roads or prevent
Roads . Y Y ’ their creation. Therefore, this load reduction may be an overestimate.
. .- ) . Current loads from paved roads are based on public agency data and literature
0,
Paved Roads 1.83 30 1.28 An average nitrogen removal efficiency of 30% is assumed based on the literature values for runoff concentrations. The current loads may be over or
for urban areas (CWP, 2000). :
underestimated.
L(I)Iad Itis assumed that 7% of septic systems in the watershed are failing (see Appendix
Allocation C), and effluent from the failing systems bypasses both drainfield treatment and . . . '
Septic Systems | 18.51 0.5 18.42 plant uptake. Replacing those systems with conventional level 1 treatment results The number of Iseptlc systems is estimated based on well locations. The
! o ) . L ; . number of septic systems may be over or under estimated.
in a 0.5% decrease in TN. Replacing failing septic systems with level 2 treatment
could result in a 1.7% reduction in TN.
. It is assumed that nitrogen loading from currently harvested areas will return to Current loads from timber harvest are based on public agency data and course
Timber Harvest | 1.98 97 0.06 levels similar to undisturbed full-growth forest through natural recovery. Based on | assumptions regarding private forestland. Thus the current timber harvest load
watershed modeling results, nitrogen reductions are estimated to be 97%. from private lands may be over or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that all ! . .
Unpaved 3.12 60 1.256 necessary and appropriate BMPs will be employed resulting in an average The assumption that no BMPs are currently |n'place may not be Va“d‘
Roads ) ) . . o : Therefore, the estimated load and load reduction may be an overestimate.
sediment and corresponding nitrogen load reduction of 60% (See Appendix C).
The effectiveness of urban storm water BMPs has been well studied. It is
assumed that a combination of BMPs will be employed ranging from proper use of | Given existing infrastructure, and therefore the need to retrofit storm water BMPs
Urban Areas 7.23 30 5.06 lawn fertilizers to vegetated buffer strips and engineered detention facilities, etc. into the landscape, it may not be possible or practical to fully implement storm
Based on the literature, an average nitrogen removal efficiency of 30% is assumed | water BMPs in all areas. Therefore, this load reduction is likely an overestimate.
(CWP, 2000).
Total — All
Anthropogenic
Nonpoint 39.67 33 27.18
Sources
Natural Itis assumed that the nitrogen loads from all other source categories are natural in | The loads from these sources are not all entirely natural. There is likely an
17.29 0 17.29 o - ) ) L
Sources origin and/or negligible. increment of loading caused by human-activities that could be controlled.
Wasteload | All Point Basin Creek Mining (MT0028690), the City of Helena Tenmile Water Treatment Plant (MT0028720), and Pacific Steel and Recycling (storm water) (MTR000430) all
: 0 NA 0 ) . . N : ;
Allocation | Sources have no discharge data available and are likely insignificant sources of nitrogen. Therefore, the WLA is set to zero.
NETGIR 6f An implicit margin of safety is provided through conservative assumptions
9 NA 0 0 associated with most of the estimated load reductions and this TMDL is believed to
Safety . . :
be the maximum attainable load reduction.
Total 56.96 23 44.47
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 27.18 tons/yr + 17.29 tons/yr + 0 = 44.47 tons/yr

TMDL =0 + 0.07 tons/day + 0.05 tons/day + 0 = 0.12 tons/day
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13.2.2 Phosphorus

13.2.2.1 Sources of Phosphorus in the Tenmile Creek Watershed

As shown in Figure 13-7, the primary anthropogenic sources of phosphorus in the Tenmile Creek
watershed, in order of importance, are agriculture, urban areas, dirt roads, anthropogenic
streambank erosion, timber harvest and paved roads. Additionally, dewatering has affected the

natural hydrology of the stream and the quality of aquatic habitat. Diffuse sediment and possibly

nutrients sources from rural housing and subdivisions also affect the stream.

Septic Systems
Natural

Urban Areas
Agriculture

Dirt Roads

Ant. Streambank Erosion
Timber Harvest

Paved Roads
Non-system Roads
Abandoned Mines
Active mines and quarries
Wastew ater Treatment

Helena Valley Irr. System
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Total P (% of Load)

50%

Figure 13-7. Percent of the annual TP load from all potentially significant sources in the Spring

Creek Watershed.
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13.2.2.2 Water Quality Goals/Targets

The proposed water quality target for total phosphorus in Tenmile Creek is 0.04 mg/L (See
Volume | Section 3.2.3). A strategy to revise this target, if deemed appropriate, is presented in
Section 3.2.3 of the main report.

13.2.2.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The goal of the phosphorus TMDL is to attain full beneficial use support in Tenmile Creek. In
the absence of better data/information, the interim target presented in Section 13.2.2.2 is
assumed to represent the nitrogen level below which all beneficial uses would be supported. A
nitrogen load reduction of 61 percent would be required to attain this target.

Based on a modeling analysis where it was conservatively assumed that BMPs would be applied
to all non-point sources, the maximum attainable TP load reduction for the Tenmile Creek
Watershed is estimated to be only 38 percent, indicating that it may not be possible to attain the
target.

The proposed approach, therefore, acknowledges that it may not be possible to attain the target,
but also acknowledges the fact that current nutrient levels are impairing beneficial uses and water
quality in Tenmile Creek and downstream receiving water bodies will continue to degrade if no
action is taken to reduce loading.

The proposed approach seeks the maximum attainable TP load reductions from non-point
sources, and, in recognition of the fact that it may not be possible to attain the TP target, presents
an adaptive management strategy for revising the target and load allocations in the future. The
proposed approach is embodied in the TMDL, allocations and margin of safety presented in
Table 13-8. The adaptive management strategy is presented in Volume 11, Section 3.2.3.1
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Table 13-8. TMDL, Allocations, and Margin of Safety for Tenmile Creek —Phosphorus.

Current
Source Load % Allocation
Allocation Category (tons/yr) | Reduction | (tons/yr) Rationale/Assumptions Uncertainty
Abandoned Based on comparison of pre and post-reclamation loads from mines, reclamation results in | The range of observed sediment reduction from reclamation at mines in the study area
Mines 0.02 79 0 an average sediment load reduction of 79%. Sediment-associated phosphorus will is 0 to 100%. Therefore, sediment-associated phosphorus reductions could be over or
decrease accordingly (79%). under estimated.
Loading estimates for this source category assume that no BMPs have been applied. The
load reduction approach assumes vegetative buffers will be employed (50% removal . . .
Agriculture 0.84 79 0.18 efficiency for sediment with corresponding decreases in nutrient loading) plus alternative Th? assumption that no BMPs are currently in place may not be valid. Therefore, the
. Y - h - estimated load and load reduction may be an overestimate.
crop management practices that will minimize the area of bare soil, thereby reducing soil
attached nutrient loading.
The watershed scale estimates of stream bank erosion are based on extrapolation from
Anthropogenic It is estimated that there are 16.2 miles of eroding stream banks in the watershed caused by field surveys conducted on representative mlaln-stem reaches. This likely .
i L ! : . overestimates the total amount of bank erosion. Also, due to access constraints and
Streambank 0.61 90 0.06 a variety of human activities. It is assumed that bank erosion will be returned to reference - ] N . -
- physical constraints, it may not be practical or possible to restore all areas of human-
Erosion levels based on BEHI values. . ! "
caused stream bank erosion to reference levels. Therefore, this load reduction may be
an overestimate.
Non-system 0.06 100 0 Ideally all non-system roads should be closed and reclaimed. It may not be practical or possible to.reclalm all non-system roads or prevent their
Roads creation. Therefore, this load reduction may be an overestimate.
An average phosphorus removal efficiency of 50% is assumed based on the literature for Current loads from paved roads are based on public agency data and literature values
Paved Roads 0.18 50 0.09 y ]
Load urban areas (CWP, 2000). for runoff concentrations. The current loads may be over or underestimated.
Allocation It is assumed that 7% of septic systems in the watershed are failing (see Appendix C), and effluent . . ) )
Septic Systems 0.16 100 0 from the failing systems bypasses both drainfield treatment and plant uptake. Replacing those Thet_numbter of Septl%sysmms s edsnmatfd btazed on well locations. The number of
systems with conventional level 1 treatment results in a 100% decrease in TP. Septic systems may be over or under estimated.
It is assumed that phosphorus loading from currently harvested areas will return to levels Current loads from timber harvest are based on public agency data and course
Timber Harvest 0.42 97 0.01 similar to undisturbed full-growth forest through natural recovery. Based on watershed assumptions regarding private forestland. Thus the current timber harvest load from
modeling results, phosphorus reductions are estimated to be 97%. private lands may be over or underestimated.
It is assumed that no BMPs are currently in place. It is further assumed that all necessary . . .
Unpaved - y L X The assumption that no BMPs are currently in place may not be valid. Therefore, the
Roads 0.69 60 0.28 and approppate BMPs will be employeq resultmog in an average sediment and estimated load and load reduction may be an overestimate.
corresponding phosphorus load reduction of 60% (See Appendix C).
The e_ffec_tlveness of urb_an storm water BMP.S has been well studied. Itis a_s_sumed that a Given existing infrastructure, and therefore the need to retrofit storm water BMPs into
combination of BMPs will be employed ranging from proper use of lawn fertilizers to . . - .
Urban Areas 0.73 50 0.37 . N : Lo N the landscape, it may not be possible or practical to fully implement storm water BMPs
vegetated buffer strips and engineered detention facilities, etc. Based on the literature, an . " R X
e o in all areas. Therefore, this load reduction is likely an overestimate.
average phosphorus removal efficiency of 50% is assumed (CWP, 2000).
Total — All
Anthro_pogemc 3.71 73 0.99
Nonpoint
Sources
Natural It is assumed that the phosphorus loads from all other source categories are natural in The loads from these sources are not all entirely natural. There is likely an increment of
3.40 0 3.40 S .- h S
Sources origin and/or negligible. loading caused by human-activities that could be controlled.
Wasteload | All Point 0 NA 0 Basin Creek Mining (MT0028690), the City of Helena Tenmile Water Treatment Plant (MT0028720), and Pacific Steel and Recycling (storm water) (MTR000430) all have no
Allocation | Sources discharge data available and are likely insignificant sources of phosphorus. Therefore, the WLA is set to zero.
Margin of An implicit margin of safety is provided through conservative assumptions associated with most of
9 NA 0 0 the estimated load reductions and this TMDL is believed to be the maximum attainable load
Safety reduction.
Total 7.11 38 4.39
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 0.99 tons/yr + 3.4 tons/yr + 0 = 4.39 tons/yr

TMDL =0 + 0.003 tons/day + 0.009 tons/day + 0 = 0.012 tons/day
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13.3 SEDIMENT

Based on the weight of evidence, the cold-water fishery and aquatic life beneficial uses in
Tenmile Creek are impaired by siltation. TMDLSs are presented in the following sections to
address the sediment impairments. The loading analyses presented in this section are based on
application of the GWLF model (Appendix C) as well as the various assessment techniques
described in Appendix D. While it is believed that the resulting load estimates are adequate for
making relative comparisons, they should not be used directly as quantity estimates.

13.3.1 Sources of Sediment in the Tenmile Creek Watershed

As shown in Figure 13-8, the primary anthropogenic sources of sediment in the Tenmile Creek
watershed, in order of sediment load are agricultural, unpaved roads, anthropogenic streambank
erosion, timber harvest, urban areas, non-system roads/trails, abandoned mines, and active mines
and quarries.

Agriculture was the single greatest sediment source within the greater Tenmile Creek watershed,
representing 30 percent of the total anthropogenic sediment load. As a land-use, agriculture
occurs in the lower elevation areas of the watershed including middle and lower Tenmile Creek,
and Sevenmile Creek watersheds. Unpaved roads were the second greatest anthropogenic
sediment source, accounting for 24 percent of this load. The majority of the road sediment was
generated in high road density watersheds such as upper and lower Tenmile and Sevenmile
Creeks. Segments within the greater Tenmile watershed that generate large streambank erosion
sediment load include middle and lower Tenmile, and Sevenmile watersheds. Causes of
streambank erosion in these watersheds are riparian grazing, road encroachment, stream
channelization, riparian vegetation removal, and historic mining activity. Most of the sediment
related to timber harvest activities is generated in upper Tenmile Creek, with lesser quantities
from middle Tenmile and Skelly Gulch. Sediment from urban areas is largely generated within
the middle and lower Tenmile watersheds, and is associated with the rapid development of the
Helena Valley. Non-system roads/trails occur throughout the greater watershed, but have higher
densities in the public land areas of the upper watershed. Ten abandoned mines (Armstrong,
Beatrice, Monitor Creek, National Extension, Peter, Red Mountain, Red Water, Upper Valley
Forge, Valley Forge/Susie, and Woodrow Wilson) within Warm Spring Creek were identified as
likely delivering sediment to a channel within the Tenmile watershed. All of the mines are
located within the upper and middle Tenmile Creek watersheds. None of the mines have been
formally reclaimed and thus continue to generate sediment. Sediment from active mines and
quarries is solely generated in lower Tenmile Creek and is related to gravel quarries in the
western Helena Valley.
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Figure 13-8. Total annual sediment load from all potentially significant sources in the Tenmile
Creek Watershed.

13.3.2 Water Quality Goals/Targets

The ultimate goal of this siltation TMDL is to attain and maintain the applicable Montana
narrative sediment standards. The sediment endpoint goals/targets are described in VVolume I,
Section 3.1.3.

13.3.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 13-9. Based on the results
of the source assessment (Section 13.3.1), the recommended implementation strategy to address
the sediment problem in Tenmile Creek is to reduce sediment loading from the primary
anthropogenic sediment sources — agricultural, unpaved roads, anthropogenic streambank
erosion, timber harvest, urban areas, non-system roads, abandoned mines, and active mines and
quarries. As shown in Table 13-9, the hypothesis is that an overall, watershed scale sediment
load reduction of 36 percent will result in achievement of the applicable water quality standards.
The proposal for achieving the load reduction is to reduce loads from current agricultural,
unpaved roads, anthropogenic streambank erosion, timber harvest, urban areas, non-system
roads, and abandoned mines by 60, 60, 90, 97, 80, 100, and 79 percent, respectively.
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Table 13-9. TMDL, Allocations, and Margin of Safety for Tenmile Creek — Siltation.

Current
Source Load % Allocation
Allocation Category (Ibs/yr) | Reduction | (Ibs/yr) Rationale/Assumptions Uncertainty
Abandoned 55 79 12 Based on comparison of pre and post-reclamation loads from mines, | Loads for abandoned mines were determined during model calibration,
Mines reclamation results in an average sediment load reduction of 79%. and were based on limited in-stream water quality data.
Loading estimates for this source category assume that no BMPs
have been applied. The load reduction approach assumes . ) )
Agriculture 1,895 60 758 vegetative buffers will be employed (50% removal efficiency for ;lr-::?)r?:zr m-ﬁ:f: tt}?ea inostai‘r? ”%;tg rrilaﬂeéis;yg:zzttilr{lgfevde BMPe maybe
sediment) plus alternative crop management practices that will ’ 9 Y ’
minimize the area of bare soil, thereby reducing erosion.
Anthropogenic IcthlznenSSIT:r:e?ht)r}ittthh:\r/sa?;s:'gﬁ C’g'[';igfbergdézg;triiml?fnnak: @x It may not be practical or possible to restore all areas of human-
Streambank 1,380 90 138 L 9 ya Yy caused stream bank erosion to reference levels. Therefore, this load
- activities. It is assumed that streambank erosion will be returned to : .
Erosion reduction may be an overestimate.
reference levels based on BEHI values.
Non-system ) It may not be practical or possible to reclaim all non-system roads or
Roads 129 100 0 Ideally all non-system roads should be closed and reclaimed. prevent their creation. Therefore, this load reduction may be an
overestimate.
Quarries 10 0 10 Loading estimates reflect no reduction in load allocation. This is due | Drainage patterns for quarries were assessed with aerial photography
to the small load size relative to other sediment sources. and may not accurately depict actual site hydrology.
Load It is assumed that sediment loading from currently harvested areas | Current loads from timber harvest are based on public agency data
Allocation | Timber Harvest | 957 97 29 | will return to levels similar to undisturbed full-growth forest through [ @nd coarse assumptions regarding private forest land. Thus the
natural recovery current timber harvest load from private lands may be over or
' underestimated.
Itis assumed that no BMPs are currently in place. It 1S further The assumption that no BMPs are currently in place may not be valid.
Unpaved assumed that all necessary and appropriate BMPs will be employed ) )
1,558 60 623 L ; . o Therefore, the estimated load and load reduction may be an
Roads resulting in an average sediment load reduction of 60% (See f
Appendix D). overestimate.
The effectiveness of urban storm water BMPs has been well studied. . . . .
It is assumed that a combination of BMPs will be employed ranging ::;S ?g{)kr)c;acgsassi;; n:)ers :giiic?;\l/l Pi?/::”cgisif:ilrl]?g ;c;se:)l::iaar; %swi'tl'hhls
Urban Areas 393 80 79 from proper use of lawn fertilizers to vegetated buffer strips and YI ble | pd dp e .gf 4 Th " d load
engineered detention facilities, etc. Based on the literature, an av:' at_ e lan aLea an eX|st|tr)g I? rastructure. The estimated loa
average sediment removal efficiency of 80% is assumed. reductions may be an overestimate.
Total — All
ANtTopogeniclifts 7 74 1,649
Nonpoint
Sources
) . The loads from these sources are not all entirely natural. There is
ggﬁig S 6,598 0 6,598 ga'tseazfil:;:z?ﬂ?tg::l Si,?(g??;talﬁg/?; fr:Znﬁlli ailtl)lc‘nather source likely an increment of loading caused by human-activities that could be
9 9 glgible. controlled.
Wasteload | All Point ) . . .
Nioeaien || Seuess 0 NA 0 There are no point sources of sediment in the Tenmile Creek Watershed.
An implicit margin of safety is provided through conservative
Margin of NA 0 0 assumptions associated with most of the estimated load reductions
Safety and this TMDL is believed to be the maximum attainable load
reduction.
Total 12,975 36 8,247
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 1,649 Ibs/yr + 6,598 Ibs/yr + 0 = 8,247 Ibs/yr

TMDL =0 + 4.5 Ibs/day + 18.1 Ibs/day + 0 = 22.6 Ibs/day
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Appendix A Warm Springs Creek Watershed

14.0 WARM SPRINGS CREEK, MIDDLE FORK WARM SPRINGS
CREEK, AND NORTH FORK WARM SPRINGS CREEK

Three segments in the Warm Springs Creek watershed have appeared on various Montana 303(d)
lists: Middle Fork Warm Springs Creek (MT411006_100), North Fork Warm Springs Creek
(MT411006_180), and Warm Springs Creek (MT411006_110). Impaired uses and causes of
impairment varied by segment and by 303(d) list.

Volume | of the Lake Helena Report presented additional data and analyses for the 303(d) listed
segments in Warm Springs Creek. Using a weight of evidence approach, the impairment status
of each segment was updated.

The following paragraphs summarize the 303(d) listings and VVolume | analyses for Warm
Springs Creek, North Fork Warm Springs Creek, and Middle Fork Warm Springs Creek:

e Middle Fork Warm Springs Creek from the headwaters to the mouth
(MT411006_100) — In 1996, the cold-water fishery and aquatic life beneficial uses in the
2.7-mile segment of Middle Fork Warm Springs Creek were listed as partially supported
because of siltation and metals. In 2002 and 2004, aquatic life, cold-water fishery, and
drinking water supply beneficial uses were listed as impaired because of arsenic, copper,
mercury, metals, siltation, and zinc. The additional analyses and evaluations described in
Volume | found that arsenic, cadmium, lead, zinc, and sediment are currently impairing
aquatic life, fishery, and drinking water beneficial uses (see Section 3.4.1.9 of the
Volume | Report). Copper is not impairing beneficial uses, and therefore no TMDL will
be presented. There were insufficient data to determine if mercury is impairing beneficial
uses.

e North Fork Warm Springs Creek from the headwaters to the mouth
(MT411006_180) — North Fork Warm Springs Creek was added to the Montana 303(d)
list in 1998. The 3.5-mile segment was listed as partially supporting aquatic life and
cold-water fishery beneficial uses because of siltation. In 2002 and 2004, aquatic life,
cold-water fishery, and drinking water supply beneficial uses were listed as impaired
because of arsenic, metals, organic enrichment/low DO, and siltation. The additional
analyses and evaluations described in VVolume | found that arsenic, cadmium, zinc, and
sediment are currently impairing aquatic life, fishery, and drinking water beneficial uses
(see Section 3.4.1.10 of the Volume I Report). Nutrients (i.e., organic enrichment/low
DO) are not impairing beneficial uses, and therefore no TMDL will be presented.

e Warm Springs Creek from the headwaters to the mouth (MT411006_110) — In 1996,
the cold-water fishery and aquatic life beneficial uses in the 8.8-mile segment of Warm
Springs Creek were listed as partially supported because of suspended solids and metals.
In 2002 and 2004, aquatic life and cold-water fishery beneficial uses were listed as
impaired because of siltation. The additional analyses and evaluations described in
Volume | found that arsenic, cadmium, lead, zinc, and sediment (suspended solids and
siltation) are currently impairing aquatic life, fishery, and drinking water beneficial uses
(see Section 3.4.1.11 of the Volume | Report).
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Conceptual restoration strategies and the required TMDL elements for sediment and metals (i.e.,
arsenic, cadmium, copper, lead, and zinc) are presented in the following subsections. Supporting
information for the following TMDLSs can also be found in Appendix D, E, and F.

14.1 METALS

The available water chemistry data suggest that Tenmile Creek is impaired by arsenic, cadmium,
lead, and zinc (See Volume | Report). TMDLs are presented in the following sections to address
the metals impairments. The loading analyses presented in this section are based on application
of the LSPC model (see Appendix F).

14.1.1 Sources of Metals in the Warm Springs Creek Watershed

Middle Fork Warm Springs Creek (MT411006_100) - Historical hard rock mining activities
in the sub-watershed comprise the most significant sources of metals loading. The headwaters of
the creek fall within the McClellan mining district while the rest is within the Alhambra mining
district. The MBMG Abandoned and Inactive Mines database reports surface, underground,
mineral location, and prospect mining activities in the watershed. The historical mining types
include placer, lode, and mill. In the past these mines produced gold, silver, lead, and copper.
Two of the mines in the upstream section of the sub-watershed, Middle Fork Warm Springs
(Alhambra district) and Solar Silver (Warm Springs district), are listed in the State of Montana’s
inventory of High Priority Abandoned Hardrock Mine Sites and are slated for cleanup. The
state’s inventory shows 12 other mines in this watershed. A large tailings mine dump, observed
in the middle of the stream during source assessment visits to the watershed, prevented
vegetation growth and disrupted the natural channel. Water in upper Middle Fork of Warm
Springs Creek had a metallic sheen that might have been associated with the presence of metals
ions.

North Fork Warm Springs Creek (MT411006_180) - Historical mining activities in the
watershed in the sub-watershed comprise the most significant sources of metals loading. The
majority of the watershed falls within the Alhambra mining district. The MBMG Abandoned
and Inactive Mines database reports underground mining activities in the watershed. The
historical mining types include lode mining. In the past these mines produced gold, silver, lead,
and copper. The state’s inventory of mines shows two hard rock mines close to the headwaters
and one mine close to the mouth of the stream. None of the mines in the basin are listed in the
State of Montana’s inventory of High Priority Abandoned Hardrock Mine Sites.

Warm Springs Creek (MT411006_110) - Relevant sources of metals in this stream segment
include tributaries, possible natural hot springs, and historical mining activities in the immediate
drainage area. The tributaries, the North Fork and Middle Fork of Warm Springs, are significant
contributors of metals. The immediate drainage area of this stream falls within the Alhambra
mining district. The MBMG Abandoned and Inactive Mines database shows hot spring, mineral
location, and underground mining activities in the drainage area of the stream. The historical
mining types include lode and placer mining. In the past these mines produced gold, silver, lead,
copper, and zinc. The Alhambra Hot Springs Mine is listed in the State of Montana’s inventory
of High Priority Abandoned Hardrock Mine Sites.
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Modeled sources and representing metals loadings to all segments of Warm Springs Creek are
presented in Figure 14-1 through Figure 14-4.

Abandoned Mines

Natural Sources

Dirt Roads

Timber Hanest

Ant. Streambank Erosion
Non-system Roads

Urban Areas
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Figure 14-1. Sources of arsenic loadings to Warm Springs Creek.
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Figure 14-2. Sources of cadmium loadings to Warm Springs Creek.
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Figure 14-3. Sources of lead loadings to Warm Springs Creek.
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Figure 14-4. Sources of zinc loadings to Warm Springs Creek.
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14.1.2 Water Quality Goals/Targets

The ultimate goal of these TMDLSs for metals is to attain and maintain the applicable Montana
numeric metals standards. Montana water quality metals standards for cadmium, copper, lead,
and zinc are dependant on in-stream ambient water hardness concentrations and can therefore
vary by stream segment. The target concentrations for metals in the segments of Warm Springs
Creek are presented in Table 14-1.

Table 14-1. Montana numeric surface water quality standards for metals in Warm Springs Creek.

Aquatic Life (acute) Aquatic Life (chronic) Human Health
Parameter (Hg/L)? (Hg/L)° (Hg/L)?
Arsenic (TR) 340 150 10¢
Cadmium (TR) 1.3 at 61.2 mg/L hardness® 0.2 at 61.2 mg/L hardness® 5
Lead (TR) 43.2 at 61.2 mg/L hardness® 1.7 at 61.2 mg/L hardness® 15
Zinc (TR) 79.7 at 61.2 mg/L hardness® 79.7 at 61.2 mg/L hardness® 2,000

14.1.3 Total Maximum Daily Loads, Allocations, and Margin of Safety

The TMDLs, allocations and margin of safety are presented in Tables 14-2 through 14-5. The
TMDLs are presented at the scale of the entire Warm Springs Creek watershed and include all
tributaries. Based on the results of the source assessment (Section 14.1.1), the recommended
implementation strategy to address the metals problem in Warm Springs Creek is to reduce
metals loadings from historical mining sites in the watershed, along with the implementation of
the sediment TMDLs (see Section 1.2) to reduce sediment attached loading. As shown in Table
14-2 through Table 14-5, the hypothesis is that an overall, watershed scale load reduction of 59,
62, 32, and 44 percent for arsenic, cadmium, lead, and zinc, respectively, will result in
achievement of the applicable water quality standards. Warm Springs Creek already meets
applicable water quality standards for copper. The proposal for achieving the load reduction is to
reduce loads from historical mining by 65, 78, 39, and 71 percent for arsenic, cadmium, lead, and
zinc, respectively.
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Table 14-2. TMDL, Allocations, and Margin of Safety for Warm Springs Creek — Arsenic.

Current
Load % Allocation
Allocation | Source Category | (Ibs/yr) | Reduction| (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined
after the sediment (and associated metals) reductions from . .
; ) . Loads for abandoned mines were determined
. the sediment TMDLs were applied. After reducing ; : .
Abandoned Mines 396.7 65 138.1 ; . during model calibration, and were based on
sediment-associated metals from the other sources, loads |, ., ° . .
. . . limited in-stream water quality data.
from the mines were reduced until water quality standards
were met.
Anthrobogenic It is assumed that sediment loads from anthropogenic It may not be practical or possible to restore all
pog streambank erosion will be reduced by 64% (see Table 14- | areas of human-caused stream bank erosion to
Streambank 3.3 64 1.2 ] : . . h
Erosi 6), thereby reducing sediment associated metals loads reference levels. Therefore, this load reduction
rosion ) o ;
from streambank erosion by 64%. may be an overestimate.
It may not be practical or possible to reclaim all
Non-system Roads 0.9 100 0.0 Ideal!y all non-system roads should be closed and non-system rpads or prevqnt their creation.
reclaimed. Therefore, this load reduction may be an
overestimate.
Current loads from timber harvest are based on
It is assumed that sediment-based metals loading from public agency data and coarse assumptions
Timber Harvest 9.5 97 0.3 currently harvested areas will return to levels similar to regarding private forest land. Thus the current
undisturbed full-growth forest through natural recovery. timber harvest load from private lands may be
Load . over or underestimated.
Allocation
It is assumed that no BMPs are currently in place. ltis . .
further assumed that all necessary and appropriate BMPs The assumption that_no BMPs are currently in
) L . place may not be valid. Therefore, the
Unpaved Roads 11.6 60 4.6 will be employed resulting in an average sediment and . .
. . o estimated load and load reduction may be an
corresponding metals load reduction of 60% (See Table )
overestimate.
14-6).
This approach assumes that BMPs will be
applied to all areas. This may not be possible or
An average 80% reduction for sediment-associated metals | practical given constraints associated with
Urban 0.1 80 0.08 f ; S
is assumed. available land area and existing infrastructure.
The estimated load reductions may be an
overestimate.
Total — All
Anthropogenic 422.1 66 144.3
Nonpoint Sources
It is assumed that the metals loads from all other source The loads from _th(_ese sources are not all ent_|re|y
o A natural. There is likely an increment of loading
Natural Sources 50.7 0 50.7 categories (i.e., other land uses) are natural in origin and/or T
b caused by human-activities that could be
negligible.
controlled.
lelaosct:(:llt(i):r? All Point Sources 0 NA 0 There are no point sources of arsenic in the Warm Springs Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target
Safety concentration during model TMDL runs.
Total* 472.8 59 195.0
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 144.3 Ibs/yr + 50.7 Ibs/yr + 0 = 195.0 Ibs/yr

TMDL =0 + 0.39 Ibs/day + 0.14 Ibs/day + 0 = 0.53 Ibs/day

" The total maximum daily load can be expressed as the percent reduction or the total allocation presented in this row.
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Table 14-3. TMDL, Allocations, and Margin of Safety for Warm Springs Creek — Cadmium.

Current
Load % Allocation
Allocation Source Category (Ibs/yr) | Reduction (Ibs/yr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined after Loads for abandoned mines were
the sediment (and associated metals) reductions from the determined durina model calibration. and
Abandoned Mines 10.1 77 2.3 sediment TMDLs were applied. After reducing sediment- ng mod ’
) were based on limited in-stream water
associated metals from the other sources, loads from the ;
. . . quality data.
mines were reduced until water quality standards were met.
It is assumed that sediment loads from anthropogenic Irter;?)?en:ﬁ greegrsagpE?Jln?ar\r?-?:saigleedtgtream
Anthropogenic streambank erosion will be reduced by 64% (see Table 14-6), .
. 0.2 64 0.1 . ) ) bank erosion to reference levels.
Streambank Erosion thereby reducing sediment associated metals loads from Theref his load reducti b
streambank erosion by 64% erefore, this load reduction may be an
' overestimate.
It may not be practical or possible to
Non-system Roads 0.0 100 0.0 Ideally all non-system roads should be closed and reclaimed. | éc@im all non-system roads or prevent
their creation. Therefore, this load
reduction may be an overestimate.
Load Current loads from timber harvest are
Allocation It is assumed that sediment-based metals loading from based on public agency data and coarse
Timber Harvest 0.5 97 0.0 currently harvested areas will return to levels similar to assumptions regarding private forest land.
undisturbed full-growth forest through natural recovery. Thus the current timber harvest load from
private lands may be over or
underestimated.
It is assumed that no BMPs are currently in place. It is further | The assumption that no BMPs are
assumed that all necessary and appropriate BMPs will be currently in place may not be valid.
Unpaved Roads 0.7 60 0.3 employed resulting in an average sediment and corresponding | Therefore, the estimated load and load
metals load reduction of 60% (See Table 14-6). reduction may be an overestimate.
Total — All
Anthropogenic 11.5 76 2.7
Nonpoint Sources
It is assumed that the metals loads from all other source l:grtle?a(:msatfa?g trjl'iseies?sulriieels aartz not all
Natural Sources 2.8 0 2.8 categories (i.e., other land uses) are natural in origin and/or . Y - Y
negligible increment of loading caused by human-
gligiole. activities that could be controlled.
Wasteload . . S .
Allocation All Point Sources 0 NA 0 There are no point sources of cadmium in the Warm Springs Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target
Safety concentration during model TMDL runs.
Total 14.3 62 5.5
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 2.70 Ibs/yr + 2.8 Ibs/yr + 0 = 5.5 |Ibs/yr

TMDL = 0 + 0.007 Ibs/day + 0.008 Ibs/day + 0 = 0.015 |bs/day

" The total maximum daily load can be expressed as the percent reduction or the total allocation presented in this row.
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Table 14-4. TMDL, Allocations, and Margin of Safety for Warm Springs Creek — Lead.

Current
Load % Allocation
Allocation | Source Category | (Ibs/yr) | Reduction (Ibstyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined
after the sediment (and associated metals) reductions from | Loads for abandoned mines were determined
Abandoned Mines 49.4 38 30.4 the sediment TMDLs were applied. After reducing sediment- | during model calibration, and were based on
associated metals from the other sources, loads from the limited in-stream water quality data.
mines were reduced until water quality standards were met.
Anthrobogenic It is assumed that sediment loads from anthropogenic It may not be practical or possible to restore
Pog streambank erosion will be reduced by 64% (see Table 14- | all areas of human-caused stream bank
Streambank 23 64 0.8 ) : : ; )
Erosi 6), thereby reducing sediment associated metals loads from | erosion to reference levels. Therefore, this
rosion . o . :
streambank erosion by 64%. load reduction may be an overestimate.
It may not be practical or possible to reclaim
Non-system Roads 0.6 100 0.0 Ideal!y all non-system roads should be closed and all nqn-system roads or prevent their.
reclaimed. creation. Therefore, this load reduction may
be an overestimate.
Current loads from timber harvest are based
It is assumed that sediment-based metals loading from on public agency data and coarse
Timber Harvest 6.6 97 0.2 currently harvested areas will return to levels similar to assumptions regarding private forest land.
undisturbed full-growth forest through natural recovery. Thus the current timber harvest load from
Load private lands may be over or underestimated.
Allocation ; ; ;
It is assumed that no BMPs are currently in pIac_e. Itis The assumption that no BMPs are currently
further assumed that all necessary and appropriate BMPs . :
. P - in place may not be valid. Therefore, the
Unpaved Roads 8.1 60 3.2 will be employed resulting in an average sediment and . ;
. . o estimated load and load reduction may be an
corresponding metals load reduction of 60% (See Table 14- )
6). overestimate.
This approach assumes that BMPs will be
applied to all areas. This may not be
An average 80% reduction for sediment-associated metals is | possible or practical given constraints
Urban 0.1 80 0.0 . ) }
assumed. associated with available land area and
existing infrastructure. The estimated load
reductions may be an overestimate.
Total — All
Anthropogenic 67.1 48 34.6
Nonpoint Sources
It is assumed that the metals loads from all other source The_ loads from these sources are !th all
o L entirely natural. There is likely an increment
Natural Sources 354 0 354 categories (i.e., other land uses) are natural in origin and/or f L
b of loading caused by human-activities that
negligible.
could be controlled.
lelaosct:(:llt(i):r? All Point Sources 0 NA 0 There are no point sources of lead in the Warm Springs Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target
Safety concentration during model TMDL runs.
Total* 102.5 32 70.0
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 34.6 Ibs/yr + 35.4 Ibs/yr + 0 = 70.0 Ibs/yr

TMDL =0 + 0.09 Ibs/day + 0.10 Ibs/day + 0 = 0.19 Ibs/day

" The total maximum daily load can be expressed as the percent reduction or the total allocation presented in this row.
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Table 14-5. TMDL, Allocations, and Margin of Safety for Warm Springs Creek — Zinc.

Current
Load % Allocation
Allocation | Source Category (Ibs/yr) | Reduction (Ibslyr) Rationale/Assumptions Uncertainty
The load reduction for abandoned mines was determined
after the sediment (and associated metals) reductions from | Loads for abandoned mines were determined
Abandoned Mines 2,849.7 4l 814.8 the sediment TMDLs were applied. After reducing sediment- | during model calibration, and were based on
associated metals from the other sources, loads from the limited in-stream water quality data.
mines were reduced until water quality standards were met.
Anthrobogenic It is assumed that sediment loads from anthropogenic It may not be practical or possible to restore
Pog streambank erosion will be reduced by 64% (see Table 14- | all areas of human-caused stream bank
Streambank 184.2 64 66.6 ) : : ; .
Erosi 6), thereby reducing sediment associated metals loads from | erosion to reference levels. Therefore, this
rosion . o h ;
streambank erosion by 64%. load reduction may be an overestimate.
It may not be practical or possible to reclaim
Non-system Roads 49.4 100 0.0 Ideal!y all non-system roads should be closed and all non-system roads or prevent their'
reclaimed. creation. Therefore, this load reduction may
be an overestimate.
Current loads from timber harvest are based
It is assumed that sediment-based metals loading from on public agency data and coarse
Timber Harvest 526.8 97 15.8 currently harvested areas will return to levels similar to assumptions regarding private forest land.
undisturbed full-growth forest through natural recovery. Thus the current timber harvest load from
Load private lands may be over or underestimated.
Allocation ; ; ;
It is assumed that no BMPs are currently in plage. Itis The assumption that no BMPs are currently
further assumed that all necessary and appropriate BMPs . .
] L - in place may not be valid. Therefore, the
Unpaved Roads 644.5 60 257.8 will be employed resulting in an average sediment and 5 )
. . o estimated load and load reduction may be an
corresponding metals load reduction of 60% (See Table 14- )
6). overestimate.
This approach assumes that BMPs will be
applied to all areas. This may not be
An average 80% reduction for sediment-associated metals is | possible or practical given constraints
Urban 7.4 80 1.5 g ) .
assumed. associated with available land area and
existing infrastructure. The estimated load
reductions may be an overestimate.
Total — All
Anthropogenic 4,262.0 73 1,156.5
Nonpoint Sources
It is assumed that the metals loads from all other source Z:ﬁrle?aisa{;?gll tr]l%?r:(i)su:’ick? aarﬁ ir:m?;tr::lnent
Natural Sources 2,814.0 0 2,814.0 |categories (i.e., other land uses) are natural in origin and/or £l dY : dbv h yant h
negligible of loading caused by human-activities that
’ could be controlled.
lelatfézlt(i);r? All Point Sources 0 NA 0 There are no point sources of zinc in the Warm Springs Creek Watershed.
Margin of NA 0 0 The MOS was applied as a 5% reduction of the target
Safety concentration during model TMDL runs.
Total* 7,076.0 44 3,970.5
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 1,156.5 Ibs/yr + 2,814.0 |Ibs/yr + 0 = 3,970.5 Ibs/yr

TMDL =0 + 3.2 Ibs/day + 7.7 Ibs/day + 0 = 10.9 |bs/day

" The total maximum daily load can be expressed as the percent reduction or the total allocation presented in this row.
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14.2 SEDIMENT

The available data suggest that Warm Springs Creek is impaired by sediment (See VVolume |
Report). TMDLs are presented in the following sections to address the sediment impairments.
The loading analyses presented in this section are based on application of the GWLF model
(Appendix C) as well as the various assessment techniques described in Appendix D. While it is
believed that the resulting load estimates are adequate for making relative comparisons, they
should not be used directly as quantity estimates.

14.2.1 Sources of Sediment in the Warm Springs Creek Watershed

As shown in Figure 14-5, the primary anthropogenic sources of sediment in the Warm Springs
Creek watershed, in descending order of magnitude are unpaved roads, abandoned mines, timber
harvest, anthropogenic streambank erosion, and non-system roads.

Unpaved roads account for the greatest percentage (37 percent) of anthropogenic sediment
production throughout Warm Springs Creek. Roads cross, and are adjacent to the channel
throughout much of the watershed, particularly in the North and Middle Forks. Six abandoned
mines (Middle Fork Warm Springs, Solar Silver, Badger, Newburgh/Flemming, White Pine,
Warm Springs tailing adit) within Warm Spring Creek were identified as being capable of
delivering sediment to a channel within the Warm Springs watershed. With exception of the
Badger mine, all of the mines are located within the Middle Fork Warm Springs. The majority
of this sediment is related to erosion from tailings piles and disturbed areas. None of these mines
have been formally reclaimed, but isolated areas of some of the mines are becoming vegetated.
Most of the timber harvest has occurred in the upper watershed. This activity has largely
occurred on steep areas of private land. Anthropogenic streambank erosion is largely confined to
the main stem of Warm Springs Creek. Causes of this sediment source include riparian grazing,
road encroachment, stream channelization, riparian vegetation removal and historic mining
activity. Non-system roads/trails were present throughout the uplands of the Warm Springs
watershed. The occurrence of these roads/trails in areas of steep topography, and the associated
lack of drainage structures typically leads to disproportionately large volumes of sediment
generation from this source.
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Figure 14-5. Total annual sediment load from all potentially significant sediment sources in the
Warm Springs Creek Watershed.

14.2.2 Water Quality Goals/Targets

The ultimate goal of this siltation TMDL is to attain and maintain the applicable Montana
narrative sediment standards. The sediment endpoint goals/targets are described in Volume I,
Section 3.1.3.

14.2.3 Total Maximum Daily Load, Allocations, and Margin of Safety

The TMDL, allocations and margin of safety are presented in Table 14-6. The TMDL is
presented at the scale of the entire Warm Springs Creek watershed and addresses all of the
tributaries. Based on the results of the source assessment (Section 14.2.1), the recommended
implementation strategy to address the siltation problem in Warm Springs Creek is to reduce
sediment loading from the primary anthropogenic sediment sources — unpaved roads, abandoned
mines, timber harvest, anthropogenic streambank erosion, and non-system roads. As shown in
Table 14-6, the hypothesis is that an overall, watershed scale sediment load reduction of 32
percent will result in achievement of the applicable water quality standards. The proposal for
achieving the load reduction is to reduce loads from current unpaved roads, abandoned mines,
timber harvest, anthropogenic streambank erosion, and non-system roads by 60, 79, 97, 64, and
100 percent, respectively.
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Warm Springs Creek Watershed

Appendix A

Table 14-6. TMDL, Allocations, and Margin of Safety for Warm Springs Creek — Siltation.

Current % Allocatio
Source Load Reductio n
Allocation Category (tonsl/yr) n (tonslyr) Rationale/Assumptions Uncertainty
) The range of observed
Based on comparison of pre . )
) sediment reduction from
and post-reclamation loads . - -
Abandoned from mines, reclamation reclamation at mines in the
- 188 67 62 L study area is 0 to 100%.
Mines results in an average ;
. . Therefore, load reductions
sediment load reduction of
67% coqld be over or under
' estimated.
It is estimated that there are It may not be practical or
0.9 miles of eroding possible to restore all areas of
streambanks (2 x channel human-caused stream bank
Anthrobogenic length) in the watershed erosion to reference levels.
Pog caused by a variety of Therefore, this load reduction
Streambank 39 64 14 S h -
- human activities. ltis may be an overestimate.
Erosion
assumed that streambank
erosion will be returned to
reference levels based on
BEHI values.
It may not be practical or
} ~ possible to reclaim all non-
Non-system 17 100 0 All non-system roaqs should system roads. Therefore, this
Roads be closed and reclaimed. :
load reduction may be an
overestimate.
Load It is assumed that sediment Even with full BMP
Allocation loading levels from currently | implementation, minor
Timber Harvest 154 97 5 harvestgd.areas WI||. return to que‘mtltles‘of‘ sediment may be
levels similar to undisturbed delivered in isolated locations.
full-growth forest through Therefore, this load reduction
natural recovery. may be an overestimate.
It is assumed that no BMPs
are currently in place. Itis The assumption that no BMPs
further assumed that all are currently in place may not
Unpaved 237 60 05 necessary and appropriate be valid. Therefore, the
Roads BMPs will be employed estimated load and load
resulting in an average reduction may be an
sediment load reduction of overestimate.
60% (See Appendix D).
Total — All
Anthropogeni 635 76 176
¢ Nonpoint
Sources
Itis assumed that the The loads fror_n these sources
. are not all entirely natural.
sediment loads from all other o .
Natural L There is likely an increment of
854 0 854 source categories (i.e., other .
Sources . loading caused by human-
land uses) are natural in S
origin and/or negligible activities that could be
) controlled.
Wasteload | All Point 0 NA 0 There are no point sources of sediment in the Warm Springs
Allocation Sources Creek Watershed.
An implicit margin of safety
is provided through
conservative assumptions
Margin of NA 0 0 associated with most of the
Safety estimated load reductions
and this TMDL is believed to
be the maximum attainable
load reduction.
Total’ 1,489 31 1,030
TMDL = WLA + LA + Natural + MOS
TMDL TMDL =0 + 176 Ibs/yr + 854 Ibs/yr + 0 = 1,030 |bs/yr

TMDL =0 + 0.5 Ibs/day + 2.3 Ibs/day + 0 = 2.8 Ibs/day

" The total maximum daily load can be expressed as the percent reduction or the total allocation presented in this row.
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Appendix A Summary

15.0 SUMMARY OF TMDLS

In all, 131 303(d) listed waterbody-pollutant combinations were evaluated for the Lake Helena
TMDL Planning Area. Of these, 118 have been addressed: 63 through the completion of
TMDLs, 41 by other subwatershed-scale TMDLSs (e.g., upper reaches of Prickly Pear Creek
addressed by a single Prickly Pear Creek Watershed TMDL), and 14 by providing
documentation that water quality standards are currently met and no TMDL is necessary. The
remaining 13 have not been addressed due to lack of sufficient data to determine the current
impairment status or insufficient data to complete the necessary TMDLs. Table 15-1 provides a
review of all of the 303(d) listed waterbodies described above, including their impairment status,
targets/goals, TMDLs, and supporting documentation.
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Table 15-1. Summary of 303(d) listed streams, pollutants, and TMDLs in the Lake Helena watershed.

TMDL
Waterbody Parameter/ WLA
Name Pollutant Water Quality Goal/Endpoint TMDL LA Supporting Documentation
* % of subsurface fines < 6.4 mm: <or = to the
average value for all Helena National Forest
reference stream core samples
e % of surface fines <2.0 mm: 0.2
Siltation/ o Width/depth ratio: Comparable to reference WLA: 0 Volume I-
gus.pe”ded values. 2,486 tonslyr LA: 2,486 Volume Il — Appendix A, C, and D
olids e BEHI: Comparable to reference values.
D50: Comparable to reference values.
e PFC: Proper Functioning Condition or
"Functional - at Risk" with an upward trend.
e Macro IBl: To be determined
Nutrients No nutrient TMDL needed, not exceeding the narrative nutrient standards. Volume |
_ e Agquatic Life (acute): 340 ug/L WLA: 0 Volume I:
Arsenic : ﬁﬂ‘rf;f hzzlgﬁf";"o”fé'nj 50 uglL 2794 los/yr LA: 279.4 Ibs/yr Volume Il — Appendix A and F
e Agquatic Life (acute): 2.3 yg/L at 105.6 mg/L
hardness
. o . WLA: 0 Volume [;
I\C/Il'lfjlzrl]flxtl)(%_efgo Cadmium -h;;glr::t;g Life (chronic): 0.3 pg/L at 105.6 mg/L 13.2 Ibs/yr LA: 13.2 Ibs/yr Volume I — Appendix A and F
e Human Health: 5 pg/L
e Aquatic Life (acute): 14.6 pg/L at 105.6 mg/L
hardness
Copper o Aquatic Life (chronic): 9.6 ug/L at 105.6 mg/L 517.6 Ibs/yr \Z\LI\_A5107 6 Ibs/yr xz:ag: :I — Appendix A and F
hardness ' ’
e Human Health: 1,300 pg/L
e Agquatic Life (acute): 86.3 ug/L at 105.6 mg/L
hardness
Lead e Aquatic Life (chronic): 3.3 pg/L at 105.6 mg/L 155.8 Ibs/yr \Iﬁl\_ﬁs% 8 Ibs/yr xg:ﬂm: :I _ Appendix A and F
hardness ' '
e Human Health: 15 pg/L
Mercury Insufficient data, not addressed in Volume |I.
e Agquatic Life (acute): 126.5 pg/L at 105.6 mg/L
hardness
Zinc « Aquatic Life (chronic): 126.5 pg/L at 105.6 mg/L | 10613.3 Ibs/yr DA 86 133 Ibsiyr xg:ﬂmz v Appendix A and F
hardness ' ’
e Human Health: 2,000 pg/L
pH No TMDL needed, not exceeding the standards. Volume |
Corbin Creek, o % of subsurface fines < 6.4 mm: < or = to the
MT411006_090 average value for all Helena National Forest
reference stream core samples
e % of surface fines <2.0 mm: 0.2
Suspended . v\;\lllljjet:/depth ratio: Comparable to reference 368 tong/or WLA: 0 Volume I:
Solids ’ y LA: 368 tons/yr Volume Il — Appendix A, C, and D

e BEHI: Comparable to reference values.
D50: Comparable to reference values.
PFC: Proper Functioning Condition or

"Functional - at Risk" with an upward trend.

e Macro IBl: To be determined
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Table 15-1. Summary of 303(d) listed streams, pollutants, and TMDLs in the Lake Helena watershed.

TMDL
Waterbody Parameter/ WLA
Name Pollutant Water Quality Goal/Endpoint TMDL LA Supporting Documentation
e Agquatic Life (acute): 340 ug/L
. o : WLA: 0 Volume I,
Arsenic e Aquatic Life (chronic): 150 pg/L 36.2 Ibs/yr ; T .
« Human Health: 10 yg/L LA: 36.2 Ibs/yr Volume Il — Appendix A and F
e Agquatic Life (acute): 8.95 ug/L at 400 mg/L
hardness . .
Cadmium « Aquatic Life (chronic): 0.75 ug/L at 400 mg/L 2.8 lbs/yr \(\Q\‘_Az'g . xg:mg :i _ Aopendix Aand F
hardness T y PP
e Human Health: 5 pg/L
e Aquatic Life (acute): 51.0 pg/L at 400 mg/L
hardness . .
Copper o Aquatic Life (chronic): 29.8 pg/L at 400 mg/L 114.6 Ibs/yr m\‘ﬁ& 6 Ibs/vr xz:ag: :I _ Appendix A and F
hardness ' ’ y PP
e Human Health: 1,300 pg/L
e Aquatic Life (acute): 468.3 pg/L at 400 mg/L
hardness . .
Lead « Aquatic Life (chronic): 18.2 pg/L at 400 mg/L 33.2 Ibs/yr &%302 bs/or xg:ﬂmz b ondix A and F
hardness U Y PP
e Human Health: 15 pg/L
e Aquatic Life (acute): 392.6 pg/L at 400 mg/L
hardness . .
Zinc « Aquatic Life (chronic): 392.6 ug/L at 400 mg/L | 1,660.7 Ibs/yr A 0.7 e e oendix A and F
hardness Y ' y PP
e Human Health: 2,000 pg/L
< o B o
° F_ 1"F change when water temperature is < 67 Volume | stated that, “The available data suggest that impairments due to metals and siltation
« No significant disturbance of riparian vegetation: currently far outweigh any concerns posed by thermal modifications. Fisheries data suggest that
Thermal 9 p 9 ' | the stream is not inhabited by fish. It is not recommended that a TMDL for temperature be

Modifications

Riparian vegetation approaching the maximum
potential.

e MFISH rating of “best” or “substantial”

o Maintain recommended MFWP flows

prepared at this time. Once pollutant levels are reduced in the stream, Corbin Creek should be
able to sustain a fish population and the application of the B-1 temperature targets would be

appropriate.”

Addressed as part of the metals goals and TMDLs. Volume | found that, “The impairment is likely associated with extremely high trace metals

?glg/g/ concentrations rather than high concentrations of sulfates, sodium, or chlorides. The project team finds that a specific TMDL to address salinity and total
dissolved solids issues is not warranted pending implementation of a metals TMDL.”
The 1996 list did not have more specific details about the “unknown toxicity.” Investigations performed

ﬁ?.fﬁggg %;%EK’ .LI.JS)I((IZE;V” during the Volume | report revealed that the unknown toxicity was most likely due to metals. The Volume |
- impairment is addressed as part of the cadmium and lead TMDLs.

Suspended

Solids/ No suspended solids or turbidity TMDLs needed, not exceeding the narrative standards. Volume |

Turbidity
e Aguatic Life (acute): 0.8 pg/L at 38.5 mg/L

hardness
Cadmium . Aquatichléiizrfg:;onic): 0.1 pg/L at 38.5 mg/L 0.7 Ib/yr \Iﬁl\_:%.;)lb/yr xg:ﬂm: :I _ Appendix A and F

e Human Health: 5 ug/L
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Table 15-1. Summary of 303(d) listed streams, pollutants, and TMDLs in the Lake Helena watershed.

TMDL
Waterbody Parameter/ WLA
Name Pollutant Water Quality Goal/Endpoint TMDL LA Supporting Documentation
e Agquatic Life (acute): 23.9 ug/L at 38.5 mg/L
hardness
L S WLA: 0 Volume I;
Lead . Aquatlchlén;zrfg:;omc). 0.9 pg/L at 38.5 mg/L 6.3 Ibs/yr LA: 6.3 lbs/yr Volume Il — Appendix A and F

e Human Health: 15 pg/L

Granite Creek
MT411006_179

(Tributary to No pollutants No TMDLs necessary. Volume |
Austin Creek)
. No flow was observed in Granite Creek. Therefore, insufficient information is available to determine
. Arsenic . : Volume |
Granite Creek, impairment status.
MT411006_230 . No flow was observed in Granite Creek. Therefore, insufficient information is available to determine
; Cadmium . : Volume |
(Trlbutar_y to impairment status.
Sevenmile Creek) No flow was observed in Granite Creek. Therefore, insufficient information is available to determine
Lead . : Volume |
impairment status.
Jackson Creek, I I . .
MT411006 190 Siltation No siltation TMDL needed, not exceeding the narrative standards. Volume |
e % of subsurface fines < 6.4 mm: <or = to the
average value for all Helena National Forest
reference stream core samples
e % of surface fines < 2.0 mm: 0.2
- o Width/depth ratio: Comparable to reference WLA: 0 Volume I:
Siltation values. 306 Ibs/yr LA: 306 Ibs/yr Volume Ii - Appendix A, C, and D
o BEHI: Comparable to reference values. ’ y PP T
Jennie’s Fork, e D50: Comparable to reference values.
MT411006_210 e PFC: Proper Functioning Condition or
"Functional - at Risk" with an upward trend.
e Macro IBl: To be determined
e Agquatic Life (acute): 118.7 pg/L at 135.8 mg/L
hardness
L S WLA: 0 Volume I;
Lead e Aquatic Life (chronic): 4.6 ug/L at 135.8 mg/L 8.4 Ibs/yr LA: 8.4 Ibs/yr Volume Il — Appendix A and F
hardness
e Human Health: 15 pg/L
Lake Helena Suspended Impairment status unknown. Volume | states, “insufficient information is available to evaluate the
! P degree of potential sediment impairment in Lake Helena, if any. A suitable reference lake would be Volume |
MT411007_010 Solids . . . ,
needed to evaluate the sediment impairment of Lake Helena.
TN
Insufficient data are currently available to establish WLA: 4.4
nutrient targets for Lake Helena. A strategy to . tons/yr
. establish targets in the future is presented in TN:226.2 tons/yr LA: 221.8 tons/yr Vqume_I
Nutrients ; Appendix A, C, D, E, I, and K
Volume I, Section 3.2.3. TMDLS are presented TP: 20.7 tons/yr Volume II, Section 3.2.3 (Nutrient Strategy)
based on % reductions for Prickly Pear Creek (the T y TP ’ - 9y
largest tributary to Lake Helena). WLA: 1.8 Ibs/yr
LA: 18.9 Ibs/yr
e Aquatic Life (acute): 340 pg/L . .
Arsenic e Aquatic Life (chronic): 150 pg/L 5,104.2 Ibs/yr WLA: 149.2 Ibs/yr Volume I,

e Human Health: 10 pg/L

LA: 4,955.0 Ibs/yr

Volume Il — Appendices A and F
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Table 15-1. Summary of 303(d) listed streams, pollutants, and TMDLs in the Lake Helena watershed.

TMDL
Waterbody Parameter/ WLA
Name Pollutant Water Quality Goal/Endpoint TMDL LA Supporting Documentation
e Agquatic Life (acute): 157.6 pg/L at 169.7 mg/L
hardness
Lead « Aquatic Life (chronic): 6.1 ug/L at 169.7 mgiL | 2,798.0 Ibs/yr e fgfz'“/yr xg:ﬂmg i Appendices A and F
hardness T '
e Human Health: 15 pg/L
;\rﬂr;%ri?;:a:tions Unknown impairment status. Volume |
e % of subsurface fines < 6.4 mm: <or = to the
average value for all Helena National Forest
reference stream core samples
e % of surface fines < 2.0 mm: 0.2
Suspended o Width/depth ratio: Comparable to reference WLA: 0 Volume I:
Solids values. 1,780 tons/yr LA: 1,780 tons/yr Volume Il — Appendix A, C, and D
e BEHI: Comparable to reference values. ’ T
e D50: Comparable to reference values.
e PFC: Proper Functioning Condition or
"Functional - at Risk" with an upward trend.
e Macro IBl: To be determined
e Aquatic Life (acute): 1.1 pg/L at 51.4 mg/L
hardness
Cadmium « Aquatic Life (chronic): 0.2 ug/L at 51.4 mg/L 10.4 Ibsfyr D o e youme & Appendix A and F
hardness o
Lump Gulch, e Human Health: 5 pug/L
MT411006_130 e Aquatic Life (acute): 7.4 pg/L at 51.4 mg/L
hardness
Copper e Aquatic Life (chronic): 5.2 pg/L at 51.4 mg/L 452.8 Ibs/yr \IZ\Q\_QS% 8 Ibs/yr xz:am: :I — Appendix A and F
hardness ' ’
e Human Health: 1,300 pg/L
e Agquatic Life (acute): 34.6 ug/L at 51.4 mg/L
hardness
Lead « Aquatic Life (chronic): 1.3 pg/L at 51.4 mg/L 135.3 Ibs/yr \(\Q\TA{?’% 3 Ibsiyr xg:ﬂmz v Appendix A and F
hardness ' '
e Human Health: 15 pg/L
e Aquatic Life (acute): 68.6 pg/L at 51.4 mg/L
hardness
Zinc e Aquatic Life (chronic): 68.6 pg/L at 501.4mg/L 8,485.9 Ibs/yr m\‘g 285 9 Ibs/yr xg:ﬂm: :I — Appendix A and F
hardness T '
e Human Health: 2,000 pg/L
Mercury Insufficient data, not addressed in Volume |I.
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Table 15-1. Summary of 303(d) listed streams, pollutants, and TMDLs in the Lake Helena watershed.

Waterbody
Name

TMDL
Parameter/
Pollutant

Water Quality Goal/Endpoint

WLA
TMDL LA

Supporting Documentation

Middle Fork Warm
Springs Creek,
MT411006_100

Siltation

% of subsurface fines < 6.4 mm: <or = to the
average value for all Helena National Forest
reference stream core samples

% of surface fines < 2.0 mm: 0.2

Width/depth ratio: Comparable to reference
values.

BEHI: Comparable to reference values.

D50: Comparable to reference values.

PFC: Proper Functioning Condition or
"Functional - at Risk" with an upward trend.

Macro IBl: To be determined

Load allocations are presented as part of the
Warm Springs Creek watershed TMDL.

Volume I;
Volume Il — Appendix A, C, and D

Arsenic

Agquatic Life (acute): 340 pg/L
Agquatic Life (chronic): 150 pg/L
Human Health: 10 pg/L

Load allocations are presented as part of the
Warm Springs Creek watershed TMDL.

Volume [;
Volume Il — Appendix A and F

Cadmium

Agquatic Life (acute): 1.3 pg/L at 61.2 mg/L
hardness

Agquatic Life (chronic): 0.2 pg/L at 61.2 mg/L
hardness

Human Health: 5 pg/L

Load allocations are presented as part of the
Warm Springs Creek watershed TMDL.

Volume I;
Volume Il — Appendix A and F

Copper

No copper TMDL needed, not exceeding the standar

ds.

Lead

Agquatic Life (acute): 43.2 pg/L at 61.2 mg/L
hardness

Agquatic Life (chronic): 1.7 pg/L at 61.2 mg/L
hardness

Human Health: 15 ug/L

Load allocations are presented as part of the
Warm Springs Creek watershed TMDL.

Volume I;
Volume Il — Appendix A and F

Zinc

Aquatic Life (acute): 79.7 pg/L at 61.2 mg/L
hardness

Aquatic Life (chronic): 79.7 pg/L at 61.2 mg/L
hardness

Human Health: 2,000 pg/L

Load allocations are presented as part of the
Warm Springs Creek watershed TMDL.

Volume I,
Volume Il — Appendix A and F

Mercury

Insufficient data, not addressed in Volume |I.

North Fork Warm
Springs Creek,
MT411006_180

Siltation

% of subsurface fines < 6.4 mm: <or = to the
average value for all Helena National Forest
reference stream core samples

% of surface fines < 2.0 mm: 0.2

Width/depth ratio: Comparable to reference
values.

BEHI: Comparable to reference values.

D50: Comparable to reference values.

PFC: Proper Functioning Condition or
"Functional - at Risk" with an upward trend.

Macro IBl: To be determined

Load allocations are presented as part of the
Warm Springs Creek watershed TMDL.

Volume I;
Volume Il — Appendix A, C, and D

Low DO,
organic
enrichment

No nutrient TMDL needed, not exceeding the narrative standards.

Volume |

Arsenic

Aquatic Life (acute): 340 pg/L
Agquatic Life (chronic): 150 pg/L
Human Health: 10 pg/L

Load allocations are presented as part of the
Warm Springs Creek watershed TMDL.

Volume I;
Volume Il — Appendix A and F
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Table 15-1. Summary of 303(d) listed streams, pollutants, and TMDLs in the Lake Helena watershed.

TMDL
Waterbody Parameter/ WLA
Name Pollutant Water Quality Goal/Endpoint TMDL LA Supporting Documentation
e Agquatic Life (acute): 1.3 pg/L at 61.2 mg/L
. . hqrdness . Load allocations are presented as part of the Volume [;
Cadmium ¢ Aquatlchlélizrng;onlc). 02 uglL at 61.2 mg/L Warm Springs Creek watershed TMDL. Volume Il — Appendix A and F
e Human Health: 5 pg/L
e Aquatic Life (acute): 79.7 pg/L at 61.2 mg/L
. . ha_rdness . Load allocations are presented as part of the Volume I;
Zinc * Aquatlchlélltgrsgz;onlc). 79.7 pg/L at 61.2 mg/L Warm Springs Creek watershed TMDL. Volume Il — Appendix A and F
e Human Health: 2,000 pg/L
e % of subsurface fines < 6.4 mm: <or = to the
average value for all Helena National Forest
reference stream core samples
e % of surface fines <2.0 mm: 0.2
Suspended o Width/depth ratio: Comparable to reference Lo_ad allocations are presented as part of the Volume I
Solids values. Prickly Pear Creek watershed TMDL (Segment Volume Ii — Appendix A, C, and D
. e BEHI: Comparable to reference values. MT411006_020). »
Prickly Pear .
Creek. e D50: Comparable tp rgference }/glues.
MT411006 060 e PFC: Proper Functioning Condition or
- "Functional - at Risk" with an upward trend.
e Macro IBl: To be determined
e Agquatic Life (acute): 238.5 pg/L at 235.1 mg/L
hardness Load allocations are presented as part of the Volume I
Lead . Aquatlchlgigrsgt;;omc). 9.2 pg/L at 235.1 mg/L Eﬂl}c;klyl/oggiggg;ek watershed TMDL (Segment Volume I — Appendix A and F
e Human Health: 15 ug/L
e % of subsurface fines < 6.4 mm: < or = to the
average value for all Helena National Forest
reference stream core samples
e % of surface fines <2.0 mm: 0.2
Prickly Pear Siltation/ o Width/depth ratio: Comparable to reference Load allocations are presented as part of the Volume I
Creek, Suspended values. Prickly Pear Creek watershed TMDL (Segment Volume Ii — Aopendix A. C. and D
MT411006_050 Solids o BEHI: Comparable to reference values. MT411006_020). pp s
e D50: Comparable to reference values.
e PFC: Proper Functioning Condition or
"Functional - at Risk" with an upward trend.
e Macro IBl: To be determined
e Aquatic Life (acute): 5.2 yg/L at 235.1 mg/L
hardness Load allocations are presented as part of the Volume I
Cadmium . Aquatlchlén;zrfgzgomc). 0.5 pg/L at 235.1 mg/L Eﬂl}akiyl/olz)g%gg)e.ek watershed TMDL (Segment Volume I — Appendix A and F
e Human Health: 5 pg/L
e Aquatic Life (acute): 238.5 pg/L at 235.1 mg/L
hardness and allocations are presented as part of the Volume I
Lead . Aquat|chl_a|:3r$g:gon|c). 9.2 ug/L at 235.1 mg/L K’Ar_ll_(;kﬁOF(’)téa_ng)a.ek watershed TMDL (Segment Volume Il — Appendix A and F

Human Health: 15 pg/L
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Table 15-1. Summary of 303(d) listed streams, pollutants, and TMDLs in the Lake Helena watershed.

Appendix E

TMDL
Waterbody Parameter/ WLA
Name Pollutant Water Quality Goal/Endpoint TMDL LA Supporting Documentation
e Agquatic Life (acute): 249.9 pg/L at 235.1 mg/L
. . hqrdness . and allocations are presented as part of the Volume I:
Zinc . Aquatlchlén;zn(g:;omc). 249.9 pg/L at 235.1 mg/L malj{oggig%iek watershed TMDL (Segment Volume Il — Appendix A and F
e Human Health: 2,000 pg/L
e % of subsurface fines < 6.4 mm: <or = to the
average value for all Helena National Forest
reference stream core samples
* % of surface fines <2.0 mm: 0.2
Siltation/ o Width/depth ratio: Comparable to reference Load allocations are presented as part of the Volume I
Suspended values. Prickly Pear Creek watershed TMDL (Segment Volume Ii — Appendix A, C, and D
Solids e BEHI: Comparable to reference values. MT411006_020). T
e D50: Comparable to reference values.
e PFC: Proper Functioning Condition or
"Functional - at Risk" with an upward trend.
e Macro IBl: To be determined
¢ Aquatic Life (acute): 340 pg/L Ilgqailalll;)catigns akre p;esehntzd_reﬁ [g)l??SOf the o | voumer;
Arsenic e Agquatic Life (chronic): 150 pg/L rickly Pear Creek watershe egmen ! .
. H?Jman Healgh: 10 ug)]/L Hg MT411006_020). Volume Il — Appendix A and F
e Aquatic Life (acute): 5.2 pg/L at 235.1 mg/L Load allocations are presented as part of the
hardness Prickly Pear Creek watershed TMDL (Segment Volume |-
Cadmium . Aquatlchlén;zrfg:;omc): 0.5 pg/L at 235.1 mg/L MT411006_020). Volume Il — Appendix A and F
g';ekk'y Pear « Human Health: 5 pg/L
MT41Ib06 040 e Aquatic Life (acute): 31.0 pg/L at 235.1 mg/L Load allocations are presented as part of the
- hardness Prickly Pear Creek watershed TMDL (Segment Volume I-
Copper e Aquatic Life (chronic): 18.9 ug/L at 235.1 mg/L MT411006_020). Volume Ii — Appendix A and F
hardness
e Human Health: 1,300 pyg/L
e Aquatic Life (acute): 238.5 ug/L at 235.1 mg/L Load allocations are presented as part of the
hardness Prickly Pear Creek watershed TMDL (Segment Volume |-
Lead o Aquatic Life (chronic): 9.2 ug/L at 235.1 mg/L MT411006_020). Volume Il — Appendix A and F
hardness
e Human Health: 15 pg/L
e Aquatic Life (acute): 249.9 pg/L at 235.1 mg/L Load allocations are presented as part of the
hardness Prickly Pear Creek watershed TMDL (Segment Volume |-
Zinc e Aquatic Life (chronic): 249.9 ug/L at 235.1 mg/L | MT411006_020). Volume Il — Appendix A and F
hardness
e Human Health: 2,000 pg/L
" | o 201;F when'%/vater tergﬁe;ature is<67°F WLA Volume |-
erma . ercent Riparian Shade o : i . .
Modifications e MFISH rating of “best” or “substantial” 67 °F LA: 67 °F Volume Il — Appendix A, Appendix G,
L]

Maintain minimum MFWP recommended flows
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Table 15-1. Summary of 303(d) listed streams, pollutants, and TMDLs in the Lake Helena watershed.

TMDL
Waterbody Parameter/ WLA
Name Pollutant Water Quality Goal/Endpoint TMDL LA Supporting Documentation
* % of subsurface fines < 6.4 mm: <or = to the
average value for all Helena National Forest
reference stream core samples
e % of surface fines < 2.0 mm: 0.2
Siltation/ o Width/depth ratio: Comparable to reference Load allocations are presented as part of the Volume I-
Suspended values. Prickly Pear Creek watershed TMDL (Segment Volume Ii — Appendix A, C, and D
Solids e BEHI: Comparable to reference values. MT411006_020). T
e D50: Comparable to reference values.
e PFC: Proper Functioning Condition or
"Functional - at Risk" with an upward trend.
e Macro IBl: To be determined
. $E ggi ?g//:: and allocations are presented as part of the Volumell;
Nutrients (A -str-ategy o revise these targets is presented in Prickly Pear Creek watershed TMDL (Segment Appendix A, C, .D, E, I, and K.
] MT411006_020). Volume I, Section 3.2.3 (Nutrient Strategy)
Volume Il and Appendix I)
A e Aquatic Life (acute): 340 pg/L Iﬁoailalll;)catigns akre presehntcedeeﬁ DpLaEtSof the Volume I
rsenic e Agquatic Life (chronic): 150 pg/L rickly Pear Creek watershe: egment i .
. H?Jman Healgh: 10 ug)]/L Hg MT411006_020). Volume Il — Appendix A and F
e Agquatic Life (acute): 5.2 pg/L at 235.1 mg/L
_ hardness Load allocations are presented as part of the Volume I
Prickly Pear Cadmium e Aquatic Life (chronic): 0.5 pg/L at 235.1 mg/L Prickly Pear Creek watershed TMDL (Segment Volume Ii — Appendix A and F
Creek, hardness MT411006_020).
MT411006_030 o Human Health: 5 ug/L
e Aquatic Life (acute): 31.0 pg/L at 235.1 mg/L
hardness and allocations are presented as part of the Volume I:
Copper . Aquatlchlélltgrsgz;onlc). 18.9 pg/L at 235.1 mg/L rﬂt}zk;{ogga_g%iek watershed TMDL (Segment Volume Il — Appendix A and F
e Human Health: 1,300 pg/L
e Agquatic Life (acute): 238.5 pg/L at 235.1 mg/L
. hqrdness . and allocations are presented as part of the Volume I:
Lead . Aquatlchlén;zn(g:;omc). 9.2 pg/L at 235.1 mg/L Eﬂt}iﬂyllogga_agg)a.ek watershed TMDL (Segment Volume Il — Appendix A and F
e Human Health: 15 pg/L
e Aquatic Life (acute): 249.9 ug/L at 235.1 mg/L
_ hardness Lo_ad allocations are presented as part of the Volume I:
Zinc . Aquatlchlélltgrggz;onlc). 249.9 pg/L at 235.1 mg/L E}ﬁkﬁ&ga%ﬁek watershed TMDL (Segment Volume I — Appendix A and F
e Human Health: 2,000 pg/L
< 1°F when water temperature is < 67 °F No TMDL is presented at this time. This .
Thermal 60 Percent Riparian Shade segment is completely dewatered during critical | Volume [;

Modifications

MFISH rating of “best” or “substantial”
Maintain minimum MFWP recommended flows

summer low flow conditions. Reassessment
should occur once the stream meets
recommended minimum summer flows.

Volume Il — Appendix A, Appendix G,
Appendix E
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Table 15-1. Summary of 303(d) listed streams, pollutants, and TMDLs in the Lake Helena watershed.

TMDL
Waterbody Parameter/ WLA
Name Pollutant Water Quality Goal/Endpoint TMDL LA Supporting Documentation
* % of subsurface fines < 6.4 mm: <or = to the
average value for all Helena National Forest
reference stream core samples
e % of surface fines <2.0 mm: 0.2
Siltation/ o Width/depth ratio: Comparable to reference WLA: 54 tons/vr Volume I:
gus.pe”ded values. 24,186 tons/yr LA: 24.132 tonys/yr Volume Il — Appendix A, C, and D
olids o BEHI: Comparable to reference values.
D50: Comparable to reference values.
e PFC: Proper Functioning Condition or
"Functional - at Risk" with an upward trend.
e Macro IBl: To be determined
TN
WLA: 3.7 tons/yr
TNE 0.33 mg/L . LA: 108.0 tons/{/r Volume I[;
Nutrients TP: 0.04 mg/L ) . ) TNj 111.7 tons/yr Appendix A, C, D, E, and [;
(A strategy to revise these targets is presented in TP: 13.6 tons/yr TP Volume Il Section 3.2.3 (Nutrient Strategy)
Volume Il and Appendix I) WLA: 1.6 ton/yr ’ -
LA: 12.0 tons/yr
Ammonia No ammonia TMDL needed, not exceeding the standards. Volume |
e Aquatic Life (acute): 340 pg/L WLA: 149 Ibs/yr Volume |-
Arsenic e Aquatic Life (chronic): 150 pg/L 3,943 Ibs/yr A ' .
« Human Health: 10 pg/L LA: 3,794 Ibs/yr Volume Il — Appendix A and F
Prickly Pear e Aquatic Life (acute): 5.2 pg/L at 235.1 mg/L
Creek, hardness
MT411006_020 Cadmium « Aquatic Life (chronic): 0.5 pg/L at 235.1 mg/L | 171 Ibsiyr \ﬁ\/lxl_-ﬁ'slazulazzlxr yolume t _ Appendix A and F
hardness '
e Human Health: 5 pg/L
e Agquatic Life (acute): 31.0 pg/L at 235.1 mg/L
hardness
Copper « Aquatic Life (chronic): 18.9 pg/L at 235.1 mg/L | 5,969 Ibs/yr DA Ao I'E:grr youme & Appendix A and F
hardness Y
e Human Health: 1,300 pg/L
e Aquatic Life (acute): 238.5 pg/L at 235.1 mg/L
hardness
Lead e Aquatic Life (chronic): 9.2 pg/L at 235.1 mg/L 2,082 Ibs/yr \IZ\Q\_AZ (?175”|)§g;r xz:ﬂﬁz :I — Appendix A and F
hardness T
e Human Health: 15 pg/L
e Agquatic Life (acute): 249.9 pg/L at 235.1 mg/L
hardness
Zinc « Aquatic Life (chronic): 249.9 ug/L at 235.1 mg/L | 118,617 Ibs/yr X‘Q‘_ﬁ"é’%ﬁ 'Ilf)ss’/’;rr xg:ﬂmz v Appendix A and F
hardness ' ’
e Human Health: 2,000 pg/L
< 1°F when water temperature is < 67°F No TMDL is presented at this time. This _
Thermal 60 Percent Riparian Shade previous segment is completely dewatered Volume [;

Modifications

MFISH rating of “best” or “substantial”
Maintain minimum MFWP recommended flows

during critical summer low flow conditions.
Reassessment should occur once the stream

meets recommended minimum summer flows.

Volume Il — Appendix A, Appendix G,
Appendix E
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Table 15-1. Summary of 303(d) listed streams, pollutants, and TMDLs in the Lake Helena watershed.

TMDL
Waterbody Parameter/ WLA
Name Pollutant Water Quality Goal/Endpoint TMDL LA Supporting Documentation
Prickly Pear . ) . . . .
Creek Metals This segment of Prickly Pear Creek is located downstream of Lake Helena, and is therefore outside the scope of this assessment. Segment
MT41Ib06 010 MT411006_010 will be assessed at a future date as part of the Hauser Lake/Missouri River Planning Area.
e % of subsurface fines < 6.4 mm: <or = to the
average value for all Helena National Forest
reference stream core samples
e % of surface fines <2.0 mm: 0.2
o Width/depth ratio: Comparable to reference . .
Siltation values. 3100 tons/yr LA 3100 Volume i - Appendix A, C, and D
e BEHI: Comparable to reference values. ' T
e D50: Comparable to reference values.
e PFC: Proper Functioning Condition or
"Functional - at Risk" with an upward trend.
e Macro IBl: To be determined
TN
WLA: 0 tons/yr
TN: 0.33 mg/L ; .
Sevenmile Creek Nutrients If:sgéqggr;%g_revise these targets is presented in PI;I :2592)?<)tr?glsylryr o ngjerﬂceﬁk A.C,D,E, |, and K
MT411006 160 ' Volume Il and Appendix 1) T TP Volume Il, Section 3.2.3 (Nutrient Strategy)
— WHLA: 0 ton/yr
LA: 1.59 tons/yr
e Agquatic Life (acute): 340 pg/L
. . _ WLA: 0 Volume [;
Arsenic : ﬁﬂ‘::;': hg‘;éﬁf‘:"onlfé'/lj 50 uglL 578.7 lbs/yr LA: 578.7 Ibs/yr Volume Il — Appendix A and F
e Agquatic Life (acute): 33.6 pg/L at 256.4 mg/L
hardness
- . WLA: 0 Volume [;
Copper . Aquat|chl_a|:3r$g:;on|c). 20.4 pg/L at 256.4 mg/L 828.0 Ibs/yr LA 828.0 Ibs/yr Volume Il — Appendix A and F
e Human Health: 1,300 pg/L
e Aquatic Life (acute): 266.2 ug/L at 256.4 mg/L
hardness
L S WLA: 0 Volume I;
Lead . Aquatlchlén;zrfgzgomc). 10.3 pg/L at 256.4 mg/L 283.7 Ibslyr LA: 283.7 Ibs/yr Volume I — Appendix A and F
e Human Health: 15 pg/L
e Aquatic Life (acute): 340 pg/L
. o _ WLA: 0 Volume [;
Silver Creek, Arsenic : ﬁﬂ‘::;': hg‘;éﬁf‘:"onlfé'/lj 50 ugil 968.3 lbs/yr LA: 968.3 lbs/yr Volume Il — Appendix A and F
MT411006_150 — :
(F))rréoarrl:?:;s No TMDL needed, not exceeding standards. Volume |
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Table 15-1. Summary of 303(d) listed streams, pollutants, and TMDLs in the Lake Helena watershed.

TMDL
Waterbody Parameter/ WLA
Name Pollutant Water Quality Goal/Endpoint TMDL LA Supporting Documentation
* % of subsurface fines < 6.4 mm: <or = to the
average value for all Helena National Forest
reference stream core samples
e % of surface fines <2.0 mm: 0.2
o Width/depth ratio: Comparable to reference . .
Skelly Gulch, Siltation values. 1,097 tons/yr \Ii\,lbl\_ﬁ 897 tons/yr xg:ﬂm: :I — Appendix A, C, and D
MT411006_220 o BEHI: Comparable to reference values. Y T
D50: Comparable to reference values.
e PFC: Proper Functioning Condition or
"Functional - at Risk" with an upward trend.
e Macro IBl: To be determined
Metals No TMDL needed, not exceeding standards. Volume |
e % of subsurface fines < 6.4 mm: < or = to the
average value for all Helena National Forest
reference stream core samples
* % of surface fines <2.0 mm: 0.2
Spring Creek, Suspended . V\llldth/depth ratio: Comparable to reference o5 / WLA: 0 Volume I:
MT411006_080 Solids values: 954 tonsfyr LA: 1,954 tons/yr Volume Il - Appendix A, C, and D
e BEHI: Comparable to reference values.
e D50: Comparable to reference values.
e PFC: Proper Functioning Condition or
"Functional - at Risk" with an upward trend.
e Macro IBl: To be determined
TN
WLA: 0
TN:0.33 mg/L TN: 5.84 tons/yr LA: 5.84 tons/yr Volume I;
. TP: 0.04 mg/L .
Nutrients (A strategy to revise these targets is presented in Appendix A, C, .D‘ E,) and K.
Volume Il and A dix | TP: 0.95 tons/yr TP Volume ll, Section 3.2.3 (Nutrient Strategy)
ppendix 1) WLA: 0
LA: 0.95 tons/yr
_ e Agquatic Life (acute): 340 ug/L WLA: 81.2 lbs/yr Volume I:
Arsenic : ﬁﬂ‘rf;f hzzlgﬁf";"o”fé'nj 50 uglL 294.6 lbs/yr LA: 213.4 Ibs/yr Volume Il — Appendix A and F
e Agquatic Life (acute): 8.95 ug/L at 400 mg/L
hardness
Cadmium « Aquatic Life (chronic): 0.75 pg/L at 400 mg/L 15.9 Ibs/yr A Ibsfyr youme & Appendix A and F
hardness
e Human Health: 5 pg/L
e Aquatic Life (acute): 51.0 pg/L at 400 mg/L
hardness
Lo . WLA: 77.6 Ibs/yr Volume I;
Copper . Aquatlchlélltgrsgz;onlc). 29.8 ug/L at 400 mg/L 668.0 Ibs/yr LA: 590.4 Ibs/yr Volume Il — Appendix A and F
e Human Health: 1,300 pg/L
e Agquatic Life (acute): 468.3 pg/L at 400 mg/L
hardness
Lead . Aquatichléh;(ej rfg?;onic): 18.2 pglL at 400 mg/L 219.8 Ibs/yr &’*1'6581_'71“')27)’,? xgmz v Appendix A and F

e Human Health: 15 pg/L
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Table 15-1. Summary of 303(d) listed streams, pollutants, and TMDLs in the Lake Helena watershed.

TMDL
Waterbody Parameter/ WLA
Name Pollutant Water Quality Goal/Endpoint TMDL LA Supporting Documentation
e Agquatic Life (acute): 392.6 pg/L at 400 mg/L
hardness
Zinc . AquatichI;h;z rfg?;onic): 392.6 ug/L at 400 mg/L | 14,399 Ibs/yr &ﬁ'zg’;g?bgi’ryr xgmg v Appendix A and F
e Human Health: 2,000 pg/L
pH No TMDL needed, not exceeding standards. Volume |
Siltation No TMDL needed, not exceeding standards. Volume |
pH No TMDL needed, not exceeding standards. Volume |
A e Aquatic Life (acute): 340 pg/L _Il__oad a;llo((}:atio;s are p;esde_lr]tl\igfszspart of the Volume I
rsenic e Aquatic Life (chronic): 150 pg/L enmile Creek watershe egment i .
. H?Jman Healgh: 10 ug)]/L Hg MT411006_143). Volume Il — Appendix A and F
e Agquatic Life (acute): 2.3 yg/L at 106.5 mg/L
. . hqrdness . Load gllocations are presented as part of the Volume I:
Cadmium . Aquatlchlén;zrfg:;omc). 0.3 pg/L at 106.5 mg/L ;\Fﬂe_rrllr?:lé)eo(é)ie;ilg;/atershed TMDL (Segment Volume I — Appendix A and F
e Human Health: 5 pg/L
e Aquatic Life (acute): 14.7 pg/L at 106.5 mg/L
T e Creek c ha;dness / / _Il__oad a:llogatioi?s are prr]esae_lr]}\;:gfsgart of the Volume I:
enmile Creek, opper e Aguatic Life (chronic): 9.7 pg/L at 106.5 mg/L enmile Creek watershe egment ' .
MT411006_141 PP q hardrsess ) Hg 9 MT411006_143). (Seg Volume Il — Appendix A and F
e Human Health: 1,300 pg/L
e Agquatic Life (acute): 87.2 ug/L at 106.5 mg/L
. hqrdness . Load gllocations are presented as part of the Volume I:
Lead . Aquatlchlén;zn(g:;omc). 3.4 pg/L at 106.5 mg/L ;\I'/Ie_zrrlqulllc()aogﬁiléyatershed TMDL (Segment Volume Il — Appendix A and F
e Human Health: 15 pg/L
Mercury Insufficient data, not addressed in Volume |I.
e Aquatic Life (acute): 127.5 pg/L at 106.5 mg/L
. . hqrdness . Load gllocations are presented as part of the Volume I
Zinc . Aquatlchl_an;zrfg:gomc). 127.5 pg/L at 106.5 mg/L ;\I'/Ie_zrrlqulllc()aogﬁiléyatershed TMDL (Segment Volume Il — Appendix A and F
e Human Health: 2,000 pg/L
Tenmile Creek, pH No TMDL needed, not exceeding standards. Volume |
MT411006_142 ¢ % of subsurface fines < 6.4 mm: < or = to the
average value for all Helena National Forest
reference stream core samples
e % of surface fines <2.0 mm: 0.2
o Width/depth ratio: Comparable to reference Load allocations are presented as part of the Volume I
Siltation values. Tenmile Creek watershed TMDL (Segment Volume Ii — Appendix A, C, and D
e BEHI: Comparable to reference values. MT411006_143). e
e D50: Comparable to reference values.
e PFC: Proper Functioning Condition or
"Functional - at Risk" with an upward trend.
e Macro IBl: To be determined
e Aquatic Life (acute): 340 ug/L Load allocations are presented as part of the Volume I:
Arsenic e Aquatic Life (chronic): 150 pg/L Tenmile Creek watershed TMDL (Segment '

e Human Health: 10 pg/L

MT411006_143).

Volume Il — Appendix A and F
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Table 15-1. Summary of 303(d) listed streams, pollutants, and TMDLs in the Lake Helena watershed.

TMDL
Waterbody Parameter/ WLA
Name Pollutant Water Quality Goal/Endpoint TMDL LA Supporting Documentation
e Agquatic Life (acute): 2.3 yg/L at 106.5 mg/L
. . hqrdness . Load gllocations are presented as part of the Volume I:
Cadmium . Aquatlchlén;zn(g:;onlc). 0.3 pg/L at 106.5 mg/L ;\I'/Ie_zrrlqulllc()eogﬁiléyatershed TMDL (Segment Volume Il — Appendix A and F
e Human Health: 5 pg/L
e Aquatic Life (acute): 14.7 pg/L at 106.5 mg/L
_ ha_rdness _ Load gllocations are presented as part of the Volume I:
Copper . Aquatlchlélltgrggz;onlc). 9.7 pug/L at 106.5 mg/L ;\I’/Igrrl‘r?llltt)eo(é‘,ﬁil;;/f/atershed TMDL (Segment Volume Il — Appendix A and F
e Human Health: 1,300 pg/L
e Aquatic Life (acute): 87.2 pg/L at 106.5 mg/L
. hqrdness . Load gllocations are presented as part of the Volume I:
Lead . Aquatlchl_an;zrfg:;onlc). 3.4 pg/L at 106.5 mg/L ;\I'/Ie_zrrlqulllc()aogﬁiléyatershed TMDL (Segment Volume Il — Appendix A and F
e Human Health: 15 pg/L
e Agquatic Life (acute): 127.5 pg/L at 106.5 mg/L
_ . hqrdness . Load gllocations are presented as part of the Volume I:
Zinc . Aquatlchlén;zrfgzgomc). 127.5 ug/L at 106.5 mg/L ;\I’/Igrrllr?lll(()eo(éﬁil;;/f/atershed TMDL (Segment Volume Il — Appendix A and F
e Human Health: 2,000 pg/L
Tenmile Creek, Mercury Insufficient data, not addressed in Volume |I.
MT411006_143 pH No TMDL needed, not exceeding standards. Volume |
e % of subsurface fines < 6.4 mm: <or = to the
average value for all Helena National Forest
reference stream core samples
e % of surface fines < 2.0 mm: 0.2
o Width/depth ratio: Comparable to reference . .
Siltation values. 8,247 tonslyr \Iﬁlblx_g 247 tons/yr xg:ﬂm: :I — Appendix A, C, and D
o BEHI: Comparable to reference values. 7 T
e D50: Comparable to reference values.
e PFC: Proper Functioning Condition or
"Functional - at Risk" with an upward trend.
e Macro IBl: To be determined
TN
TN: 0.33 mg/L WLA: 0 tons/yr Volume I:
Nutrients TP: 0.04 mg/L _ _ _ TN.: 44 47 tons/yr LA: 44.47 tons/yr Appendix A, C, D, E, I, and K
(A strategy to revise these targets is presented in TP: 4.39 tons/yr TP Volume II, Section 3.2.3 (Nutrient Strategy)
Volume Il and Appendix I) WLA: 0 ton/yr ’ -
LA: 4.39 tons/yr
e Aquatic Life (acute): 340 ug/L WLA: 0 Volume I:
Arsenic e Aquatic Life (chronic): 150 pg/L 1,912.6 Ibs/yr s K .
« Human Health: 10 pg/L LA: 1,912.6 Ibs/yr Volume Il — Appendix A and F
e Aquatic Life (acute): 2.3 yg/L at 106.5 mg/L
hardness
Cadmium » Aquatic Lt (hroric): 03 pglL at 106.5 mglL 67.6 Ibs/yr DD s e youme Appendix A and F

e Human Health: 5 pug/L
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Table 15-1. Summary of 303(d) listed streams, pollutants, and TMDLs in the Lake Helena watershed.

Waterbody
Name

TMDL
Parameter/
Pollutant

Water Quality Goal/Endpoint

TMDL

WLA
LA

Supporting Documentation

Copper

Aquatic Life (acute): 14.7 pg/L at 106.5 mg/L
hardness

Aquatic Life (chronic): 9.7 pg/L at 106.5 mg/L
hardness

Human Health: 1,300 pg/L

2,232.4 |bslyr

WLA: 0
LA: 2,232.4 Ibs/yr

Volume I,
Volume Il — Appendix A and F

Lead

Agquatic Life (acute): 87.2 pg/L at 106.5 mg/L
hardness

Agquatic Life (chronic): 3.4 pg/L at 106.5 mg/L
hardness

Human Health: 15 ug/L

734.1 Ibs/yr

WLA: 0
LA: 734.1 Ibs/yr

Volume I;
Volume Il — Appendix A and F

Zinc

Agquatic Life (acute): 127.5 pg/L at 106.5 mg/L
hardness

Aquatic Life (chronic): 127.5 pg/L at 106.5 mg/L

hardness
Human Health: 2,000 pg/L

43,706.0 lbs/yr

WLA: 0
LA: 43,706.0 Ibs/yr

Volume I;
Volume Il — Appendix A and F

Warm Springs
Creek,
MT411006_110

Suspended
Solids,
Siltation

% of subsurface fines < 6.4 mm: < or = to the
average value for all Helena National Forest
reference stream core samples

% of surface fines < 2.0 mm: 0.2

Width/depth ratio: Comparable to reference
values.

BEHI: Comparable to reference values.

D50: Comparable to reference values.

PFC: Proper Functioning Condition or
"Functional - at Risk" with an upward trend.

Macro IBl: To be determined

1,030 tons/yr

WLA: 0
LA: 1,030 tons/yr

Volume I[;
Volume Il — Appendix A, C, and D

Arsenic

Agquatic Life (acute): 340 pg/L
Aquatic Life (chronic): 150 pg/L
Human Health: 10 ug/L

195.0 Ibs/yr

WLA: 0
LA: 195.0 Ibs/yr

Volume I,
Volume Il — Appendix A and F

Cadmium

Agquatic Life (acute): 1.3 pg/L at 61.2 mg/L
hardness

Aquatic Life (chronic): 0.2 pg/L at 61.2 mg/L
hardness

Human Health: 5 pg/L

5.5 Ibs/yr

WLA: 0
LA: 5.5 Ibs/yr

Volume I;
Volume Il — Appendix A and F

Lead

Aquatic Life (acute): 43.2 pg/L at 61.2 mg/L
hardness

Agquatic Life (chronic): 1.7 pg/L at 61.2 mg/L
hardness

Human Health: 15 ug/L

70.0 Ibs/yr

WLA: 0
LA: 70.0 Ibs/yr

Volume [;
Volume Il — Appendix A and F

Zinc

Agquatic Life (acute): 79.7 pg/L at 61.2 mg/L
hardness

Agquatic Life (chronic): 79.7 pg/L at 61.2 mg/L
hardness

Human Health: 2,000 pg/L

3,970.5 Ibs/yr

WLA: 0
LA: 3,970.5 Ibs/yr

Volume I;
Volume Il — Appendix A and F
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